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	Reason for change:
	For SA Demod scenarios, the common CORESET defined in 38.508-1 is not contained within CORESET#0 
TS 38.331 v15.8.0

   commonControlResourceSet
An additional common control resource set which may be configured and used for any common or UE-specific search space. If the network configures this field, it uses a ControlResourceSetId other than 0 for this ControlResourceSet. The network configures the commonControlResourceSet in SIB1 so that it is contained in the bandwidth of CORESET#0.
  controlResourceSetId
Value 0 identifies the common CORESET configured in MIB and in ServingCellConfigCommon (controlResourceSetZero) and is hence not used here in the ControlResourceSet IE. Values 1..maxNrofControlResourceSets-1 identify CORESETs configured by dedicated signalling or in SIB1. The controlResourceSetId is unique among the BWPs of a serving cell.
  TS38.508-1 

C.2.4    Selecting values for offsetToCarrier and offsetToPointA IEs
The default value for offsetToCarrier and offsetToPointA signalling parameters for a PCell need to be calculated dependent on the specific carrier.

To enable configuration of an additional coreset in SIB1 the bandwidth of the additional coreset shall be within the bandwidth of CORESET#0 as specified in IE field description for commonControlResourceSet in PDCCH-ConfigCommon in TS 38.331 [6], clause 6.3.2. As the default bandwidth for both CORESET#0 and CORESET#1 (specified in frequencyDomainResources set to ‘111100…’ in commonControlResourceSet) is 24 RBs there is a need to align the lower edge of CORESET#0 with the lower edge of the additional coreset. As the lower edge of an additional coreset is specified as multiple of 6 RBs (TS 38.213 [22], clause 10.1) there is a need to specify the default value of offsetToCarrier to be a multiple of 6 RBs.



	
	

	Summary of change:
	Added PDCCH-ConfigCommon config for Demod test cases
Updated ControlResourceSetId in PDCCH-config-spCellConfigDedicated

Some of the rows that can be moved to common section 4 of 38.508-1 are added in R5-200430r2. Removed those changes from this CR.
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5.4.2
Radio resource control information elements for Demodulation Performance and CSI reporting tests

As defined in clause 4.6.3 with the following exceptions:

<Many sections skipped>
PDCCH Configuration
PDCCH-ConfigCommon
Table 5.4.2-3a: PDCCH-ConfigCommon
	Derivation Path: Table 4.6.3-96

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF {
	1 entry
	1 search space for both SA and NSA
	

	    SearchSpace [1]
	SearchSpace with condition CSS
	
	

	
}
	
	
	

	searchSpaceOtherSystemInformation
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	CSS
	Common SearchSpace


