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<Unchanged sections skipped>
A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Mnemonic
	Comments

	1
	5GS Mobility Management 
	24.501
	Rel-15
	
	

	2
	5GS Session Management 
	24.501
	Rel-15
	
	

	3
	Radio Resource Control
	38.331
	Rel-15
	
	

	4
	Service Data Adaptation Protocol
	37.324
	Rel-15
	
	

	5
	Packet Data Convergence Protocol
	38.323
	Rel-15
	
	

	6
	Radio Link Control
	38.322
	Rel-15
	
	

	7
	Medium Access Control
	38.321
	Rel-15
	
	

	8
	Physical Layer
	38.201
	Rel-15
	
	


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE test loop
	38.509
	Rel-15
	
	


<Unchanged sections skipped>
A.4.3.2B
NR DC and EN-DC Physical Layer Baseline Implementation Capabilities

<Unchanged sections skipped>
A.4.3.2B.2
EN-DC Physical Layer Baseline Implementation Capabilities

<Unchanged sections skipped>
A.4.3.2B.2.3
EN-DC Inter-band

<Unchanged sections skipped>
A.4.3.2B.2.3.3
EN-DC Inter-band with FR1 (four bands)

Table A.4.3.2B.2.3.3-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.3-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A-A-A_A (four bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination C-A-A_A, A-C-A_A or A-A-C_A (four bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A-2A-A_A (four bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	4
	EN-DC Inter-band with NR FR1 BW Class Combination A-A_A (four bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	5
	EN-DC Inter-band with NR FR1 BW Class Combination A-A-(n)AA (four bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	6
	Inter-band EN-DC within FR1 BW Class Combination A-A_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	

	7
	Inter-band EN-DC within FR1 BW Class Combination A-C_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.3
	


Table A.4.3.2B.2.3.3-2: Supported EN-DC Inter-band configurations with NR FR1 (four bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-7A_n28A
	Rel-15
	
	
	

	DC_1A-3A-7A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A_n79A
	Rel-15
	
	
	

	DC_1A-3A-21A_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A_n79A
	Rel-15
	
	
	

	DC_1A-3A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-3A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-42D_n78A
	Rel-16
	
	
	

	DC_1A-3A-42D_n79A
	Rel-16
	
	
	

	DC_1A-3A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-42C_n79A
	Rel-15
	
	
	

	DC_1A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-19A-21A_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A_n79A
	Rel-15
	
	
	

	DC_1A-19A-42A_n78A
	Rel-15
	
	
	

	DC_1A-19A-42C_n78A
	Rel-15
	
	
	

	DC_1A-19A-42A_n79A
	Rel-15
	
	
	

	DC_1A-19A-42C_n79A
	Rel-15
	
	
	

	DC_1A-19A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-21A-42C_n79A
	Rel-15
	
	
	

	DC_1A-21A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_2A-7A-7A-13A_n66A
	Rel-16
	
	
	

	DC_2A-7C-13A_n66A
	Rel-16
	
	
	

	DC_2A-7C-66A_n66A
	Rel-16
	
	
	

	DC_2A-7A-7A-66A_n66A
	Rel-16
	
	
	

	DC_2A-66A-(n)71AA
	Rel-15
	
	
	

	DC_3A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-19A-21A_n78A
	Rel-15
	
	
	

	DC_3A-19A-21A_n79A
	Rel-15
	
	
	

	DC_3A-19A-42A_n78A
	Rel-15
	
	
	

	DC_3A-19A-42C_n78A
	Rel-15
	
	
	

	DC_3A-19A-42A_n79A
	Rel-15
	
	
	

	DC_3A-19A-42C_n79A
	Rel-15
	
	
	

	DC_3A-19A_n78A-n79A
	Rel-16
	
	
	

	DC_3A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-21A-42A_n78A
	Rel-15
	
	
	

	DC_3A-21A-42C_n78A
	Rel-15
	
	
	

	DC_3A-21A-42A_n79A
	Rel-15
	
	
	

	DC_3A-21A-42C_n79A
	Rel-15
	
	
	

	DC_3A-21A_n78A-n79A
	Rel-16
	
	
	

	DC_3A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_3A-42C_n78A-n79A
	Rel-16
	
	
	

	DC_7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_19A-21A-42A_n78A
	Rel-15
	
	
	

	DC_19A-21A-42C_n78A
	Rel-15
	
	
	

	DC_19A-21A-42A_n79A
	Rel-15
	
	
	

	DC_19A-21A-42C_n79A
	Rel-15
	
	
	

	DC_19A-21A_n78A-n79A
	Rel-16
	
	
	

	DC_19A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_21A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_21A-42C_n78A-n79A
	Rel-16
	
	
	

	Note 1:
Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.3-1, e.g. ‘DC_2A-7C-13A_n66A’ indicates EN-DC operation on E-UTRA CA configuration CA_2A-7C-13A on E-UTRA DL Bandwidth Classes A, C, A for the E-UTRA bands 2, 7 and 13 respectively and NR band n66 with NR DL CA Bandwidth Class A.


A.4.3.2B.2.3.4
EN-DC Inter-band with FR1 (five bands)

Table A.4.3.2B.2.3.4-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.4-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A-A-A-A_A (five bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination A-A-A_A-A (five bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A-A-A-C_A, A-A-C-A_A. A-C-A-A_A or C-A-A-A_A (five bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	4
	Inter-band EN-DC within FR1 BW Class Combination A-A-C_A-A (five bands)
	36.101, 5.6A.1
38.101-1, 5.5B.4.4
	


Table A.4.3.2B.2.3.4-2: Supported EN-DC Inter-band configurations with NR FR1 (five bands)
	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-5A-41A_n79A
	Rel-16
	
	
	

	DC_1A-3A-7A-20A_n28A
	Rel-15
	
	
	

	DC_1A-3A-7A-20A_n78A
	Rel-15
	
	
	

	DC_1A-3A-7A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n79A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n79A
	Rel-16
	
	
	

	DC_1A-3A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-3A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n79A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n79A
	Rel-16
	
	
	

	DC_1A-3A-21A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n78A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n79A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n79A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n79A
	Rel-16
	
	
	

	DC_1A-19A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-19A-42C_n78A-n79A
	Rel-16
	
	
	

	DC_1A-21A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_1A-21A-42C_n78A-n79A
	Rel-16
	
	
	

	DC_19A-21A-42A_n78A-n79A
	Rel-16
	
	
	

	DC_19A-21A-42C_n78A-n79A
	Rel-16
	
	
	

	DC_3A-7A-20A_n28A-n78A
	Rel-15
	
	
	

	DC_3A-19A-21A-42A_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42A_n79A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n79A
	Rel-16
	
	
	

	Note 1:
Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.4.4-1, e.g. ‘DC_1A-3A-5A-41A_n79A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A-5A-41A on E-UTRA DL Bandwidth Classes A for all the E-UTRA bands 1, 3, 5 and 41 and NR band n79 with NR DL CA Bandwidth Class A.


<Unchanged sections skipped>
A.4.3.2B.2.3.9
EN-DC Inter-band with FR2 or with both FR1 and FR2 (five bands)

Table A.4.3.2B.2.3.9-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.9-2)

FFS

Table A.4.3.2B.2.3.9-2: Supported EN-DC Inter-band configurations with NR FR2 (five bands)

	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-19A-42A_n257A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n257A
	Rel-15
	
	
	

	DC_1A-3A-21A-42A_n257A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n257A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n257A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n257A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42A_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A-42A_n257I
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257I
	Rel-16
	
	
	

	Note 1:
Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.5.4-1, e.g. ‘DC_1A-3A-19A-42A_n257A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A-19A-42A on E.UTRA DL Bandwidth Class A for all the E-UTRA bands 1, 3, 19 and 42 and NR band n257 with NR DL CA Bandwidth Class A.


<Unchanged sections skipped>
