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	Summary of change:
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<Unchanged text skipped>
4.3.6.1.2
Physical layer parameters for scheduling of PDSCH

4.3.6.1.2.1
Physical layer parameters for DCI format 1_0

DCI format 1_0 is used for the scheduling of PDSCH in one cell. 

Default physical layer parameters for DCI format 1_0 are specified in table 4.3.6.1.2.1-1 to 4.3.6.1.2.1-4.

Table 4.3.6.1.2.1-1: Physical layer parameters for DCI format 1_0

	Parameter
	Value
	Value in binary

	Identifier for DCI formats
	Indicating a DL DCI format
	“01”

	Frequency domain resource assignment
	Dependent on test parameters
	-

	Time domain resource assignment
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”

	VRB-to-PRB mapping
	Non-interleaved
	“0”

	Modulation and coding scheme
	Dependent on test parameters
	-

	New data indicator
	Set for every data transmission/retransmission according to the rules specified in TS 38.321
	-

	Redundancy version
	Dependent on test parameters
	-

	HARQ process number
	Depending on test parameters
	-

	Downlink assignment index
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 = 1 as per Table 9.1.3-1 in TS 38.213
	“00”

	TPC command for scheduled PUCCH
	0 dB (accumulated TPC) as per Table 7.2.1-1 in TS 38.213
	“01”

	PUCCH resource indicator
	PUCCH-ResourceId[7] = 6 in pucch-ResourceSetID[1] or PUCCH-ResourceId[7] = 14 in pucch-ResourceSetID[2] as defined in Table 4.6.3-112 (Mapping as per Table 9.2.3-2 in TS 38.213)
	“110”

	PDSCH-to-HARQ_feedback timing indicator
	K1 slots as specified in 9.2.3 in TS 38.213
	

	
	µ=0 (SCS=15kHz):
K1=7
	‘110’B

	
	µ=1 (SCS=30kHz):
K1=5
	‘100’B

	
	µ=3 (SCS=120kHz):
K1=8
	‘111’B


Table 4.3.6.1.2.1-2: Physical layer parameters for DCI format 1_0 for paging

	Parameter
	Value
	Value in binary

	Short Messages Indicator
	Only scheduling information for Paging is present in the DCI
	“01”

	Short Messages
	Reserved
	-

	Frequency domain resource assignment
	Dependent on test parameters
	-

	Time domain resource assignment
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”

	VRB-to-PRB mapping
	Non-interleaved
	“0”

	Modulation and coding scheme
	Dependent on test parameters
	-

	TB scaling
	Scaling factor S=1 as defined in Table 5.1.3.2-2 in TS 38.214)
	“00”

	Reserved bits
	Reserved 6 bits
	-


Table 4.3.6.1.2.1-3: Physical layer parameters for DCI format 1_0 for SI

	Parameter
	Value
	Value in binary
	Condition

	Frequency domain resource assignment
	Dependent on test parameters
	-
	-

	Time domain resource assignment
	Indicating the first entry of Table 5.1.2.1.1-2 in TS 38.214 [21] to be used
	“0000”
	SIB1

	
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”
	SI

	VRB-to-PRB mapping
	Non-interleaved
	“0”
	-

	Modulation and coding scheme
	Dependent on test parameters
	-
	-

	Redundancy version
	Dependent on test parameters
	-
	-

	System information indicator
	SIB1
	“0”
	SIB1

	
	SI message
	“1”
	SI

	Reserved bits
	Reserved 15 bits
	-
	-


	Condition
	Explanation

	SIB1
	Used for DCI format 1_0 for SIB1

	SI
	Used for DCI format 1_0 for SI


Table 4.3.6.1.2.1-4: Physical layer parameters for DCI format 1_0 for random access

	Parameter
	Value
	Value in binary

	Frequency domain resource assignment
	Dependent on test parameters


	-

	Time domain resource assignment
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”

	VRB-to-PRB mapping
	Non-interleaved
	“0”

	Modulation and coding scheme
	Dependent on test parameters
	-

	Redundancy version
	Dependent on test parameters
	-

	TB scaling
	Scaling factor S=[1] as defined in Table 5.1.3.2-2 in TS 38.214)
	“00”

	Reserved bits
	Reserved 16 bits
	-


4.3.6.1.2.2
Physical layer parameters for DCI format 1_1

DCI format 1_1 is used for the scheduling of PDSCH in one cell. 

Default physical layer parameters for DCI format 1_1 are specified in table 4.3.6.1.2.2-1.

Table 4.3.6.1.2.2-1: Physical layer parameters for DCI format 1_1

	Parameter
	Value
	Value in binary

	Carrier indicator
	Not present
	-

	Identifier for DCI formats
	Indicating a DL DCI format
	“1”

	Bandwidth part indicator
	Not present
	-

	Frequency domain resource assignment
	Dependent on test parameters
	-

	Time domain resource assignment
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”

	VRB-to-PRB mapping
	Non-interleaved
	“0”

	PRB bundling size indicator
	Not present (semi-static PRB_bundling)
	-

	Rate matching indicator
	Not present
	-

	ZP CSI-RS trigger
	Not present
	-

	Modulation and coding scheme (TB1)
	Dependent on test parameters
	-

	New data indicator (TB1)
	Set for every data transmission/retransmission according to the rules specified in TS 38.321 [20]
	-

	Redundancy version (TB1)
	Dependent on test parameters
	-

	Modulation and coding scheme (TB2)
	Dependent on test parameters
	-

	New data indicator (TB2)
	Set for every data transmission/retransmission according to the rules specified in TS 38.321 [20]
	-

	Redundancy version (TB2)
	Dependent on test parameters
	-

	HARQ process number
	Depending on test parameters
	-

	Downlink assignment index
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 = 1 as per Table 9.1.3-1 in TS 38.213 [22]
	“00”

	TPC command for scheduled PUCCH
	0 dB (accumulated TPC) as per Table 7.2.1-1 in TS 38.213 [22]
	“01”

	PUCCH resource indicator
	PUCCH-ResourceId[7] = 6 in pucch-ResourceSetID[1] or PUCCH-ResourceId[7] = 14 in pucch-ResourceSetID[2] as defined in Table 4.6.3-112 (Mapping as per Table 9.2.3-2 in TS 38.213 [22])
	“110”

	PDSCH-to-HARQ_feedback timing indicator
	corresponding to K1 slots as per Table 9.2.3-1 in TS 38.213 [22] and dl-DataToUL-ACK in Table 4.6.3-112
	

	
	µ=0 (SCS=15kHz):
K1=7
	“101”

	
	µ=1 (SCS=30kHz):
K1=5
	“011”

	
	µ=3 (SCS=120kHz):
K1=8
	“110”

	Antenna port(s)
	DMRS port 0 as per Table 7.3.1.2.2-1 in TS 38.212 [27] (dmrs-Type = DMRS type 1 and maxLength = len1 as per Table 4.6.3-50)
	“0000”

	Transmission configuration indication
	Not present (0 bits, tci-PresentInDCI = Not present as per Table 4.6.3-28)
	-

	SRS request
	No aperiodic SRS resource set triggered as per Table 7.3.1.1.2-24 in TS 38.212 [27] (no SUL configured)
	“00”

	CBG transmission information
	Not present
	-

	CBG flushing out information
	Not present
	-

	DMRS sequence initialization
	fix length of 1 bit; '0'B for DMRS-DownlinkConfig.scramblingID0 (or physCellId if scramblingID0 is not present); see Table 4.6.3-50
	“0”


<Unchanged text skipped>
–
PUCCH-Config
Table 4.6.3-112: PUCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  resourceSetToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-ResourceSets)) OF SEQUENCE {
	4 entries
	
	

	    {
	
	
	

	      pucch-ResourceSetId[1]
	0
	
	

	      resourceList[[1] SEQUENCE (SIZE (0..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 enties
	
	

	        PUCCH-ResourceId[1]
	0
	
	

	        PUCCH-ResourceId[2]
	1
	
	

	        PUCCH-ResourceId[3]
	2
	
	

	        PUCCH-ResourceId[4]
	3
	
	

	        PUCCH-ResourceId[5]
	4
	
	

	        PUCCH-ResourceId[6]
	5
	
	

	        PUCCH-ResourceId[7]
	6
	
	

	        PUCCH-ResourceId[8]
	7
	
	

	      }
	
	
	

	      maxPayloadMinus1[1]
	Not present
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceSetId[2]
	1
	
	

	      resourceList[2] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	      maxPayloadMinus1[2]
	256
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceSetId[3]
	2
	
	

	      resourceList[3] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	      maxPayloadMinus1[3]
	256
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceSetId[4]
	3
	
	

	      resourceList[4] SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	
	

	        PUCCH-ResourceId[2]
	9
	
	

	        PUCCH-ResourceId[3]
	10
	
	

	        PUCCH-ResourceId[4]
	11
	
	

	        PUCCH-ResourceId[5]
	12
	
	

	        PUCCH-ResourceId[6]
	13
	
	

	        PUCCH-ResourceId[7]
	14
	
	

	        PUCCH-ResourceId[8]
	15
	
	

	      }
	
	
	

	      maxPayloadMinus1[4]
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceSetToReleaseList
	Not present
	
	

	  resourceToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-Resources)) OF SEQUENCE {
	16 entries
	
	

	    {
	
	
	

	      pucch-ResourceId[1]
	0
	
	

	      startingPRB[1]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[1]
	enabled
	
	

	      secondHopPRB[1]
	PRB-Id with condition secondHopPRB
	
	

	      format[1] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[2]
	1
	
	

	      startingPRB[2]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[2]
	enabled
	
	

	      secondHopPRB[2]
	PRB-Id with condition secondHopPRB
	
	

	      format[2] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[3]
	2
	
	

	      startingPRB[3]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[3]
	enabled
	
	

	      secondHopPRB[3]
	PRB-Id with condition secondHopPRB
	
	

	      format[3] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[4]
	3
	
	

	      startingPRB[4]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[4]
	enabled
	
	

	      secondHopPRB[4]
	PRB-Id with condition secondHopPRB
	
	

	      format[4] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[5]
	4
	
	

	      startingPRB[5]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[5]
	enabled
	
	

	      secondHopPRB[5]
	PRB-Id with condition secondHopPRB
	
	

	      format[5] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[6]
	5
	
	

	      startingPRB[6]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[6]
	enabled
	
	

	      secondHopPRB[6]
	PRB-Id with condition secondHopPRB
	
	

	      format[6] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[7]
	6
	
	

	      startingPRB[7]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[7]
	enabled
	
	

	      secondHopPRB[7]
	PRB-Id with condition secondHopPRB
	
	

	      format[7] CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[8]
	7
	
	

	      startingPRB[8]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[8]
	enabled
	
	

	      secondHopPRB[8]
	PRB-Id with condition secondHopPRB
	
	

	      format[8] CHOICE {
	
	
	

	        format1 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	          timeDomainOCC
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[9]
	8
	
	

	      startingPRB[9]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[9]
	enabled
	
	

	      secondHopPRB[9]
	PRB-Id with condition secondHopPRB
	
	

	      format[9] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[10]
	9
	
	

	      startingPRB[10]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[10]
	enabled
	
	

	      secondHopPRB[10]
	PRB-Id with condition secondHopPRB
	
	

	      format[10] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[11]
	10
	
	

	      startingPRB[11]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[11]
	enabled
	
	

	      secondHopPRB[11]
	PRB-Id with condition secondHopPRB
	
	

	      format[11] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[12]
	11
	
	

	      startingPRB[12]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[12]
	enabled
	
	

	      secondHopPRB[12]
	PRB-Id with condition secondHopPRB
	
	

	      format[12] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[13]
	12
	
	

	      startingPRB[13]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[13]
	enabled
	
	

	      secondHopPRB[13]
	PRB-Id with condition secondHopPRB
	
	

	      format[13] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[14]
	13
	
	

	      startingPRB[14]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[14]
	enabled
	
	

	      secondHopPRB[14]
	PRB-Id with condition secondHopPRB
	
	

	      format[14] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBsinitial
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[15]
	14
	
	

	      startingPRB[15]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[15]
	enabled
	
	

	      secondHopPRB[15]
	PRB-Id with condition secondHopPRB
	
	

	      format[15] CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    {
	
	
	

	      pucch-ResourceId[16]
	15
	
	

	      startingPRB[16]
	PRB-Id
	
	

	      intraSlotFrequencyHopping[[16]
	enabled
	
	

	      secondHopPRB[16]
	PRB-Id with condition secondHopPRB
	
	

	      format[16] CHOICE {
	
	
	

	        format3 SEQUENCE {
	
	
	

	          nrofPRBs
	1
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceToReleaseList
	Not present
	
	

	  format1CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	true
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format3 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format4
	Not present
	
	

	  schedulingRequestResourceToAddModList SEQUENCE (SIZE (1..maxNrofSR-Resources)) OF SEQUENCE {
	1 entry
	
	

	    SchedulingRequestResourceConfig[1]
	SchedulingRequestResourceConfig
	
	

	  }
	
	
	

	  schedulingRequestResourceToReleaseList
	Not present
	
	

	  multi-CSI-PUCCH-ResourceList
	Not present
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF {
	
	
	

	    INTEGER[1]
	2
	
	

	    INTEGER[2]
	3
	
	

	    INTEGER[3]
	4
	
	

	    INTEGER[4]
	5
	
	

	    INTEGER[5]
	6
	
	

	    INTEGER[6]
	7
	
	

	    INTEGER[7]
	8
	
	

	    INTEGER[8]
	9
	
	

	  }
	
	
	

	  spatialRelationInfoToAddModList
	Not present
	
	

	  spatialRelationInfoToReleaseList
	Not present
	
	

	  pucch-PowerControl
	PUCCH-PowerControl
	
	

	}
	
	
	


_1631436103.unknown

_1631436104.unknown

_1631436105.unknown

_1631436101.unknown

