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	Summary of change:
	 Changed derivation path from 38.331 to 38.508-1.
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<< Beginning of changes>>
6.2.2.1.1.1.4.3
Message contents

Message contents are according to TS 38.508 [6] clause 5.4.2 with the following exceptions:

6.2.2.1.1.1.4.3_1
Message exceptions for SA

Table 6.2.2.1.1.1.4.4_1-1: CSI-ReportConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigType CHOICE {
	
	Periodic
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig
	CSI-ReportPeriodicityAndOffset
	5/1
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	    csi-ReportingBand CHOICE{
	
	
	

	       Subbands7
	1111111
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


Table 6.2.2.1.1.1.4.4_1-2: CodebookConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	              Two SEQUENCE {
	
	
	

	                 twoTX-codebookSubsetRestriction
	010000
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<< Cluases skipped here>>
6.2.2.2.1.1.4.4
Message contents

Message contents are according to TS 38.508 [6] clause 5.4.2 with the following exceptions:

6.2.2.2.1.1.4.4_1
Message exceptions for SA

Table 6.2.2.2.1.1.4.4_1-1: CSI-ReportConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigType CHOICE {
	
	Periodic
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig
	CSI-ReportPeriodicityAndOffset
	10/1
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	    csi-ReportingBand CHOICE{
	
	
	

	       Subbands7
	1111111
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


Table 6.2.2.2.1.1.4.4_1-2: CodebookConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	              Two SEQUENCE {
	
	
	

	                 twoTX-codebookSubsetRestriction
	010000
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<< Cluases skipped here>>
8.2.2.2.1.1.4.3
Message Contents

Message contents are according to TS 38.508-1 [6] subclause 4.6.1 with the following exceptions:

8.2.2.2.1.1.4.3_1
Message exceptions for SA



Table 8.2.2.2.1.1.4.3_1-1: CSI-ReportConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigType CHOICE {
	
	Periodic
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig
	CSI-ReportPeriodicityAndOffset
	8/1
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	    csi-ReportingBand CHOICE{
	
	
	

	       Subbands9
	111111111
	
	

	    }
	
	
	

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


Table 8.2.2.2.1.1.4.3_1-2: CodebookConfig

	Derivation Path: TS 38.508-1 [6], Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	              Two SEQUENCE {
	
	
	

	                 twoTX-codebookSubsetRestriction
	010000
	
	

	              }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


<< End of changes>>
