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	Reason for change:
	-     a Type0-PDCCH common search space set configured by pdcch-ConfigSIB1 in MasterInformationBlock or by searchSpaceSIB1 in PDCCH-ConfigCommon or by searchSpaceZero in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a SI-RNTI on the primary cell;

-     a Type0A-PDCCH common search space set configured by searchSpaceOtherSystemInformation in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a SI-RNTI on the primary cell;

-     a Type1-PDCCH common search space set configured by ra-SearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a RA-RNTI or a TC-RNTI on the primary cell;

-     a Type2-PDCCH common search space set configured by pagingSearchSpace in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a P-RNTI on the primary cell;

-     a Type3-PDCCH common search space set configured by SearchSpace in PDCCH-Config with searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, SFI-RNTI, TPC-PUSCH-RNTI, TPC-PUCCH-RNTI, or TPC-SRS-RNTI and, only for the primary cell, C-RNTI, MCS-C-RNTI, or CS-RNTI(s); and

CORESET#0, searchSpaceZero and CommonSearchSpace are only configured on PCell. So, these needs to be removed for SCell.

	
	

	Summary of change:
	controlResourceSetZero/searchSpaceZero/CommonSearchSpace are removed fro SCell

	
	

	Consequences if not approved:
	Conformant UE will fail the test case
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	This CR's revision history:
	r1:
Removed the change which make uplinkConfigCommon as mandatory

PDCCH-ConfigCommon uses SCell_Add condition but this condition is not referred by DownlinkConfig-Common and BWP-DownlinkCommon

r2:

updated the ScellIndex in CellGroupConfig which covers multiple SCell additions

r3:

Removed the changes done to CellGroupConfig.
This document is final verion of R5-200882 and three revisions


<Start of modified section>

–
BWP-DownlinkCommon
Table 4.6.3-10: BWP-DownlinkCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-DownlinkCommon ::= SEQUENCE {
	
	
	

	  genericParameters
	BWP
	
	

	  pdcch-ConfigCommon CHOICE {
	
	
	

	    setup 
	PDCCH-ConfigCommon
	
	

	
	PDCCH-ConfigCommon with condition SCell_add
	
	SCell_Add

	  }
	
	
	

	  pdsch-ConfigCommon CHOICE {
	
	
	

	    setup 
	PDSCH-ConfigCommon
	
	

	  }
	
	
	

	}
	
	
	


<Skipped unmodified section>

–
DownlinkConfigCommon
Table 4.6.3-52: DownlinkConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkConfigCommon ::= SEQUENCE {
	
	
	

	  frequencyInfoDL
	FrequencyInfoDL
	
	

	  initialDownlinkBWP
	BWP-DownlinkCommon
	
	

	
	BWP-DownlinkCommon with condition SCell_add
	
	SCell_Add

	}
	
	
	


<Skipped unmodified section>

–
PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	
	Not present
	
	SCell_Add

	  commonControlResourceSet
	ControlResourceSet
	
	

	  searchSpaceZero
	SearchSpaceZero
	
	

	
	Not present
	
	SCell_Add

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF {
	1 entry
	
	EN-DC

	    SearchSpace
	SearchSpace with condition CSS
	
	

	  }
	
	
	

	 commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


<Skipped unmodified section>

–
ServingCellConfigCommon
Table 4.6.3-168: ServingCellConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	
	

	  downlinkConfigCommon
	DownlinkConfigCommon
	
	

	
	DownlinkConfigCommon with condition SCell_add
	
	SCell_add

	  uplinkConfigCommon
	UplinkConfigCommon
	
	

	
	UplinkConfigCommon
	
	SCell_add AND UL_CA

	
	Not present
	
	SCell_add AND NOT UL_CA

	  supplementaryUplinkConfig
	Not present
	
	

	  n-TimingAdvanceOffset
	Not present
	
	

	  ssb-PositionsInBurst CHOICE {
	
	
	

	    shortBitmap
	0100
	
	(FREQ<=3GHz AND (FR1_FDD OR NOT CASE_C)) OR (FREQ<=2.4GHz AND FR1_TDD)

	    mediumBitmap
	01000000
	
	(FREQ>3GHz AND FR1) OR (FREQ>2.4GHz AND FR1_TDD AND CASE_C)

	    longBitmap
	0100000000000000000000000000000000000000000000000000000000000000
	
	FR2

	  }
	
	
	

	  ssb-periodicityServingCell
	ms20
	
	

	  dmrs-TypeA-Position
	pos2
	
	

	  lte-CRS-ToMatchAround
	Not present
	
	

	  rateMatchPatternToAddModList
	Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1. Value SS block SCS.
	

	  tdd-UL-DL-ConfigurationCommon
	TDD-UL-DL-ConfigCommon
	
	FR1_TDD, FR2_TDD

	
	Not present
	
	

	  ss-PBCH-BlockPower
	0
	
	

	}
	
	
	


	Condition
	Explanation

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1

	SCell_add
	Add SCell

	UL_CA
	Uplink carrier aggregation.


<End of modified section>
