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4.6
Default NG-RAN RRC message and information elements contents

4.6.0
General

4.6.0.1
Global conditions

Groups of RRC conditions including always one condition set to true.

Table 4.6.0.1-1: Signalling, RF/RRM/Performance
	Condition
	Explanation

	SIG
	Used for signalling test cases

	RF
	Used for RF/RRM/Performance test cases


Table 4.6.0.1-2: NR operating bands

	Condition
	Explanation

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz


Table 4.6.0.1-3: FDD/TDD

	Condition
	Explanation

	FDD
	Frequency Division Duplex

	TDD
	Time Division Duplex


Table 4.6.0.1-4: Subcarrier spacing

	Condition
	Explanation

	SCS15
	15kHz

	SCS30
	30kHz

	SCS60
	60kHz

	SCS120
	120kHz

	SCS240
	240kHz


4.6.1
Contents of RRC messages

–
CounterCheck
Table 4.6.1-1: CounterCheck
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheck SEQUENCE {
	
	
	

	      drb-CountMSB-InfoList SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info {
	1 entry
	
	

	        DRB-CountMSB-Info[1] SEQUENCE {
	
	entry 1
	

	          drb-Identity
	DRB-Identity
	
	

	          countMSB-Uplink
	0
	
	

	          countMSB-Downlink
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CounterCheckResponse
Table 4.6.1-2: CounterCheckResponse
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheckResponse ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheckResponse SEQUENCE {
	
	
	

	      drb-CountInfoList SEQUENCE (SIZE (0..maxDRB)) OF DRB-CountInfo {
	1 entry
	
	

	        DRB-CountInfo[1] SEQUENCE {
	
	entry 1
	

	          drb-Identity
	DRB-Identity
	
	

	          count-Uplink
	Not checked
	
	

	          count-Downlink
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
Paging
Table 4.6.1-9: Paging
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE(1..maxNrofPageRec)) OF PagingRecord {
	1 entry
	
	

	    PagingRecord[1] SEQUENCE {
	
	entry 1
	

	      ue-Identity CHOICE {
	
	
	

	        ng-5G-S-TMSI
	NG-5G-S-TMSI
	
	

	        fullI-RNTI
	I-RNTI-Value
	
	NR_RRC_RESUME

	      }
	
	
	

	      accessType
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	NR_RRC_RESUME
	To page a UE in RRC_INACTIVE state to request RRC connection resumption


[Unchanged Tables skipped here]

–
RRCReconfiguration
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	
	RadioBearerConfig with conditions SRB2 and DRB1
	
	NR, NR-DC

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	CellGroupConfig with condition NR-DC_SCG
	OCTET STRING (CONTAINING CellGroupConfig)
	NR-DC_SCG

	
	CellGroupConfig with conditions EN-DC and PSCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_HO

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_MEAS

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_SCell_add

	
	Not present
	
	

	      measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	NR_MEAS, EN-DC_MEAS

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR, SCell_add, NR_MEAS, NR-DC

	        masterCellGroup
	CellGroupConfig with condition SRB2_DRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	NR, NR-DC

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	SCell_add

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	NR_MEAS

	        fullConfig
	Not present
	
	

	
	
	
	

	
	
	
	

	        dedicatedNAS-MessageList
	Not present
	
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {
	1 entry
	
	NR

	          DedicatedNAS-Message[1]
	DedicatedNAS-Message
	entry 1

A sequence of OCTET STRING (s) containing one or more DedicatedNAS-Message(s)
	

	        }
	
	
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	MasterKeyChange

	          keySetChangeIndicator
	true
	
	 

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	Not present
	
	

	          nas-Container
	OCTET STRING including the 10 Octets value generated according to TS 24.501 [28] subclause 9.11.2.9
	
	Inter_Sys_HO

	        dedicatedSIB1-Delivery
	Not present
	
	

	        dedicatedSystemInformationDelivery
	Not present
	
	

	        otherConfig
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	NR-DC

	          otherConfig
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            mrdc-SecondaryCellGroupConfig CHOICE {
	
	
	

	              setup SEQUENCE {
	
	
	

	                mrdc-ReleaseAndAdd
	Not present
	
	

	                mrdc-SecondaryCellGroup CHOICE {
	
	
	

	                  nr-SCG
	RRCReconfiguration with condition NR-DC_SCG
	OCTET STRING (CONTAINING RRCReconfiguration)
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            radioBearerConfig2
	Not present
	
	

	            sk-Counter
	SK-Counter
	
	

	            nonCriticalExtension
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MEAS
	An EN-DC measurement is configured

	NR​_MEAS
	A NR measurement is configured

	NR
	NG-RAN NR Radio Access

	NR-DC
	NR-NR Dual Connectivity

	NR-DC_SCG
	Add SCG (NR-DC)

	EN-DC_HO
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	EN-DC_SCell_add
	Add Scell (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key.

	Inter_Sys_HO
	Used during inter-system handover to NR procedure.


[Unchanged Tables skipped here]

–
RRCRelease

Table 4.6.1-16: RRCRelease
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo
	Not present
	
	

	      cellReselectionPriorities
	Not present
	
	

	      suspendConfig
	Not present 
	
	

	      suspendConfig SEQUENCE {
	
	
	NR_RRC_INACTIVE

	        fullI-RNTI
	I-RNTI-Value
	
	

	        shortI-RNTI
	ShortI-RNTI-Value
	
	

	        ran-PagingCycle
	rf32
	
	

	        ran-NotificationAreaInfo CHOICE {
	
	
	

	          cellList SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell {
	1 entry
	
	

	            PLMN-RAN-AreaCellList[1] SEQUENCE {
	
	entry 1
	

	              plmn-Identity
	Not present
	
	

	              ran-AreaCells SEQUENCE (SIZE (1..32)) OF CellIdentity {
	1 entry
	
	

	                CellIdentity[1]
	CellIdentity
	entry 1

Cellidentity for the used cell.
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        t380
	Not present
	
	

	        nextHopChainingCount
	NextHopChainingCount
	
	

	      }
	
	
	

	      deprioritisationReq
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	NR_RRC_INACTIVE
	NR RRC state RRC_INACTIVE


[Unchanged Tables skipped here]

–
SystemInformation
Table 4.6.1-29: SystemInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE
	See subclause 4.4.3.1.3
	
	

	
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

4.6.2
System information blocks
–
SIB2
SIB2 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

Table 4.6.2-1: SIB2
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    nrofSS-BlocksToAverage
	2
	
	

	absThreshSS-BlocksConsolidation SEQUENCE{
	
	
	

	      thresholdRSRP
	RSRP-Range
	Table 4.6.3-152
	

	      thresholdRSRQ
	Not present
	
	

	      thresholdSINR
	Not present
	
	

	    }
	
	
	

	    rangeToBestCell
	dB0
	
	

	    q-Hyst
	dB0
	To reduce interference between intra-frequency multiple cells
	

	speedStateReselectionPars 
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	Not present
	
	

	    s-NonIntraSearchQ
	Not present
	
	

	    threshServingLowP
	0
	Actual value of threshold = field value * 2 [dB]
	

	    threshServingLowQ
	Not present
	
	

	
	3
	3dB
	QBASED

	    cellReselectionPriority
	4
	A middle value in the range has been selected
	

	    cellReselectionSubPriority
	Not present
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70
	-140dBm
	

	
	-55
	-110dBm
	SIG

	    q-RxLevMinSUL
	Not Present
	
	

	
	-70 
	-140dBm
	SUL

	
	-55
	-110dBm
	SUL AND SIG

	    q-QualMin
	Not present
	
	

	
	-20
	-20dB
	QBASED

	    s-IntraSearchP
	31
	Actual value of threshold = field value * 2 [dB]
	

	    s-IntraSearchQ
	Not present
	
	

	    t-ReselectionNR
	0
	
	

	    frequencyBandList
	Not present
	
	

	    frequencyBandListSUL
	Not present
	
	

	    p-Max
	Not present
	
	

	    smtc
	SSB-MTC
	Table 4.6.3-185
	

	    ss-RSSI-Measurement
	Not present
	
	

	    ssb-ToMeasure CHOICE {
	
	
	

	      shortBitmap
	'1100'B
	
	(FREQ <= 3GHz AND (FR1_FDD OR NOT CASE C)) OR (FREQ <= 2.4GHz AND FR1_TDD)

	      mediumBitmap
	'11000000'B
	
	(FREQ > 3GHz AND FR1) OR (FREQ > 2.4GHz AND FR1_TDD AND CASE C)

	      longBitmap
	'11000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000'B
	
	FR2

	    }
	
	
	

	    deriveSSB-IndexFromCell
	false
	
	

	
	true
	
	FR1_TDD, FR2_TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	SUL
	For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMin-sul.

	QBASED
	This condition applies to Quality based signalling test cases.

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern ‘Case C’ to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1


–
SIB3
SIB3 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
Table 4.6.2-2: SIB3
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList
	Not present
	Not required unless Qoffset configuration is tested. When Qoffset configuration is tested, see table 6.3.1.1-1
	

	  intraFreqBlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested. When Blacklisted cell list configuration is tested, see table 6.3.1.1-1
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


–
SIB4
SIB4 contains information relevant only for inter-frequency cell re-selection i.e. information about other NR frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
Table 4.6.2-3: SIB4
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo {
	The same number of entries as the configured inter-freq carriers defined in table 6.3.1.2-1
	n denotes the index of the entry
	

	    InterFreqCarrierFreqInfo[n] SEQUENCE {
	
	entry n
	

	      dl-CarrierFreq
	Downlink NR SSB ARFCN.

See table 6.3.1.2-1
	
	

	      frequencyBandList
	MultiFrequencyBandListNR-SIB
	
	

	      frequencyBandListSUL
	Not present
	
	

	      nrofSS-BlocksToAverage
	2
	
	

	     absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	        thresholdRSRP
	RSRP-Range
	Table 4.6.3-152
	

	        thresholdRSRQ
	Not present
	
	

	        thresholdSINR
	Not present
	
	

	      }
	
	
	

	      smtc
	SSB-MTC
	Table 4.6.3-185
	

	      ssbSubcarrierSpacing
	SubcarrierSpacing
	Table 4.6.3-188
	

	      ssb-ToMeasure
	SSB-ToMeasure
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      deriveSSB-IndexFromCell
	false
	
	

	
	true
	
	FR1_TDD, FR2_TDD

	      ss-RSSI-Measurement
	Not present
	
	

	      q-RxLevMin
	-70
	-140dBm
	

	
	-55
	-110dBm
	SIG and FR1

	
	ROUND((-110+Delta(NRfn))/2)
	NOTE1 and NOTE2.
	SIG and FR2

	      q-RxLevMinSUL
	-70
	-140dBm, For RF/RRM test cases
	SUL

	
	Not present
	
	

	
	-55
	-110dBm
	SUL and SIG

	
	
	
	

	      q-QualMin
	Not present
	
	

	
	-20
	-20dB
	QBASED

	      p-Max
	Not present
	
	

	      t-ReselectionNR
	0
	
	

	      t-ReselectionNR-SF
	Not present
	Not required unless speed-dependent cell re-selection is tested.
	

	      threshX-HighP
	2
	4dB, This value should be higher than threshServingLow of the serving cell to avoid ping-pong with lower priority cells.
	

	      threshX-LowP
	1
	2dB
	

	      threshX-Q SEQUENCE {}
	Not present
	
	

	      threshX-Q SEQUENCE {
	
	
	QBASED

	        threshX-HighQ
	5
	5dB
	

	        threshX-LowQ
	5
	5dB
	

	      }
	
	
	

	      cellReselectionPriority
	4
	The same priority as the one used for serving cell in SIB 2.
	

	      cellReselectionSubPriority
	Not present
	The same subpriority as the one used for serving cell in SIB 2.
	

	      q-OffsetFreq
	dBXY with XY = (FLOOR((Delta(NRfn) – Delta(NRfs))/2))*2 (NOTE 3)
	This value is type of Q-OffsetRange in TS 38.331 [6] which must be even value when its absolute value is larger than dB5.
	FR2 AND NOT AbsoluteValue_Within_dB5

	
	dBXY with XY =  Delta(NRfn) – Delta(NRfs)
	
	FR2 AND AbsoluteValue_Within_dB5

	
	dB0
	
	

	      interFreqNeighCellList
	Not present
	Not required unless Qoffset configuration is tested.
	

	      interFreqBlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested.
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	

	NOTE 1:
Delta(NRfn) and Delta(NRfs) is derived based on calibration procedure defined in the clause 6.1.3.3. NRfn  and NRfs are NR frequencies in dl-CarrierFreq[n] and serving cell frequency on which SIB4 is broadcasted.

NOTE 2:
ROUND is rounded off to the nearest integer. As an example, ‘1 to 1.49’ set to ‘1’ while ‘1.5 to 2’ to ‘2’. 

NOTE 3: FLOOR is rounded off to the smaller integer. As an example, '1.0 to 1.99' set to 1, '-1.01 to -2.00' set to -2.


	Condition
	Explanation

	SUL
	 For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMin-sul.

	QBASED
	This condition applies to Quality based signalling test cases.

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1

	AbsoluteValue_Within_dB5
	-5dB <= (Delta(NRfn) – Delta(NRfs)) <= 5dB.


–
SIB5
SIB5 contains information relevant only for inter-RAT cell re-selection i.e. information about E-UTRA frequencies and E-UTRAs neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
Table 4.6.2-4: SIB5
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB5 ::= SEQUENCE {
	
	
	

	  carrierFreqListEUTRA SEQUENCE (SIZE (1..maxEUTRA-Carrier)) OF CarrierFreqEUTRA {
	The same number of entries as the configured E-UTRA carriers. For Signalling test cases, see table 6.3.1.3-1.
	n denotes the index of the entry
	

	    CarrierFreqEUTRA[n] SEQUENCE {
	
	entry n
	

	      carrierFreq
	Downlink E-UTRA ARFCN under test. For Signalling test cases, see table 6.3.1.3-1.


	
	

	      eutra-multiBandInfoList
	Not present
	
	

	      eutra-FreqNeighCellList
	Not present
	Not required unless EUTRA Qoffset configuration is tested.
	

	      eutra-BlackCellList
	Not present
	Not required unless Blacklisted cell list configuration is tested.
	

	      allowedMeasBandwidth
	EUTRA-AllowedMeasBandwidth
	The value of EUTRA-AllowedMeasBandwidth in Table 4.6.5-1.
	

	      presenceAntennaPort1
	FALSE
	
	

	
	TRUE
	At least two cell-specific antenna ports are used in all neighbouring cells.
	All neighCells with port1

	      cellReselectionPriority
	3
	
	

	      cellReselectionSubPriority
	Not Present
	
	

	      threshX-High
	2 (4 dB)
	
	

	      threshX-Low
	1 (2 dB)
	
	

	      q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	
	-55(-110dBm)
	For signalling test cases
	

	      q-QualMin
	-20 (-20dB)
	
	

	      p-MaxEUTRA
	23
	
	

	      threshX-Q SEQUENCE {}
	Not present
	
	

	      threshX-Q SEQUENCE {
	
	
	QBASED

	        threshX-HighQ
	9 (9dB)
	
	

	        threshX-LowQ
	9 (9dB)
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  t-ReselectionEUTRA
	0
	
	

	  t-ReselectionEUTRA-SF
	Not present
	Not required unless speed-dependent cell re-selection is tested.
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


	Condition
	Explanation 

	QBASED
	This condition applies to Quality based cell (re)selection signalling test cases.

	All neighCells with port1
	Used for all neighbouring cells with at least two cell-specific antenna ports


[Unchanged Tables skipped here]

4.6.3
Radio resource control information elements

[Unchanged Tables skipped here]

–
BeamFailureRecoveryConfig
Table 4.6.3-6: BeamFailureRecoveryConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BeamFailureRecoveryConfig SEQUENCE {
	
	
	

	  rootSequenceIndex-BFR
	Set according to the PRACH-rootSequenceIndex given in Table 4.4.2-2
	
	

	  rach-ConfigBFR
	RACH-ConfigGeneric
	
	

	  rsrp-ThresholdSSB
	57
	Actual value = 100 dBm
	

	  candidateBeamRSList SEQUENCE (SIZE(1..maxNrofCandidateBeams)) OF PRACH-ResourceDedicatedBFR {
	1 entry
	
	

	    PRACH-ResourceDedicatedBFR[1] CHOICE {
	
	entry 1
	

	      ssb SEQUENCE {
	
	
	SSB

	        ssb
	SSB-Index for BFR
	
	

	        ra-PreambleIndex
	56
	
	

	      }
	
	
	

	    }
	
	
	

	    csi-rs[1] SEQUENCE {
	
	
	CSI-RS

	      csi-rs
	NZP-CSI-RS-ResourceId for BFR
	
	

	      ra-OccasionList
	Not present
	The RA occasion associated with the SSB that is QCLed with this CSI-RS is used
	

	      ra-PreambleIndex
	Not present
	The preamble index associated with the SSB that is QCLed with CSI-RS is used
	

	    }
	
	
	

	  }
	
	
	

	  ssb-perRACH-Occasion
	one
	
	

	  ra-ssb-OccasionMaskIndex
	0
	
	

	  recoverySearchSpaceId
	searchSpaceId for BFR search space
	The CORESET associated with the BFR search space can not be associated with another search space according to 38.331 [6]
	

	  ra-Prioritization
	RA-Prioritization
	
	

	  beamFailureRecoveryTimer
	ms200
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	}
	
	
	


	Condition
	Explanation

	SSB
	SSB is used as reference signal for BFR

	CSI-RS
	CSI-RS is used as reference signal for BFR


[Unchanged Tables skipped here]

–
CellAccessRelatedInfo-EUTRA-5GC
Table 4.6.3-17: CellAccessRelatedInfo-EUTRA-5GC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellAccessRelatedInfo-EUTRA-5GC ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CellAccessRelatedInfo-EUTRA-EPC
Table 4.6.3-18: CellAccessRelatedInfo-EUTRA-EPC

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellAccessRelatedInfo-EUTRA-EPC ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CellGroupConfig
Table 4.6.3-19: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	
	CellGroupId condition NR-DC_SCG
	
	NR-DC_SCG

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	EN-DC

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRB2
	entry 1
	

	
	RLC-BearerConfig with conditions AM and DRB2 and Re-establish_RLC
	
	 PSCell_change

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	SRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB1
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB2

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB2
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	DRBn, NR-DC_SCG

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRBn
	entry 1

DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	3 entries
	
	PCell_change

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions SRB1 and Re-establish_RLC
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions SRB2 and Re-establish_RLC
	entry 2
	

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM, DRB1 and Re-establish_RLC
	entry 3
	

	  }
	
	
	

	  rlc-BearerToAddModList
	Not present
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  spCellConfig
	Not present
	
	SRB2_DRB1, SRB2_DRB2, SCell_add

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC, EN-DC AND MEAS

	
	ServCellIndex with condition NR-DC_SCG
	
	NR-DC_SCG

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC, PCell_change, PSCell_change, NR-DC_SCG

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	      t304
	ms1000
	
	

	      rach-ConfigDedicated
	Not present
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	CFRA

	        uplink
	RACH-ConfigDedicated
	
	

	        supplementaryUplink
	RACH-ConfigDedicated
	
	SUL AND SIG

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	Not present
	
	MEAS

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	
	ServingCellConfig with condition MEAS
	
	MEAS

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig {
	1 entry
	
	SCell_add

	    SCellConfig[1] SEQUENCE {
	
	entry 1
	

	      sCellIndex
	 SCellIndex
	
	

	      sCellConfigCommon
	ServingCellConfigCommon with condition No_UL
	
	

	      sCellConfigDedicated
	ServingCellConfig with condition No_UL
	
	

	    }
	
	
	

	  }
	
	
	

	  sCellToReleaseList
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	CFRA
	This condition applies when CFRA is configured

	SUL
	Supplementary Uplink

	SRB1
	Establishment of SRB1

	SRB2_DRB1
	Establishment of SRB2 and DRB1

	SRB2_DRB2
	Establishment of SRB2 and DRB2

	DRBn
	Establishment of DRBn

	PCell_change
	Intra-NR PCell change (standalone NR) 

	PSCell_change
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	MEAS
	A NR or EN-DC measurement is configured


[Unchanged Tables skipped here]

–
CrossCarrierSchedulingConfig
Table 4.6.3-31: CrossCarrierSchedulingConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CrossCarrierSchedulingConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
CSI-AperiodicTriggerStateList
Table 4.6.3-32: CSI-AperiodicTriggerStateList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-AperiodicTriggerStateList ::= SEQUENCE (SIZE (1..maxNrOfCSI-AperiodicTriggers)) OF CSI-AperiodicTriggerState {
	1 entry
	
	

	  CSI-AperiodicTriggerState[1] SEQUENCE {
	
	entry 1
	

	    associatedReportConfigInfoList SEQUENCE (SIZE(1..maxNrofReportConfigPerAperiodicTrigger)) OF CSI-AssociatedReportConfigInfo {
	1 entry
	
	

	      CSI-AssociatedReportConfigInfo[1] SEQUENCE {
	
	entry 1
	

	        reportConfigId
	CSI-ReportConfigId
	
	

	        resourcesForChannel CHOICE {
	
	
	

	          nzp-CSI-RS SEQUENCE {
	
	
	

	            resourceSet
	8
	
	FR1

	
	16
	
	FR2

	            qcl-info SEQUENCE (SIZE(1..maxNrofAP-CSI-RS-ResourcesPerSet)) OF TCI-StateId {
	1 entry
	
	

	              TCI-StateId[1]
	TCI-StateId
	entry 1
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        csi-IM-ResourcesforInteference
	8
	
	FR1

	
	16
	
	FR2

	        nzp-CSI-RS-ResourcesforInterference
	8
	
	FR1

	
	16
	
	FR2

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CSI-FrequencyOccupation

Table 4.6.3-33: CSI-FrequencyOccupation
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  startingRB
	0
	
	

	  nrofRBs
	160
	
	FR1_60MHz

	
	216
	
	FR1_80MHz

	
	272
	
	FR1_100MHz

	
	64
	
	FR2_100MHz

	
	52
	
	TRS

	
	40
	
	TRS AND ((FR1_15MHz AND FR1_SCS30kHz) OR (FR1_30MHz AND FR1_SCS60kHz))

	
	32
	
	TRS AND ((FR1_25MHz AND FR1_SCS60kHz) OR (FR2_50MHz AND FR2_SCS120kHz))

	
	28
	
	TRS AND FR1_5MHz AND FR1_SCS15kHz

	
	24
	
	TRS AND ((FR1_5MHz AND FR1_SCS30kHz) OR (FR1_10MHz AND FR1_SCS30kHz) OR (FR1_10MHz AND FR1_SCS60kHz) OR (FR1_15MHz AND FR1_SCS60kHz) OR (FR1_20MHz AND FR1_SCS60kHz))

	
	64
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_60MHz
	FR1 is used under the test. CBW is set to 60MHz.

	FR1_80MHz
	FR1 is used under the test. CBW is set to 80MHz.

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_100MHz
	FR2 is used under the test. CBW is set to 100MHz.

	TRS
	Tracking-Reference Signal

	FR1_SCS15kHz
	FR1 is used under the test. SCS is set to 15kHz.

	FR1_SCS30kHz
	FR1 is used under the test. SCS is set to 30kHz.

	FR1_SCS60kHz
	FR1 is used under the test. SCS is set to 60kHz.

	FR2_SCS120kHz
	FR2 is used under the test. SCS is set to 120kHz.

	FR1_5MHz
	FR1 is used under the test. CBW is set to 5MHz.

	FR1_10MHz
	FR1 is used under the test. CBW is set to 10MHz.

	FR1_15MHz
	FR1 is used under the test. CBW is set to 15MHz.

	FR1_20MHz
	FR1 is used under the test. CBW is set to 20MHz.

	FR1_25MHz
	FR1 is used under the test. CBW is set to 25MHz.

	FR1_30MHz
	FR1 is used under the test. CBW is set to 30MHz.

	FR2_50MHz
	FR2 is used under the test. CBW is set to 50MHz.


–
CSI-IM-Resource
Table 4.6.3-34: CSI-IM-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-Resource ::= SEQUENCE {
	
	
	

	  csi-IM-ResourceId
	CSI-IM-ResourceId
	
	

	  csi-IM-ResourceElementPattern CHOICE {
	
	
	

	    pattern1 SEQUENCE {
	
	
	

	      subcarrierLocation-p1 
	s4
	
	

	      symbolLocation-p1
	3
	
	FR1

	
	4
	
	FR2

	    }
	
	
	

	  }
	
	
	

	  freqBand
	CSI-FrequencyOccupation
	
	

	  periodicityAndOffset
	Not present 
	
	

	}
	
	
	


–
CSI-IM-ResourceId
Table 4.6.3-35: CSI-IM-ResourceId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceId 
	7
	
	FR1

	
	31
	
	FR2


–
CSI-IM-ResourceSet
Table 4.6.3-36: CSI-IM-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceSet ::= SEQUENCE {
	
	
	

	  csi-IM-ResourceSetId
	CSI-IM-ResourceSetId
	
	

	  csi-IM-Resources SEQUENCE (SIZE(1..maxNrofCSI-IM-ResourcesPerSet)) OF CSI-IM-ResourceId {
	1 entry
	
	

	    CSI-IM-ResourceId[1]
	CSI-IM-ResourceId
	entry 1
	

	  }
	
	
	

	}
	
	
	


–
CSI-IM-ResourceSetId
Table 4.6.3-37: CSI-IM-ResourceSetId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-IM-ResourceSetId
	0
	
	


–
CSI-MeasConfig
Table 4.6.3-38: CSI-MeasConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-Resources)) OF NZP-CSI-RS-Resource {
	1 entry
	
	

	    NZP-CSI-RS-Resource[1]
	NZP-CSI-RS-Resource
	entry 1
	

	  }
	
	
	

	  nzp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  nzp-CSI-RS-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSets)) OF NZP-CSI-RS-ResourceSetId {
	1 entry
	
	

	    NZP-CSI-RS-ResourceSet[1]
	NZP-CSI-RS-ResourceSet
	entry 1
	

	  }
	
	
	

	  nzp-CSI-RS-ResourceSetToReleaseList
	Not present
	
	

	  csi-IM-ResourceToAddModList SEQUENCE (SIZE (1..maxNrofCSI-IM-Resources)) OF CSI-IM-Resource {
	1 entry
	
	

	    CSI-IM-Resource[1]
	CSI-IM-Resource
	entry 1
	

	  }
	
	
	

	  csi-IM-ResourceToReleaseList
	Not present
	
	

	  csi-IM-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofCSI-IM-ResourceSets)) OF CSI-IM-ResourceSet {
	1 entry
	
	

	    CSI-IM-ResourceSet[1]
	CSI-IM-ResourceSet
	entry 1
	

	  }
	
	
	

	  csi-IM-ResourceSetToReleaseList
	Not present
	
	

	  csi-SSB-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofCSI-SSB-ResourceSets)) OF CSI-SSB-ResourceSet {
	1 entry
	
	

	    CSI-SSB-ResourceSet[1]
	CSI-SSB-ResourceSet
	entry 1
	

	  }
	
	
	

	  csi-SSB-ResourceSetToReleaseList
	Not present
	
	

	  csi-ResourceConfigToAddModList SEQUENCE (SIZE (1..maxNrofCSI-ResourceConfigurations)) OF CSI-ResourceConfig {
	1 entry
	
	

	    CSI-ResourceConfig[1]
	CSI-ResourceConfig
	entry 1
	

	  }
	
	
	

	  csi-ResourceConfigToReleaseList
	Not present
	
	

	  csi-ReportConfigToAddModList SEQUENCE (SIZE (1..maxNrofCSI-ReportConfigurations)) OF CSI-ReportConfig {
	1 entry
	
	

	    CSI-ReportConfig[1]
	CSI-ReportConfig
	entry 1
	

	  }
	
	
	

	  csi-ReportConfigToReleaseList
	Not present
	
	

	  reportTriggerSize
	0
	
	

	  aperiodicTriggerStateList CHOICE {
	
	
	

	    setup
	CSI-AperiodicTriggerStateList
	
	

	  }
	
	
	

	  semiPersistentOnPUSCH-TriggerStateList
	Not present
	
	

	}
	
	
	


–
CSI-ReportConfig
Table 4.6.3-39: CSI-ReportConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId
	
	

	  carrier
	ServCellIndex 
	
	

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId
	
	

	  csi-IM-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  nzp-CSI-RS-ResourcesForInterference
	CSI-ResourceConfigId 
	
	

	  reportConfigType CHOICE {
	
	
	

	    aperiodic SEQUENCE {
	
	
	

	      reportSlotOffsetList
	14
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RI-PMI-CQI
	NULL, 
	
	FR1

	    cri-RI-LI-PMI-CQI
	NULL
	
	FR2

	  }
	
	
	

	  reportFreqConfiguration  SEQUENCE {
	
	
	

	    cqi-FormatIndicator
	widebandCQI
	
	

	    pmi-FormatIndicator
	widebandPMI
	
	

	    csi-ReportingBand
	Not present
	
	

	  }
	
	
	

	  timeRestrictionForChannelMeasurements
	notConfigured
	
	

	  timeRestrictionForInterferenceMeasurements
	notConfigured
	
	

	  codebookConfig
	CodebookConfig
	
	

	  dummy
	Not present
	
	

	  groupBasedBeamReporting CHOICE {
	
	
	

	    disabled  SEQUENCE {
	
	
	

	      nrofReportedRS
	n1
	
	

	    }
	
	
	

	  }
	
	
	

	  cqi-Table
	table2
	
	FR1

	
	table1
	
	FR2

	  subbandSize 
	value2
	
	

	  non-PMI-PortIndication
	Not present
	
	

	}
	
	
	


–
CSI-ReportConfigId
Table 4.6.3-40: CCSI-ReportConfigId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfigID
	0
	
	


–
CSI-ResourceConfig
Table 4.6.3-41: CSI-ResourceConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-ResourceConfigId
	CSI-ResourceConfigId
	
	

	  csi-RS-ResourceSetList CHOICE {
	
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	      nzp-CSI-RS-ResourceSetList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig)) OF NZP-CSI-RS-ResourceSetId {
	2 entries
	
	

	        NZP-CSI-RS-ResourceSetId[1]
	0
	entry 1
	

	        NZP-CSI-RS-ResourceSetId[2]
	1
	entry 2
	

	      }
	
	
	

	      csi-SSB-ResourceSetList
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  resourceType
	periodic
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
FrequencyInfoDL
Table 4.6.3-59: FrequencyInfoDL
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoDL::= SEQUENCE {
	
	
	

	  absoluteFrequencySSB
	ARFCN-ValueNR with condition DL_SSB
	
	

	  frequencyBandList
	MultiFrequencyBandListNR
	
	

	  absoluteFrequencyPointA
	ARFCN-ValueNR with condition DL_PointA
	
	

	  scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier with condition DL_PointA
	entry 1
	

	  }
	
	
	

	}
	
	
	


–
FrequencyInfoDL-SIB
Table 4.6.3-60: FrequencyInfoDL-SIB

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoDL-SIB ::= SEQUENCE {
	
	
	

	  frequencyBandList
	MultiFrequencyBandListNR-SIB
	
	

	  offsetToPointA
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	
	

	  scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier with condition DL_PointA
	entry 1
	

	  }
	
	
	

	}
	
	
	


–
FrequencyInfoUL
Table 4.6.3-61: FrequencyInfoUL
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoUL::= SEQUENCE {
	
	
	

	  frequencyBandList
	MultiFrequencyBandListNR
	
	FDD

	
	Not present
	
	TDD

	  absoluteFrequencyPointA
	ARFCN-ValueNR with condition UL_PointA
	
	FDD

	
	Not present
	
	TDD

	  scs-SpecificCarriers SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier with condition UL_PointA
	entry 1
	

	  }
	
	
	

	  additionalSpectrumEmission
	AdditionalSpectrumEmission
	
	

	  p-Max
	P-Max
	
	

	  frequencyShift7p5khz
	Not present
	
	

	}
	
	
	


–
FrequencyInfoUL-SIB
Table 4.6.3-62: FrequencyInfoUL-SIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoUL-SIB ::= SEQUENCE {
	
	
	

	  frequencyBandList
	MultiFrequencyBandListNR-SIB
	
	FDD

	
	Not present
	
	TDD

	  absoluteFrequencyPointA
	ARFCN-ValueNR with condition UL_PointA
	
	FDD

	
	Not present
	
	TDD

	  scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier with condition UL_PointA
	entry 1
	

	  }
	
	
	

	  p-Max
	P-Max
	
	

	  frequencyShift7p5khz
	Not present
	
	

	}
	
	
	


–
Hysteresis
Table 4.6.3-63: Hysteresis

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	Hysteresis
	4
	
	


–
I-RNTI-Value
Table 4.6.3-64: I-RNTI-Value

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	I-RNTI-Value
	SS arbitrarily selects a value between ’00 0000 0001’H and ‘FF FFFF FFFF’H.
	BIT STRING (SIZE(40))
	


–
LocationMeasurementInfo
Table 4.6.3-65: LocationMeasurementInfo

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationMeasurementInfo ::= CHOICE {
	
	
	

	  eutra-RSTD SEQUENCE (SIZE (1..maxInterRAT-RSTD-Freq)) OF EUTRA-RSTD-Info {
	1 entry
	
	

	    EUTRA-RSTD-Info[1] SEQUENCE {
	
	entry 1
	

	      carrierFreq
	ARFCN-ValueEUTRA
	
	

	      measPRS-Offset
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
LogicalChannelConfig
Table 4.6.3-66: LogicalChannelConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	1
	
	

	
	3
	
	SRB2

	    prioritisedBitRate
	infinity
	
	

	    bucketSizeDuration
	ms50
	
	

	    allowedServingCells
	Not present
	
	

	    allowedSCS-List
	Not present
	
	

	    maxPUSCH-Duration
	Not present
	
	

	    configuredGrantType1Allowed
	Not present
	
	

	    logicalChannelGroup
	1
	
	HI

	
	2
	
	LO

	
	0
	
	SRB1, SRB2, SRB3

	    schedulingRequestID
	SchedulingRequestId
	
	

	    logicalChannelSR-Mask
	false
	
	

	    logicalChannelSR-DelayTimerApplied
	false
	
	

	    bitRateQueryProhibitTimer
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	SRB3
	Establishment of SRB3


–
LogicalChannelIdentity
Table 4.6.3-67: LogicalChannelIdentity
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelIdentity
	1
	
	SRB1

	LogicalChannelIdentity
	2
	
	SRB2

	LogicalChannelIdentity
	3
	
	SRB3

	LogicalChannelIdentity
	n+3
	
	DRBn


	Condition
	Explanation

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	SRB3
	Establishment of SRB3

	DRBn
	Establishment of DRBn; n=1..29


–
MAC-CellGroupConfig
Table 4.6.3-68: MAC-CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  drx-Config
	Not present
	
	

	  drx-Config CHOICE {
	
	
	DRX

	    setup
	DRX-Config
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config
	
	

	  bsr-Config
	BSR-Config
	
	

	  tag-Config
	TAG-Config
	
	

	  phr-Config CHOICE {
	
	
	

	    setup
	PHR-Config
	
	

	  }
	
	
	

	  skipUplinkTxDynamic
	false
	
	

	}
	
	
	


	Condition
	Explanation

	DRX
	This condition applies when DRX is configured


–
MeasConfig
Table 4.6.3-69: MeasConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	MeasObjectToAddModList 
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList
	ReportConfigToAddModList 
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	MeasIdToAddModList 
	
	

	  s-MeasureConfig
	Not present
	
	

	  quantityConfig
	QuantityConfig
	
	

	  measGapConfig
	Not present
	
	

	  measGapSharingConfig
	Not present
	
	

	}
	
	
	


–
MeasGapConfig
Table 4.6.3-70: MeasGapConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2
	Not present
	
	

	  gapFR2 CHOICE {
	
	
	GAP_FR2

	    setup SEQUENCE {
	
	
	

	      gapOffset
	159
	
	

	      mgl
	ms3dot5
	
	

	      mgrp
	ms160
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapFR1
	Not present
	
	

	  gapFR1 CHOICE {
	
	
	GAP_FR1

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	

	
	9
	
	SIG AND INTER-FREQ_ODD

	      mgl
	ms6
	
	

	      mgrp
	ms40
	
	

	      mgta
	ms0
	
	

	  }
	
	
	

	  gapUE
	Not present
	
	GAP_FR1 OR GAP_FR2

	  gapUE CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	

	
	9
	
	SIG AND INTER-FREQ_ODD

	      mgl
	ms6
	
	

	      mgrp
	ms40
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	GAP_FR1
	Configuration for FR1 per-FR gaps

	GAP_FR2
	Configuration for FR2 per-FR gaps

	INTER-FREQ_ODD
	When the SFNoffset of inter frequency neighbour cell is odd number. SFNoffset is defined in TS 38.523-3 [23]Table 7.1.5.2-1


–
MeasGapSharingConfig
Table 4.6.3-71: MeasGapSharingConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapSharingConfig ::= SEQUENCE {
	
	
	

	  gapSharingFR2
	Not present
	
	

	}
	
	
	


–
MeasId
Table 4.6.3-72: MeasId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasId
	1
	
	


–
MeasIdToAddModList
Table 4.6.3-73: MeasIdToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasIdToAddModList ::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	  MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	    measId
	MeasId
	
	

	    measObjectId
	MeasObjectId
	
	

	    reportConfigId
	ReportConfigId
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
MeasObjectNR
Table 4.6.3-76: MeasObjectNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR ::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	
	

	  smtc1
	SSB-MTC
	
	

	  smtc2
	Not present
	
	

	  refFreqCSI-RS
	Not present
	
	

	  referenceSignalConfig SEQUENCE {
	
	
	

	    ssb-ConfigMobility SEQUENCE {
	
	
	

	      ssb-ToMeasure CHOICE {
	
	
	

	        setup
	SSB-ToMeasure
	
	

	      }
	
	
	

	      deriveSSB-IndexFromCell
	false
	
	FDD

	
	true
	
	TDD

	      ss-RSSI-Measurement
	Not present
	
	

	    }
	
	
	

	    csi-rs-ResourceConfigMobility
	Not present
	
	

	  }
	
	
	

	  absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	  }
	
	
	

	  absThreshCSI-RS-Consolidation
	Not present
	
	

	  nrofSS-BlocksToAverage
	2
	
	

	  nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	  quantityConfigIndex
	1
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB0
	
	

	    rsrqOffsetSSB
	dB0
	
	

	    sinrOffsetSSB
	dB0
	
	

	    rsrpOffsetCSI-RS
	dB0
	
	

	    rsrqOffsetCSI-RS
	dB0
	
	

	    sinrOffsetCSI-RS
	dB0
	
	

	  }
	
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  whiteCellsToRemoveList
	Not present
	
	

	  whiteCellsToAddModList
	Not present
	
	

	  freqBandIndicatorNR
	FreqBandIndicatorNR
	
	

	}
	
	
	


–
MeasObjectToAddModList
Table 4.6.3-77: MeasObjectToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectToAddModList ::= SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	1 entry
	
	

	  MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	    measObjectId
	MeasObjectId
	
	

	    measObject CHOICE {
	
	
	

	      measObjectNR
	MeasObjectNR
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasResultCellListSFTD-NR
Table 4.6.3-78: MeasResultCellListSFTD-NR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultCellListSFTD-NR ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResultCellListSFTD-EUTRA
Table 4.6.3-78A: MeasResultCellListSFTD-EUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultCellListSFTD-EUTRA ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResults
Table 4.6.3-79: MeasResults

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults ::= SEQUENCE {
	
	
	

	  measId
	MeasId
	
	

	  measResultServingMOList SEQUENCE (SIZE (1.. maxNrofServingCells)) OF MeasResultServMO {
	1 entry
	
	

	    MeasResultServMO[1] SEQUENCE {
	
	entry 1
	

	      servCellId
	ServCellIndex
	
	

	      measResultServingCell SEQUENCE {
	
	
	

	        physCellId
	PhysCellId
	
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE {
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	Not checked
	
	

	              rsrq
	Not checked
	
	

	              sinr
	Not checked
	
	

	            }
	
	
	

	            resultsCSI-RS-Cell
	Not present
	
	

	          }
	
	
	

	          rsIndexResults
	Not present
	
	

	        }
	
	
	

	        cgi-Info
	Not present
	
	

	      }
	
	
	

	      measResultBestNeighCell
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  measResultNeighCells
	Not present
	
	A1, A2

	
	Set according to specific message content
	
	A3, A4, A5, A6

	}
	
	
	


	Condition
	Explanation

	A1
	If event trigger Id in corresponding Measurement Configuration was Event A1 

	A2
	If event trigger Id in corresponding Measurement Configuration was Event A2

	A3
	If event trigger Id in corresponding Measurement Configuration was Event A3

	A4
	If event trigger Id in corresponding Measurement Configuration was Event A4

	A5
	If event trigger Id in corresponding Measurement Configuration was Event A5

	A6
	If event trigger Id in corresponding Measurement Configuration was Event A6


–
MeasResult2EUTRA
Table 4.6.3-79A: MeasResult2EUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResult2EUTRA ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResult2NR
Table 4.6.3-79B: MeasResult2NR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResult2NR ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MeasResultSCG-Failure
Table 4.6.3-80: MeasResultSCG-Failure
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultSCG-Failure ::= SEQUENCE {
	
	measResultPerMOList

for each MeasOjectNR for which a measId is configured (by the NR RRCConfiguration message) and measurement results are available include an entry
	

	  measResultPerMOList SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR {
	n entries of MeasResult2NR
	MOList [1]

n denotes the number of non-serving frequencies being measured
	

	    MeasResult2NR[1] SEQUENCE {
	
	entry 1
	

	      ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	the ARFCN

if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to sbb
	

	      refFreqCSI-RS
	INTEGER (0..3279165)
	the ARFCN

if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs
	

	      measResultServingCell SEQUENCE {
	
	if a serving cell is associated with the MeasObjectNR
	

	        physCellId
	INTEGER (0..1007)
	the physCellId configured for this serving cell
	

	        measResult SEQUENCE {
	
	
	

	          cellResults SEQUENCE {
	
	
	

	            resultsSSB-Cell SEQUENCE {
	
	
	

	              rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	              rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	              sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	            }
	
	
	

	            resultsCSI-RS-Cell SEQUENCE {
	
	
	

	              rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	              rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	              sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	            }
	
	
	

	          }
	
	
	

	          rsIndexResults SEQUENCE {
	
	
	

	            resultsSSB-Indexes SEQUENCE (SIZE (1..maxNrofSSBs)) OF ResultsPerSSB-Index {
	n entires of ResultsPerSSB-Index
	ResultsPerSSB-IndexList
	

	              ResultsPerSSB-Index[1] SEQUENCE {
	
	entry 1
	

	                ssb-Index
	SSB-Index
	an SS-Block within an SS-Burst
	

	                ssb-Results SEQUENCE {
	
	MeasQuantityResults
	

	                  rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	                  rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	                  sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	                }
	
	
	

	              }
	
	
	

	              ...
	
	ResultsPerSSB-Index entry [x] if any
	

	            }
	
	
	

	            resultsCSI-RS-Indexes SEQUENCE (SIZE (1..maxNrofCSI-RS)) OF ResultsPerCSI-RS-Index {
	n entires of ResultsPerCSI-RS-Index
	ResultsPerCSI-RS-IndexList
	

	              ResultsPerCSI-RS-Index[1] SEQUENCE {
	
	entry 1
	

	                csi-RS-Index
	INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)
	CSI-RS resource index associated to the measurement information to be reported
	

	                csi-RS-Results SEQUENCE {
	
	MeasQuantityResults
	

	                  rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	                  rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	                  sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	                }
	
	
	

	              }
	
	
	

	              ...
	
	ResultsPerCSI-RS-Index entry [x] if any
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      measResultNeighCellListNR SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR {
	n entires of MeasResultNR
	include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure
	

	        MeasResultNR[1] SEQUENCE {
	
	entry 1
	

	          physCellId
	INTEGER (0..1007)
	the physCellId configured for the measured cell
	

	          measResult SEQUENCE {
	
	
	

	            cellResults SEQUENCE {
	
	
	

	              resultsSSB-Cell SEQUENCE {
	
	
	

	                rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	                rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	                sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	              }
	
	
	

	              resultsCSI-RS-Cell SEQUENCE {
	
	
	

	                rsrp
	as specified in Table 4.6.3-152
	Integer value for RSRP measurements
	

	                rsrq
	as specified in Table 4.6.3-153
	Integer value for RSRQ measurements
	

	                sinr
	as specified in Table 4.6.3-172
	Integer value for SINR measurements
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        ...
	
	MeasResultNR entry [x] if any
	

	      }
	
	
	

	    ...
	
	MeasResult2NR entry [x] if any
	

	    }
	
	
	

	  ..
	
	MOList [x] if any
	

	  }
	
	
	

	}
	
	
	


–
MobilityStateParameters
Table 4.6.3-81: MobilityStateParameters

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityStateParameters ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
MultiFrequencyBandListNR
Table 4.6.3-82: MultiFrequencyBandListNR
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MultiFrequencyBandListNR ::= SEQUENCE (SIZE (1..maxNrofMultiBands)) OF FreqBandIndicatorNR { 
	1 entry
	
	

	  FreqBandIndicatorNR[1]
	FreqBandIndicatorNR
	entry 1
	

	}
	
	
	


–
MultiFrequencyBandListNR-SIB
Table 4.6.3-82A: MultiFrequencyBandListNR-SIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MultiFrequencyBandListNR-SIB ::= SEQUENCE (SIZE (1.. maxNrofMultiBands)) OF NR-MultiBandInfo {
	1 entry
	
	

	  NR-MultiBandInfo[1] SEQUENCE {
	
	entry 1
	

	    freqBandIndicatorNR
	FreqBandIndicatorNR
	
	

	    nr-NS-PmaxList
	NR-NS-PmaxList
	
	

	  }
	
	
	

	}
	
	
	


–
NextHopChainingCount
Table 4.6.3-83: NextHopChainingCount

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NextHopChainingCount
	0
	
	


–
NG-5G-S-TMSI
Table 4.6.3-84: NG-5G-S-TMSI

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NG-5G-S-TMSI 
	Set to the value of the NG-5G-S-TMSI of the UE
	BIT STRING (SIZE(40))
	


–
NR-NS-PmaxList
Table 4.6.3-84A: NR-NS-PmaxList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NR-NS-PmaxList ::= SEQUENCE (SIZE (1.. maxNrofMultiBands)) OF NR-NS-PmaxValue {
	1 entry
	
	

	  NR-NS-PmaxValue[1] SEQUENCE {
	
	entry 1
	

	    additionalPmax
	Not present
	
	

	    additionalSpectrumEmission
	AdditionalSpectrumEmission
	
	

	  }
	
	
	

	}
	
	
	


–
NZP-CSI-RS-Resource
Table 4.6.3-85: NZP-CSI-RS-Resource
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	NZP-CSI-RS-ResourceId
	
	

	  resourceMapping
	CSI-RS-ResourceMapping
	
	

	  powerControlOffset
	-3
	
	

	  powerControlOffsetSS
	Not present
	
	

	  scramblingID
	ScramblingId
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-StateId
	
	

	}
	
	
	


–
NZP-CSI-RS-ResourceId
Table 4.6.3-86: NZP-CSI-RS-ResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceId
	0
	
	


–
NZP-CSI-RS-ResourceSet
Table 4.6.3-87: NZP-CSI-RS-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp-CSI-ResourceSetId
	NZP-CSI-RS-ResourceSetId
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	
	

	    NZP-CSI-RS-ResourceId[1]
	NZP-CSI-RS-ResourceId
	entry 1
	

	  }
	
	
	

	  repetition
	off
	
	

	  aperiodicTriggeringOffset
	Not present
	
	

	  trs-Info
	Not present
	
	

	
	true
	
	TRS

	}
	
	
	


	Condition
	Explanation

	TRS
	Tracking-Reference Signal


[Unchanged Tables skipped here]

–
PDCCH-Config
Table 4.6.3-95: PDCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-Config ::= SEQUENCE {
	
	
	

	  controlResourceSetToAddModList
	Not present
	
	SIG OR (RF AND EN-DC)

	  controlResourceSetToAddModList SEQUENCE(SIZE (1..3)) OF ControlResourceSetId {
	1 entry
	
	RF AND NR

	    ControlResourceSet[1]
	ControlResourceSet
	entry 1
	

	  }
	
	
	

	  controlResourceSetToReleaseList
	Not present
	
	

	  searchSpacesToAddModList SEQUENCE(SIZE (1..10)) OF SearchSpace {
	1 entry
	
	

	    SearchSpace[1]
	SearchSpace with condition USS
	entry 1
	

	  }
	
	
	

	  searchSpacesToReleaseList
	Not present
	
	

	  downlinkPreemption
	Not present
	
	

	  tpc-PUSCH
	Not present
	
	

	  tpc-PUCCH
	Not present
	
	

	  tpc-SRS
	Not present
	
	

	}
	
	
	


–
PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	
	Not present
	
	SCell_Add

	  commonControlResourceSet
	ControlResourceSet
	
	SIG OR (RF AND EN-DC)

	
	Not present
	
	RF AND NR

	  searchSpaceZero
	SearchSpaceZero
	
	

	
	Not present
	
	SCell_Add

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	entry 2
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	
	EN-DC

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	  }
	
	
	

	 commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
PDCCH-ConfigSIB1
Table 4.6.3-97: PDCCH-ConfigSIB1

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigSIB1 ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	
	

	  searchSpaceZero
	SearchSpaceZero
	
	

	}
	
	
	


–
PDCCH-ServingCellConfig
Table 4.6.3-98: PDCCH-ServingCellConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  slotFormatIndicator
	Not present
	
	

	}
	
	
	


–
PDCP-Config
Table 4.6.3-99: PDCP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	infinity
	
	

	    pdcp-SN-Size-UL
	len18bits
	
	

	    pdcp-SN-Size-DL
	len18bits
	
	

	    headerCompression CHOICE {
	
	
	

	      notUsed
	Null
	
	

	    }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	true
	AM is default
	

	
	Not present
	
	UM

	    outOfOrderDelivery
	Not present
	
	

	  }
	
	
	

	  drb SEQUENCE {}
	Not present
	
	SRB,Split_SRB

	  moreThanOneRLC
	Not present
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	Split, Split_SRB

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	CellGroupId
	
	

	      cellGroup
	0
	MCG path
	Split_SRB

	      logicalChannel
	LogicalChannelIdentity
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	infinity
	
	

	    pdcp-Duplication
	false
	
	

	  }
	
	
	

	  t-Reordering
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Split
	More than one RLC

	SRB
	SRB

	UM
	RLC UM DRB

	Split_SRB
	SRB with more than one RLC


–
PDSCH-Config
Table 4.6.3-100: PDSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	0
	
	

	  dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	  dmrs-DownlinkForPDSCH-MappingTypeB 
	Not present
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF TCI-State {
	1 entry
	
	

	    TCI-State[1]
	TCI-State
	entry 1
	

	  }
	
	
	

	  tci-StatesToReleaseList
	Not present
	
	

	  vrb-ToPRB-Interleaver
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	
	resourceAllocationType0
	
	Used_for_Type0

	  pdsch-TimeDomainAllocationList
	Not present
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rateMatchPatternToAddModList
	Not present
	
	

	  rateMatchPatternToReleaseList
	Not present
	
	

	  rateMatchPatternGroup1
	Not present
	
	

	  rateMatchPatternGroup2
	Not present
	
	

	  rbg-Size
	config1
	
	

	  mcs-Table
	Not present
	qam64 per default
	

	  maxNrofCodeWordsScheduledByDCI
	Not present
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	wideband
	
	

	    }
	
	
	

	  }
	
	
	

	  zp-CSI-RS-ResourceToAddModList
	Not present
	
	

	  zp-CSI-RS-ResourceToReleaseList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  aperiodic-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToAddModList
	Not present
	
	

	  sp-ZP-CSI-RS-ResourceSetsToReleaseList
	Not present
	
	

	  p-ZP-CSI-RS-ResourceSet
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Used_for_Type0
	Used for RF performance test cases


–
PDSCH-ConfigCommon
Table 4.6.3-101: PDSCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pdsch-TimeDomainAllocationList
	PDSCH-TimeDomainResourceAllocationList
	
	

	}
	
	
	


–
PDSCH-ServingCellConfig
Table 4.6.3-102: PDSCH-ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  xOverhead
	Not present
	
	

	  nrofHARQ-ProcessesForPDSCH
	n16
	
	

	  pucch-Cell
	Not present
	
	

	}
	
	
	


–
PDSCH-TimeDomainResourceAllocationList
Table 4.6.3-103: PDSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList ::= SEQUENCE(SIZE(1..maxNrofDL-Allocations)) OF PDSCH-TimeDomainResourceAllocation {
	2 entries
	
	FR1

	  PDSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	entry 1
	

	    k0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	53
	Start symbol(S)=2, Length(L)=12
	

	  }
	
	
	

	  PDSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	entry 2
	

	    k0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	72
	S=2, L=6
	

	  }
	
	
	

	}
	
	
	

	PDSCH-TimeDomainResourceAllocationList SEQUENCE (SIZE(1..maxNrofDL-Allocations)) OF PDSCH-TimeDomainResourceAllocation {
	1 entry
	
	FR2

	  PDSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	entry 1
	

	    k0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	53
	S=2, L=12
	

	  }
	
	
	

	}
	
	
	


–
PHR-Config
Table 4.6.3-104: PHR-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PHR-Config ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    phr-PeriodicTimer
	sf10
	
	

	    phr-ProhibitTimer
	sf0
	
	

	    phr-Tx-PowerFactorChange
	dB1
	
	

	    multiplePHR
	false
	
	

	
	true
	
	MR-DC OR NR-CA

	    dummy
	false
	
	

	    P
hr-Type2OtherCell
	false
	
	

	    phr-ModeOtherCG
	real
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	MR-DC
	EN-DC, NGEN-DC, NE-DC or NR-DC.

	NR-CA
	UL CA for NR


–
PhysCellId
Table 4.6.3-105: PhysCellId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysCellId
	 Set according to table 4.4.2-2 for the NR Cell.
	
	


–
PhysicalCellGroupConfig
Table 4.6.3-106: PhysicalCellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalCellGroupConfig ::= SEQUENCE {
	
	
	

	  harq-ACK-SpatialBundlingPUCCH
	Not present
	
	

	  harq-ACK-SpatialBundlingPUSCH
	Not present
	
	

	  p-NR-FR1
	P-Max
	
	

	  pdsch-HARQ-ACK-Codebook
	dynamic
	
	

	  tpc-SRS-RNTI
	Not present
	
	

	  tpc-PUCCH-RNTI
	Not present
	
	

	  tpc-PUSCH-RNTI
	Not present
	
	

	  sp-CSI-RNTI
	Not present
	
	

	  cs-RNTI
	Not present
	
	

	}
	
	
	


–
PLMN-Identity
Table 4.6.3-107: PLMN-Identity

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PLMN-Identity ::= SEQUENCE {
	
	
	

	  mcc SEQUENCE (SIZE (3)) OF MCC-MNC-Digit
	See table 4.4.2-3
	
	

	  mnc SEQUENCE (SIZE (2..3)) OF MCC-MNC-Digit
	See table 4.4.2-3
	
	

	}
	
	
	


–
PLMN-IdentityInfoList
Table 4.6.3-108: PLMN-IdentityInfoList

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PLMN-IdentityInfoList ::= SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo {
	1 entry
	
	

	  PLMN-IdentityInfo[1] SEQUENCE {
	
	entry 1
	

	    plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	1 entry
	
	

	       PLMN-Identity[1]
	PLMN-Identity
	entry 1
	

	    }
	
	
	

	    trackingAreaCode
	TrackingAreaCode
	
	

	    ranac
	RAN-AreaCode
	
	

	    cellIdentity
	CellIdentity
	
	

	    cellReservedForOperatorUse
	notReserved
	
	

	  }
	
	
	

	}
	
	
	


–
PRB-Id
Table 4.6.3-109: PRB-Id

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRB-Id
	0
	
	

	
	Set to value of the number of RBs - 1 corresponding to 10 MHz channel bandwidth in clause 4.3.1 for the carrier and subcarrier under test.
	
	secondHopPRB


	Condition
	Explanation

	secondHopPRB
	The IE secondHopPRB in PUCCH-Resource is now set.


–
PTRS-DownlinkConfig
Table 4.6.3-110: PTRS-DownlinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  frequencyDensity
	Not present
	
	

	  timeDensity
	Not present
	
	

	  epre-Ratio
	0
	
	

	  resourceElementOffset
	Not present
	
	

	}
	
	
	


–
PTRS-UplinkConfig
Table 4.6.3-111: PTRS-UplinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PTRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  transformPrecoderDisabled SEQUENCE {
	
	
	

	    frequencyDensity
	Not present
	
	

	    timeDensity
	Not present
	
	

	    maxNrofPorts
	n1
	
	

	    resourceElementOffset
	Not present
	
	

	    ptrs-Power
	p00
	
	

	  }
	
	
	

	  transformPrecoderEnabled SEQUENCE {
	
	
	

	    sampleDensity SEQUENCE (SIZE (5)) OF INTEGER {
	5 entries
	
	

	      INTEGER[1]
	1
	entry 1
	

	      INTEGER[2]
	8
	entry 2
	

	      INTEGER[3]
	32
	entry 3
	

	      INTEGER[4]
	32
	entry 4
	

	      INTEGER[5]
	108
	entry 5
	

	    }
	
	
	

	  timeDensityTransformPrecoding
	Not present
	
	

	  }
	
	
	

	}
	
	
	


–
PUCCH-Config
Table 4.6.3-112: PUCCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  resourceSetToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-ResourceSets)) OF PUCCH-ResourceSet {
	2 entries
	
	

	    PUCCH-ResourceSet[1] SEQUENCE {
	
	entry 1
	

	      pucch-ResourceSetId
	0
	
	

	      resourceList SEQUENCE (SIZE (0..maxNrofPUCCH-ResourcesPerSet)) OF PUCCH-ResourceId {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	0
	entry 1
	

	        PUCCH-ResourceId[2]
	1
	entry 2
	

	        PUCCH-ResourceId[3]
	2
	entry 3
	

	        PUCCH-ResourceId[4]
	3
	entry 4
	

	        PUCCH-ResourceId[5]
	4
	entry 5
	

	        PUCCH-ResourceId[6]
	5
	entry 6
	

	        PUCCH-ResourceId[7]
	6
	entry 7
	

	        PUCCH-ResourceId[8]
	7
	entry 8
	

	      }
	
	
	

	      maxPayloadSize
	Not present
	
	

	    }
	
	
	

	    PUCCH-ResourceSet[2] SEQUENCE {
	
	entry 2
	

	      pucch-ResourceSetId
	1
	
	

	      resourceList SEQUENCE (SIZE (8..maxNrofPUCCH-ResourcesPerSet)) OF PUCCH-ResourceId {
	8 entries
	
	

	        PUCCH-ResourceId[1]
	8
	entry 1
	

	        PUCCH-ResourceId[2]
	9
	entry 2
	

	        PUCCH-ResourceId[3]
	10
	entry 3
	

	        PUCCH-ResourceId[4]
	11
	entry 4
	

	        PUCCH-ResourceId[5]
	12
	entry 5
	

	        PUCCH-ResourceId[6]
	13
	entry 6
	

	        PUCCH-ResourceId[7]
	14
	entry 7
	

	        PUCCH-ResourceId[8]
	15
	entry 8
	

	      }
	
	
	

	      maxPayloadSize
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceSetToReleaseList
	Not present
	
	

	  resourceToAddModList SEQUENCE (SIZE (1..maxNrofPUCCH-Resources)) OF PUCCH-Resource {
	16 entries
	
	

	    PUCCH-Resource[1] SEQUENCE {
	
	entry 1
	

	      pucch-ResourceId
	0
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[2] SEQUENCE {
	
	entry 2
	

	      pucch-ResourceId
	1
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[3] SEQUENCE {
	
	entry 3
	

	      pucch-ResourceId
	2
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[4] SEQUENCE {
	
	entry 4
	

	      pucch-ResourceId
	3
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[5] SEQUENCE {
	
	entry 5
	

	      pucch-ResourceId
	4
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[6] SEQUENCE {
	
	entry 6
	

	      pucch-ResourceId
	5
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[7] SEQUENCE {
	
	entry 7
	

	      pucch-ResourceId
	6
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[8] SEQUENCE {
	
	entry 8
	

	      pucch-ResourceId
	7
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format1 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	          timeDomainOCC
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[9] SEQUENCE {
	
	entry 9
	

	      pucch-ResourceId
	8
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[10] SEQUENCE {
	
	entry 10
	

	      pucch-ResourceId
	9
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	2
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[11] SEQUENCE {
	
	entry 11
	

	      pucch-ResourceId
	10
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	4
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[12] SEQUENCE {
	
	entry 12
	

	      pucch-ResourceId
	11
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBs
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	6
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[13] SEQUENCE {
	
	entry 13
	

	      pucch-ResourceId
	12
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	8
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[14] SEQUENCE {
	
	entry 14
	

	      pucch-ResourceId
	13
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRBsinitial
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	10
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[15] SEQUENCE {
	
	entry 15
	

	      pucch-ResourceId
	14
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format2 SEQUENCE {
	
	
	

	          nrofPRB
	6
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	12
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    PUCCH-Resource[16] SEQUENCE {
	
	entry 16
	

	      pucch-ResourceId
	15
	
	

	      startingPRB
	PRB-Id
	
	

	      intraSlotFrequencyHopping
	enabled
	
	

	      secondHopPRB
	PRB-Id with condition secondHopPRB
	
	

	      format CHOICE {
	
	
	

	        format3 SEQUENCE {
	
	
	

	          nrofPRBs
	1
	
	

	          nrofSymbols
	14
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceToReleaseList
	Not present
	
	

	  format1CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	Not Present
	
	

	      maxCodeRate
	Not Present
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	Not Present
	
	

	    }
	
	
	

	  }
	
	
	

	  format2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	Enabled
	
	

	      additionalDMRS
	Not Present
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	True
	
	

	    }
	
	
	

	  }
	
	
	

	  format3 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      interslotFrequencyHopping
	enabled
	
	

	      additionalDMRS
	True
	
	

	      maxCodeRate
	zeroDot25
	
	

	      nrofSlots
	Not present
	
	

	      pi2BPSK
	Not present
	
	

	      simultaneousHARQ-ACK-CSI
	true
	
	

	    }
	
	
	

	  }
	
	
	

	  format4
	Not present
	
	

	  schedulingRequestResourceToAddModList SEQUENCE (SIZE (1..maxNrofSR-Resources)) OF SchedulingRequestResourceConfig {
	1 entry
	
	

	    SchedulingRequestResourceConfig[1]
	SchedulingRequestResourceConfig
	entry 1
	

	  }
	
	
	

	  schedulingRequestResourceToReleaseList
	Not present
	
	

	  multi-CSI-PUCCH-ResourceList
	Not present
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	8 entries
	
	

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	5
	entry 4
	

	    INTEGER[5]
	6
	entry 5
	

	    INTEGER[6]
	7
	entry 6
	

	    INTEGER[7]
	8
	entry 7
	

	    INTEGER[8]
	9
	entry 8
	

	  }
	
	
	

	  spatialRelationInfoToAddModList
	Not present
	
	

	  spatialRelationInfoToReleaseList
	Not present
	
	

	  pucch-PowerControl
	PUCCH-PowerControl
	
	

	}
	
	
	


–
PUCCH-ConfigCommon
Table 4.6.3-113: PUCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  pucch-ResourceCommon
	0
	
	

	  pucch-GroupHopping
	enable
	
	

	  hoppingId
	Not present
	
	

	  p0-nominal
	-90
	
	

	}
	
	
	


–
PUCCH-PathlossReferenceRS-Id
Table 4.6.3-114: PUCCH-PathlossReferenceRS-Id
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PathlossReferenceRS-Id
	0
	
	


–
PUCCH-PowerControl
Table 4.6.3-115: PUCCH-PowerControl
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-PowerControl ::= SEQUENCE {
	
	
	

	  deltaF-PUCCH-f0
	0
	
	

	  deltaF-PUCCH-f1
	0
	
	

	  deltaF-PUCCH-f2
	0
	
	

	  deltaF-PUCCH-f3
	0
	
	

	  deltaF-PUCCH-f4
	0
	
	

	  p0-Set
	Not present
	
	

	  pathlossReferenceRSs SEQUENCE (SIZE (1..maxNrofPUCCH-PathlossReferenceRSs)) OF PUCCH-PathlossReferenceRS {
	1 entry
	
	

	    PUCCH-PathlossReferenceRS[1] SEQUENCE {
	
	entry 1
	

	      pucch-PathlossReferenceRS-Id
	PUCCH-PathlossReferenceRS-Id
	
	

	      referenceSignal CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  twoPUCCH-PC-AdjustmentStates
	Not present
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
PUSCH-PowerControl
Table 4.6.3-120: PUSCH-PowerControl
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	Not present
	
	

	  msg3-Alpha
	alpha08
	
	

	  p0-NominalWithoutGrant
	-90
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF P0-PUSCH-AlphaSet {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	entry 1
	

	      p0-PUSCH-AlphaSetId
	0
	
	

	      p0
	0
	
	

	      alpha
	alpha08
	
	

	    }
	
	
	

	  }
	
	
	

	  pathlossReferenceRSToAddModList SEQUENCE (SIZE (1..maxNrofPUSCH-PathlossReferenceRSs)) OF PUSCH-PathlossReferenceRS {
	1 entry
	
	

	    PUSCH-PathlossReferenceRS[1] SEQUENCE {
	
	entry 1
	

	      pusch-PathlossReferenceRS-Id
	0
	
	

	      referenceSignal CHOICE{
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  pathlossReferenceRSToReleaseList
	Not present
	
	

	  twoPUSCH-PC-AdjustmentStates
	Not present
	
	

	  deltaMCS
	Not present
	
	

	  sri-PUSCH-MappingToAddModList SEQUENCE (SIZE (1..maxNrofSRI-PUSCH-Mappings)) OF SRI-PUSCH-PowerControl {
	1 entry
	
	

	    SRI-PUSCH-PowerControl[1] SEQUENCE {
	
	entry 1
	

	      sri-PUSCH-PowerControlId
	0
	
	

	      sri-PUSCH-PathlossReferenceRS-Id
	0
	
	

	      sri-P0-PUSCH-AlphaSetId
	0
	
	

	      sri-PUSCH-ClosedLoopIndex
	i0
	
	

	    }
	
	
	

	  }
	
	
	

	  sri-PUSCH-MappingToReleaseList
	Not present
	
	

	}
	
	
	


–
PUSCH-ServingCellConfig
Table 4.6.3-121: PUSCH-ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  codeBlockGroupTransmission
	Not present
	
	

	  rateMatching
	Not present
	
	

	  xOverhead
	Not present
	
	

	}
	
	
	


–
PUSCH-TimeDomainResourceAllocationList
Table 4.6.3-122: PUSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF PUSCH-TimeDomainResourceAllocation { 
	2 entries
	
	

	  PUSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	entry 1
	

	    k2
	4
	
	

	
	2
	
	RF_FR1_15kHz OR RF_FR1_30kHz OR RF_FR2_DL

	
	6
	
	RF_FR1_60kHz

	
	4
	
	RF_FR2_60kHz_UL

	
	8
	
	RF_FR2_120kHz_UL

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	27
	Start symbol(S)=0, Length(L)=14
	

	  }
	
	
	

	  PUSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	entry 2

addressed by Msg3 PUSCH time resource allocation field of the Random Access Response acc. to TS 38.213 [22] Table 8.2-1.
	

	    k2
	Not present
	
	

	
	2
	K2+ Δ=4 acc. to TS 38.214 [21] Table 6.1.2.1.1-5

(NOTE 1)
	FR1_15kHz

	
	6
	K2+ Δ=9 acc. to TS 38.214 [21] Table 6.1.2.1.1-5

(NOTE 1)
	FR1_30kHz

	
	3
	K2+ Δ=9 acc. to TS 38.214 [21] Table 6.1.2.1.1-5

(NOTE 1)
	FR2

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	27
	Start symbol(S)=0, Length(L)=14
	

	  }
	
	
	

	}
	
	
	

	NOTE 1:
Values are chosen so that first slot of a TDD-UL-DL slot configuration period can be used for the Random Access Response and the last slot (of the same or another period) for the corresponding Msg3.


	Condition
	Explanation

	FR1_15kHz
	FR1 is used under the test. SCS is set to 15kHz.

	FR1_30kHz
	FR1 is used under the test. SCS is set to 30kHz.

	RF_FR1_15kHz
	RF testing in FR1. SCS is set to 15kHz.

	RF_FR1_30kHz
	RF testing in FR1. SCS is set to 30kHz.

	RF_FR1_60kHz
	RF testing in FR1. SCS is set to 60kHz.

	RF_FR2_DL
	RF testing in FR2. SCS is set to 60kHz or 120kHz for Rx measurements.

	RF_FR2_60kHz_UL
	RF testing in FR2. SCS is set to 60kHz for test cases with 1 ms measurement period for UL measurement.

	RF_FR2_120kHz_UL
	RF testing in FR2. SCS is set to 120kHz for test cases with 1 ms measurement period for UL measurement.


[Unchanged Tables skipped here]

–
QuantityConfig
Table 4.6.3-127: QuantityConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig ::= SEQUENCE {
	
	
	

	  quantityConfigNR-List SEQUENCE (SIZE (1..maxNrofQuantityConfig)) OF QuantityConfigNR {
	2 entries
	
	

	    QuantityConfigNR[1] SEQUENCE {
	
	entry 1
	

	      quantityConfigCell SEQUENCE {
	
	
	

	        ssb-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	        csi-RS-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	      }
	
	
	

	      quantityConfigRS-Index SEQUENCE {
	
	
	

	        ssb-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	        csi-RS-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    QuantityConfigNR[2] SEQUENCE {
	
	entry 2
	

	      quantityConfigCell SEQUENCE {
	
	
	

	        ssb-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	        csi-RS-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	      }
	
	
	

	      quantityConfigRS-Index SEQUENCE {
	
	
	

	        ssb-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	        csi-RS-FilterConfig SEQUENCE {
	
	
	

	          filterCoefficientRSRP
	FilterCoefficient
	
	

	          filterCoefficientRSRQ
	FilterCoefficient
	
	

	          filterCoefficientRS-SINR
	FilterCoefficient
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	INTER-RAT

	    filterCoefficientRSRP
	FilterCoefficient
	
	

	    filterCoefficientRSRQ
	FilterCoefficient
	
	

	    filterCoefficientRS-SINR
	FilterCoefficient
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	INTER-RAT
	Configuration for EUTRA inter-RAT measurements


–
RACH-ConfigCommon
Table 4.6.3-128: RACH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon ::= SEQUENCE {
	
	
	

	  rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	  totalNumberOfRA-Preambles
	Not present
	
	

	  ssb-perRACH-OccasionAndCB-PreamblesPerSSB CHOICE {
	
	
	

	    one
	n8
	
	FR1

	
	n4
	
	FR2

	  }
	
	
	

	  groupBconfigured 
	Not present
	
	

	  ra-ContentionResolutionTimer
	sf64
	
	

	  rsrp-ThresholdSSB
	RSRP-Range
	
	

	  rsrp-ThresholdSSB-SUL
	Not present
	
	

	
	RSRP-Range
	
	SUL

	  prach-RootSequenceIndex CHOICE {
	
	
	

	    l139
	Set according to table 4.4.2-2 for the NR Cell.
	
	

	  }
	
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	  restrictedSetConfig
	unrestrictedSet
	
	

	  msg3-transformPrecoder
	Not present
	transform precoding is disabled for Msg3 PUSCH transmission and any PUSCH transmission scheduled with DCI format 0_0
	

	}
	
	
	


	Condition
	Explanation

	SUL
	Supplementary uplink


–
RACH-ConfigDedicated
Table 4.6.3-129: RACH-ConfigDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated ::= SEQUENCE {
	
	
	

	  cfra SEQUENCE {
	
	
	

	    occasions SEQUENCE {
	
	
	

	      rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	      ssb-perRACH-Occasion
	one
	
	

	    }
	
	
	

	    resources CHOICE {
	
	
	

	      ssb SEQUENCE {
	
	
	

	        ssb-ResourceList SEQUENCE (SIZE(1..maxRA-SSB-Resources)) OF CFRA-SSB-Resource {
	1 entry
	
	

	          CFRA-SSB-Resource[1] SEQUENCE {
	
	entry 1
	

	            ssb
	SSB-Index
	
	

	            ra-PreambleIndex
	8
	
	

	          }
	
	
	

	        }
	
	
	

	        ra-ssb-OccasionMaskIndex
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  ra-Prioritization
	Not present
	
	

	}
	
	
	


–
RACH-ConfigGeneric
Table 4.6.3-130: RACH-ConfigGeneric
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	160
	
	FR1

	
	149
	
	FR2

	  msg1-FDM
	four
	
	FR1

	
	one
	
	FR2

	  msg1-FrequencyStart
	0
	
	

	  zeroCorrelationZoneConfig
	15
	
	

	  preambleReceivedTargetPower
	-118
	
	

	  preambleTransMax
	n7
	
	

	  powerRampingStep
	dB4
	
	

	  ra-ResponseWindow
	sl20
	
	

	
	sl10
	
	FR1_15kHz

	}
	
	
	


	Condition
	Explanation 

	FR1_15kHz
	FR1 is used under the test. SCS is set to 15kHz.


–
RA-Prioritization
Table 4.6.3-131: RA-Prioritization
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RA-Prioritization
	0
	
	


–
RadioBearerConfig
Table 4.6.3-132: RadioBearerConfig
	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB1

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB2

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB3

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      srb-Identity
	SRB-Identity with condition SRB3
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	2 entries
	
	SRB_NR_PDCP

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	    SRB-ToAddMod[2] SEQUENCE {
	
	entry 2
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	EN-DC_DRB

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	6
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	MCG_NR_PDCP

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	12
	EPS Bearer Id of default MCG DRB
	

	      }
	
	
	

	      drb-Identity
	8
	DRB Id of default MCG DRB
	

	      reestablishPDCP
	Not present
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB1

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB1
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB2

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig
	Not present
	
	SRB1

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	master
	
	

	
	secondary
	
	SRB3, EN-DC_DRB

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SRB3
	Establishment of SRB3

	MCG_NR_PDCP
	EN-DC MCG DRB configured or reconfigured with NR PDCP

	SRB_NR_PDCP
	EN-DC SRB1 and SRB2 configured with NR PDCP

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	DRB1
	Establishment of DRB1

	DRB2
	Establishment of DRB2

	EN-DC_DRB
	EN-DC DRB configured on SCG

	Re-establish_PDCP
	Re-establishment of PDCP

	Recover_PDCP
	Recovery of PDCP


–
RadioLinkMonitoringConfig
Table 4.6.3-133: RadioLinkMonitoringConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioLinkMonitoringConfig ::= SEQUENCE {
	
	
	

	  failureDetectionResourcesToAddModList SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS {
	1 entry
	
	

	    RadioLinkMonitoringRS[1] SEQUENCE {
	
	entry 1
	

	      radioLinkMonitoringRS-Id
	RadioLinkMonitoringRS-Id
	
	

	      purpose
	rlf
	
	

	      detectionResource CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  failureDetectionResourcesToReleaseList
	Not present
	
	

	  beamFailureInstanceMaxCount
	Not present
	
	

	  beamFailureDetectionTimer
	Not present
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
ReportConfigNR
Table 4.6.3-142: ReportConfigNR(Thres1, Thres2)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	PERIODICAL

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount
	infinity
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      useWhiteCellList
	false
	
	

	    }
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres2
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	false
	
	

	
	true
	
	pc_ss_SINR_Meas

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRS-Indexes
	Not present
	
	

	      maxNrofRS-IndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	    reportCGI SEQUENCE {
	
	
	CGI

	      cellForWhichToReportCGI
	PhysCellId
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6

	PERIODICAL
	Configuration of periodical reporting

	CGI
	Configuration of CGI measurement


–
ReportConfigToAddModList
Table 4.6.3-143: ReportConfigToAddModList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigToAddModList ::= SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	  ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	    reportConfigId
	ReportConfigId
	
	

	    reportConfig CHOICE {
	
	
	

	      reportConfigNR
	ReportConfigNR
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
RLC-BearerConfig
Table 4.6.3-148: RLC-BearerConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-BearerConfig ::= SEQUENCE {
	
	
	

	  logicalChannelIdentity
	LogicalChannelIdentity with condition DRBn
	
	DRBn

	
	LogicalChannelIdentity with condition SRB1
	
	SRB1

	
	LogicalChannelIdentity with condition SRB2
	
	SRB2

	
	LogicalChannelIdentity with condition SRB3
	
	SRB3

	  servedRadioBearer CHOICE {
	
	
	

	    srb-Identity
	SRB-Identity with condition SRB1
	
	SRB1

	
	SRB-Identity with condition SRB2
	
	SRB2

	
	SRB-Identity with condition SRB3
	
	SRB3

	    drb-Identity
	DRB-Identity with condition DRBn
	
	

	  }
	
	
	

	  reestablishRLC
	Not present
	
	

	
	true
	
	Re-establish_RLC

	  rlc-Config
	RLC-Config using condition AM
	
	AM

	
	RLC-Config using condition UM.
	
	UM

	
	Not present
	Use default parameters as per TS 38.331 [6] clause 9.2.1
	SRB1, SRB2, SRB3

	  mac-LogicalChannelConfig
	LogicalChannelConfig using condition HI
	
	AM

	
	LogicalChannelConfig using condition LO
	
	UM

	
	LogicalChannelConfig using condition SRBn
	n= 1, 2, 3 for SRB1, SRB2, SRB3 resp.
	SRB1, SRB2, SRB3

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM DRB

	UM
	RLC UM DRB

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	SRB3
	Establishment of SRB3

	DRBn
	Establishment of DRBn

	Re-establish_RLC
	Re-establishment of RLC


–
RLC-Config
Table 4.6.3-149: RLC-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	AM

	    ul-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size18
	
	

	      t-PollRetransmit
	ms80
	
	FR1

	
	ms30
	
	FR2

	      pollPDU
	p32768
	
	

	      pollByte
	kB750
	
	

	      maxRetxThreshold
	t8
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size18
	
	

	      t-Reassembly
	ms80
	
	FR1

	
	ms30
	
	FR2

	      t-StatusProhibit
	ms30
	
	

	    }
	
	
	

	  }
	
	
	

	  um-Bi-Directional SEQUENCE {
	
	
	UM

	    ul-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size12
	
	pc_um_WIthLongSN

	
	size6
	
	NOT pc_um_WIthLongSN AND pc_um_WithShortSN

	    }
	
	
	

	    dl-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size12
	
	pc_um_WIthLongSN

	
	size6
	
	NOT pc_um_WIthLongSN AND pc_um_WithShortSN

	      t-Reassembly
	ms80
	
	FR1

	
	ms30
	
	FR2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	UM
	RLC UM


[Unchanged Tables skipped here]

–
SchedulingRequestConfig
Table 4.6.3-155: SchedulingRequestConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestConfig ::= SEQUENCE {
	
	
	

	  schedulingRequestToAddModList SEQUENCE (SIZE(1..maxNrofSR-ConfigPerCellGroup)) OF SSchedulingRequestToAddMod {
	1 entry
	
	

	    SchedulingRequestToAddMod[1] SEQUENCE {
	
	entry 1
	

	      schedulingRequestId
	SchedulingRequestId
	
	

	      sr-ProhibitTimer
	Not present
	
	

	      sr-TransMax
	n16
	
	

	    }
	
	
	

	  }
	
	
	

	  schedulingRequestToReleaseList
	Not present
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
SCS-SpecificCarrier
Table 4.6.3-160: SCS-SpecificCarrier
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SCS-SpecificCarrier ::= SEQUENCE {
	
	
	

	  offsetToCarrier
	offsetToCarrier as defined for the DL frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	DL_PointA

	
	offsetToCarrier as defined for the UL frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	UL_PointA

	  subcarrierSpacing
	SubcarrierSpacing
	
	

	  carrierBandwidth
	carrierBandwidth as defined for the frequency of the cell
	For signalling test cases see subclause 6.2.3. Otherwise, see subclause 4.3.1.
	

	  txDirectCurrentLocation
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	DL_PointA
	IE absoluteFrequencyPointA for downlink

	UL_PointA
	IE absoluteFrequencyPointA for uplink


–
SDAP-Config
Table 4.6.3-161: SDAP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SDAP-Config ::= SEQUENCE {
	
	
	

	  pdu-Session
	The same value as the PDU session ID IE of the contained message
	
	

	  sdap-HeaderDL
	absent
	
	

	  sdap-HeaderUL
	present
	
	

	  defaultDRB
	true
	
	

	
	false
	
	NR-DC

	  mappedQoS-FlowsToAdd SEQUENCE (SIZE (1..maxNrofQFIs)) OF QFI {
	n entries
	
	

	    QFI[n]
	The list of QFIs of the Authorized QoS flow descriptions IE of the contained 5GSM message
	entry n
	

	  }
	
	
	

	  mappedQoS-FlowsToRelease
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	NR-DC
	NR-NR Dual Connectivity


–
SearchSpace
Table 4.6.3-162: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	SearchSpaceId with condition CSS
	
	CSS

	
	SearchSpaceId with condition USS
	
	USS

	
	SearchSpaceId with condition SISS
	
	SISS

	  controlResourceSetId
	ControlResourceSetId
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	    sl10
	5
	
	SISS

	  }
	
	
	

	  duration
	Not present
	1 slot per default
	

	
	2
	
	SISS

	  monitoringSymbolsWithinSlot
	10000000000000
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n4
	
	

	
	n2
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel4
	n2
	
	

	
	n1
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel8
	n1
	
	

	
	n0
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	      dci-Format0-0-AndFormat1-0 SEQUENCE {
	
	
	

	      }
	
	
	

	     dci-Format2-0
	Not present
	
	

	     dci-Format2-1
	Not present
	
	

	     dci-Format2-2
	Not present
	
	

	     dci-Format2-3
	Not present
	
	

	    }
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	
	Short_DCI

	      dci-Formats
	formats0-1-And-1-1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_5MHz
	FR1 is used under the test. CBW is set to 5MHz.

	FR1_10MHz
	FR1 is used under the test. CBW is set to 10MHz.

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace

	Short_DCI
	Used in test scenarios requiring DCI formats0-0-And-1-0.

	SISS
	SearchSpace for SI


[Unchanged Tables skipped here]

–
SI-SchedulingInfo
Table 4.6.3-173: SI-SchedulingInfo

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo {
	n entries
See subclause 4.4.3.1
	
	

	    SchedulingInfo[n] SEQUENCE {
	
	entry n
	

	      si-BroadcastStatus
	broadcasting
	
	

	      si-Periodicity
	See subclause 4.4.3.1
	
	

	      sib-MappingInfo SEQUENCE (SIZE (1..maxSIB))  OF SIB-TypeInfo {
	n entries
	
	

	        SIB-TypeInfo[1] SEQUENCE {
	
	entry n
	

	          type
	See subclause 4.4.3.1
	
	

	          valueTag
	0
	
	

	          areaScope
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  si-WindowLength
	s80
	
	FR1

	
	s160
	
	FR2

	  si-RequestConfig
	Not present
	
	

	  si-RequestConfigSUL
	Not present
	
	

	  systemInformationAreaID
	’0000 0000 0000 0000 0000 0001’B
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
SRS-Config
Table 4.6.3-182: SRS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList SEQUENCE (SIZE(0..maxNrofSRS-ResourceSets)) OF SRS-ResourceSet {
	1 entry
	
	

	    SRS-ResourceSet[1] SEQUENCE {
	
	entry 1
	

	      srs-ResourceSetId
	0
	
	

	      srs-ResourceIdList SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF SRS-ResourceId {
	1 entry
	
	

	        SRS-ResourceId[1]
	0
	entry 1
	

	      }
	
	
	

	      resourceType CHOICE {
	
	
	

	        aperiodic SEQUENCE {
	
	
	

	          aperiodicSRS-ResourceTrigger
	1
	
	

	          csi-RS
	Not present
	
	

	          slotOffset
	7
	
	FR1

	
	4
	
	FR2

	        }
	
	
	

	      }
	
	
	

	      usage
	codebook
	
	

	      alpha
	Alpha
	
	

	      p0
	0
	
	

	      pathlossReferenceRS CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	      srs-PowerControlAdjustmentStates
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  srs-ResourceToReleaseList 
	Not present
	
	

	  srs-ResourceToAddModList SEQUENCE (SIZE(1..maxNrofSRS-Resources)) OF SRS-Resource {
	1 entry
	
	

	    SRS-Resource[1] SEQUENCE {
	
	entry 1
	

	      srs-ResourceId
	0
	
	

	      nrofSRS-Ports
	ports2
	
	2TX_UL_MIMO

	
	port1
	
	

	      ptrs-PortIndex
	Not present
	
	

	      transmissionComb CHOICE {
	
	
	

	        n2 SEQUENCE {
	
	
	

	          combOffset-n2
	0
	
	

	          cyclicShift-n2
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      resourceMapping SEQUENCE {
	
	
	

	        startPosition
	0
	
	

	        nrofSymbols
	n1
	
	

	        repetitionFactor
	n1
	
	

	      }
	
	
	

	      freqDomainPosition
	0
	
	

	      freqDomainShift
	0
	
	

	      freqHopping SEQUENCE {
	
	
	

	        c-SRS
	0
	
	

	
	63
	
	FR1_100MHz

	
	17
	
	FR2_100MHz

	        b-SRS
	0
	
	

	        b-hop
	0
	
	

	      }
	
	
	

	      groupOrSequenceHopping
	groupHopping
	
	

	      resourceType CHOICE {
	
	
	

	        aperiodic SEQUENCE {
	
	
	

	        }
	
	
	

	      }
	
	
	

	      sequenceId
	0
	
	

	      spatialRelationInfo SEQUENCE {
	SRS-SpatialRelationInfo
	
	

	        servingCellId
	Not present
	
	

	        referenceSignal  CHOICE {
	
	
	

	          ssb-Index
	SSB-Index
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  tpc-Accumulation
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	2TX_UL_MIMO
	For the purpose of 2TX Uplink MIMO test.

	FR1_100MHz
	FR1 is used under the test. CBW is set to 100MHz.

	FR2_100MHz
	FR2 is used under the test. CBW is set to 100MHz.


–
SRS-TPC-CommandConfig
Table 4.6.3-183: SRS-TPC-CommandConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SSB-Index
Table 4.6.3-184: SSB-Index

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-Index
	 Set according to Table 4.4.2-2 for the NR Cell
	
	


–
SSB-MTC
Table 4.6.3-185: SSB-MTC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	

	
	10
	
	SIG AND INTER-FREQ_ODD

	  }
	
	
	

	  duration
	sf2
	
	FR1

	
	sf3
	
	FR2

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ_ODD
	When the SFNoffset of inter frequency neighbour cell is odd number. SFNoffset is defined in TS 38.523-3 [23]Table 7.1.5.2-1


[Unchanged Tables skipped here]

–
TAG-Config
Table 4.6.3-189: TAG-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TAG-Config ::= SEQUENCE {
	
	
	

	  tag-ToReleaseList
	Not present
	
	

	  tag-ToAddModList SEQUENCE (SIZE (1..maxNrofTAGs)) OF TAG {
	1 entry
	
	

	    TAG[1] SEQUENCE {
	
	entry 1
	

	      tag-Id
	0
	
	

	      timeAlignmentTimer
	infinity
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
UplinkTxDirectCurrentList
Table 4.6.3-203: UplinkTxDirectCurrentList

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkTxDirectCurrentList ::= SEQUENCE (SIZE (1..maxNrofServingCells)) OF UplinkTxDirectCurrentCell {
	1 entry
	
	

	  UplinkTxDirectCurrentCell[1] SEQUENCE {
	
	entry 1
	

	FFS
	
	
	

	  }
	
	
	

	}
	
	
	


–
ZP-CSI-RS-Resource
Table 4.6.3-204: ZP-CSI-RS-Resource

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  zp-CSI-RS-ResourceId
	ZP-CSI-RS-ResourceId
	
	

	  resourceMapping
	CSI-RS-ResourceMapping
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset
	
	

	}
	
	
	


–
ZP-CSI-RS-ResourceSet
Table 4.6.3-205: ZP-CSI-RS-ResourceSet
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  zp-CSI-RS-ResourceSetId
	ZP-CSI-RS-ResourceSetId
	
	

	  zp-CSI-RS-ResourceIdList SEQUENCE (SIZE(1..maxNrofZP-CSI-RS-ResourcesPerSet)) OF ZP-CSI-RS-ResourceId {
	1 entry
	
	

	    ZP-CSI-RS-ResourceId[1]
	FFS
	entry 1
	

	  }
	
	
	

	}
	
	
	


–
ZP-CSI-RS-ResourceSetId
Table 4.6.3-206: ZP-CSI-RS-ResourceSetId

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-ResourceSetId
	FFS
	
	


4.6.4
UE capability information elements

–
AccessStratumRelease

Table 4.6.4-1: AccessStratumRelease

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	


–
BandCombinationList
Table 4.6.4-2: BandCombinationList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	BandCombinationList::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination {
	At least 1 entry
	
	

	  BandCombination[1] SEQUENCE {
	
	entry 1
	

	    bandList SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters {
	1 entry
	
	

	      BandParameters[1] CHOICE {
	
	entry 1
	

	        eutra SEQUENCE {
	
	
	

	          bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	          ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	          ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	        }
	
	
	

	        nr SEQUENCE {
	
	
	

	          bandNR
	FreqBandIndicatorNR
	
	

	          ca-BandwidthClassDL-NR
	Not checked
	
	

	          ca-BandwidthClassUL-NR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	    featureSetCombination
	Not checked
	
	

	    ca-ParametersEUTRA
	Not checked
	
	

	    ca-ParametersNR
	Not checked
	
	

	    mrdc-Parameters
	Not checked
	
	

	    supportedBandwidthCombinationSet
	BIT STRING (SIZE (1..32))
	
	

	    powerClass-v1530
	Not Checked
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
CodebookParameters
Table 4.6.4-6A: CodebookParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	CodebookParameters ::= SEQUENCE {
	
	
	

	  type1 SEQUENCE {
	
	
	

	    singlePanel SEQUENCE {
	
	
	

	      supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF SupportedCSI-RS-Resource {
	1 entry
	
	

	        SupportedCSI-RS-Resource[1] SEQUENCE {
	
	entry 1
	

	          maxNumberTxPortsPerResource
	Not checked
	
	

	          maxNumberResourcesPerBand
	Not checked
	
	

	          totalNumberTxPortsPerBand
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      modes
	Not checked
	
	

	      maxNumberCSI-RS-PerResourceSet
	Not checked
	
	

	    }
	
	
	

	    multiPanel  SEQUENCE {
	
	
	

	      supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF SupportedCSI-RS-Resource {
	1 entry
	
	

	        SupportedCSI-RS-Resource[1] SEQUENCE {
	
	entry 1
	

	          maxNumberTxPortsPerResource
	Not checked
	
	

	          maxNumberResourcesPerBand
	Not checked
	
	

	          totalNumberTxPortsPerBand
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      modes
	Not checked
	
	

	      nrofPanels
	Not checked
	
	

	      maxNumberCSI-RS-PerResourceSet
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  type2 SEQUENCE {
	
	
	

	    supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF SupportedCSI-RS-Resource {
	1 entry
	
	

	      SupportedCSI-RS-Resource[1] SEQUENCE {
	
	entry 1
	

	        maxNumberTxPortsPerResource
	Not checked
	
	

	        maxNumberResourcesPerBand
	Not checked
	
	

	        totalNumberTxPortsPerBand
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    parameterLx
	Not checked
	
	

	    amplitudeScalingType
	Not checked
	
	

	    amplitudeSubsetRestriction
	Not checked
	
	

	  }
	
	
	

	  type2-PortSelection SEQUENCE {
	
	
	

	    supportedCSI-RS-ResourceList SEQUENCE (SIZE (1.. maxNrofCSI-RS-Resources)) OF SupportedCSI-RS-Resource {
	1 entry
	
	

	      SupportedCSI-RS-Resource[1] SEQUENCE {
	
	entry 1
	

	        maxNumberTxPortsPerResource
	Not checked
	
	

	        maxNumberResourcesPerBand
	Not checked
	
	

	        totalNumberTxPortsPerBand
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    parameterLx
	Not checked
	
	

	    amplitudeScalingType
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetCombination
Table 4.6.4-7: FeatureSetCombination

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombination ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF FeatureSetsPerBand {
	1 entry
	
	

	  FeatureSetsPerBand[1] SEQUENCE (SIZE (1..maxFeatureSetsPerBand)) OF FeatureSet {
	1 entry
	entry 1
	

	    FeatureSet[1] CHOICE {
	
	entry 1
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      nr SEQUENCE {
	
	
	

	        downlinkSetNR
	Not checked
	
	

	        uplinkSetNR
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetCombinationId
Table 4.6.4-8: FeatureSetCombinationId

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetCombinationId
	Not checked
	
	


–
FeatureSetDownlink
Table 4.6.4-9: FeatureSetDownlink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetDownlink ::= SEQUENCE {
	
	
	

	  featureSetListPerDownlinkCC SEQUENCE (SIZE (1..maxNrofServingCells)) OF FeatureSetDownlinkPerCC-Id {
	1 entry
	
	

	    FeatureSetDownlinkPerCC-Id[1]
	Not checked
	entry 1
	

	  }
	
	
	

	  intraBandFreqSeparationDL
	FreqSeparationClass
	
	

	  scalingFactor
	Not checked
	
	

	  crossCarrierSchedulingDL-OtherSCS
	Not checked
	
	

	  scellWithoutSSB
	Not checked
	
	

	  csi-RS-MeasSCellWithoutSSB
	Not checked
	
	

	  dummy1
	Not checked
	
	

	  type1-3-CSS
	Not checked
	
	

	  pdcchMonitoringAnyOccasions
	Not checked
	
	

	  dummy2
	Not checked
	
	

	  ue-SpecificUL-DL-Assignment
	Not checked
	
	

	  searchSpaceSharingCA-DL
	Not checked
	
	

	  timeDurationForQCL SEQUENCE {
	
	
	

	    scs-60kHz
	Not checked
	
	

	    scsh-120kHz
	Not checked
	
	

	  }
	
	
	

	  pdsch- ProcessingType1-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	  }
	
	
	

	  dummy3
	Not checked
	
	

	  dummy4
	Not checked
	
	

	  dummy5
	Not checked
	
	

	  dummy6
	Not checked
	
	

	  dummy7
	Not checked
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
FeatureSets
Table 4.6.4-15: FeatureSets
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSets ::= SEQUENCE {
	
	
	

	  featureSetsDownlink SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink {
	1 entry
	
	

	    FeatureSetDownlink[1]
	FeatureSetDownlink
	entry 1
	

	  }
	
	
	

	  featureSetsDownlinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC {
	1 entry
	
	

	    FeatureSetDownlinkPerCC[1]
	FeatureSetDownlinkPerCC
	entry 1
	

	  }
	
	
	

	  featureSetsUplink SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink {
	1 entry
	
	

	    FeatureSetUplink[1]
	FeatureSetUplink
	entry 1
	

	  }
	
	
	

	  featureSetsUplinkPerCC SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC {
	1 entry
	
	

	    FeatureSetUplinkPerCC[1]
	FeatureSetUplinkPerCC
	entry 1
	

	  }
	
	
	

	}
	
	
	


–
FeatureSetUplink
Table 4.6.4-16: FeatureSetUplink
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplink ::= SEQUENCE {
	
	
	

	  featureSetListPerUplinkCC SEQUENCE (SIZE (1.. maxNrofServingCells)) OF FeatureSetUplinkPerCC-Id {
	1 entry
	
	

	    FeatureSetUplinkPerCC-Id[1]
	Not checked
	entry 1
	

	  }
	
	
	

	  scalingFactor
	Not checked
	
	

	  crossCarrierSchedulingUL-OtherSCS
	Not checked
	
	

	  intraBandFreqSeparationUL
	FreqSeparationClass
	
	

	  searchSpaceSharingCA-UL
	Not checked
	
	

	  dummy1
	Not checked
	
	

	  supportedSRS-Resources SEQUENCE {
	
	
	

	    maxNumberAperiodicSRS-PerBWP
	Not Checked
	
	

	    maxNumberAperiodicSRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberPeriodicSRS-PerBWP
	Not Checked
	
	

	    maxNumberPeriodicSRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberSemiPersistentSRS-PerBWP
	Not Checked
	
	

	    maxNumberSemiPersistentSRS-PerBWP-PerSlot
	Not Checked
	
	

	    maxNumberSRS-Ports-PerResource
	Not Checked
	
	

	  }
	
	
	

	  twoPUCCH-Group
	Not checked
	
	

	  dynamicSwitchSUL
	Not checked
	
	

	  pusch- ProcessingType1-DifferentTB-PerSlot SEQUENCE {
	
	
	

	    scs-15kHz
	Not checked
	
	

	    scs-30kHz
	Not checked
	
	

	    scs-60kHz
	Not checked
	
	

	    scs-120kHz
	Not checked
	
	

	  }
	
	
	

	  dummy2
	Not checked
	
	

	}
	
	
	


–
FeatureSetUplinkId
Table 4.6.4-17: FeatureSetUplinkId
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkId
	Not checked
	
	


–
FeatureSetUplinkPerCC
Table 4.6.4-18: FeatureSetUplinkPerCC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC ::= SEQUENCE {
	
	
	

	  supportedSubcarrierSpacingUL
	Not checked
	
	

	  supportedBandwidthUL
	SupportedBandwidth
	
	

	  channelBW-90mhz
	Not checked
	
	

	  mimo-CB-PUSCH SEQUENCE {
	
	
	

	    maxNumberMIMO-LayersCB-PUSCH
	MIMO-LayersUL
	
	

	    maxNumberSRS-ResourcePerSet
	Not checke
	
	

	  }
	
	
	

	  maxNumberMIMO-LayersNonCB-PUSCH
	MIMO-LayersUL
	
	

	  supportedModulationOrderUL
	ModulationOrder
	
	

	}
	
	
	


–
FeatureSetUplinkPerCC-Id
Table 4.6.4-19: FeatureSetUplinkPerCC-Id
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FeatureSetUplinkPerCC-Id
	Not checked
	
	


–
FreqBandIndicatorEUTRA

Table 4.6.4-20: FreqBandIndicatorEUTRA

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandIndicatorEUTRA
	EUTRA Operating band under test
	
	


–
FreqBandList

Table 4.6.4-21: FreqBandList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqBandList::= SEQUENCE (SIZE (1..maxBandsMRDC)) OF FreqBandInformation {
	Number of entries depends on the conditions
	
	

	  FreqBandInformation[1] CHOICE {
	
	entry 1
	EN-DC

	    bandInformationEUTRA SEQUENCE {
	
	
	

	      bandEUTRA
	FreqBandIndicatorEUTRA
	
	

	      ca-BandwidthClassDL-EUTRA
	Not checked
	
	

	      ca-BandwidthClassUL-EUTRA
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  FreqBandInformation[1] CHOICE {
	
	entry 1
	

	    bandInformationNR SEQUENCE {
	
	
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      maxBandwidthRequestedDL
	Not checked
	
	

	      maxBandwidthRequestedUL
	Not checked
	
	

	      maxCarriersRequestedDL
	Not checked
	
	

	      maxCarriersRequestedUL
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
FreqSeparationClass

Table 4.6.4-22: FreqSeparationClass
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	FreqSeparationClass
	Not checked
	
	


–
IMS-Parameters

Table 4.6.4-23: IMS-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	IMS-Parameters ::= SEQUENCE {
	
	
	

	  ims-ParametersCommon SEQUENCE {
	
	
	

	    voiceOverEUTRA-5GC
	Not Checked
	
	

	  }
	
	
	

	  ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	    voiceOverNR
	Not Checked
	
	

	  }
	
	
	

	}
	
	
	


–
InterRAT-Parameters

Table 4.6.4-24: InterRAT-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	InterRAT-Parameters ::= SEQUENCE {
	
	
	

	  eutra SEQUENCE {
	
	
	

	    supportedBandListEUTRA SEQUENCE (SIZE (1..maxBandsEUTRA)) OF FreqBandIndicatorEUTRA {
	1 entry
	
	

	      FreqBandIndicatorEUTRA[1]
	FreqBandIndicatorEUTRA
	entry 1
	

	    }
	
	
	

	    eutra-ParametersCommon SEQUENCE {
	
	
	

	      mfbi-EUTRA
	Not Checked
	
	

	      modifiedMPR-BehaviorEUTRA
	Not Checked
	
	

	      multiNS-Pmax-EUTRA
	Not Checked
	
	

	      rs-SINR-MeasEUTRA
	Not Checked
	
	

	    }
	
	
	

	    eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	      rsrqMeasWidebandEUTRA
	Not Checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MAC-Parameters
Table 4.6.4-25: MAC-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MAC-Parameters ::= SEQUENCE {
	
	
	

	  mac-ParametersCommon SEQUENCE {
	
	
	

	    lcp-Restriction
	Not checked
	
	

	    dummy
	Not checked
	
	

	    lch-ToSCellRestriction
	Not checked
	
	

	  }
	
	
	

	  mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	    skipUplinkTxDynamic
	Not checked
	
	

	    logicalChannelSR-DelayTimer
	Not checked
	
	

	    longDRX-Cycle
	Not checked
	
	

	    shortDRX-Cycle
	Not checked
	
	

	    multipleSR-Configurations
	Not checked
	
	

	    multipleConfiguredGrants
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
MeasAndMobParameters
Table 4.6.4-26: MeasAndMobParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParameters::= SEQUENCE {
	
	
	

	  measAndMobParametersCommon SEQUENCE {
	
	
	

	    supportedGapPattern
	Not checked
	
	

	    ssb-RLM
	Not checked
	
	

	    ssb-AndCSI-RS-RLM
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	    intraAndInterF-MeasAndReport
	Not checked
	
	

	    eventA-MeasAndReport
	Not checked
	
	

	  }
	
	
	

	  MeasAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	    ss-SINR-Meas
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	    csi-SINR-Meas
	Not checked
	
	

	    csi-RS-RLM
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
MeasAndMobParametersMRDC
Table 4.6.4-27: MeasAndMobParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParametersMRDC::= SEQUENCE {
	
	
	

	  measAndMobParametersMRDC-Common SEQUENCE {
	
	
	

	    independentGapConfig
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	    sftd-MeasPSCell
	Not checked
	
	

	    sftd-MeasNR-Cell
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	    simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


[Unchanged Tables skipped here]

–
Phy-ParametersMRDC
Table 4.6.4-35: Phy-ParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	Phy-ParametersMRDC ::= SEQUENCE {
	
	
	

	  naics-Capability-List SEQUENCE (SIZE (1..maxNrofNAICS-Entries)) OF NAICS-Capability-Entry {
	1 entry
	
	

	  NAICS-Capability-Entry[1] SEQUENCE {
	
	entry 1
	

	    numberOfNAICS-CapableCC
	Not checked
	
	

	    numberOfAggregatedPRB
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
ProcessingParameters
Table 4.6.4-36: ProcessingParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	ProcessingParameters ::= SEQUENCE {
	
	
	

	  fallback
	Not checked
	
	

	  differentTB-PerSlot SEQUENCE {
	
	
	

	    upto1
	Not checked
	
	

	    upto2
	Not checked
	
	

	    upto4
	Not checked
	
	

	    upto7
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
RAT-Type
Table 4.6.4-37: RAT-Type

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RAT-Type
	nr
	
	

	
	eutra-nr
	
	EN-DC


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity


–
RF-Parameters
Table 4.6.4-38: RF-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-Parameters ::= SEQUENCE {
	
	
	

	  supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF BandNR {
	At least 1 entry
	
	

	    BandNR[1] SEQUENCE {
	
	entry 1
	

	      bandNR
	FreqBandIndicatorNR
	
	

	      modifiedMPR-Behaviour
	Not checked
	
	

	      mimo-ParametersPerBand
	Not checked
	
	

	      extendedCP
	Not checked
	
	

	      multipleTCI
	Not checked
	
	

	      bwp-WithoutRestriction
	Not checked
	
	

	      bwp-SameNumerology
	Not checked
	
	

	      bwp-DiffNumerology
	Not checked
	
	

	      crossCarrierScheduling-SameSCS
	Not checked
	
	

	      pdsch-256QAM-FR2
	Not checked
	
	

	      pusch-256QAM
	Not checked
	
	

	      ue-PowerClass
	Not checked
	
	

	      rateMatchingLTE-CRS
	Not checked
	
	

	      channelBWs-DL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      channelBWs-UL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }   
	
	
	

	    }
	
	
	

	  }
	
	
	

	  supportedBandCombinationList
	Not checked
	
	

	  appliedFreqBandListFilter
	Not present
	
	

	
	FreqBandList
	
	FILTER_REQUESTED

	}
	
	
	


	Condition
	Explanation

	FILTER_REQUESTED
	This condition shall be set to true when UE is requested to filter the information via ‘capabilityRequestFilter’ IE in the NR5GC UECapabilityEnquiry message or via ‘requestedFreqBandsNR-MRDC’ IE in the EN-DC UECapabilityEnquiry message


–
RF-ParametersMRDC
Table 4.6.4-39: RF-ParametersMRDC

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-ParametersMRDC ::= SEQUENCE {
	
	
	

	  supportedBandCombinationList
	BandCombinationList
	
	

	  appliedFreqBandListFilter
	FreqBandList
	
	

	}
	
	
	


–
RLC-Parameters
Table 4.6.4-40: RLC-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Parameters ::= SEQUENCE {
	
	
	

	  am-WithShortSN
	Not checked
	
	

	  um-WithShortSN
	Not checked
	
	

	  um-WIthLongSN
	Not checked
	
	

	}
	
	
	


–
SDAP-Parameters
Table 4.6.4-41: SDAP-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SDAP-Parameters::= SEQUENCE {
	
	
	

	  as-ReflectiveQoS
	Not checked
	
	

	}
	
	
	


–
SRS-SwitchingTimeNR
Table 4.6.4-42: SRS-SwitchingTimeNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SRS-SwitchingTimeNR::= SEQUENCE {
	
	
	

	  switchingTimeDL
	Not checked
	
	

	  switchingTimeUL
	Not checked
	
	

	}
	
	
	


–
SRS-SwitchingTimeEUTRA
Table 4.6.4-43: SRS-SwitchingTimeEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SRS-SwitchingTimeEUTRA ::= SEQUENCE {
	
	
	

	  switchingTimeDL
	Not checked
	
	

	  switchingTimeUL
	Not checked
	
	

	}
	
	
	


–
SupportedBandwidth
Table 4.6.4-44: SupportedBandwidth

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	SupportedBandwidth ::= CHOICE {
	
	
	

	  fr1
	Not checked
	
	FR1

	  fr2
	Not checked
	
	FR2

	}
	
	
	


–
UE-CapabilityRAT-ContainerList

Table 4.6.4-45: UE-CapabilityRAT-ContainerList

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-ContainerList ::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Container {
	1 entry
	
	

	  UE-CapabilityRAT-Container[1] SEQUENCE {
	
	entry 1
	

	    rat-Type
	RAT-Type
	
	

	    ue-CapabilityRAT-Container
	UE-NR-Capability
	
	

	    ue-CapabilityRAT-Container
	UE-MRDC-Capability
	
	EN-DC

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRAT-RequestList
Table 4.6.4-46: UE-CapabilityRAT-RequestList
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRAT-RequestList ::= SEQUENCE (SIZE (0.. maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Request {
	1 entry
	
	

	  UE-CapabilityRAT-Request[1] SEQUENCE {
	
	entry 1
	

	    rat-Type
	RAT-Type
	
	

	    capabilityRequestFilter
	Not present
	
	

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRequestFilterCommon
Table 4.6.4-46A: UE-CapabilityRequestFilterCommon
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRequestFilterCommon ::= SEQUENCE {
	
	
	

	  mrdc-Request SEQUENCE {
	
	
	

	    omitEN-DC
	Not checked
	
	

	    includeNR-DC
	Not checked
	
	

	    includeNE-DC
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
UE-CapabilityRequestFilterNR
Table 4.6.4-47: UE-CapabilityRequestFilterNR
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-CapabilityRequestFilterNR ::= SEQUENCE {
	
	
	

	  frequencyBandListFilter
	Not present
	
	

	  nonCriticalExtension SEQUENCE {
	Not present
	
	

	    srs-SwitchingTimeRequest
	Not present
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      srs-SwitchingTimeRequest
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UE-MRDC-Capability
Table 4.6.4-48: UE-MRDC-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-MRDC-Capability ::= SEQUENCE {
	
	
	

	  measAndMobParametersMRDC
	Not checked
	
	

	  phy-ParametersMRDC-v1530
	Not checked
	
	

	  rf-ParametersMRDC
	RF-ParametersMRDC
	
	

	  generalParametersMRDC SEQUENCE {
	
	
	

	    splitSRB-WithOneUL-Path
	Not checked
	
	

	    splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	    srb3
	Not checked
	
	

	    v2x-EUTRA
	Not checked
	
	

	  }
	
	
	

	  fdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	Not checked
	
	

	      sftd-MeasNR-Cell
	Not checked
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	Not checked
	
	

	      splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	      srb3
	Not checked
	
	

	      v2x-EUTRA-v1530
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	      sftd-MeasPSCell
	Not checked
	
	

	      sftd-MeasNR-Cell
	Not checked
	
	

	    }
	
	
	

	    generalParametersMRDC SEQUENCE {
	
	
	

	      splitSRB-WithOneUL-Path
	Not checked
	
	

	      splitDRB-withUL-Both-MCG-SCG
	Not checked
	
	

	      srb3
	Not checked
	
	

	      v2x-EUTRA-v1530
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr1-Add-UE-MRDC-Capabilities SEQUENCE {
	
	
	

	    measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-MRDC-Capabilities
	
	
	

	    measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	      simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSetCombinations
	Not checked
	
	

	  pdcp-ParametersMRDC-v1530
	Not checked
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    UE-MRDC-Capability-v1560  SEQUENCE {
	
	
	

	      receivedFilters
	Not checked
	
	

	      measAndMobParametersMRDC-v1560 SEQUENCE {
	
	
	

	        measAndMobParametersMRDC-XDD-Diff-v1560 SEQUENCE {
	
	
	

	          sftd-MeasPSCell-NEDC
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fdd-Add-UE-MRDC-Capabilities-v1560 SEQUENCE {
	
	
	

	        measAndMobParametersMRDC-XDD-Diff-v1560 SEQUENCE {
	
	
	

	          sftd-MeasPSCell-NEDC
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      tdd-Add-UE-MRDC-Capabilities-v1560 SEQUENCE {
	
	
	

	        measAndMobParametersMRDC-XDD-Diff-v1560 SEQUENCE {
	
	
	

	          sftd-MeasPSCell-NEDC
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UE-NR-Capability
Table 4.6.4-49: UE-NR-Capability

	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability ::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	
	

	  pdcp-Parameters
	Not checked
	
	

	  rlc-Parameters
	Not checked
	
	

	  mac-Parameters
	Not checked
	
	

	  phy-Parameters
	Not checked
	
	

	  rf-Parameters
	RF-Parameters
	
	

	  measAndMobParameters
	Not checked
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	Not checked
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSets
	Not checked
	
	

	  featureSetCombinations
	Not checked
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    fdd-Add-UE-NR-Capabilities-1530 SEQUENCE {
	
	
	

	      eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	        rsrqMeasWidebandEUTRA
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    tdd-Add-UE-NR-Capabilities-v1530 SEQUENCE {
	
	
	

	        eutra-ParametersXDD-Diff  SEQUENCE {
	
	
	

	          rsrqMeasWidebandEUTRA Not Checked
	
	
	

	        }
	
	
	

	      }
	
	
	

	    dummy
	Not checked
	
	

	    interRAT-Parameters
	Not checked
	
	

	    inactiveState
	Not checked
	
	

	    delayBudgetReporting
	Not checked
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      sdap-Parameters
	Not checked
	
	

	      overheatingInd
	Not checked
	
	

	      ims-Parameters
	Not checked
	
	

	      fr1-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr2-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr1-fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	        phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	          dynamicSFI
	Not checked
	
	

	          dummy1
	Not checked
	
	

	          twoFL-DMRS
	Not checked
	
	

	          dummy2
	Not checked
	
	

	          dummy3
	Not checked
	
	

	          supportedDMRS-TypeDL
	Not checked
	
	

	          supportedDMRS-TypeUL
	Not checked
	
	

	          semiOpenLoopCSI
	Not checked
	
	

	          csi-ReportWithoutPMI
	Not checked
	
	

	          csi-ReportWithoutCQI
	Not checked
	
	

	          onePortsPTRS
	Not checked
	
	

	          twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	          pucch-F2-WithFH
	Not checked
	
	

	          pucch-F3-WithFH
	Not checked
	
	

	          pucch-F4-WithFH
	Not checked
	
	

	          freqHoppingPUCCH-F0-2
	Not checked
	
	

	          freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	          mux-SR-HARQ-ACK-CSI-PUCCH- MultiPerSlot
	Not checked
	
	

	          uci-CodeBlockSegmentation
	Not checked
	
	

	          onePUCCH-LongAndShortFormat
	Not checked
	
	

	          twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	          intraSlotFreqHopping-PUSCH
	Not checked
	
	

	          pusch-LBRM
	Not checked
	
	

	          pdcch-BlindDetectionCA
	Not checked
	
	

	          tpc-PUSCH-RNTI
	Not checked
	
	

	          tpc-PUCCH-RNTI
	Not checked
	
	

	          tpc-SRS-RNTI
	Not checked
	
	

	          absoluteTPC-Command
	Not checked
	
	

	          twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	          twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	          pusch-HalfPi-BPSK
	Not checked
	
	

	          pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	          almostContiguousCP-OFDM-UL
	Not checked
	
	

	          sp-CSI-RS
	Not checked
	
	

	          sp-CSI-IM
	Not checked
	
	

	          tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	          multipleCORESET
	Not checked
	
	

	        }
	
	
	

	        measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	          ss-SINR-Meas
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	          csi-SINR-Meas
	Not checked
	
	

	          csi-RS-RLM
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	Not checked
	
	

	        reducedCP-Latency
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nrdc-Parameters
	Not checked
	
	

	          receivedFilters
	Not checked
	
	

	          nonCriticalExtension
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.6.5
Other information elements

–
EUTRA-AllowedMeasBandwidth
Table 4.6.5-1: EUTRA-AllowedMeasBandwidth
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-AllowedMeasBandwidth
	Set according to TS 36.508 [2] Table 4.4.3.4-1 for E-UTRA cell
	row ‘measurement Bandwidth’
	


–
EUTRA-MBSFN-SubframeConfigList
Table 4.6.5-2: EUTRA-MBSFN-SubframeConfigList
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-MBSFN-SubframeConfigList ::= SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF EUTRA-MBSFN-SubframeConfig {
	1 entry
	
	

	  MBSFN-SubframeConfig[1] SEQUENCE {
	
	entry 1
	

	    radioframeAllocationPeriod
	FFS
	
	

	    radioframeAllocationOffset
	FFS
	
	

	    subframeAllocation1 CHOICE {
	
	
	

	      oneFrame
	FFS
	
	

	      fourFrames
	FFS
	
	

	    }
	
	
	

	    subframeAllocation2 CHOICE {
	
	
	

	      oneFrame
	FFS
	
	

	      fourFrames
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
EUTRA-MultiBandInfoList
Table 4.6.5-3: EUTRA-MultiBandInfoList
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-MultiBandInfoList ::= SEQUENCE (SIZE (1..maxMultiBands)) OF EUTRA-MultiBandInfo {
	1 entry
	
	

	  EUTRA-MultiBandInfo[1] SEQUENCE {
	
	entry 1
	

	    eutra-FreqBandIndicator
	FreqBandIndicatorEUTRA
	
	

	    eutra-NS-PmaxList
	EUTRA-NS-PmaxList           
	
	

	  }
	
	
	

	}
	
	
	


–
EUTRA-NS-PmaxList
Table 4.6.5-4: EUTRA-NS-PmaxList
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-NS-PmaxList ::= SEQUENCE (SIZE (1..maxEUTRA-NS-Pmax)) OF EUTRA-NS-PmaxValue {
	1 entry
	
	

	  EUTRA-NS-PmaxValue[1] SEQUENCE {
	
	entry 1
	

	    additionalPmax
	FFS
	
	

	    additionalSpectrumEmission
	FFS
	
	

	  }
	
	
	

	}
	
	
	


[End of changes]
