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7.1.1.5
Discontinuous reception
7.1.1.5.0
DRX Common Defintions
FirstSlot is the First DL Slot in the subframe, which is 0 for both FDD and TDD as per default configuration in 38.5081-1[4] TDD-UL-DL-Config Table 4.6.3-192

LastDLSlot is the Last DL Slot in a frame; for FDD numerology =0 it is slot 9, numerology=1 it is  slot 19, numerology=2 it is slot 39. For TDD  as per default configuration in 38.5081-1[4] TDD-UL-DL-Config Table 4.6.3-192, for numerology =0, it is slot 7, numerology=1 it is  slot 16,  numerology=3 it is slot 77

LastULSlot is the Last UL Slot in a frame; for FDD/TDD numerology =0 it is slot 9, numerology=1 it is  slot 18(Second Last as 2 Consecutive UL Slots), numerology=3 it is slot 79; the PDCCH for UL grant is sent K2= 4 Slot earlier.
7.1.1.5.1
DRX operation / Short cycle not configured / Parameters configured by RRC

(1)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Long DRX cycle is configured and [(SFN * 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset }

    then { UE starts the OnDurationTimer and monitors the PDCCH for OnDurationTimer PDCCH-Occasions}

            }

(2)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Long DRX cycle is configured and a new DL transmission is indicated on the PDCCH during Active Time }

    then { UE starts or restarts the Drx-InactivityTimer and monitors the PDCCH for Drx-InactivityTimer PDCCH occasions starting from the next PDCCH occasion of the PDCCH occasion where the DL new transmission was indicated }

            }

(3)

with { UE in  RRC_CONNECTED state }

ensure that {

  when { Long DRX cycle is configured and if a HARQ RTT Timer expires in this PDCCH Occasion and the data in the soft buffer of the corresponding HARQ process was not successfully decoded }

    then { UE starts the drx-RetransmissionTimer-DL for the corresponding HARQ process and monitors the PDCCH for drx-RetransmissionTimer consecutive PDCCH Occasion }

            }

(4)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Long DRX cycle is configured and an uplink grant for a pending HARQ retransmission can occur in this PDCCH occasion}

    then { UE monitors the PDCCH in this PDCCH occasion }

            }

7.1.1.5.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.321, clause 5.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.321, clause 5.7]

The MAC entity may be configured by RRC with a DRX functionality that controls the UE’s PDCCH monitoring. . Activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification. When in RRC_CONNECTED, if DRX is configured, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously.
RRC controls DRX operation by configuring the following timers:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;

-
drx-SlotOffset: the delay before starting the drx-onDurationTimer;

-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates an new UL or DL transmission for the MAC entity;

-
drx-RetransmissionTimerDL (per DL HARQ process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;

-
drx-LongCycle StartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;
-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while: 

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the random access preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in subclause 5.1.4).

When DRX is configured, the MAC entity shall:
1>
if a MAC PDU is received in a configured downlink assignment:

2>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

2>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if a MAC PDU is transmitted in a configured uplink grant:

2>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

2>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>
if a drx-HARQ-RTT-TimerDL expires:

2>
if the data of the corresponding HARQ process was not successfully decoded:

3>
start the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if an drx-HARQ-RTT-TimerUL expires:

2>
start the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a DRX Command MAC CE or a Long DRX Command MAC CE is received:

2>
stop drx-onDurationTimer;

2>
stop drx-InactivityTimer.

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.

1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.

1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN x 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN x 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
if drx-SlotOffset is configured:

3>
start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.

2>
else:

3>
start drx-onDurationTimer.

1>
if the MAC entity is in Active Time:

2>
monitor the PDCCH;

2>
if the PDCCH indicates a DL transmission or if a DL assignment has been configured:

3>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process immediately after the corresponding PUCCH transmission;

3>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

2>
if the PDCCH indicates a UL transmission or if a UL grant has been configured:

3>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process immediately after the first repetition of the corresponding PUSCH transmission;

3>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

2>
if the PDCCH indicates a new transmission (DL or UL):

3>
start or restart drx-InactivityTimer.

1>
else (i.e. not part of the Active Time):

2>
not report CQI/PMI/RI on PUCCH.

7.1.1.5.1.3
Test description

7.1.1.5.1.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.1.1.0 except that set to return no data in uplink.

7.1.1.5.1.3.2
Test procedure sequence

.
Table 7.1.1.5.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits RRCConnectionReconfiguration to configure specific DRX parameters.
	<--
	-
	-
	-

	2
	The UE transmits RRCConnectionReconfigurationComplete
	-->
	-
	-
	-

	3
	In the first PDCCH occasion when the Drx-onDurationTimer is running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.
.
	<--
	MAC PDU
	-
	-

	4
	Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 3?
	-->
	HARQ ACK
	1
	P

	5
	At least drx-InactivityTimer PDCCH occasions after the transmission of the MAC PDU in Step 3 has been indicated (This means the next DRX cycle or later after Step 2) in the last PDCCH occasion while the drx-onDurationTimer is still running, the SS indicates the transmission a DL MAC PDU on the PDDCH. (Note 4).


	<--
	MAC PDU
	-
	-

	6
	Check: Does the UE transmit a HARQ ACK for  the DL MAC PDU in Step 5?
	-->
	HARQ ACK
	1
	P

	7
	drx-InactivityTimer PDCCH-occasions after the transmission of the MAC PDU transmitted in step 5 was indicated on the PDCCH, the SS indicates the transmission of a DL MAC PDU on the PDCCH. (Note 4)

	<--
	MAC PDU
	-
	-

	8
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 7?
	-->
	HARQ ACK
	2
	P

	9
	At least drx-InactivityTimer PDCCH occasions after the transmission of the MAC PDU in Step 7 has been indicated (This means the next DRX cycle or later after Step 5) and in the last PDCCH occasion before the Drx-onDurationTimer expires, the SS indicates the transmission of a DL MAC PDU on the PDDCH. The DL MAC PDU transmitted is invalid. (Note 1, Note 4)

	<--
	Invalid MAC PDU
	-
	-

	10
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 9?
	-->
	HARQ NACK
	1
	P

	11
	In the first PDCCH occasion when the Drx-RetransmissionTimerDL for the MAC PDU in Step 9 is started(i.e. after expiry of drx-HARQ-RTT-TimerDL after step 9), the SS indicates the transmission of a DL MAC PDU on the PDCCH.


	<--
	MAC PDU
	-
	-

	12
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 11?
	-->
	HARQ ACK
	3
	P

	13
	At least drx-InactivityTimer PDCCH occasions after the transmission of the DL MAC PDU in Step 11 has been indicated (This means the next DRX cycle or later after Step 11) and last PDCCH occasion before the Drx-onDurationTimer expires, the SS indicates the transmission of DL MAC PDU on the PDCCH. The DL MAC PDU transmitted is invalid. (Note 1, Note 4)

	<--
	Invalid MAC PDU
	-
	-

	14
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 13?
	-->
	HARQ NACK
	1
	P

	15
	In the last PDCCH occasion when the drx-RetransmissionTimerDL for MAC PDU in Step 13 is still running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.


	<--
	MAC PDU
	-
	-

	16
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 15?
	-->
	HARQ ACK
	3
	P

	17
	The SS is configured for Uplink Grant Allocation Type [0]. At least drx-InactivityTimer PDCCH subframes after the transmission of the DL MAC PDU in Step 15 has been indicated in the last PDCCH occasion when the onDuratiopnTimer is still running (This means the next DRX cycle or later after Step 9), the SS indicates an UL grant to the UE on the PDCCH. (Note 4)

	<--
	UL grant on PDCCH
	-
	-

	18
	Check: Does the UE transmit a Buffer Status Report on the UL indicating an empty buffer?
	-->
	Buffer Status Report MAC control element
	1
	P

	19
	In the last PDCCH occasion when the drx-RetransmissionTimer-UL for MAC PDU from Step 17 is still running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.


	<--
	MAC PDU
	-
	-

	20
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 19?
	-->
	HARQ ACK
	4
	P

	Note 1:
Invalid MAC PDU is a MAC PDU that fails the CRC check.

Note 2:
All the DL MAC PDU are transmitted with the NDI set on the PDCCH.

Note 3:
Timer tolerances for the MAC DRX related timers measured in PDCCH occasions is 0. These timers are: drx-InactivityTimer, drx-RetransmissionTimerDL, drx-RetransmissionTimerUL, drx-HARQ-RTT-TimerDL and drx-HARQ-RTT-TimerUL.
Note 4:
The drx-InactivityTimer is started in the next PDCCH occasion of the PDCCH occasion where DL new transmission is indicated.

Note 5:
The timer values expressed in number of slots.


7.1.1.5.1.3.3
Specific message contents

Table 7.1.1.5.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 7.1.1.5.1.3.2-1)

	Derivation Path: 38.508-1 [4], Table [value]

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration-IEs ::= SEQUENCE {
	
	
	

	  secondaryCellGroupToAddModList SEQUENCE (SIZE (1..maxSCellGroups)) OF SEQUENCE {
	[1 entry]
	
	

	    cellGroupConfig [value] ::= SEQUENCE {
	
	
	

	      mac-CellGroupConfig ::= SEQUENCE {
	
	
	

	        drx-Config CHOICE {
	
	
	

	          setup ::= SEQUENCE {
	
	
	

	            drx-onDurationTimer
	ms20
	
	

	            drx-InactivityTimer
	ms10
	
	

	            drx-HARQ-RTT-TimerDL
	56
	Number of slots=4 due to number of symbol per slot=14
	
[image: image1.wmf]m

=0,1,2,3,4 ( 2 with normal CP)

	            drx-HARQ-RTT-TimerDL
	48
	Number of slots=4 due to number of symbol per slot=12
	
[image: image2.wmf]m

=  2 with external CP

	            drx-HARQ-RTT-TimerUL
	56
	Number of slots=4 due to number of symbol per slot=14
	
[image: image3.wmf]m

=0,1,2,3,4 ( 2 with normal CP)

	            drx-HARQ-RTT-TimerUL
	48
	Number of slots=4 due to number of symbol per slot=12
	
[image: image4.wmf]m

=  2 with external CP

	            drx-RetransmissionTimerDL
	sl8
	
	

	            drx-RetransmissionTimerUL

	sl8
	
	

	            drx-LongCycleStartOffset CHOICE {
	
	
	

	              ms640
	7
	
	

	            }
	
	
	

	            shortDRX 
	Not present
	
	

	            drx-SlotOffset
	ms0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


7.1.1.5.2
DRX operation / Short cycle not configured / Long DRX command MAC control element reception

7.1.1.5.2.1
Test Purpose (TP)

(1)

with { UE in CONNECTED mode }

ensure that {

  when { long DRX cycle is configured and a DRX Command MAC control element is received }

    then { UE successfully decodes the MAC control PDU }

            }

(2)

with { UE in CONNECTED mode }

ensure that {

  when { long DRX cycle is configured and the HARQ RTT Timer is running and a DRX Command MAC control element is received }

    then { UE continues running the HARQ RTT timer }

            }

(3)

with { UE in CONNECTED mode }

ensure that {

  when { long DRX cycle is configured and the drx-RetransmissionTimer is running and a DRX Command MAC control element is received }

    then { UE continues running the drx-RetransmissionTimer and monitors the PDCCH }

            }

7.1.1.5.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.321, clause 5.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.321, clause 5.7]

The MAC entity may be configured by RRC with a DRX functionality that controls the UE’s PDCCH monitoring.  Activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification. When in RRC_CONNECTED, if DRX is configured, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously.
RRC controls DRX operation by configuring the following timers:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;

-
drx-SlotOffset: the delay  before starting the drx-onDurationTimer;

-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;

-
drx-RetransmissionTimerDL (per DL HARQ process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;

-
drx-LongCycle StartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;
-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while: 

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the random access preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in subclause 5.1.4).

When DRX is configured, the MAC entity shall:

1>
if a MAC PDU is received in a configured downlink assignment:

2>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

2>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if a MAC PDU is transmitted in a configured uplink grant:

2>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

2>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a drx-HARQ-RTT-TimerDL expires:

2>
if the data of the corresponding HARQ process was not successfully decoded:

3>
start the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if an drx-HARQ-RTT-TimerUL expires:

2>
start the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a DRX Command MAC CE or a Long DRX Command MAC CE is received:

2>
stop drx-onDurationTimer;

2>
stop drx-InactivityTimer.

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.

1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.

1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN x 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN x 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
if drx-SlotOffset is configured:

3>
start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe..

2>
else:

3>
start drx-onDurationTimer.

1>
if the MAC entity is in Active Time:

2>
monitor the PDCCH;

2>
if the PDCCH indicates a DL transmission or if a DL assignment has been configured:

3>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process immediately after the corresponding PUCCH transmission;

3>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

2>
if the PDCCH indicates a UL transmission or if a UL grant has been configured:

3>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process immediately after the first repetition of the corresponding PUSCH transmission;

3>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

2>
if the PDCCH indicates a new transmission (DL or UL):

3>
start or restart drx-InactivityTimer.

1>
else (i.e. not part of the Active Time):

2>
not report CQI/PMI/RI on PUCCH.

7.1.1.5.2.3
Test description

7.1.1.5.2.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.1.1.0 except that set to return no data in uplink.

7.1.1.5.2.3.2
Test procedure sequence

For FDD, NormalSLT(current SFN,current sub-frame, current slot,y)=y; For TDD, NormalSLT(current SFN, current slot,y) counts the minimum number of normal slots needed to cover y number of PDCCH-occasions(slots) until next PDCCH-occasion(slot) available, starting from current slot on current SFN.
Table 7.1.1.5.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits RRCConnectionReconfiguration to configure specific DRX parameters.
	<--
	-
	-
	-

	2
	The UE transmits RRCConnectionReconfigurationComplete.
	-->
	-
	-
	-

	3
	In a PDCCH occasion which is X PDCCH sub frames before the PDCCH occasion in which the onDurationTimer expires, with drx-InactivityTimer< X < the number of PDCCH occasions encapsulated by Drx-HARQ-RTT-TimerDL, the SS indicates the transmission of a DL MAC PDU on the PDCCH. The SS transmits an invalid MAC PDU. (Note 1)


	<--
	MAC PDU
	-
	-

	4
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 1?
	-->
	HARQ NACK
	1
	P

	5
	In a PDCCH occasion before the drx-onDurationTimer expires, the SS indicates the transmission of a DL MAC PDU on the PDCCH. The SS transmits a DL MAC PDU with DRX MAC Control element.
UE successfully decodes the MAC PDU.

i
	<--
	MAC PDU(DRX MAC Control element)
	-
	-

	6
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 3?
	-->
	HARQ ACK
	1
	P

	7
	In the PDCCH occasion when the drx-RetransmissionTimer for the MAC PDU indicated in Step 3 on the PDCCH is started
the SS indicates the transmission of a DL MAC PDU. The SS transmits an invalid MAC PDU. (Note 1)


	<--
	MAC PDU
	-
	-

	8
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 5?
	-->
	HARQ NACK
	2,3
	P

	9
	Z PDCCH sub frames, where Z>drx-InactivityTimer, before the PDCCH sub-frame in which the drx-RetransmissionTimer for the DL MAC PDU in Step 5 expires, the SS indicates the transmission of a DL MAC PDU. The SS transmits a DL MAC PDU with DRX MAC Control element.
i

	<--
	MAC PDU(DRX MAC Control element)
	-
	-

	10
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 7?
	-->
	HARQ ACK
	2,3,1
	P

	11
	In the last sub frame when the Drx-RetransmissionTimer for the DL MAC PDU indicated on the PDCCH in Step 5 is still running, the SS indicates the transmission of a DL MAC PDU.


	<--
	MAC PDU
	-
	-

	12
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 9?
	-->
	HARQ ACK
	2,3
	P

	Note 1:
Invalid MAC PDU is a MAC PDU that fails the CRC check.

Note 2:
All DL MAC PDUs are transmitted with the NDI set on the PDCCH.

Note 3:
Timer tolerances for the MAC DRX related timers measured in PDCCH occasions(slots). These timers are: drx-InactivityTimer, drx-RetransmissionTimer, Drx-HARQ-RTT-TimerDL.


7.1.1.5.2.3.3
Specific message contents

Table 7.1.1.5.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 7.1.1.5.2.3.2-1)

	Derivation Path: 38.508-1 [4], Table [4.6.1-13]

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration-IEs ::= SEQUENCE {
	
	
	

	  secondaryCellGroupToAddModList SEQUENCE (SIZE (1..maxSCellGroups)) OF SEQUENCE {
	[1 entry]
	
	

	    cellGroupConfig ::= SEQUENCE {
	
	
	

	      mac-CellGroupConfig ::= SEQUENCE {
	
	
	

	        drx-Config CHOICE {
	
	
	

	          setup ::= SEQUENCE {
	
	
	

	            drx-onDurationTimer
	ms20
	
	

	            drx-InactivityTimer
	ms10
	
	

	            drx-HARQ-RTT-TimerDL
	56
	Number of slots=4 due to number of symbol per slot=14
	
[image: image5.wmf]m

=0,1,2,3,4 ( 2 with normal CP)

	
	
	
	


	            drx-HARQ-RTT-TimerUL
	56
	Number of slots=4 due to number of symbol per slot=14
	
[image: image7.wmf]m

=0,1,2,3,4 ( 2 with normal CP)

	
	
	
	


	            drx-RetransmissionTimerDL
	sl80
	
	

	            drx-RetransmissionTimerUL

	sl80
	
	

	            drx-LongCycleStartOffset CHOICE {
	
	
	

	              ms640
	7
	
	

	            }
	
	
	

	            shortDRX 
	Not present
	
	

	            drx-SlotOffset
	ms0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


7.1.1.5.3
DRX operation / Short cycle configured / Parameters configured by RRC

7.1.1.5.3.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Short DRX cycle and drx-SlotOffset is configured and [(SFN * 10) + subframe number] modulo drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle) }

    then { UE starts the OnDurationTimer after drx-SlotOffset and monitors the PDCCH for OnDurationTimer PDCCH-subframes }

            }

(2)

with { UE in RRC_CONNECTED state }

ensure that {

  when { drxShortCycleTimer is expired and [(SFN * 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset: }

    then { UE starts the OnDurationTimer after drx-SlotOffset and monitors the PDCCH for OnDurationTimer PDCCH-subframes }

            }

7.1.1.5.3.2
Conformance requirements
Editor’s Note: The conformance requirements are based on running RAN2 CR

References: The conformance requirements covered in the present test case are specified in: TS 38.321, clause 5.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.321, clause 5.7]

The MAC entity may be configured by RRC with a DRX functionality that controls the UE’s PDCCH monitoring activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification..When in RRC_CONNECTED, if DRX is configured, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously. 

RRC controls DRX operation by configuring the following parameters:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;

-
drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-
drx-RetransmissionTimerDL (per DL HARQ process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;

-
drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;
-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while: 

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in subclause 5.1.4).

…

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-InactivityTimer or in the first symbol after the end of DRX Command MAC CE reception;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.

1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.

1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.

7.1.1.5.3.3
Test description

7.1.1.5.3.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.1.1.0 except that set to return no data in uplink.

7.1.1.5.3.3.2
Test procedure sequence

For FDD, NormalSLT (current SFN, current sub-frame, current slot, y) = y; For TDD, NormalSLT (current SFN, current slot, y) counts the minimum number of normal slots needed to cover y number of PDCCH-occasions(slots) until next PDCCH-occasion(slot) available, starting from current slot on current Subframe.
Table 7.1.1.5.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	SS transmits NR RRCReconfiguration message to configure specific DRX parameters for SpCell
(Note1)
	<--
	-
	-
	-

	2
	The UE transmitNR RRCReconfigurationComplete messages 
(Note 2)
	-->
	-
	-
	-

	3
	In the first PDCCH occasion, after the drx-SlotOffset when the drx-onDurationTimer is running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.


	<--
	MAC PDU
	-
	-

	4
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 3?
	-->
	HARQ ACK
	1
	P

	5
	At least drx-InactivityTimer                                                                                                                                                                                                                                                             after the transmission of the MAC PDU in Step 3 has been indicated (This means the next DRX cycle or later after Step 1) in the last PDCCH occasion while the drx-onDurationTimer is still running, the SS indicates the transmission a DL MAC PDU on the PDDCH. (Note 3).


	<--
	MAC PDU
	-
	-

	6
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 5?
	-->
	HARQ ACK
	1
	P

	7
	UE waits for drx-InactivityTimer + drx-ShortCycleTimer expire.
	-
	-
	-
	-

	8
	In the first PDCCH occasion after the drx-SlotOffset when the drx-onDurationTimer of drx-LongCycle is running, the SS indicates the transmission of a DL MAC PDU on the PDCCH.


	<--
	MAC PDU
	-
	-

	9
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 8?
	-->
	HARQ ACK
	2
	P

	
	

	
	
	
	

	
	
	
	
	
	

	Note 1:
For EN-DC the NR RRCReconfiguration message is contained in RRCConnectionReconfiguration 36.508 [7], Table 4.6.1-8 using condition EN-DC_EmbedNR_RRCRecon.

Note 2:
For EN-DC the NR RRCReconfigurationComplete message is contained in RRCConnectionReconfigurationComplete.

Note 3:
The drx-InactivityTimer is started in the next PDCCH occasion of the PDCCH occasion where DL new transmission is indicated.


7.1.1.5.3.3.3
Specific message contents

Table 7.1.1.5.3.3.3-1: RRCReconfiguration (step 1, Table 7.1.1.5.3.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig
	
	NR

	      secondaryCellGroup
	CellGroupConfig
	
	EN-DC

	      }
	
	
	

	     nonCriticalExtension::= SEQUENCE {     
	
	
	NR

	      masterCellGroup
	CellGroupConfig
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.5.3.3.3-2: CellGroupConfig (Table 7.1.1.5.3.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	cellGroupConfig ::= SEQUENCE {
	
	
	

	  mac-CellGroupConfig SEQUENCE {
	
	
	

	    drx-Config CHOICE {
	
	
	

	      setup SEQUENCE {
	
	
	

	        drx-onDurationTimer
	ms20
	
	

	        drx-InactivityTimer
	ms10
	
	

	        drx-HARQ-RTT-TimerDL
	56
	
	

	        drx-HARQ-RTT-TimerUL
	56
	
	

	        drx-RetransmissionTimerDL
	sl80
	
	

	        drx-RetransmissionTimerUL
	sl80
	
	

	        drx-LongCycleStartOffset CHOICE {
	
	
	

	          ms640
	7
	
	

	        }
	
	
	

	        shortDRX SEQUENCE {
	
	
	

	          drx-ShortCycle
	ms80
	
	

	          drx-ShortCycleTimer
	7
	
	

	        }
	
	
	

	        drx-SlotOffset
	ms0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


7.1.1.5.4
DRX Operation / Short cycle configured / DRX command MAC control element reception

7.1.1.5.4.1
Test Purpose (TP)

(1)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Short DRX cycle is configured and a DRX Command MAC control element is received }

    then { UE successfully decodes the MAC control PDU }

            }

(2)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Short DRX cycle is configured and the HARQ RTT Timer is running and a DRX Command MAC control element is received }

    then { UE continues running the HARQ RTT timer }

            }

(3)

with { UE in RRC_CONNECTED state }

ensure that {

  when { Short DRX cycle is configured and the drx-RetransmissionTimer-DL is running and a DRX Command MAC control element is received }

    then { UE continues running the drx-RetransmissionTimer-DL and monitors the PDCCH }

            }

7.1.1.5.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.321, clause 5.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.321, clause 5.7]

The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously.

RRC controls DRX operation by configuring the following parameters:

-
drx-onDurationTimer: the duration at the beginning of a DRX Cycle;

-
drx-SlotOffset: the delay before starting the drx-onDurationTimer;

-
drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;

-
drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;

-
drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;

-
drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX Cycle starts;

-
drx-ShortCycle (optional): the Short DRX cycle;

-
drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;

-
drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;

-
drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity.

When a DRX cycle is configured, the Active Time includes the time while:

-
drx-onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimerDL or drx-RetransmissionTimerUL or ra-ContentionResolutionTimer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request is sent on PUCCH and is pending (as described in subclause 5.4.4); or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in subclause 5.1.4).

When DRX is configured, the MAC entity shall:

1>
if a MAC PDU is received in a configured downlink assignment:

2>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

2>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

1>
if a MAC PDU is transmitted in a configured uplink grant:

2>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

2>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

1>
if a drx-HARQ-RTT-TimerDL expires:

2>
if the data of the corresponding HARQ process was not successfully decoded:

3>
start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.

1>
if a drx-HARQ-RTT-TimerUL expires:

2>
start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.

1>
if a DRX Command MAC CE or a Long DRX Command MAC CE is received:

2>
stop drx-onDurationTimer;

2>
stop drx-InactivityTimer.

1>
if drx-InactivityTimer expires or a DRX Command MAC CE is received:

2>
if the Short DRX cycle is configured:

3>
start or restart drx-ShortCycleTimer in the first symbol after the expiry of drx-InactivityTimer or in the first symbol after the end of DRX Command MAC CE reception;

3>
use the Short DRX Cycle.

2>
else:

3>
use the Long DRX cycle.

1>
if drx-ShortCycleTimer expires:

2>
use the Long DRX cycle.

1>
if a Long DRX Command MAC CE is received:

2>
stop drx-ShortCycleTimer;

2>
use the Long DRX cycle.

1>
if the Short DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle); or

1>
if the Long DRX Cycle is used, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:

2>
start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.

1>
if the MAC entity is in Active Time:

2>
monitor the PDCCH;

2>
if the PDCCH indicates a DL transmission:

3>
start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;

3>
stop the drx-RetransmissionTimerDL for the corresponding HARQ process.

2>
if the PDCCH indicates a UL transmission:

3>
start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first repetition of the corresponding PUSCH transmission;

3>
stop the drx-RetransmissionTimerUL for the corresponding HARQ process.

2>
if the PDCCH indicates a new transmission (DL or UL):

3>
start or restart drx-InactivityTimer in the first symbol after the end of the PDCCH reception.

1>
in current symbol n, if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:

2>
not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7].

1>
if CSI masking (csi-Mask) is setup by upper layers:

2>
in current symbol n, if onDurationTimer would not be running considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:

3>
not report CSI on PUCCH.

1>
else:

2>
in current symbol n, if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this subclause:

3>
not report CSI on PUCCH and semi-persistent CSI on PUSCH.

Regardless of whether the MAC entity is monitoring PDCCH or not, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] when such is expected.

The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).

7.1.1.5.4.3
Test description

7.1.1.5.4.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.1.1.0 except that set to return no data in uplink.

7.1.1.5.4.3.2
Test procedure sequence

For FDD, NormalSLT(current SFN, current subframe, current slot, y)=y; For TDD, NormalSLT(current SFN, current subframe, current slot, y) counts the minimum number of normal slots needed to cover y number of PDCCH-occasions (slots) until next PDCCH-occasion (slot) available, starting from current slot on current SFN.

Table 7.1.1.5.4.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS transmits NR RRCReconfigurationmessage to configure specific DRX parameters for NR Cell. (Note 1)
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	The UE transmits NR RRCReconfigurationComplete message. (Note 2)
	-->
	NR RRC: RRCReconfigurationComplete
	-
	-

	3
	In a PDCCH occasion which is X subframes before the PDCCH occasion in which the drx-onDurationTimer expires,
with drx-InactivityTimer < X < drx-onDurationTimer-1, the SS indicates the transmission of a DL MAC PDU on the PDCCH. The SS transmits an invalid MAC PDU. (Note 3)

	<--
	MAC PDU
	-
	-

	4
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 3?
	-->
	HARQ NACK
	1
	P

	5
	In a PDCCH occasion before the drx-onDurationTimer expires, the SS indicates the transmission of a DL MAC PDU on the PDCCH. The SS transmits a DL MAC PDU with DRX MAC Control element. UE successfully decodes the MAC PDU.


	<--
	MAC PDU (DRX MAC Control element)
	-
	-

	6
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 5?
	-->
	HARQ ACK
	1
	P

	7
	In the first PDCCH slot when the drx-RetransmissionTimerDL for the MAC PDU indicated in Step 3 on the PDCCH is started, the SS indicates the transmission of a DL MAC PDU. The SS transmits an invalid MAC PDU. (Note 3)

	<--
	MAC PDU
	-
	-

	8
	Check: Does the UE transmit a HARQ NACK for the DL MAC PDU in Step 7?
	-->
	HARQ NACK
	2,3
	P

	9
	In a PDCCH occasion which is Z slots before the slot in which the drx-RetransmissionTimerDL for the DL MAC PDU in Step 7 expires, with 1 <Z< drx-RetransmissionTimerDL, the SS indicates the transmission of a DL MAC PDU. The SS transmits a DL MAC PDU with DRX MAC Control element.

	<--
	MAC PDU(DRX MAC Control element)
	-
	-

	10
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 9?
	-->
	HARQ ACK
	2,3,1
	P

	11
	In the last PDCCH occasion when the drx-RetransmissionTimerDL for the DL MAC PDU indicated on the PDCCH in Step 7 is still running, the SS indicates the transmission of a DL MAC PDU.

	<--
	MAC PDU
	-
	-

	12
	Check: Does the UE transmit a HARQ ACK for the DL MAC PDU in Step 11?
	-->
	HARQ ACK
	2,3
	P

	Note 1:
For EN-DC the NR RRCReconfiguration message is contained in RRCConnectionReconfiguration.

Note 2:
For EN-DC the NR RRCReconfigurationComplete message is contained in RRCConnectionReconfigurationComplete.

Note 3:
Invalid MAC PDU is a MAC PDU that fails the CRC check.

Note 4:
All DL MAC PDUs are transmitted with the NDI set on the PDCCH.

Note 5:
Timer tolerances for the MAC DRX related timers measured in PDCCH occasions (slots). These timers are: drx-InactivityTimer, drx-RetransmissionTimer, Drx-HARQ-RTT-TimerDL.
Note 6:
K is the time for given PDSCH to HARQ feedback of PUCCH and shall be shorter than drx-InactivityTimer. In this TC, the DCI format should be configured to not include the PDSCH-to-HARQ-timing-indicator field. When the UE schedules a PDSCH reception over a number of symbols where the last symbol is within slot n-k, the UE shall provide corresponding HARQ-ACK information in a PUCCH transmission within slot n-k+4 according to TS 38.321 clause 9.2.3. Thus, the maximum value of K is 4 slots in this test case.


7.1.1.5.4.3.3
Specific message contents

Table 7.1.1.5.4.3.3-1: RRCReconfiguration (Step 1, Table 7.1.1.5.4.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	      nonCriticalExtension := SEQUENCE {}
	Not present
	
	EN-DC

	      nonCriticalExtension := SEQUENCE{
	
	
	NR

	        masterCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.5.4.3.3-2: CellGroupConfig (Table 7.1.1.5.4.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.3-n

	Information Element
	Value/remark
	Comment
	Condition

	cellGroupConfig ::= SEQUENCE {
	
	
	

	  mac-CellGroupConfig SEQUENCE {
	
	
	

	    drx-Config CHOICE {
	
	
	

	      setup SEQUENCE {
	
	
	

	        drx-onDurationTimer
	ms20
	
	

	        drx-InactivityTimer
	ms10
	
	

	        drx-HARQ-RTT-TimerDL
	56
	
	

	        drx-HARQ-RTT-TimerUL
	56
	
	

	        drx-RetransmissionTimerDL
	sl80
	
	

	        drx-RetransmissionTimerUL
	sl80
	
	

	        drx-LongCycleStartOffset CHOICE {
	
	
	

	          ms640
	4
	
	

	        }
	
	
	

	        shortDRX SEQUENCE {
	
	
	

	          drx-ShortCycle
	ms80
	
	

	          drx-ShortCycleTimer
	7
	
	

	        }
	
	
	

	        drx-SlotOffset
	ms0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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