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<Unchanged sections skipped>
[bookmark: _Toc36560456]6.2B.1.4_1.1.1	UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs) - EIRP and TRP
Editor's note:	This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.2A.1.1.1 in TS 38.521-2 [9] is incomplete.
-	Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
<Unchanged sections skipped>
6.3B.2.4_1	Transmit OFF Power for Inter-band EN-DC including FR2 (>2 CCs)
6.3B.2.4_1.1	Transmit OFF Power for Inter-band EN-DC including FR2 (3 CCs)
Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD
-	The referred test case 6.3A.2.1 in TS 38.521-2 [9] is incomplete.
-	Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
<Unchanged sections skipped>
[bookmark: _Toc27475736][bookmark: _Toc29495274][bookmark: _Toc36116319][bookmark: _Toc36118368][bookmark: _Toc36560483]6.4B.1.4_1	Frequency Error for Inter-band EN-DC including FR2 (>2 CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
[bookmark: _Toc27475772][bookmark: _Toc29495311][bookmark: _Toc36116356][bookmark: _Toc36118405][bookmark: _Toc36560520]<Unchanged sections skipped>
6.5B.1.4_1	Occupied bandwidth for Inter-band EN-DC including FR2 (>2 CCs)
[bookmark: _Toc27475795][bookmark: _Toc29495328][bookmark: _Toc36116373][bookmark: _Toc36118422][bookmark: _Toc36560537]Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
<Unchanged sections skipped>
6.5B.2.4.1_1	Spectrum emissions mask for Inter-band EN-DC including FR2 (>2 CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
[bookmark: _Toc27475805][bookmark: _Toc29495333][bookmark: _Toc36116378][bookmark: _Toc36118427][bookmark: _Toc36560542]<Unchanged sections skipped>
6.5B.2.4.3_1	Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (>2 CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
[bookmark: _Toc27475825][bookmark: _Toc29495348][bookmark: _Toc36116393][bookmark: _Toc36118442][bookmark: _Toc36560557]<Unchanged sections skipped>
6.5B.3.4.1_1	Transmitter Spurious emissions for Inter-band EN-DC including FR2 (>2 CCs)
Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
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