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<<< START OF CHANGES >>>

5.4
Default NG-RAN RRC message and information elements contents

5.4.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:

For Tx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2; And for Tx test cases in which Power Class 2 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-3.

Table 5.4.1-1: P-Max-PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC3


Table 5.4.1-2: P-Max-PC2

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2


Table 5.4.1-3: P-Max-PC2_Testing_PC3

	Derivation Path: Table 4.6.3-89 with condition FR1_RF_PC2_Testing_PC3


CSI-RS for Tracking

Table 5.4.1-4: CSI-RS-ResourceMapping for TRS

	Derivation Path: Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  frequencyDomainAllocation CHOICE {
	
	
	

	    row1
	1000
	
	TRS

	  }
	
	
	

	  firstOFDMSymbolInTimeDomain
	6
	l0 = 6 for CSI-RS resource 1 and 3
	TRS AND FR1

	
	10
	l0 = 10 for CSI-RS resource 2 and 4
	TRS AND FR1

	
	8
	l0 = 8 for CSI-RS resource 1
	TRS AND FR2

	
	12
	l0 = 12 for CSI-RS resource 2
	TRS AND FR2

	nrofPorts
	p1
	
	TRS

	Cdm-Type
	noCDM
	
	TRS

	Density CHOICE{
	
	
	

	   three
	Null
	
	TRS

	 }
	
	
	

	freqBand
	CSI-FrequencyOccupation
	
	TRS

	}
	
	
	


	Condition
	Explanation 

	TRS
	Tracking-Reference Signal


Table 5.4.1-5: CSI-ResourcePeriodicityAndOffset for TRS

	Derivation Path: Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots10
	0
	SCS 15kHz, CSI-RS resource 1 and 2
	TRS AND FR1_15kHz

	
	1
	SCS 15kHz, CSI-RS resource 3 and 4
	TRS AND FR1_15kHz

	  Slots20
	1
	SCS 30kHz, CSI-RS resource 1 and 2
	TRS AND FR1_30kHz

	
	2
	SCS 30kHz, CSI-RS resource 3 and 4
	TRS AND FR1_30kHz

	  Slots40
	2
	SCS 60kHz, FR1, CSI-RS resource 1 and 2 
	TRS AND FR1_60kHz

	
	3
	SCS 60kHz, FR1, CSI-RS resource 3 and 4 
	TRS AND FR1_60kHz

	  Slots80
	40
	SCS 60kHz, FR2, CSI-RS resource 1 and 2
	TRS AND FR2_60kHz

	  Slots160
	80
	SCS 120kHz, CSI-RS resource 1 and 2
	TRS AND FR2_120kHz

	}
	
	
	


	Condition
	Explanation 

	FR1_15kHz
	FR1 is used under the test. SCS is set to 15kHz.

	FR1_30kHz
	FR1 is used under the test. SCS is set to 30kHz.

	FR1_60kHz
	FR1 is used under the test. SCS is set to 60kHz.

	FR2_60kHz
	FR2 is used under the test. SCS is set to 60kHz.

	FR2_120kHz
	FR2 is used under the test. SCS is set to 120kHz.

	TRS
	Tracking-Reference Signal


Table 5.4.1-6: CSI-MeasConfig for TRS

	Derivation Path: TS 38.508-1 Table 4.6.3-38

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceToAddModList SEQUENCE {
	
	2 entries in case of FR2

4 entries in case of FR1
	

	  NZP-CSI-RS-Resource[1]
	NZP-CSI-RS-Resource for TRS (1)
	CSI-RS resource 1
	

	  NZP-CSI-RS-Resource[2]
	NZP-CSI-RS-Resource for TRS (2)
	CSI-RS resource 2
	

	  NZP-CSI-RS-Resource[3]
	NZP-CSI-RS-Resource for TRS (3)
	CSI-RS resource 3
	FR1

	  NZP-CSI-RS-Resource[4]
	NZP-CSI-RS-Resource for TRS (4)
	CSI-RS resource 4
	FR1

	  }
	
	
	

	  nzp-CSI-RS-ResourceSetToAddModList SEQUENCE {
	1 entry
	
	

	    NZP-CSI-RS-ResourceSet[1]
	NZP-CSI-RS-ResourceSet for TRS
	
	

	  }
	
	
	

	  csi-IM-ResourceToAddModList 
	Not present
	
	

	  csi-IM-ResourceSetToAddModList 
	Not present
	
	

	  csi-SSB-ResourceSetToAddModList 
	Not present
	
	

	  csi-ResourceConfigToAddModList SEQUENCE {
	1 entry
	
	

	  CSI-ResourceConfig[1]
	CSI-ResourceConfig for TRS
	
	

	  }
	
	
	

	  reportTriggerSize
	Not present
	
	

	  aperiodicTriggerStateList SetupRelease 
	Not present
	
	

	}
	
	
	


Table 5.4.1-7: NZP-CSI-RS-Resource for TRS

	Derivation Path: 38.508-1 Table 4.6.3-85

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  NZP-CSI-RS-ResourceId
	0
	CSI-RS resource 1
	

	
	1
	CSI-RS resource 2
	

	
	2
	CSI-RS resource 3
	

	
	3
	CSI-RS resource 4
	

	  CSI-RS-ResourceMapping
	CSI-RS-ResourceMapping for TRS
	
	Content conditioned by the CSI-RS resource #

	  powerControlOffset
	0
	
	

	  powerControlOffsetSS
	db0
	
	

	  scramblingID
	ScramblingId
	
	

	  periodicityAndOffset
	CSI-ResourcePeriodicityAndOffset for TRS
	
	Content conditioned by the CSI-RS resource #

	  qcl-InfoPeriodicCSI-RS
	TCI-StateId
	
	

	}
	
	
	


Table 5.4.1-8: NZP-CSI-RS-ResourceSet for TRS

	Derivation Path: Table 4.6.3-87

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	0
	
	

	  nzp-CSI-RS-Resources                SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF{
	
	2 entries in case of FR2

4 entries in case of FR1
	

	   NZP-CSI-RS-ResourceId[1]
	0
	CSI-RS resource 1
	

	   NZP-CSI-RS-ResourceId[2]
	1
	CSI-RS resource 2
	

	   NZP-CSI-RS-ResourceId[3]
	2
	CSI-RS resource 3
	FR1

	   NZP-CSI-RS-ResourceId[4]
	3
	CSI-RS resource 4
	FR1

	 }
	
	
	

	 repetition
	off
	
	

	 aperiodicTriggeringOffset
	Not present
	
	

	 trs_Info
	true
	
	

	}
	
	
	


Table 5.4.1-9: CSI-ResourceConfig for TRS

	Derivation Path: TS 38.508-1 Table 4.6.3-41

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-ResourceConfigId
	CSI-ResourceConfigId
	
	

	  csi-RS-ResourceSetList   CHOICE {
	
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	      nzp-CSI-RS-ResourceSetList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig)) OF {
	1 entry
	
	

	        NZP-CSI-RS-ResourceSetId[1]
	0
	
	

	      }
	
	
	

	      csi-SSB-ResourceSetList
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  resourceType
	periodic
	
	

	}
	
	
	


<<< END OF CHANGES >>>

