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<<< START OF CHANGES >>>

6.5B.3.3
Spurious Emissions for Inter-band EN-DC within FR1

6.5B.3.3.1
General spurious emissions for Inter-band EN-DC within FR1

6.5B.3.3.1.1
Test purpose

Same test purpose as in clause 6.5B.3.1.1.1.

6.5B.3.3.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.

6.5B.3.3.1.3
Minimum conformance requirements

The general spurious emissions requirements specified in subclause 6.6.3.1 of TS 36.101 [4], subclause 6.5.3.1 of TS 38.101-1 [2] and TS 38.101-2 [3] apply for each component carrier. For the case of inter-band EN-DC with a single carrier per cell group, the general spurious emissions requirements also apply with both downlink carrier and both both uplink carriers active.  Limits on configured maximum output power for the uplink according to subclause 6.2B.4 apply.

NOTE:
The general spurious emission requirements with both uplink carriers active are allowed to be verified for only a single inter-band EN-DC configuration per NR band.  Furthermore, the requirements are allowed to be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.

The normative reference for this requirement is TS 38.101-3 [1] clause 6.5B.3.3.1. Exception requirements applicable for both NR or LTE, therefore LTE anchor agnostic approach is not applied 

6.5B.3.3.1.4
Test description

6.5B.3.3.1.4.1
Initial condition

Same initial conditions as in clause 6.5B.3.1.2.4.1 with the following exceptions:
Table 6.5B.3.3.1.4.1-1: Test configuration table

	Initial Conditions

	Test EN-DC channel bandwidth as specified in TS 36.508 [6] clause 4.3.1 and TS 38.508-1 clause 4.3.1
	5MHz for E-UTRA CC1 and Lowest for NR CC1,

Highest for E-UTRA CC1 and Highest for NR CC1


 and additional step 8 when both bands are TDD:

8.
For both E-UTRA and NR UL uplink carriers active when both bands are TDD, ensure E-UTRA UL transmission overlaps with NR UL transmission in time by giving SCG a delay of 3 subframes, or by giving MCG a delay of 2 subframes.

6.5B.3.3.1.4.2

Test procedure

Same test procedure as in clause 6.5B.3.1.2.4.2 with the following exceptions in step 5:

-
Instead of Table 6.5B.3.1.2.3.1-1  ‑‑>  use Table 6.5B.3.1.1.5-1.
6.5B.3.3.1.4.3
Message Contents

Message contents are according to TS 36.508 [11] clause 4.6.1 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.

6.5B.3.3.1.4.2.3-1: SystemInfomationBlockType1: tdd-Config if E-UTRA on TDD band

	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp7
	
	

	}
	
	
	


6.5B.3.3.1.5
Test Requirement

Same test requirement as in clause 6.5B.3.1.1.5.

<<< Skip unchanged sections >>>
6.5B.3.3.2.4
Test description

6.5B.3.3.2.4.1
Initial conditions

Same initial conditions as described in clause 6.5B.3.1.2.4.1 with the following exceptions:

-
Instead of Table 6.5B.3.1.2.4.1-1 ‑‑>  use Table 6.5B.3.3.2.4.1-1.

Table 6.5B.3.3.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment

as specified in TS 38.508-1 [6] clause 4.1
	NC

	Test Frequencies

as specified in TS 38.508-1 [6] clause 4.3.1
	For test frequencies refer to "Range" columns.

	Test EN-DC channel bandwidth as specified in TS 36.508 [6] clause 4.3.1 and TS 38.508-1 clause 4.3.1
	Refer to "NR NRB"and "E-UTRA NRB " columns

	Test SCS for the NR cell as specified in TS 38.521-1 [8] Table 5.3.5-1
	Lowest SCS per Channel Bandwidth

	Test Parameters for DC Configurations

	ID
	DC Configuration / NRB_agg
	DL Allocation
	UL Allocation (Note 1,2)

	
	DC Configuration
	E-UTRA 

Ch BW/NRB
	NR 

Ch BW/NRB
	CC MOD

E-UTRA/NR
	E-UTRA & NR RB allocation
	CC MOD 

E-UTRA/NR
	E-UTRA & NR allocations
(LCRB @ RBstart)

	
	E-UTRA
	NR
	
	
	
	
	
	

	
	Band
	Range
	Band
	Range
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA Configuration

	1
	X
	Low
	Y
	Low
	Highest NRB_agg /Highest NRB
	Highest NRB_agg /Highest NRB
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	X
	High
	Y
	High
	Highest NRB_agg /Highest NRB
	Highest NRB_agg /Highest NRB
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for DC_3A-n41A Configuration

	1
	3
	Low
	41
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	3
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	3
	Mid
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	4
	3
	Note 4
	41
	High
	10/50
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@49
	1@272

	Test Settings for DC_3A-n79A Configuration

	1
	3
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	3
	High
	79
	Note 3
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@0

	3
	3
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@136

	4
	3
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@RBmax

	5
	3
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@136

	6
	3
	Low
	79
	Note 3
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for DC_8A-n41A Configuration

	1
	8
	Low
	41
	Low
	10/50
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	8
	High
	41
	High
	10/50
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@49
	1@272

	3
	8
	Mid
	41
	Mid
	10/50
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@49
	1@136

	4
	8
	Low
	41
	High
	10/50
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	Test Settings for DC_39A-n41A Configuration

	1
	39
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	Test Settings for DC_39A-n79A Configuration

	1
	39
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	39
	High
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	39
	Mid
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@136

	4
	39
	Low
	79
	Note 5
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@0

	Test Settings for DC_40A-n41A Configuration

	1
	40
	Low
	41
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	40
	High
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	40
	Mid
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@50
	1@272

	4
	40
	Low
	41
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@272

	Test Settings for DC_41A-n79A Configuration

	1
	41
	Low
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	2
	41
	High
	79
	High
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	3
	41
	High
	79
	Note 6
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	4
	41
	Mid
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@136

	5
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@75
	1@272

	6
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@136

	7
	41
	High
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@272

	8
	41
	Note 6
	79
	Low
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@0
	1@0

	9
	41
	High
	79
	Note 6
	20/100
	100/273
	QPSK/CP-OFDM QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@99
	1@0

	Note 1:
Use DC Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.

Note 2:
X, Y correspond to the different bands in the DC Configuration. E.g. for DC_1A-n3A, X=1, Y=3.

Note 3:
Test Point ID 2 for DC_3A-n79A have the centre carrier frequency of 4480.5 MHz in Band 79 (NR ARFCN=698700). Test Point ID 6 for DC_3A-n79A have the centre carrier frequency of 4909.5 MHz in Band 79 (EARFCN=727300).

Note 4:
Test Point ID 4 for DC_3A-n41A have the centre carrier frequency of 1773 MHz in Band 3 (EARFCN=19830).

Note 5:
Test Point ID 4 for DC_39A-n79A have the centre carrier frequency of 4649.96 MHz in Band 79 (NR ARFCN=709998).

Note6:

Test Point ID 3 for DC_41A-n79A have the centre carrier frequency of 4869.5 MHz in Band 79 (NR ARFCN=724634). Test Point ID 8 for DC_41A-n79A have the centre carrier frequency of 2600 MHz in Band 41 (EARFCN=40690). Test Point ID 9 for DC_41A-n79A have the centre carrier frequency of 4760 MHz in Band 79 (NR ARFCN=717334).


Additional step 8 when both bands are TDD:

8.
For both E-UTRA and NR UL uplink carriers active when both bands are TDD, ensure E-UTRA UL transmission overlaps with NR UL transmission in time by giving SCG a delay of 3 E-UTRA subframes, or by giving MCG a delay of 2 subframes.

6.5B.3.3.2.4.2
Test Procedure
Same test procedure as described in clause 6.5B.3.1.2.4.2 with the following exceptions: 

For EN-DC only capable devices


Instead of Table 6.5B.3.1.2.3-1 ‑‑> use Table 6.5B.3.3.2.3-1. 

For Standalone and EN-DC capable devices


Instead of Table 6.5B.3.1.2.3-1 ‑‑> use Table 6.5B.3.3.2.5-1.

In addition to test configurations above, NSA only capable UEs needs to be tested according to LTE anchor agnostic approach below.

Same test description as in clause 6.5.3.2.4 in TS 38.521-1 [8] for the NR carrier with the following exceptions: 

The initial test configurations for E-UTRA consist of test frequency based on E-UTRA operating band and test channel bandwidth as specified in Table 4.6-1.

For Initial conditions as in clause 6.5.3.2.4.1 in TS 38.521-1 [8], the following steps will be added to configure E-UTRA component:

2.1.
The parameter settings for the cell are set up according to TS 36.508 [11] clause 4.4.3.

3.1.
The E-UTRA downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].

Step 6 of Initial conditions as in clause 6.5.3.2.4.1 in TS 38.521-1 [8] is replaced by:

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508 [6] clause 4.5. 

7.
On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.

6.5B.3.3.2.4.3
Message Contents
Message contents are according to TS 36.508 [11] clause 4.6.1 and TS 38.508-1 [6] clause 4.6.1 with the following exceptions.

6.5B.3.3.2.4.2.3-1: SystemInfomationBlockType1: tdd-Config if E-UTRA on TDD band

	Derivation Path: TS 36.508 [11], Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	Operating on TDD band
	

	  subframeAssignment
	Sa2
	
	

	  specialSubframePatterns
	Ssp7
	
	

	}
	
	
	


6.5B.3.3.2.5
Test Requirement

For EN-DC only capable devices, test requirements for Spurious Emissions UE Co-existence are the same as the minimum requirements and are not repeated in this clause.

For Standalone and EN-DC capable devices, the test requirements are in Table 6.5B.3.3.2.5-1.

Table 6.5B.3.3.2.5-1: Requirements for inter-band within FR1 for Rel-15

	EN-DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_3_n41
	E-UTRA Band 5, 8, 20, 26, 27, 28, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 18, 19
	FDL_low
	-
	FDL_high
	-50
	1
	14, 20

	
	E-UTRA Band 42,
NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	DC_3_n79
	E-UTRA Band 5, 8, 11, 18, 19, 21, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	DC_8_n41
	E-UTRA Band 28,n77,78,79
	FDL_low
	-
	FDL_high
	-50
	1
	 

	
	E-UTRA band 3, 42, 52
	FDL_low
	-
	FDL_high
	-50
	1
	2

	DC_39_n41
	E-UTRA Band 42, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n77, n78, n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	DC_39_n79
	E-UTRA Band 8, 41, 44 or NR Band n8, n41
	FDL_low
	-
	FDL_high
	-50
	1
	

	DC_40_n41
	Bands 1, 34, 39, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 19

	DC_41_n79
	E-UTRA Band 1, 3, 5, 8, 9, 18, 19, 28, 34, 40, 44, 65 or NR Band n1, n3, n8, n28, n34, n40
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1 of TS 38.101-3 [1].

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 of TS 38.101-3 [1] are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 3:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz
NOTE 4:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.

NOTE 5:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 of TS 38.101-3 [1] from the edge of the channel bandwidth.
NOTE 6:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 7:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 8:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 – 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink.

NOTE 9:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 10:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 11:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 12:
This requirement is applicable only for the following cases: - for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc < 907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB - for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤ 912.5 MHz without any restriction on uplink transmission bandwidth. - for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.

NOTE13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.

NOTE 15:
Applicable when NS_05 in clause 6.6.3.3.1 of TS 38.101-3 [1] is signalled by the network.
NOTE 16:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 17:
This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 18:
This requirement is only applicable for E-UTRA carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for E-UTRA carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1892.5 - 1894.5 MHz and for E-UTRA carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1895 - 1903 MHz.
NOTE 19:
This requirement applies when the E-UTRA and NR carriers are confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz.


<<< END OF CHANGES >>>

