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4.5.3.3
EN-DC FR1 SCell activation and deactivation of unknown SCell in non-DRX






4.5.3.3.1
Test purpose

This test is to verify that the SCell activation and deactivation times are within the requirements, when the SCell in FR1 is unknown by the UE at the time of activation.
4.5.3.3.2
Test applicability

This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards.

4.5.3.3.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 4.5.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.4.5.3.3.

4.5.3.3.4
Test description

4.5.3.3.4.1
Initial conditions

Same initial conditions as described in section 4.5.3.1.4.1 with following exception:

-
The supported test configurations is replaced by Table 4.5.3.3.4.1-1.
-
The listed parameter values in Tables 4.5.3.3.4.1-2 will replace the values of corresponding parameters in Tables 4.5.3.1.4.1-3.

Table 4.5.3.3.4.1-1: supported test configurations
	Test Case ID
	Description

	4.5.3.3-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	4.5.3.3-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	4.5.3.3-3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4.5.3.3-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	4.5.3.3-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	4.5.3.3-6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	NOTE:
The UE is only required to be tested in one of the supported test configurations


Table 4.5.3.3.4.1-2: General test parameters for unknown FR1 SCell activation case, 160ms SCell measurement cycle

	Parameter
	Unit
	Value
	Comment

	T1
	ms
	100
	During this time the PSCell shall be known and the SCell configured, but not detected.


4.5.3.3.4.2
Test procedure

Same test procedure as described in section 4.5.3.1.4.2, except step3 and step 5:

3.
The SS shall configure SCell (Cell 3) on the SCC as per TS 38.508-1 [14] clause 7.5.2, with the message content exceptions defined in clause 4.5.3.1.4.3. NR RRCReconfiguration message is contained in RRCConnectionReconfiguration and NR RRCReconfigurationComplete message is contained in RRCConnectionReconfigurationComplete. The SCell (Cell 3) shall be powered OFF till T2 starts.
5.
The SS activates SCC by sending the activation MAC-CE (Refer TS 38.321 [12], clauses 5.9, 6.1.3.10) in a slot # denoted m. If the SS receives ACK for MAC-CE sent by the UE, power ON the SCell (Cell3), T2 starts in slot m, and the test proceeds to step 6, otherwise go to step 9.




4.5.3.3.4.3
Message contents

Same message contents as described in section 4.5.3.1.4.3

4.5.3.3.5
Test requirement
Same test requirement as described in section 4.5.3.1.5, except Tactivation_time will be replaced with the value TFirstSSB_MAX + TSMTC_MAX + 2*Trs + 5ms 



	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	

	
	

	

	
	
	

	
	
	
	

	

	
	

	

	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	

	














<End of modified section>
_1607512918.unknown

_1607512920.unknown

_1607512921.unknown

_1607512919.unknown

_1607512917.unknown

