Error! No text of specified style in document.
206
Error! No text of specified style in document.

3GPP TSG-RAN WG5 Meeting #87e DOCPROPERTY  MtgTitle  \* MERGEFORMAT 
R5-202360r2
Electronic Meeting, May 18 – May 29, 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.579-1
	CR
	0073
	rev
	-
	Current version:
	14.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	SDP updates for MCVideo and MCData

	
	

	Source to WG:
	NIST

	Source to TSG:
	R5

	
	

	Work item code:
	MCImp_UEConTest
	
	Date:
	2020-05-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	SDP for MCData did not exist and a correction was needed in the SDP for MCVideo

	
	

	Summary of change:
	1. Created default SDP for MCData (on-network)

2. Made correction to SDP for MCVideo
3. Edited pixits to match updates for overall TS 36.579-1
4. Corrected a typo in the cover sheet
5. Removed the MCVideo section due to it being edited in R5-201586
6. Corrected cover sheet version and date
7. Removed some unneccesary references

	
	

	Consequences if not approved:
	MCData messages woud reference wrong parameters

	
	

	Clauses affected:
	5.5.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	1st revision: (2020-05-20)

2nd revision: (2020-05-26)


<START OF CHANGES>

5.5.3.1
SDP Message

5.5.3.1.1
SDP Message from the UE
…
-
MCData

Table 5.5.3.1.1-3: SDP Message from the UE for MCData

	Derivation Path: RFC 4566 [27]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session description:
	
	
	
	

	  Protocol Version
	"0"
	v= line
	
	

	  Origin
	
	o= line
	
	

	    username
	px_MCDATA_ID_User_A
	Username of client
	
	

	    sess-id
	any allowed value
	A numeric string such that the tuple of <username>, <sess-id>, <nettype>, <addrtype>, and <unicast-address> forms a globally unique identifier for the session.
	
	

	    sess-version
	any allowed value
	
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	"IP4" or "IP6"
	
	

	    unicast-address
	px_MCDATA_IP_ConnectionAddressAll
	
	
	

	  Session Name
	at least one UTF-8-encoded character, or if no name is given, a single empty space
	s= line
	
	

	  Session Information
	any allowed value
	i=<session description>

The "i=" field is intended to provide a free-form human-readable description of the session or the purpose of a media stream. It is not suitable for parsing by automata.
	
	

	  Connection Data
	not required if included in all media
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	"IP4" or "IP6"
	
	

	    connection-address
	px_MCDATA_IP_ConnectionAddressAll
	
	
	

	  Bandwidth
	
	b= line
	
	

	    bwtype
	"AS:"
	bwtype:bandwidth
	
	

	    bandwidth
	any allowed value
	
	TS 26.114 [64] Table K.6
	

	Time description
	
	
	
	

	  Timing
	
	t= line
	
	

	    start-time
	"0"
	
	
	

	    stop-time
	"0"
	
	
	

	Media descriptions
	
	
	
	

	  media description
	
	m= line

media = message
	RFC 4867 [59]
TS 24.282 [31]
	

	    media
	"message"
	
	
	

	    port
	any allowed value
	The transport port to which the media stream is sent
	
	

	    proto
	"TCP/MSRP "
	
	
	

	    fmt
	“*”
	
	
	

	  media title
	"message"
	i= line
	
	

	  Connection Data
	
	c= line

Included if the media plane for audio uses a different IP address than other media described in the SDP
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	
	
	

	    connection-address
	px_MCDATA_IP_ConnectionAddressAudio
	
	
	

	  media attribute
	
	a= line

attribute = sendonly
	
	

	  sendonly
	
	No parameters associated with this line
	
	

	  media attribute
	
	a= line

attribute = path
	
	

	    path
	px_MSRP_URI_A_ID
	attribute containing its own MSRP URI.

An example:

msrp://mcdata.example.com:7654/abcde1; tcp
	TS 24.282 [31]


	

	  media attribute
	
	a= line

attribute = accept-types
	
	

	    accept-types
	"application/vnd.3gpp.mcdata-signalling application/vnd.3gpp.mcdata-payload"
	
	
	

	  media attribute
	
	a= line

attribute = setup
	
	

	    role
	“actpass”
	
	
	

	  media attribute
	
	a= line

attribute = key-mgmt
	
	MCD_1to1

	    key-mgmt
	
	
	TS 24.379 [9] subclause 6.2.1
	

	      mikey
	MIKEY-SAKKE I_MESSAGE as specified in Table 5.5.9.1-2
	Use condition MCDATA
	RFC 4567 [44]
	



5.5.3.1.2
SDP Message from the SS
…
-
MCData

Table 5.5.3.1.2-3: SDP Message from the SS for MCData

	Derivation Path: RFC 4566 [27]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Session description:
	
	
	
	

	  Protocol Version
	"0"
	v= line
	
	

	  Origin
	
	o= line
	
	

	    username
	px_MCDATA_ID_User_B
	Username of client
	
	

	    sess-id
	"12345678"
	A numeric string such that the tuple of <username>, <sess-id>, <nettype>, <addrtype>, and <unicast-address> forms a globally unique identifier for the session.
	
	

	    sess-version
	"12345678"
	
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	"IP4" or "IP6"
	
	

	    unicast-address
	px_MCDATA_IP_ConnectionAddressAll
	
	
	

	  Session Name
	at least one UTF-8-encoded character, or if no name is given, a single empty space
	s= line
	
	

	  Session Information
	“message”
	i=<session description>

The "i=" field is intended to provide a free-form human-readable description of the session or the purpose of a media stream. It is not suitable for parsing by automata.
	
	

	  Connection Data
	not required if included in all media
	c= line

Included if the media plane control channel uses a different IP address than other media described in the SDP
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	"IP4" or "IP6"
	
	

	    connection-address
	px_MCDATA_IP_ConnectionAddressAll
	
	
	

	  Bandwidth
	
	b= line
	
	

	    bwtype
	"AS:"
	bwtype:bandwidth
	
	

	    bandwidth
	"38"
	kilobits per second;

Maximum AMR-WB at 23.85 kbps but limit to 12.65 kbps plus overhead
	TS 26.114 [64] Table K.6
	

	Time description
	
	
	
	

	  Timing
	
	t= line
	
	

	    start-time
	"0"
	
	
	

	    stop-time
	"0"
	
	
	

	Media descriptions
	
	
	
	

	  media description
	
	m= line

media = message
	RFC 4867 [59]
TS 24.282 [31]
	

	    media
	"message"
	
	
	

	    port
	"49152"
	The transport port to which the media stream is sent
	
	

	    proto
	"TCP/MSRP "
	
	
	

	    fmt
	“*”
	
	
	

	  media title
	"message"
	i= line
	
	

	  Connection Data
	
	c= line

Included if the media plane for audio uses a different IP address than other media described in the SDP
	
	

	    nettype
	"IN"
	
	
	

	    addrtype
	"IP4"
	
	
	

	    connection-address
	px_MCDATA_IP_ConnectionAddressAudio
	
	
	

	  media attribute
	
	a= line

attribute = recvonly
	
	

	  recvonly
	
	No parameters associated with this line
	
	

	  media attribute
	
	a= line

attribute = path
	
	

	    path
	px_MSRP_URI_SS_ID
	attribute containing its own MSRP URI.

An example:

msrp://mcdata.example.com:7654/abcde1; tcp
	TS 24.282 [31]


	

	  media attribute
	
	a= line

attribute = accept-types
	
	

	    accept-types
	"application/vnd.3gpp.mcdata-signalling application/vnd.3gpp.mcdata-payload"
	
	
	

	  media attribute
	
	a= line

attribute = setup
	
	

	    role
	“actpass”
	
	
	

	  media attribute
	
	a= line

attribute = key-mgmt
	
	MCD_1to1

	    key-mgmt
	
	
	TS 24.379 [9] subclause 6.2.1
	

	      mikey
	MIKEY-SAKKE I_MESSAGE as specified in Table 5.5.9.1-2
	Use condition MCDATA
	RFC 4567 [44]
	



<END OF CHANGES>
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