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<START OF CHANGES>

5.5.2.17
SIP 2xx

5.5.2.17.1
SIP 200 (OK)
…
5.5.2.17.2
SIP 202 (Accepted)

Table 5.5.2.17.2-1: SIP 202 (Accepted)
	Derivation Path: RFC 2616 [26]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Status-Line
	
	
	RFC 3261 [22]
	

	  SIP-Version 
	"SIP/2.0"
	
	
	

	  Status-Code 
	"202"
	
	
	

	  Reason-Phrase
	"Accepted"
	
	
	

	Via
	same value as received in request
	

	RFC 3261 [22]
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	From
	
	
	RFC 3261 [22]
	

	  addr-spec
	same value as received in request
	
	
	

	  tag
	same value as received in request
	
	
	

	To
	
	
	RFC 3261 [22]
	

	  addr-spec
	same value as received in request
	
	
	

	  tag
	same value as in the request or To-tag assigned by the SS if missing in the request
	
	
	

	Call-ID
	
	
	RFC 3261 [22]
	

	  callid
	same value as received in request
	
	
	

	CSeq
	
	
	RFC 3261 [22]
	

	  value
	same value as received in request
	
	
	

	
	
	
	
	

	Content-Length
	
	
	RFC 3261 [22]
	

	  value
	"0"
	
	
	


<END OF CHANGES>
3GPP


