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36.523-1 Work Plan for Rel-13
Table 1: List of Protocol test cases
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	22 NB-IoT
	
	
	
	
	
	
	

	22.4 RRC
	
	
	
	
	
	
	

	
	36.523-1
	22.4.17
	Rel-13
	Void (was: NB-IoT / RRC connection reconfiguration / Radio bearer establishment / Success / Dedicated bearer / ROHC configured under UP
	Test case removed at RAN5-78.
	MediaTek Inc.
	RP#79
	100%
	R5-181120

	Associated applicability CR in R5-181160.

	
	36.523-1
	22.4.26
	Rel-13
	NB-IoT / RRC connection establishment / Extended and spare fields in SI
	When the UE is powered on and receives an optional spare or extended field in system information that it does not comprehend, it treats system information as if the spare or extended field were absent and system information is not ignored. The UE establishes an RRC connection.
	NTT DOCOMO
	RP#88-e
	100%
	R5-203067
	Associated applicability CR in R5-203072.
This test was added for NB_IOT-UEConTest after the WI was closed.
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