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MeasObjectEUTRA
Table 4.6.3-74: MeasObjectEUTRA
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA ::= SEQUENCE {
	
	
	

	  carrierFreq
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	Set according to TS 36.508 [2] Table 4.4.3.4-1 for E-UTRA cell
	row ‘measurement Bandwidth’
	

	  cellsToRemoveListEUTRAN
	Not present
	
	

	  cellsToAddModListEUTRAN
	Not present
	
	

	  blackCellsToRemoveListEUTRAN
	Not present
	
	

	  blackCellsToAddModListEUTRAN
	Not present
	
	

	  eutra-PresenceAntennaPort1
	false
	
	

	  
	true
	at least two cell-specific antenna ports are used in all neighbouring cells
	All neighCells with port1

	
	
	
	

	  eutra-Q-OffsetRange
	Not present
	
	

	  widebandRSRQ-Meas
	false
	
	

	}
	
	
	


	Condition
	Explanation

	All neighCells with port1
	Used for all neighbouring cells with at least two cell-specific antenna ports


