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<< Unchanged sections omitted >>
6.2.3.4.2
Test procedure

1.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to the applicable table from Table 6.2.3.4.1-1 to Table 6.2.3.4.1-18. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

2.
Send continuously uplink power control "up" commands in the uplink scheduling information to the UE Allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.

3.
Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration one sub-frame (1ms). For TDD, only slots consisting of only UL symbols are under test.
4.
For UEs supporting Power Class 2, repeat steps 1~3 on the applicable bands with message exception of P-Max defined in Table 6.2.3.4.3.4-2.
6.2.3.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause 4.6.1, with the following exceptions for each network signalling value.

For almost contiguous allocation testing, message contents are according to TS 38.508-1 [5] subclause 4.6.1 with the following exceptions:

Table 6.2.3.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-118 PUSCH-Config

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	}
	
	
	


6.2.3.4.3.1
Message contents exceptions for network signalling value “NS_03”

1.
Information element additionalSpectrumEmission is set to NS_03. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.1-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n2, n25 and n66

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_03)
	
	


Table 6.2.3.4.3.1-2: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n70

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_03)
	
	


6.2.3.4.3.2
Message contents exceptions for network signalling value "NS_35"

1.
Information element additionalSpectrumEmission is set to NS_35. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.2-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_35" and NR band n71

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_35)
	
	


6.2.3.4.3.3
Message contents exceptions for network signalling value "NS_03U"

1.
Information element additionalSpectrumEmission is set to NS_03U. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.3-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03U"

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	3 (NS_03U)
	
	


6.2.3.4.3.4
Message contents exceptions for network signalling value "NS_04"

1.
Information element additionalSpectrumEmission is set to NS_04. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.4-1: AdditionalSpectrumEmission Additional spurious emissions test requirement for "NS_04"

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_04)
	
	


Table 6.2.3.4.3.4-2: P-Max (Step 4)

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	23
	
	PC2 UE


6.2.3.4.3.5
Message contents exceptions for network signalling value "NS_05"

1.
Information element additionalSpectrumEmission is set to NS_05. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.

Table 6.2.3.4.3.5-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_05"

	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_05)
	
	


<< Unchanged sections omitted >>
6.2.3.5
Test requirement

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from table 6.2.3.5-1. The allowed A-MPR values specified in table 6.2.3.3-1 are in addition to the allowed MPR requirements specified in clause 6.2.2. For the UE maximum output power modified by MPR and/or A-MPR, the power limits specified in table 6.2.1.3-1 apply.

Table 6.2.3.5-0: Test Tolerance (UE additional maximum output power reduction)

	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7 dB
	1.0 dB
	1.0 dB

	40MHz < BW ≤ 100MHz
	1.0 dB
	1.0 dB
	1.0 dB


Table 6.2.3.5-1: UE Power Class 3 test requirements (NS_35) for band n71

	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0.5
	0
	0
	22.5
	2
	2.5
	25+TT
	20-TT

	2
	23
	0.5
	0
	0
	22.5
	2
	2.5
	25+TT
	20-TT

	3
	23
	0.5
	0
	0
	22.5
	2
	2.5
	25+TT
	20-TT

	4
	23
	1
	0
	0
	22
	2
	2.5
	25+TT
	19.5-TT

	5
	23
	1
	0
	0
	22
	2
	2.5
	25+TT
	19.5-TT

	6
	23
	1
	0
	0
	22
	2
	2.5
	25+TT
	19.5-TT

	7
	23
	2
	0
	0
	21
	2
	2.5
	25+TT
	18.5-TT

	8
	23
	2
	0
	0
	21
	2
	2.5
	25+TT
	18.5-TT

	9
	23
	2
	0
	0
	21
	2
	2.5
	25+TT
	18.5-TT

	10
	23
	2.5
	0
	0
	20.5
	2.5
	2.5
	25+TT
	18-TT

	11
	23
	2.5
	0
	0
	20.5
	2.5
	2.5
	25+TT
	18-TT

	12
	23
	2.5
	0
	0
	20.5
	2.5
	2.5
	25+TT
	18-TT

	13
	23
	4.5
	0
	0
	18.5
	4
	2.5
	25+TT
	14.5-TT

	14
	23
	4.5
	0
	0
	18.5
	4
	2.5
	25+TT
	14.5-TT

	15
	23
	4.5
	0
	0
	18.5
	4
	2.5
	25+TT
	14.5-TT

	16
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	17
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	18
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	19
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	20
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	21
	23
	3
	0
	0
	20
	2.5
	2.5
	25+TT
	17.5-TT

	22
	23
	3.5
	0
	0
	19.5
	3.5
	2.5
	25+TT
	16-TT

	23
	23
	3.5
	0
	0
	19.5
	3.5
	2.5
	25+TT
	16-TT

	24
	23
	3.5
	0
	0
	19.5
	3.5
	2.5
	25+TT
	16-TT

	25
	23
	6.5
	0
	0
	16.5
	5
	2.5
	25+TT
	11.5-TT

	26
	23
	6.5
	0
	0
	16.5
	5
	2.5
	25+TT
	11.5-TT

	27
	23
	6.5
	0
	0
	16.5
	5
	2.5
	25+TT
	11.5-TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.


Table 6.2.3.5-2: UE Power Class 2 test requirements (NS_04) for band n41 (Step 3)
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (Note 2) (dBm)


	1
	26
	0
	5.5
	0
	20.5
	2.5
	2
	28+TT
	18.0-TT

	2
	26
	0
	5.5
	0
	20.5
	2.5
	2
	28+TT
	18.0-TT

	3
	26
	0
	3.5
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	4
	26
	0
	3.5
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	5
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	6
	26
	0
	0
	0
	26
	2
	2
	28+TT
	24-TT

	7
	26
	0.5
	0
	0
	25.5
	2
	2
	28+TT
	23.5-TT

	8
	26
	0
	6
	0
	20
	2.5
	2
	28+TT
	17.5-TT

	9
	26
	0
	6
	0
	20
	2.5
	2
	28+TT
	17.5-TT

	10
	26
	0
	4.5
	0
	21.5
	2
	2
	28+TT
	19.5-TT

	11
	26
	0
	4.5
	0
	21.5
	2
	2
	28+TT
	19.5-TT

	12
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	13
	26
	0
	0
	0
	26
	2
	2
	28+TT
	24-TT

	14
	26
	1
	0
	0
	25
	2
	2
	28+TT
	23-TT

	15
	26
	0
	6
	0
	20
	2.5
	2
	28+TT
	17.5-TT

	16
	26
	0
	6
	0
	20
	2.5
	2
	28+TT
	17.5-TT

	17
	26
	0
	5
	0
	21
	2
	2
	28+TT
	19-TT

	18
	26
	0
	5
	0
	21
	2
	2
	28+TT
	19-TT

	19
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	20
	26
	1
	0
	0
	25
	2
	2
	28+TT
	23-TT

	21
	26
	2
	0
	0
	24
	2
	2
	28+TT
	22-TT

	22
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	23
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	24
	26
	0
	5
	0
	21
	2
	2
	28+TT
	19-TT

	25
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	26
	26
	2.5
	0
	0
	23.5
	2
	2
	28+TT
	21.5-TT

	27
	26
	0
	8
	0
	18
	4
	2
	28+TT
	14-TT

	28
	26
	0
	8
	0
	18
	4
	2
	28+TT
	14-TT

	29
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	30
	26
	4.5
	0
	0
	21.5
	2
	2
	28+TT
	19.5-TT

	31
	26
	4.5
	0
	0
	21.5
	2
	2
	28+TT
	19.5-TT

	32
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	33
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	34
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	35
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	36
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	37
	26
	1.5
	0
	0
	24.5
	2
	2
	28+TT
	22.5-TT

	38
	26
	3
	0
	0
	23
	2
	2
	28+TT
	21-TT

	39
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	40
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	41
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	42
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	43
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	44
	26
	2.0
	0
	0
	24
	2
	2
	28+TT
	22-TT

	45
	26
	3.0
	0
	0
	23
	2
	2
	28+TT
	21-TT

	46
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	47
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	48
	26
	0
	6.5
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	49
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	50
	26
	3.5
	0
	0
	22.5
	2
	2
	28+TT
	20.5-TT

	51
	26
	0
	10
	0
	16
	5
	2
	28+TT
	11-TT

	52
	26
	0
	10
	0
	16
	5
	2
	28+TT
	11-TT

	53
	26
	0
	7.5
	0
	18.5
	4
	2
	28+TT
	14.5-TT

	54
	26
	6.5
	0
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	55
	26
	6.5
	0
	0
	19.5
	3.5
	2
	28+TT
	16-TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
For Band n41, refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the lower limit shall be decreased by 1.0 dB for CP-OFDM 256 QAM and decreased by 1.5 dB for other modulations.

NOTE 3:
TT=0.7 dB for BWchannel ≤ 40 MHz; TT=1.0 dB for 40 MHz < BWchannel ≤ 100 MHz.


Table 6.2.3.5-3: UE Power Class 3 test requirements (NS_04) for band n41 (Step 3) and UE Power Class 2 test requirements (NS_04) for band n41 (Step 4)
	Test ID
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (Note 2) (dBm)

	1
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	2
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	3
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	4
	23
	0
	3.5
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	5
	23
	0.5
	0
	0
	22.5
	2
	2
	25+TT
	20.5-TT

	6
	23
	0
	0
	0
	23
	2
	2
	25+TT
	21-TT

	7
	23
	0.5
	0
	0
	22.5
	2
	2
	25+TT
	20.5-TT

	8
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	9
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	10
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	11
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	12
	23
	1
	0
	0
	22
	2
	2
	25+TT
	20-TT

	13
	23
	0
	0
	0
	23
	2
	2
	25+TT
	21-TT

	14
	23
	1
	0
	0
	22
	2
	2
	25+TT
	10-TT

	15
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	16
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	17
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19
	23
	2
	0
	0
	21
	2
	2
	25+TT
	19-TT

	20
	23
	1
	0
	0
	22
	2
	2
	25+TT
	20-TT

	21
	23
	2
	0
	0
	21
	2
	2
	25+TT
	19-TT

	22
	23
	0
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	23
	23
	0
	4.5
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	24
	23
	0
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	25
	23
	2.5
	0
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	26
	23
	2.5
	0
	0
	20.5
	2.5
	2
	25+TT
	18-TT

	27
	23
	0
	6.0
	0
	17
	5
	2
	25+TT
	12+TT

	28
	23
	0
	6.0
	0
	17
	5
	2
	25+TT
	12-TT

	29
	23
	0
	4.5
	0
	18.5
	4
	2
	25+TT
	14.4-TT

	30
	23
	4.5
	0
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	31
	23
	4.5
	0
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	32
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	33
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	34
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	35
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	36
	23
	3
	0
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	37
	23
	1.5
	0
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	38
	23
	3
	0
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	39
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	40
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	41
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	42
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	43
	23
	3
	0
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	44
	23
	2
	0
	0
	21
	2
	2
	25+TT
	19-TT

	45
	23
	3
	0
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	46
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	47
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	48
	23
	0
	5.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	49
	23
	3.5
	0
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	50
	23
	3.5
	0
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	51
	23
	0
	8
	0
	15
	5
	2
	25+TT
	10-TT

	52
	23
	0
	8
	0
	15
	5
	2
	25+TT
	10-TT

	53
	23
	0
	6.5
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	54
	23
	6.5
	0
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	55
	23
	6.5
	0
	0
	16.5
	5
	2
	25+TT
	11.5-TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
For Band n41, refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the lower limit shall be decreased by 1.0 dB for CP-OFDM 256 QAM and decreased by 1.5 dB for other modulations.

NOTE 3:
TT=0.7 dB for BWchannel ≤ 40 MHz; TT=1.0 dB for 40 MHz < BWchannel ≤ 100 MHz.


Table 6.2.3.5-4: UE Power Class 3 test requirements (NS_03 and NS_03U) for band n25, n66 and n86

	Test ID
	Network signalling label
	PPowerClass (dBm)
	MPR (dB)
	A-MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,c (dBm)
	T(PCMAX_L,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	1, 2
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	3
	NS_03
	23
	0.5
	1.5
	0
	21.5
	2
	2
	25+TT
	19.5-TT

	
	NS_03U
	23
	0.5
	2
	0
	21
	2
	2
	25+TT
	19-TT

	4, 5
	NS_03, NS_03U
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	6
	NS_03, NS_03U
	23
	1
	1
	0
	21
	2
	2
	25+TT
	19-TT

	7, 8
	NS_03, NS_03U
	23
	2
	2.5
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	9
	NS_03, NS_03U
	23
	2
	2.5
	0
	20
	2.5
	2
	25+TT
	17.5-TT

	10, 11
	NS_03, NS_03U
	23
	2.5
	3
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	12
	NS_03, NS_03U
	23
	2.5
	3
	0
	19.5
	3.5
	2
	25+TT
	16-TT

	13, 14
	NS_03, NS_03U
	23
	4.5
	4.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	15
	NS_03, NS_03U
	23
	4.5
	4.5
	0
	17.5
	5
	2
	25+TT
	12.5-TT

	16, 17
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	18
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	19, 20
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	21
	NS_03, NS_03U
	23
	3
	4
	0
	19
	3.5
	2
	25+TT
	15.5-TT

	22, 23
	NS_03, NS_03U
	23
	3.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	24
	NS_03, NS_03U
	23
	3.5
	4
	0
	18.5
	4
	2
	25+TT
	14.5-TT

	25, 26
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	27
	NS_03, NS_03U
	23
	6.5
	6.5
	0
	15.5
	5
	2
	25+TT
	10.5-TT

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
TT for each frequency and channel bandwidth is specified in Table 6.2.3.5-0.


<< End of changes >>
