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6.2.2G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.2G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.2.2G.4.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.2G.4.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.2G.4.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.2.3G.1.1.4.1
Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.3G.1.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.3G.1.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10 MHz
	QPSK
	48@2

	10 MHz
	16QAM
	48@2

	20 MHz
	QPSK
	96@2

	20 MHz
	16QAM
	96@2
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6.2.3G.2.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.3G.2.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.3G.2.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10 MHz
	QPSK
	48@2

	10 MHz
	16QAM
	48@2

	20 MHz
	QPSK
	96@2

	20 MHz
	16QAM
	96@2
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6.2.4G.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.2G-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.4G.1.4.1-1 and 6.2.4G.1.4.1-2. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.2.4G.1.4.1-1: Test Configuration Table for Power Class 3

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC

	Test Frequencies
(as specified in TS 36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in TS 36.508 [7] subclause 4.3.1)
	Lowest

	Test Parameters for NS_33 A-MPR

	
	
	V2X Configuration to Transmit

	Configura-tion ID
	Ch BW
	Resource pool
	Mod'n
	PSSCH RB allocation
	PSSCH RBstart

	1
	10MHz
	adjacent
	QPSK 
	8
	2

	2
	10MHz
	
	QPSK
	8
	7

	3
	10MHz
	
	QPSK
	8
	12

	4
	10MHz
	
	QPSK
	8
	17

	5
	10MHz
	
	QPSK
	18
	2

	6
	10MHz
	
	QPSK
	18
	7

	7
	10MHz
	
	QPSK
	18
	12

	8
	10MHz
	
	QPSK
	18
	17

	9
	10MHz
	
	QPSK
	18
	22

	10
	10MHz
	
	QPSK
	18
	32

	11
	10MHz
	
	QPSK
	25
	2

	12
	10MHz
	
	QPSK
	25
	12

	13
	10MHz
	
	QPSK
	25
	17

	14
	10MHz
	
	QPSK
	25
	22

	15
	10MHz
	
	16QAM
	8
	2

	16
	10MHz
	
	16QAM
	8
	7

	17
	10MHz
	
	16QAM
	8
	12

	18
	10MHz
	
	16QAM
	8
	17

	19
	10MHz
	
	16QAM
	18
	2

	20
	10MHz
	
	16QAM
	18
	7

	21
	10MHz
	
	16QAM
	18
	12

	22
	10MHz
	
	16QAM
	18
	17

	23
	10MHz
	
	16QAM
	18
	22

	24
	10MHz
	
	16QAM
	18
	32

	25
	10MHz
	
	16QAM
	25
	2

	26
	10MHz
	
	16QAM
	25
	12

	27
	10MHz
	
	16QAM
	25
	17

	28
	10MHz
	
	16QAM
	25
	22

	29
	10MHz
	
	QPSK
	8
	2

	30
	10MHz
	
	QPSK
	18
	2

	31
	10MHz
	
	QPSK
	48
	2

	32
	10MHz
	
	16QAM
	8
	2

	33
	10MHz
	
	16QAM
	18
	2

	34
	10MHz
	
	16QAM
	48
	2

	35
	10MHz
	
	QPSK
	3
	2

	36
	10MHz
	
	QPSK
	8
	2

	37
	10MHz
	
	QPSK
	48
	2

	38
	10MHz
	
	16QAM
	3
	2

	39
	10MHz
	
	16QAM
	8
	2

	40
	10MHz
	
	16QAM
	48
	2

	41
	10MHz
	non- adjacent
	QPSK
	3
	5

	42
	10MHz
	
	QPSK
	45
	5

	43
	10MHz
	
	QPSK
	3
	5

	44
	10MHz
	
	QPSK
	40
	5

	45
	10MHz
	
	QPSK
	45
	5

	46
	10MHz
	
	QPSK
	16
	5

	47
	10MHz
	
	QPSK
	40
	5

	48
	10MHz
	
	QPSK
	45
	5

	Note 1:
Test Channel Bandwidths are checked separately for E-UTRA band, the applicable channel bandwidths are specified in Table 5.4.2.1-1.

Note 2:
The configuration ID will be used to map the applicable Test Configuration to be corresponding Test Requirement in subclause 6.2.4G as not all combinations are necessarily required based on the applicability of the UE.
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6.2.5G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.2.5G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.2.5G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.3.2G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.2G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.3.2G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.3.4G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in Table 6.3.4G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.3.4G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10 MHz
	QPSK
	48@2

	20 MHz
	QPSK
	96@2
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6.3.5G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in Table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.3.5G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.3.5G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.5.1G.1.4.1
Initial condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.1G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.5.1G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2
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6.5.2.1G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidth based on E-UTRAN operating bands specified in subclause 5.4.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2.1G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11. 

Table 6.5.2.1G.1.4.1-1: Test Configuration Table for PSSCH and PSCCH

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10 MHz
	QPSK
	48@2

	10 MHz
	16QAM
	48@2

	20 MHz
	QPSK
	96@2

	20 MHz
	16QAM
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.
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6.5.2.1G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6, 4.7.I and 4.10 with the following exceptions:

Table 6.5.2.1G.1.4.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	

	
	


Table 6.5.2.1G.1.4.3-2: maxTxPower configuration for PSSCH/PSCCH test point 2

	Derivation Path: 36.508 Table 4.6.3-20K

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	
	

	    maxTxPower-r12
	-30
	
	

	  }
	
	
	

	}
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6.5.2.2G.1.4.1

Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidth based on E-UTRAN operating bands specified in table 5.4.2G.1-2. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2.2G.1.4.1-1. The details of the reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11. 

Table 6.5.2.2G.1.4.1-1: Test Configuration Table for PSSCH and PSCCH

	Initial Conditions

	Test Environment as specified in

TS 36.508 [7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation (Note 1)

	10 MHz
	QPSK
	12

	20 MHz
	QPSK
	18

	Note 1:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.
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6.5.2.2G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6, 4.7.I and 4.10 with the following exceptions:

Table 6.5.2.2G.1.4.3-1: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	

	
	

	
	


Table 6.5.2.2G.1.4.3-2: maxTxPower configuration for test point 1

	Derivation Path: 36.508 Table 4.6.3-20K

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	
	

	    maxTxPower-r12
	5
	Test point 1 checks the requirement for Output power > 0dBm
	

	  }
	
	
	

	}
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6.5.2.3G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2.3G.1.4.1-1 and 6.5.2.3G.1.4.1-2. The details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.5.2.3G.1.4.1-1: Test Configuration Table for PSSCH and PSCCH

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid,  Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Mod'n
	PSSCH RB Allocation (Note 2)

	10MHz
	QPSK
	12

	20MHz
	QPSK
	18

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.

Note 2:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.
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6.5.2.3G.1.4.3
Message contents

SL-V2X-Preconfiguration is according to TS 36.508 [7] Table 4.10.1.1-1 with the exceptions specified in Table 6.5.2.3G.1.4.3-1, Table 6.5.2.3G.1.4.3-2 and Table 6.5.2.3G.1.4.3-3:
Table 6.5.2.3G.1.4.3-1: SL-V2X-PreconfigFreqInfo-r14-DEFAULT

	Derivation Path: 36.508 table 4.6.3-20K

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	    v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	      maxTxPower-r12
	5
	
	PSSCH+PSCCH TP1

	
	-25
	
	PSSCH+PSCCH TP2,

	      sl-bandwidth-r12
	n50
	10Mhz
	

	
	n100
	20Mhz
	

	      }
	
	
	

	    }
	
	
	

	    v2x-CommPreconfigSync-r14 SEQUENCE {
	
	SL-PreconfigSync-r12
	

	      syncOffsetIndicators-r14 SEQUENCE {
	
	
	

	        syncOffsetIndicator1-r14
	Not Present
	Double synchronization signal transmission
	

	      }
	
	
	

	    }
	
	
	

	    v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table
 Table 6.5.2.3G.1.4.3-2
	
	

	  }
	
	
	

	    v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table 6.5.2.3G.1.4.3-2
	
	

	    }
	
	
	

	}
	
	
	


Table 6.5.2.3G.1.4.3-2: SL-V2X-PreconfigCommPool-r14-DEFAULT

	Derivation Path: 36.508 clause Table 4.6.3-20J

	Information Element
	Value/remark
	Comment
	Condition

	SL-CommResroucePoolV2X-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sl-Subframe-r14 CHOICE {
	
	
	

	    bs20-r14
	11111111111111111111
	
	BITMAP_6

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  startRB-Subchannel-r14
	As required in the test configuration tables in subclause 6.5.2.3G.1.4.1
	The starting resource block shall be RB #0 and RB# (max+1 - RB allocation) of the channel bandwidth.
	

	  dataTxParameters-r14 SEQUENCE {
	
	
	

	    p0-r12
	31
	It’s set to the maximum value to disable its effect on transmission power.
	

	  }
	
	
	

	}
	
	
	


<Unchanged Text Skipped>

6.5.2.4G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.5.2.4G.1.4.1-1 the details of the sidelink reference measurement channels (RMCs) are specified in A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.5.2.4G.1.4.1-1: Test Configuration Table for PSSCH and PSCCH

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid,  Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Mod'n
	PSSCH RB Allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.


<Unchanged Text Skipped>

6.5.2.4G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause Table 6.8.2.1-1with the following exceptions:

Table 6.5.2.4G.1.4.3-1: SL-V2X-Preconfiguration-r14

	Derivation Path: 36.508 Table 4.10.1.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	One entry of v2x-PreconfigFreqInfo
	
	

	    SL-V2X-PreconfigFreqInfo-r14[1] ::= SEQUENCE {
	
	
	

	      v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	        maxTxPower-r12
	23
	
	Power class3

	
	26
	
	Power class2

	        sl-bandwidth-r12
	n50
	10Mhz
	

	
	n100
	20Mhz
	

	    }
	
	
	

	      v2x-CommPreconfigSync-r14 SEQUENCE {
	
	SL-PreconfigSync-r12
	

	        syncOffsetIndicators-r14 SEQUENCE {
	
	
	

	          syncOffsetIndicator1-r14
	Not Present
	Double synchronization signal transmission
	

	        }
	
	
	

	      }
	
	
	

	      v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	        SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table 6.5.2.4G.1.4.3-2
	
	

	      }
	
	
	

	      v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table 6.5.2.4G.1.4.3-2
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.5.2.4G.1.4.3-2: SL-V2X-PreconfigCommPool-r14-DEFAULT

	Derivation Path: 36.508 Table 4.6.3-20J

	Information Element
	Value/remark
	Comment
	Condition

	SL-CommResroucePoolV2X-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sl-Subframe-r14 CHOICE {
	
	
	

	    bs20-r14
	11111111111111111111
	
	BITMAP_6

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  dataTxParameters-r14 SEQUENCE {
	
	
	

	    p0-r12
	31
	It’s set to the maximum value to disable its effect on transmission power.
	

	  }
	
	
	

	}
	
	
	


<Unchanged Text Skipped>

6.6.1G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.1G.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.6.1G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	All

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

6.6.2.1G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.2.1G.1.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.6.2.1G.1.4.1-1: Test Configuration for V2X sidelink transmission

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid,  Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Trasmit

	Ch BW
	Mod'n
	PSSCH RB Allocation

	10MHz
	QPSK
	12 (Note 3)

	10MHz
	QPSK
	48@2

	10MHz
	16QAM
	12 (Note 3)

	10MHz
	16QAM
	48@2

	20MHz
	QPSK
	18 (Note 3)

	20MHz
	QPSK
	96@2

	20MHz
	16QAM
	18 (Note 3)

	20MHz
	16QAM
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.

Note 2:
The allowed MPR for maximum output power UE might apply is described in clause 36.101[2] subclause 6.2.3G.

Note 3:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.


<Unchanged Text Skipped>

6.6.2.1G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6 with following exceptions listed in the Table 6.6.2.1G.1.4.3-1 and Table 6.6.2.1G.1.4.3-2.

Table 6.6.2.1G.1.4.3-1: SL-V2X-Preconfiguration

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	
	
	

	    v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	      maxTxPower-r12
	23
	
	Power class3

	
	26
	
	Power class2

	      sl-bandwidth-r12
	n50
	10Mhz
	

	
	n100
	20Mhz
	

	      }
	
	
	

	    }
	
	
	

	    v2x-CommPreconfigSync-r14 SEQUENCE {
	
	SL-PreconfigSync-r12
	

	      syncOffsetIndicators-r14 SEQUENCE {
	
	
	

	        syncOffsetIndicator1-r14
	Not Present
	Double synchronization signal transmission
	

	      }
	
	
	

	    }
	
	
	

	    v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT with exception listed in Table 6.6.2.1G.1.4.3-2
	
	

	  }
	
	
	

	    v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT with exception listed in Table 6.6.2.1G.1.4.3-2
	
	

	    }
	
	
	

	    v2x-ResourceSelectionConfig
	SL-CommTxPoolSensingConfig-r14-DEFAULT with exception listed in Table 6.6.2.1G.1.4.3-3
	
	

	}
	
	
	


Table 6.6.2.1G.1.4.3-2: SL-V2X-PreconfigCommPool-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.8

	Information Element
	Value/remark
	Comment
	Condition

	SL-CommResroucePoolV2X-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sl-Subframe-r14 CHOICE {
	
	
	

	    bs20-r14
	11111111111111111111
	
	BITMAP_6

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  dataTxParameters-r14 SEQUENCE {
	
	
	

	    p0-r12
	31
	It’s set to the maximum value to disable its effect on transmission power.
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


<Unchanged Text Skipped>

6.6.2.3G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.2.3G.1.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.2.3G.1.4.1-1: Test Configuration for V2X sidelink transmission 

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuratin to Transmit

	Ch BW
	Mod'n
	PSSCH RB Allocation

	10MHz
	QPSK
	12 (Note 2)

	10MHz
	QPSK
	48@2

	10MHz
	16QAM
	12 (Note 2)

	10MHz
	16QAM
	48@2

	20MHz
	QPSK
	18 (Note 2)

	20MHz
	QPSK
	96@2

	20MHz
	16QAM
	18 (Note 2)

	20MHz
	16QAM
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in specified in subclause 5.4.2G.

Note 2:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.


<Unchanged Text Skipped>

6.6.3G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.3G.1.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.3G.1.4.1-1: Test Configuration for V2X sidelink transmission

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid,  Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Mod'n
	PSSCH RB Allocation

	10MHz
	QPSK
	3 (Note 2)

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	3 (Note 2)

	20MHz
	QPSK
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for each E-UTRA band, which applicable channel bandwidths are specified in Table 5.4.2.1-1.
Note 2:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.


<Unchanged Text Skipped>

6.6.3G.1.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6, with the following exception

Table 6.6.3G.1.4.3-1: SL-V2X-Preconfiguration-r14

	Derivation Path: 36.508 Table 4.10.1.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	One entry of v2x-PreconfigFreqInfo
	
	

	    SL-V2X-PreconfigFreqInfo-r14[1] ::= SEQUENCE {
	
	
	

	      v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	        maxTxPower-r12
	23
	
	Power class3

	
	26
	
	Power class2

	        sl-bandwidth-r12
	n50
	10Mhz
	

	
	n100
	20Mhz
	

	    }
	
	
	

	  v2x-CommPreconfigSync-r14 SEQUENCE {
	
	SL-PreconfigSync-r12
	

	    syncOffsetIndicators-r14 SEQUENCE {
	
	
	

	      syncOffsetIndicator1-r14
	Not Present
	Double synchronization signal transmission
	

	    }
	
	
	

	  }
	
	
	

	  v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table 6.6.3G.1.4.3-2
	
	

	  }
	
	
	

	    v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	      SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6 and exception listed in Table 6.6.3G.1.4.3-2
	
	

	    }
	
	
	

	}
	
	
	


Table 6.6.3G.1.4.3-2: SL-V2X-PreconfigCommPool-r14-DEFAULT

	Derivation Path: 36.508 Table 4.6.3-20J

	Information Element
	Value/remark
	Comment
	Condition

	SL-CommResroucePoolV2X-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  sl-Subframe-r14 CHOICE {
	
	
	

	    bs20-r14
	11111111111111111111
	
	BITMAP_6

	  }
	
	
	

	

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  dataTxParameters-r14 SEQUENCE {
	
	
	

	    p0-r12
	31
	It’s set to the maximum value to disable its effect on transmission power.
	

	  }
	
	
	

	}
	
	
	


<Unchanged Text Skipped>

6.6.3G.1_1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in sub-clause 5.2G. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.6.3G.1_1.4.1-1 the details of the V2X reference measurement channels (RMCs) are specified in sub-clause A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 6.6.3G.1_1.4.1-1: Test Configuration for V2X sidelink transmission

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies
(as specified in TS36.508 [7] subclause 4.3.1)
	Low range, Mid range, High range

	Test Channel Bandwidths
(as specified in subclause 5.4.2G)
	Lowest, Mid,  Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Tansmit

	Ch BW
	Mod'n
	PSSCH RB Allocation

	10MHz
	QPSK
	3 (Note 2)

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	3 (Note 2)

	20MHz
	QPSK
	96@2

	Note 1:
Test Channel Bandwidths are checked separately for operating bands for V2X sidelink communication specified in 5. 2G.
Note 2:
The test shall be performed with allocated sub-channel(s) at low and high end of the channel bandwidth respectively.
Note 3:
In case test frequency is operating on Band 47, NS_33 or NS_34 and no NS_XX indication shall be tested respectively.


<Unchanged Text Skipped>

6.7G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 6.7G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annexes A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 6.7G.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Transmit

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.3G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.3G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 7.3G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.4G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.4G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 7.4G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.5G.1.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 7.5G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.6.1G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.6.1G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.

Table 7.6.1 G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


	

	

	

	

	

	

	


	

	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	


<Unchanged Text Skipped>

7.6.2G.1.4
Test Description

7.6.2G.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.6.2G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.6.2G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.8.1G.1.4.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.8.1G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.8.1G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in

TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in

TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<Unchanged Text Skipped>

7.9G.1.4.1
Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands specified in table 5.4.2G.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.9G.1.4.1-1. The details of the V2X reference measurement channels (RMCs) are specified in Annex A.8.3 and the GNSS configuration in TS 36.508 [7] subclause 4.11.
Table 7.9G.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in
TS 36.508 [7] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in
TS 36.508 [7] subclause 4.3.1
	Lowest, Highest

	Test Parameters for Channel Bandwidths

	
	V2X Configuration to Receive

	Ch BW
	Modulation
	PSSCH RB allocation

	10MHz
	QPSK
	48@2

	20MHz
	QPSK
	96@2


<End of Changes >

