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< Unchanged sections omitted >
H.2.2
System information blocks message contents exceptions for NR inter frequency cell re-selection

SystemInformationBlockType2: for NR inter-frequency cell re-selection
Table H.2.2-1: SIB2: NR inter frequency cell re-selection

	Derivation Path: TS 38.508-1 [14], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    rangeToBestCell
	Not present
	
	

	  }
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	    s-NonIntraSearchP
	25
	50 is actual value in dB (25 * 2 dB)
	NR Cell 1

	
	Not present
	
	NR Cell 2

	    threshServingLowP
	22
	44 is actual value in dB (22 * 2 dB)
	NR Cell 1

	
	22
	44 is actual value in dB (22 * 2 dB)
	NR Cell 2

	    cellReselectionPriority
	4
	
	NR Cell 1

	
	5
	
	NR Cell 2

	  }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  }
	
	
	


	
	

	
	


SystemInformationBlockType4: for NR inter-frequency cell re-selection

For NR Cell 2

Table H.2.2-2: SIB4: NR inter frequency cell re-selection

	Derivation Path: TS 38.508-1 [14], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 Entry
	
	

	    dl-CarrierFreq[1]
	Downlink NR SSB ARFCN of NR Cell 2
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    deriveSSB-IndexFromCell[1]
	false
	
	Asynchronous cells

	
	true
	
	Synchronous cells

	    q-RxLevMin[1]
	-70
	-140 is actual value in dBm (-70 * 2 dBm)
	dBm/15kHz

	
	-69
	-137 is actual value in dBm (-69 * 2 +1 dBm)
	dBm/30kHz

	    threshX-HighP[1]
	24
	48 is actual value in dB (24 * 2 dB)
	

	    threshX-LowP[1]
	25
	50 is actual value in dB (25 * 2 dB)
	

	    cellReselectionPriority[1]
	5
	
	

	    q-OffsetFreq[1]
	dB0
	0 is actual value in dB (0 * 2 dB).
	

	  }
	
	
	

	}
	
	
	


SystemInformationBlockType1: for NR inter frequency cell re-selection

Table H.2.2-3: SIB1: NR inter frequency cell re-selection

	Derivation Path: TS 38.508-1 [14], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70
	-140 is actual value in dBm (-70 * 2 dBm)
	dBm/15kHz

	
	-69
	-137 is actual value in dBm (-69 * 2 +1 dBm)
	dBm/30kHz

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SSB.n FRm
	SSB pattern n in FRm according to TS 38.133 [6] A.3.10

	
	

	Synchronous cells
	SSB indices of neigibour cells can be derived from timing of serving cell

	Asynchronous cells
	SSB indices of neigibour cells can not be derived from timing of serving cell


< End of changes >

