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	Based on the definition of feature tag +g.3gpp.icsi-ref in 24.229, cl 7.9.2, Service Reference media feature-tag indicates the software applications supported by the agent. 
As per 24.229 cl L.3 having SIP Application usage, condition to indicate “Availability for calls” is based on the audio media type restriction.

24.229 cl 7.9.2 

Definition of media feature tag g.3gpp.icsi-ref

Media feature-tag name: g.3gpp.icsi-ref.

ASN.1 Identifier: 1.3.6.1.8.2.4

Summary of the media feature indicated by this tag: Each value of the Service Reference media feature-tag indicates the software applications supported by the agent. The values for this tag equal the IMS communication Service Identifier (ICSI) values supported by the agent.

24.229 cl L.3

Application usage of SIP

…

L.3.1.2 Availability for calls

…

A UE shall perform an initial registration as specified in subclause 5.1.1.2 using an EPS bearer context for SIP signalling (see annex L.2.2.1), if all the following conditions are met:

…

3)  if:

a)   the media type of item 2 is an "audio" media type

b)  the UE supports codecs suitable for (conversational) speech; and

c)   the "audio" media type is not restricted from inclusion in an SDP message according to the media type restriction policy as specified in subclause 6.1.1

      and one of the following is true:

…

So, when audio media feature tag is restricted due to media restriction policy, UE will not include +g.3gpp.icsi-ref feature tag. Furthermore it is not in the scope of the LTE test cases to test the IMS feature tags. So check of +g.3gpp.smsip can be skipped.
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<Start of modified section>
4.5A.3
Procedure for IMS signalling

The purpose of this procedure is to allow the successful completion of IMS signalling if it is initiated by the UE.

The UE may initiate IMS registration according TS 24.229 [40] clause 5.1. The procedure is applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

Table 4.5A.3-1: Procedure for IMS signalling in the U-plane

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1-9
	Void
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10a2b1 describe a transaction that depends on the UE capability
	
	

	10a1
	IF pc_IMS then the SS starts timer Timer_1 = 10 s (Note 1)
	-
	-

	-
	EXCEPTION: Steps 10a2a1 to 10a2b1 describe a transaction that depends on the UE implementation
	-
	-

	10a2a1-10a2a9
	Registration procedure according TS 34.229-1 [43] subclause C.2 (steps 3-11)

Note: SS cancels timer Timer_1 at step 10a2a1.
	-
	-

	10a2b1
	The SS waits for Timer_1 expiry
	-
	-

	Note 1:
Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of [10] sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from which the Procedure for IMS signalling U-plane is called, shall advance to the next specified step


4.5A.3.1
Specific message contents

REGISTER (Step 10a2a2)

Use the default message “REGISTER” in TS 34.229-1 [43] annex A.1.1 with conditions A1, A31 and (NOT A34, NOT A4, NOT A6).

REGISTER (Step 10a2a4)

Use the default message “REGISTER” in TS 34.229-1 [43] annex A.1.1 with conditions A2, A31 and (NOT A34, NOT A4, NOT A6).
[Section skipped here]

4.5A.30
Generic Test Procedure for IMS Re-registration in E-UTRAN

The purpose of this procedure is to allow the successful completion of IMS Re-registration if it is initiated by the UE when moving from HPLMN to VPLMN and vice versa on E-UTRAN.

4.5A.30.1
Initial conditions

System Simulator:

-
Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless otherwise specified in the test case.

User Equipment:

- 
The UE shall be in Registered, Idle Mode state (State 2).

4.5A.30.2
Definition of system information messages

The default system information messages are used.

4.5A.30.3
Procedure

Table 4.5A.30.3-1: Procedure for IMS Re-registration in E-UTRAN

	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 to

1a2a10/1a2b1 describe behaviour that depends on the UE capability
	-
	-

	1a1
	IF pc_IMS then the SS starts timer Timer_1 = 10s.
	-
	-

	-
	EXCEPTION: Steps 1a2a1 to 1a2b1 describe a behaviour that depends on the UE implementation
	-
	-

	1a2a1-1a2a7
	Steps 3 to 9 of the generic radio bearer

establishment procedure in TS 36.508

subclause 4.5.3.3 are executed.
	-
	-

	1a2a8-1a2a9
	The UE performs IMS re-registration using the

generic procedure defined in 34.229-1 [35]

Annex C.46.

Note: SS cancels timer Timer_1 at step 1a2a8.
	-
	-

	1a2a10
	The SS releases the RRC connection.
	-
	-

	1a2b1
	The SS waits for Timer_1 expiry
	-
	-


4.5A.30.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with exceptions below.

REGISTER (Step 1a2a8)

Use the default message “REGISTER” in TS 34.229-1 [43] annex A.1.1 with conditions A2, A31 and (NOT A34, NOT A4, NOT A6).

<End of modifed section>
