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-------- Start of changes --------

8.1.4.2.1
Inter-RAT handover from NR

8.1.4.2.1.1
Inter-RAT handover / From NR to E-UTRA / Success
8.1.4.2.1.1.1
Test Purpose (TP)
(1)

with { UE in NR RRC_CONNECTED state }
ensure that {
  when { UE receives a MobilityFromNRCommand message }

    then { UE transmits an RRCConnectionReconfigurationComplete message on the E-UTRA cell }
            }

8.1.4.2.1.1.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 38.331, clause 5.4.3.2, clause 5.4.3.3 and clause 5.4.3.4 and TS 36.331, clause 5.4.2.2 and clause 5.4.2.3.

...
NOTE 1:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends;

8.1.4.2.1.1.3
Test description
8.1.4.2.1.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1 and E-UTRA Cell 1.

-
System information Combination NR-6 as defined in TS 38.508 [4] clause 4.4.3.1 is used in NR cells.

UE:

-
None

Preamble:

-
If pc_IP_Ping is set to TRUE then, the UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.

-
Else, the UE is in 5GS state 3N-A and Test Loop Function (On) with UE test loop mode B on NR Cell 1 according to 38.508-1[4], clause 4.4A.2 Table 4.4A.2-3.


8.1.4.2.1.1.3.2
Test procedure sequence
Table 8.1.4.2.1.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a MobilityFromNRCommand message on NR Cell 1.
	<--
	MobilityFromNRCommand
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete message on E-UTRA Cell 1 using the security key derived from the new KeNB?
	-->
	RRCConnectionReconfigurationComplete
	1
	P

	3
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE REQUEST message.
	-->
	RRC: ULInformationTransfer

NAS: TRACKING AREA UPDATE REQUEST
	-
	-

	4
	The SS transmits a DLInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE ACCEPT message.
	<--
	RRC: DLInformationTransfer

NAS: TRACKING AREA UPDATE ACCEPT
	-
	-

	5
	The UE transmits an ULInformationTransfer message on the cell specified in the test case.

This message includes a TRACKING AREA UPDATE COMPLETE message.
	-->
	RRC: ULInformationTransfer

NAS: TRACKING AREA UPDATE COMPLETE
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1 indicate that the UE is capable of exchanging IP data on DRB#n associated with  the first EPS bearer?
	-
	-
	1
	P


8.1.4.2.1.1.3.3
Specific message contents
Table 8.1.4.2.1.1.3.3-1: MobilityFromNRCommand (step 1, Table 8.1.4.2.1.1.3.2-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromNRCommand::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    mobilityFromNRCommand ::= SEQUENCE {
	
	
	

	      targetRAT-Type
	eutra
	
	

	      targetRAT-MessageContainer
	DL-DCCH message containing RRCConnectionReconfiguration
	
	

	      nas-SecurityParamFromNR  
	8 LSB of the downlink NAS COUNT
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.4.2.1.1.3.3-2: RRCConnectionReconfiguration (Table 8.1.4.2.1.1.3.3-1)
	Derivation Path: 36.508-1, Table 4.6.1-8, condition HO-TO-EUTRA(1,0)


Table 8.1.4.2.1.1.3.3-3: MobilityControlInfo (Table 8.1.4.2.1.1.3.3-1)
	Derivation Path: 36.508 [7], Table 4.6.5-1, condition HO-TO-EUTRA

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of E-UTRA Cell 1
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for E-UTRA Cell 1
	
	

	  }
	
	
	

	  carrierFreq
	Not present
	
	Band > 64

	  carrierBandwidth SEQUENCE {
	
	
	

	    dl-Bandwidth
	Downlink system bandwidth under test.
	
	

	    ul-Bandwidth
	Uplink Bandwidth under test.
	
	FDD

	    ul-Bandwidth
	Not present
	
	TDD

	  }
	
	
	

	  carrierFreq-v9e0 SEQUENCE {
	
	
	Band > 64

	    dl-CarrierFreq-v9e0
	Same downlink EARFCN as used for E-UTRA Cell 1
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	Band > 64
	If band > 64 is selected


Table 8.1.4.2.1.1.3.3-4: SecurityConfigHO (Table 8.1.4.2.1.1.3.3-1)

	Derivation Path: 36.508-1, Table 4.6.4-1

	Information Element
	Value/remark
	Comment
	Condition

	SecurityConfigHO-v1530 ::= SEQUENCE {
	
	
	

	  handoverType-v1530 CHOICE {
	
	
	

	   fivegc-ToEPC-r15    SEQUENCE {
	
	
	

	      securityAlgorithmConfig-r15  SEQUENCE {
	
	
	

	        cipheringAlgorithm
	Set according to PIXIT parameter for default ciphering algorithm
	
	

	        integrityProtAlgorithm
	Set according to PIXIT parameter for default integrity protection algorithm
	
	

	      }
	
	
	

	     nextHopChainingCount-r15
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.4.2.1.1.3.3-5: RadioResourceConfigDedicated-HO-TO-EUTRA (Table 8.1.4.2.1.1.3.3-1)

	Derivation Path: 36.508-1, Table 4.6.3-18, condition HO-TO-EUTRA(1,0)

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.1.4.2.1.1.3.3-6: TRACKING AREA UPDATE REQUEST (step 3, Table 8.1.4.2.1.1.3.2-1)

	Derivation Path: 36.508-1 clause 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'000'B
	TA updating
	TA_only

	
	‘001’B
	Combined TA/LA updating
	combined_TA_LA_without_IMSI

	
	'010'B
	Combined TA/LA updating with IMSI attach
	combined_TA_LA

	NAS key set identifier
	
	
	

	   NAS Key Set Identifier
	The value of ngKSI assigned in preamble
	
	

	   Type of security context flag
	‘1’B
	Mapped security context
	

	Non-current native NAS key set identifier
	Not present or any allowed value
	
	

	Old GUTI
	Mapped 5G-GUTI
	
	

	GUTI type
	Native
	
	

	Additional GUTI
	Any value or not present
	
	

	UE status 
	UE is in 5GMM-REGISTERED state
	
	


	combined_TA_LA_without_IMSI
	The UE is configured to initiate combined attach

	Condition
	Explanation

	TA_only
	The UE is configured to initiate EPS attach

	combined_TA_LA
	The UE is configured to initiate combined EPS/IMSI attach


Table 8.1.4.2.1.1.3.3-7: Void

-------- End of changes --------
