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<Start of first modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.4
	RRC connection establishment / Extended and spare fields in SI
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3
	RRC Release
	
	
	

	8.1.1.3.1
	RRC connection release / Redirection to another NR frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.2
	RRC connection release / Redirection from NR to E-UTRAN
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.1.3.3
	RRC connection release / Success / With priority information
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.3.4
	RRC connection release / Success / With priority information / E-UTRA
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.1.3.5
	Void
	
	
	

	8.1.1.3.6
	Void
	
	
	

	8.1.1.4
	RRC Resume
	
	
	

	8.1.1.4.1
	RRC resume / Suspend-Resume / RNA update / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.4.2
	RRC resume / Suspend-Resume / RRC setup / T319 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.4.3
	Void
	
	
	

	8.1.2
	RRC reconfiguration
	
	
	

	8.1.2.1
	Radio bearer establishment / reconfiguration / release
	
	
	

	8.1.2.1.1
	RRC reconfiguration / DRB / SRB / Establishment / Modification / Release / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.2
	RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.2.1.3
	Void
	
	
	

	8.1.2.1.4
	RRC reconfiguration / Dedicated RLF timer
	Rel-15
	R
	UEs supporting 5GS

	8.1.2.1.5
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success
	
	
	

	8.1.2.1.5.1
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.2.1.5.2
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.2.1.5.3
	NR CA / RRC reconfiguration / SCell addition / modification / release / Success / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3
	Measurement configuration control and reporting
	
	
	

	8.1.3.1
	Intra NR measurements
	
	
	

	8.1.3.1.1
	Measurement configuration control and reporting / Intra NR measurements / Event A1 / Event A2
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.2
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.3
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.4
	Measurement configuration control and reporting / Event A3 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.5
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.6
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.7
	Measurement configuration control and reporting / Event A4 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.8
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Intra-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.9
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Inter-frequency measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.10
	Measurement configuration control and reporting / Event A5 / Measurement of Neighbor NR cell / Inter-band measurements
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.11
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	Rel-15
	C21
	UEs supporting 5GCore

	8.1.3.1.12
	Measurement configuration control and reporting / Intra NR measurements / Two simultaneous events A5 (intra and inter-frequency measurements) / SINR based measurements
	Rel-15
	C40
	UEs supporting 5G Core and SS-SINR measurements

	8.1.3.1.13
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based intra-frequency measurements / Measurement of Neighbor NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	8.1.3.1.14
	Void
	
	
	

	8.1.3.1.14A
	Measurement configuration control and reporting / SS/PBCH block based / CSI-RS based inter-frequency measurements / Measurement of Neighbor NR cell
	Rel-15
	C52
	UEs supporting 5G Core and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	8.1.3.1.15
	Void
	
	
	

	8.1.3.1.15A
	Measurement configuration control and reporting / Intra NR measurements / Blacklisting
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.16
	Measurement configuration control and reporting / Intra NR measurements / Whitelisting
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.1.17
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6
	
	
	

	8.1.3.1.17.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.17.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.17.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Event A6 / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.18
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting
	
	
	

	8.1.3.1.18.1
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.3.1.18.2
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.3.1.18.3
	NR CA / Measurement configuration control and reporting / Intra NR measurements / Additional measurement reporting / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.3.1.20
	Measurement configuration control and reporting / Measurement Gaps / gapFR1
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.21
	Measurement configuration control and reporting / Measurement Gaps / gapFR2
	Rel-15
	C49
	UE supporting 5G Core and two independent measurement gap configurations for FR1 and FR2

	8.1.3.1.23
	Measurement configuration control and reporting / Intra NR measurements / Continuation of the measurements after RRC Resume
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.3.2
	Inter-RAT measurements
	
	
	

	8.1.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.2
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.3
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / RSRQ based measurements
	Rel-15
	C31
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting

	8.1.3.2.4
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of E-UTRA cells / SINR based measurements
	Rel-15
	C50
	UEs supporting 5G Core and Inter-RAT E-UTRA measurements and Event B triggered reporting and SS-SINR measurements

	8.1.3.3
	Measurements for self-optimized networks
	
	
	

	8.1.3.3.1
	Measurement configuration control and reporting / CGI reporting of NR cell
	Rel-15
	C59
	UEs supporting 5G Core and Support acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when EN-DC is not configured.

	8.1.3.3.2
	Measurement configuration control and reporting / CGI reporting of E-UTRA cell
	Rel-15
	C60
	UEs supporting 5G Core and Support acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the EN-DC is not configured.

	8.1.4
	Handover
	
	
	

	8.1.4.1
	Intra NR handover
	
	
	

	8.1.4.1.1
	Void
	
	
	

	8.1.4.1.2
	Intra NR handover / Success /  Inter-frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.3
	Void
	
	
	

	8.1.4.1.4
	Void
	
	
	

	8.1.4.1.5
	Intra NR handover / Failure / Re-establishment successful
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.6
	Intra NR handover / Failure / Re-establishment failure
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.7
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release
	
	
	

	8.1.4.1.7.1
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.7.2
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.7.3
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.8
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change
	
	
	

	8.1.4.1.8.1
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.8.2
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.8.3
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.9
	NR CA / Intra NR handover / Failure / Re-establishment successful
	
	
	

	8.1.4.1.9.1
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.9.2
	NR CA / Intra NR handover / Failure / Re-establishment successful / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.9.3
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.2
	Inter-RAT handover
	
	
	

	8.1.4.2.1
	Inter-RAT handover NR to E-UTRA
	
	
	

	8.1.4.2.1.1
	Inter-RAT handover / From NR to E-UTRA / Success
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.4.2.1.2
	Inter-RAT handover / From NR to E-UTRA / Failure
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.4.2.2
	Inter-RAT handover to NR
	
	
	

	8.1.4.2.2.1
	Inter-RAT handover / From E-UTRA to NR / Success
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.4.2.2.2
	Inter-RAT handover / From E-UTRA to NR / Failure
	Rel-15
	C26
	UEs supporting 5GS and E-UTRA

	8.1.5
	RRC others
	
	
	

	8.1.5.1
	UE capability transfer
	
	
	

	8.1.5.1.1
	UE Capability transfer / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.2
	SI change / On-demand SIB
	
	
	

	8.1.5.2.1
	SI change / Notification of BCCH modification / Short message for SI update
	Rel-15
	R
	UEs supporting 5GS

	8.1.5.3
	PWS notification
	
	
	

	8.1.5.3.1
	PWS notification / PWS reception in NR RRC_IDLE state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.2
	PWS notification / PWS reception in NR RRC_INACTIVE state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.3
	PWS notification / PWS reception in NR RRC_CONNECTED state
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.3.4
	PWS notification / PWS reception using dedicatedSystemInformationDelivery
	Rel-15
	C35
	UEs supporting 5G Core and (ETWS reception or CMAS reception)

	8.1.5.4
	Counter check
	
	
	

	8.1.5.4.1
	Counter check / Reception of CounterCheck message by the UE
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.5
	Redirection to NR
	
	
	

	8.1.5.5.1
	Redirection to NR / From E-UTRA / Success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6
	Radio link failure
	
	
	

	8.1.5.6.1
	Radio link failure / RRC connection re-establishment success
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.2
	Void
	
	
	

	8.1.5.6.3
	Radio link failure / T311 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.5.6.4
	Void
	
	
	

	8.1.5.6.5
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on Pcell
	
	
	

	8.1.5.6.5.1
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.5.6.5.2
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.7
	Failure information
	
	
	

	8.1.5.7.1
	Failure information / RLC failure / MCG
	
	
	

	8.1.5.7.1.1
	Failure information / RLC failure / MCG / Intra-band Contiguous CA
	Rel-15
	C72
	UEs supporting 5G Core and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.7.1.2
	Failure information / RLC failure / MCG / Inter-band CA
	Rel-15
	C73
	UEs supporting 5G Core and inter-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.7.1.3
	Failure information / RLC failure / MCG / Intra-band non Contiguous CA
	Rel-15
	C74
	UEs supporting 5G Core and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.8
	Processing delay
	
	
	

	8.1.5.8.1
	Processing delay / RRC_Idle to RRC_Connected / RRC_Inactive to RRC_Connected / Success / Latency check
	Rel-15
	C21
	UEs supporting 5G Core


<End of first modified section>
