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<<< START OF CHANGES >>>

7.5B.4.1
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
MU is FFS in referred test case 7.5 in TS 38.521-2 [9].

-
Testability issue due to high PSD interferer has been identified.

7.5B.4.1.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2.

7.5B.4.1.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.5B.0.4.

No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.

7.5B.4.1.4
Test description

7.5B.4.1.4.1
Initial Condition

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies and channel bandwidths based on EN-DC operating bands specified in clause 5.2B.5.1, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-2 [9] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each inter-band EN-DC including FR2 configuration specified in clause 5.5B.5.1, and the configuration for NR carrier are shown in TS 38.521-2 [9] Table 7.5.4.1-1. 

For initial conditions as in clause 7.5.4.1 in TS 38.521-2 [9], the following steps are added to configure E-UTRA component:

2.1.
The parameter settings for E-UTRA cell are set up according to TS 36.508 [11] clause 4.4.3. The E-UTRA downlink signal level, uplink signal level are set according to Table 4.6-1 and propagation conditions are set according to Annex B.0 of TS 36.521-1 [10].

7.
On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.

Step 6 of initial conditions as in clause 7.5.4.1 in TS 38.521-2 [9] is replaced by: 

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [6] clause 4.5.

7.5B.4.1.4.2
Test Procedure

Same test procedure as specified in clause 7.5.4.2 in TS 38.521-2 [9] with the following exceptions for E-UTRA anchor

On the E-UTRA carrier, disable periodic and aperiodic CQI reports, disable SRS, set TimeAlignmentTimerDedicated IE to infinity and disable downlink and uplink scheduling, all as per Table 4.6-1 under clause 4.6.

7.5B.4.1.4.3
Message contents

Message contents are according to TS 38.508-1 [6] clause 4.6.1.

7.5B.4.1.5
Test requirement

Same test requirement as specified in TS 38.521-2 [9] Clause 7.5.5.

<<< Skip unchanged sections >>>
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	MU for NR CC downlink power same as clause 7.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.3_1.1 Adjacent Channel Selectivity for EN-DC within FR1 (3 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]
Uplink power measurement same as 6.2B.1.3.
	

	7.5B.4 Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)
	Same as clause 7.5 in TS 38.521-2 [9]
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	TBD
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	TBD
	

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	TBD
	

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.3 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.4.3_1.1 Narrow band blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.4.3_1.2 Narrow band blocking for EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.4.3_1.3 Narrow band blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.4.3_1.4 Narrow band blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.7 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.8.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.2.
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.3.
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	TBD
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.4
Spurious Emissions for inter-band EN-DC including FR2 (2 CCs)
	Same as clause 7.9 in TS 38.521-2 [9]
	


<<< Skip unchanged sections >>>
F.3.3
Measurement of receiver
Table F.3.3-1: Derivation of Test Requirements (Receiver tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as 7.3.2 in TS 38.521-1 [8]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as 7.4 in TS 38.521-1 [8]
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.3_1.1 Adjacent Channel Selectivity for EN-DC within FR1 (3 CCs)
	Same as 7.5 in TS 38.521-1 [8]
	

	7.5B.4 Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)
	Same as clause 7.5 in TS 38.521-2 [9]
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.2 in TS 38.521-1 [8]
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	Same as 7.6.2 in TS 38.521-2 [9]
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.3 in TS 38.521-1 [8]
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.6.4 in TS 38.521-1 [8]
	

	7.6B.4.3_1.1 Narrow band blocking for EN-DC within FR1 (3 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.2 Narrow band blocking for EN-DC within FR1 (4 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.3 Narrow band blocking for EN-DC within FR1 (5 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.6B.4.3_1.4 Narrow band blocking for EN-DC within FR1 (6 CCs)
	0 dB
	Wanted signal power + TT

T-put limit unchanged

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.7 in TS 38.521-1 [8]
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.8.2 in TS 38.521-1 [8]
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	TBD
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as 7.9 in TS 38.521-1 [8]
	

	7.9B.4
Spurious Emissions for inter-band EN-DC including FR2 (2 CCs)
	Same as 7.9 in TS 38.521-2 [9]
	


<<< END OF CHANGES >>>

