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<< Beginning of changes>>
Table 5.4.2.0-26: PDSCH-Config

	Derivation Path: Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPDSCH
	0
	
	

	  dmrs-DownlinkForPDSCH-MappingTypeA CHOICE {
	
	
	

	    Setup
	DMRS-DownlinkConfig
	
	

	  }
	
	
	

	  tci-StatesToAddModList SEQUENCE(SIZE (1.. maxNrofTCI-States)) OF {
	
	
	

	    TCI-State[1]
	TCI-StateId 0
	
	

	      qcl-type1 {
	QCL Type is Type1
	
	

	         Cell
	not present
	
	

	         Bwp-id 
	0
	BWP ID
	

	         referenceSignal
	Ssb : 0
	SSB # 0
	

	         Qcl-Type 
	Type C
	
	

	      }
	
	
	

	    TCI-State[2]
	TCI-StateId 1
	
	

	      qcl-type1 {
	QCL Type is Type1
	
	

	         Cell
	ServCellIndex
	
	

	         Bwp-id 
	0
	BWP ID
	

	         referenceSignal
	csi-rs : 0
	CSI-RS # 0
	

	         Qcl-Type 
	Type A
	
	

	      }
	
	
	

	  }
	
	
	

	  vrb-ToPRB-Interleaver
	Not present
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  rbg-Size
	config2
	The UE ignores this field if resourceAllocation is set to resourceAllocationType1 (see TS 38.214 [21], clause 5.1.2.2.1).
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	PRB Bundling size of 2
	

	    }
	
	
	

	  }
	
	
	

	  ZP-CSI-RS-ResourceToAddModList SEQUENCE {
	1 entry
	
	

	   ZP-CSI-RS-Resource
	ZP-CSI-RS-Resource
	
	

	}
	
	
	

	  p-ZP-CSI-RS-ResourceSet SEQUENCE {
	1 entry
	
	

	  p-ZP-CSI-RS-ResourceSet [1]
	p-ZP-CSI-RS-ResourceSet
	
	

	}
	
	
	

	}
	
	
	


<< End of changes>>
