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<< Unchanged sections omitted >>
6.2B.1.4.2
UE Maximum Output Power for Inter-Band EN-DC including FR2 - Spherical Coverage

Editor's note:
The following aspects are either missing or not yet determined:

-
Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.

6.2B.1.4.2.1
Test purpose

Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.2B.1.4_1.1
UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs)

6.2B.1.4_1.1.1
UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs) - EIRP and TRP

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.2A.1.1.1 in TS 38.521-2 [9] is incomplete.

-
Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.2B.1.4_1.1.1.1
Test purpose

Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).

<< Unchanged sections omitted >>
6.2B.1.4_1.1.2
UE Maximum Output Power for Inter-Band EN-DC including FR2 (3 CCs) - Spherical Coverage 

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test configuration table and Connection diagram in TS 38.521-2 are TBD

· The referred test case 6.2A.1.2.1 in TS 38.521-2 is incomplete.

6.2B.1.4_1.1.2.1
Test purpose

Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).

<< Unchanged sections omitted >>
6.2B.1.4_1.2
UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs)

6.2B.1.4_1.2.1
UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs) - EIRP and TRP

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.2A.1.1.2 in TS 38.521-2 [9] is incomplete.

6.2B.1.4_1.2.1.1
Test purpose

Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.2.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).

<< Unchanged sections omitted >>
6.2B.1.4_1.2.2
UE Maximum Output Power for Inter-Band EN-DC including FR2 (4 CCs) - Spherical Coverage

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test configuration table and Connection diagram in TS 38.521-2 are TBD

· The referred test case 6.2A.1.2.2 in TS 38.521-2 is incomplete.

6.2B.1.4_1.2.2.1
Test purpose

Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.2.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).

<< Unchanged sections omitted >>
6.2B.1.4_1.3
UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs)

6.2B.1.4_1.3.1
UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs) - EIRP and TRP

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.2A.1.1.3 in TS 38.521-2 [9] is incomplete.

6.2B.1.4_1.3.1.1
Test purpose

Same test purpose as in clause 6.2.1.1.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.3.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).
<< Unchanged sections omitted >>
6.2B.1.4_1.3.2
UE Maximum Output Power for Inter-Band EN-DC including FR2 (5 CCs) - Spherical Coverage

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test configuration table and Connection diagram in TS 38.521-2 are TBD

· The referred test case 6.2A.1.2.1, 6.2A.1.2.2 and 6.2A.1.2.3 in TS 38.521-2 is incomplete.

6.2B.1.4_1.3.2.1
Test purpose

Same test purpose as in clause 6.2.1.2.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4_1.3.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).

<< Unchanged sections omitted >>
6.2B.1.4D
UE Maximum Output Power for Inter-Band EN-DC including FR2 for UL-MIMO

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.2D.1 in TS 38.521-2 [9] is incomplete

6.2B.1.4D.1
Test purpose

Same test purpose as in clause 6.2D.1 in TS 38.521-2 [9] for the NR carrier.

6.2B.1.4D.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with UL-MIMO .

<< Unchanged sections omitted >>
6.3B.2.4_1
Transmit OFF Power for Inter-band EN-DC including FR2 (>2 CCs)

6.3B.2.4_1.1
Transmit OFF Power for Inter-band EN-DC including FR2 (3 CCs)

Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.3A.2.1 in TS 38.521-2 [9] is incomplete.
-
Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC
6.3B.2.4_1.1.1
Test purpose

Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.

6.3B.2.4_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).

<< Unchanged sections omitted >>
6.3B.2.4_1.2
Transmit OFF Power for Inter-band EN-DC including FR2 (4 CCs)

Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.3A.2.2 in TS 38.521-2 [9] is incomplete.

6.3B.2.4_1.2.1
Test purpose

Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.

6.3B.2.4_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).
<< Unchanged sections omitted >>
6.3B.2.4_1.3
Transmit OFF Power for Inter-band EN-DC including FR2 (5 CCs)

Editor's note: This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.3A.2.3 in TS 38.521-2 [9] is incomplete.

6.3B.2.4_1.3.1
Test purpose

Same test purpose as in clause 6.3.2.1 in TS 38.521-2 [9] for the NR carrier.

6.3B.2.4_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).
<< Unchanged sections omitted >>
6.4B.1.4_1
Frequency Error for Inter-band EN-DC including FR2 (>2 CCs)

Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC

6.4B.1.4_1.1
Frequency Error for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.4A.1.1 in TS 38.521-2 [9] is incomplete.

6.4B.1.4_1.1.1
Test purpose

Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.

6.4B.1.4_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).
<< Unchanged sections omitted >>
6.4B.1.4_1.2
Frequency Error for Inter-band EN-DC including FR2 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.4A.1.2 in TS 38.521-2 [9] is incomplete.

6.4B.1.4_1.2.1
Test purpose

Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.

6.4B.1.4_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).

<< Unchanged sections omitted >>
6.4B.1.4_1.3
Frequency Error for Inter-band EN-DC including FR2 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.4A.1.3 in TS 38.521-2 [9] is incomplete.

6.4B.1.4_1.3.1
Test purpose

Same test purpose as in clause 6.4.1.1 in TS 38.521-2 [9] for the NR carrier.

6.4B.1.4_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).
<< Unchanged sections omitted >>
6.4B.2.4
Transmit Modulation Quality for inter-band EN-DC including FR2

6.4B.2.4.1
Error Vector Magnitude for inter-band EN-DC including FR2

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.4.2.1 in TS 38.521-2 [9] is incomplete.

-
Measurement Uncertainty and Test Tolerance are FFS.

-
TS 38.101-2 [3] clause 6.3.4.3: Relative power tolerances are in square brackets.
6.4B.2.4.1.1
Test purpose

Same test purpose as in clause 6.4.2.1 in TS 38.521-2 [9] for the NR carrier.

6.4B.2.4.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.4B.2.4.2
Carrier Leakage for inter-band EN-DC including FR2

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.4.2.2 in TS 38.521-2 [9] is incomplete.

-
Measurement Uncertainty and Test Tolerance are FFS.

-
TS 38.101-2 [3] clause 6.3.4.3: Relative power tolerances are in square brackets.
6.4B.2.4.2.1
Test purpose

Same test purpose as in clause 6.4.2.2 in TS 38.521-2 [9] for the NR carrier.

6.4B.2.4.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.4B.2.4.3
In-band Emissions for inter-band EN-DC including FR2

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.4.2.3 in TS 38.521-2 [9] is incomplete.

-
Measurement Uncertainty and Test Tolerance are FFS.

-
38.101-2 [3] clause 6.3.4.3: Relative power tolerances are in square brackets.

6.4B.2.4.3.1
Test purpose

Same test purpose as in clause 6.4.2.3 in TS 38.521-2 [9] for the NR carrier.

6.4B.2.4.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.
<< Unchanged sections omitted >>
6.4B.2.4.4
EVM Equalizer Flatness for inter-band EN-DC including FR2

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.4.2.4 in TS 38.521-2 [9] is incomplete.

-
Measurement Uncertainty and Test Tolerance are FFS.

-
38.101-2 [3] clause 6.3.4.3: Relative power tolerances are in square brackets.

6.4B.2.4.4.1
Test purpose

Same test purpose as in clause 6.4.2.4 in TS 38.521-2 [9] for the NR carrier.

6.4B.2.4.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.5B.1.4
Occupied bandwidth for Inter-Band EN-DC including FR2 (2 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
The referred test case 6.5.1 in TS 38.521-2 [9] is incomplete

-
Measurement Uncertainty FFS.

6.5B.1.4.1
Test purpose

Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.1.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.5B.1.4_1
Occupied bandwidth for Inter-band EN-DC including FR2 (>2 CCs)

Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC

6.5B.1.4_1.1
Occupied bandwidth for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.1.1 in TS 38.521-2 [9] is incomplete.

6.5B.1.4_1.1.1
Test purpose

Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.1.4_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).

<< Unchanged sections omitted >>
6.5B.1.4_1.2
Occupied bandwidth for Inter-band EN-DC including FR2 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.1.2 in TS 38.521-2 [9] is incomplete.

6.5B.1.4_1.2.1
Test purpose

Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.1.4_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).

<< Unchanged sections omitted >>
6.5B.1.4_1.3
Occupied bandwidth for Inter-band EN-DC including FR2 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.1.1 in TS 38.521-2 [9] is incomplete.

6.5B.1.4_1.3.1
Test purpose

Same test purpose as in clause 6.5.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.1.4_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).
6.5B.1.4_1.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 

No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
<< Unchanged sections omitted >>
6.5B.2.4
Out-of-band emissions for Inter-band EN-DC including FR2

6.5B.2.4.1
Spectrum emissions mask for Inter-band EN-DC including FR2 (2 CCs)

6.5B.2.4.1.1
Test purpose

Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.5B.2.4.1_1
Spectrum emissions mask for Inter-band EN-DC including FR2 (>2 CCs)

Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test

6.5B.2.4.1_1.1
Spectrum emissions mask for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.1.1 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.1_1.1.1
Test purpose

Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.1_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).
<< Unchanged sections omitted >>
6.5B.2.4.1_1.2
Spectrum emissions mask for Inter-band EN-DC including FR2 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.1.2 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.1_1.2.1
Test purpose

Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.1_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).
<< Unchanged sections omitted >>
6.5B.2.4.1_1.3
Spectrum emissions mask for Inter-band EN-DC including FR2 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.1.3 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.1_1.3.1
Test purpose

Same test purpose as in clause 6.5.2.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.1_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).

<< Unchanged sections omitted >>
6.5B.2.4.3
Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (2 CCs)

Editor's note:
The following aspects are either missing or not yet determined:

-
The referred test case 6.5.2.3 in TS 38.521-2 [9] is incomplete for PC1, 2 and 4.

6.5B.2.4.3.1
Test purpose

Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

<< Unchanged sections omitted >>
6.5B.2.4.3_1
Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (>2 CCs)

Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test

6.5B.2.4.3_1.1
Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.2.1 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.3_1.1.1
Test purpose

Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.3_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).
<< Unchanged sections omitted >>
6.5B.2.4.3_1.2
Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.2.2 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.3_1.2.1
Test purpose

Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.3_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).

<< Unchanged sections omitted >>
6.5B.2.4.3_1.3
Adjacent channel leakage ratio for Inter-band EN-DC including FR2 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.2.2.3 in TS 38.521-2 [9] is incomplete.

6.5B.2.4.3_1.3.1
Test purpose

Same test purpose as in clause 6.5.2.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.2.4.3_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).

<< Unchanged sections omitted >>
6.5B.3.4.1
General Spurious Emissions for Inter-band including FR2 (2 CCs)

6.5B.3.4.1.1
Test purpose

Same test purpose as in clause 6.5.3.1.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.3.4.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 UL CCs.

6.5B.3.4.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.5.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.4.

<< Unchanged sections omitted >>
6.5B.3.4.1_1
Transmitter Spurious emissions for Inter-band EN-DC including FR2 (>2 CCs)

Editor's note: Test applicability, Test Description in below sub-clauses requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC

6.5B.3.4.1_1.1
Transmitter Spurious emissions for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.3.1.1 in TS 38.521-2 [9] is incomplete.

6.5B.3.4.1_1.1.1
Test purpose

Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.3.4.1_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 UL CCs (2NR UL CCs).

<< Unchanged sections omitted >>
6.5B.3.4.1_1.2
Transmitter Spurious emissions for Inter-band EN-DC including FR2 (4 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.3.1.2 in TS 38.521-2 [9] is incomplete.

6.5B.3.4.1_1.2.1
Test purpose

Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.3.4.1_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 UL CCs (3NR UL CCs).
<< Unchanged sections omitted >>
6.5B.3.4.1_1.3
Transmitter Spurious emissions for Inter-band EN-DC including FR2 (5 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test configuration table and Connection diagram in TS 38.521-2 [9] are TBD

-
The referred test case 6.5A.3.1.3 in TS 38.521-2 [9] is incomplete.

6.5B.3.4.1_1.3.1
Test purpose

Same test purpose as in clause 6.5.3.1 in TS 38.521-2 [9] for the NR carrier.

6.5B.3.4.1_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 UL CCs (4NR UL CCs).

<< Unchanged sections omitted >>
7.3B.2.4
Reference sensitivity for Inter-band EN-DC including FR2

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Working assumption: to avoid LTE CA testing in inter-band EN-DC including FR2 and only PCC band is configured.

7.3B.2.4.1
Test purpose

Same test purpose as in clause 7.3.2.1 in TS 38.521-2 [9] for the NR carrier.

7.3B.2.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.

<< Unchanged sections omitted >>
7.3B.2.4_1
Reference sensitivity for Inter-band EN-DC including FR2 (>2 CCs)

7.3B.2.4_1.1
Reference sensitivity for Inter-band EN-DC including FR2 (3 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
Test applicability, Test Description requires updates to clarify number of E-UTRA carriers that will be configured during the test that will be limited to only 1 E-UTRA CC7.3B.2.4_1.1.1
Test purpose

Same test purpose as in clause 7.3B.2.4.1.

7.3B.2.4_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 DL CCs (2NR DL CCs).

<< Unchanged sections omitted >>
7.3B.2.4_1.2
Reference sensitivity for Inter-band EN-DC including FR2 (4 CCs)

7.3B.2.4_1.2.1
Test purpose

Same test purpose as in clause 7.3B.2.4_1.1.1.

7.3B.2.4_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 DL CCs (3NR DL CCs).
<< Unchanged sections omitted >>
7.3B.2.4_1.3
Reference sensitivity for Inter-band EN-DC including FR2 (5 CCs)

7.3B.2.4_1.3.1
Test purpose

Same test purpose as in clause 7.3B.2.4_1.1.1.

7.3B.2.4_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 DL CCs (4NR DL CCs).
<< Unchanged sections omitted >>
7.3B.2.4_1.4
Reference sensitivity for Inter-band EN-DC including FR2 (6 CCs)

7.3B.2.4_1.4.1
Test purpose

Same test purpose as in clause 7.3B.2.4_1.1.1.

7.3B.2.4_1.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 6 DL CCs (5NR DL CCs).
<< Unchanged sections omitted >>
7.4B.4_1
Maximum Input Level for Inter-Band EN-DC including FR2 (>2 CCs)

7.4B.4_1.1
Maximum Input Level for Inter-Band EN-DC including FR2 (3 CCs)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· The referred test case 7.4A.1 in TS 38.521-2 is incomplete.

7.4B.4_1.1.1
Test purpose

Same test purpose as in clause 7.4 in TS 38.521-2 [9] for the NR carrier.

7.4B.4_1.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 DL CCs (2NR DL CCs)..

The minimum conformance requirements of NR FR2 carrier in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed. Thus the test case will not be tested as part of UE conformance testing.

NOTE: As a result TC 7.4B.4_1.1 has not been included in the test case applicability table 4.1.3-1, TS 38.522. This does not preclude the test from being used for R&D or other purposes if deemed useful to all types of NR UE release 15 and forward.

<< Unchanged sections omitted >>
7.4B.4_1.2
Maximum Input Level for Inter-Band EN-DC including FR2 (4 CCs)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· The referred test case 7.4A.1 and 7.4A.2 in TS 38.521-2 is incomplete.

7.4B.4_1.2.1
Test purpose

Same test purpose as in clause 7.4 in TS 38.521-2 [9] for the NR carrier.

7.4B.4_1.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 DL CCs (3NR DL CCs)..

The minimum conformance requirements of NR FR2 carrier in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed. Thus the test case will not be tested as part of UE conformance testing.

NOTE: As a result TC 7.4B.4_1.2 has not been included in the test case applicability table 4.1.3-1, TS 38.522. This does not preclude the test from being used for R&D or other purposes if deemed useful to all types of NR UE release 15 and forward.
<< Unchanged sections omitted >>
7.4B.4_1.3
Maximum Input Level for Inter-Band EN-DC including FR2 (5 CCs)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· The referred test case 7.4A.1, 7.4A.2 and 7.4A.3 in TS 38.521-2 is incomplete.

7.4B.4_1.3.1
Test purpose

Same test purpose as in clause 7.4 in TS 38.521-2 [9] for the NR carrier.

7.4B.4_1.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 DL CCs (4NR DL CCs)..

The minimum conformance requirements of NR FR2 carrier in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed. Thus the test case will not be tested as part of UE conformance testing.

NOTE: As a result TC 7.4B.4_1.3 has not been included in the test case applicability table 4.1.3-1, TS 38.522. This does not preclude the test from being used for R&D or other purposes if deemed useful to all types of NR UE release 15 and forward.
<< Unchanged sections omitted >>
7.4B.4_1.4
Maximum Input Level for Inter-Band EN-DC including FR2 (6 CCs)

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· The referred test case 7.4A.1, 7.4A.2, 7.4A.3 and 7.4A.4 in TS 38.521-2 is incomplete.

7.4B.4_1.4.1
Test purpose

Same test purpose as in clause 7.4 in TS 38.521-2 [9] for the NR carrier.

7.4B.4_1.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 6 DL CCs (5NR DL CCs)..

The minimum conformance requirements of NR FR2 carrier in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed. Thus the test case will not be tested as part of UE conformance testing.

NOTE: As a result TC 7.4B.4_1.4 has not been included in the test case applicability table 4.1.3-1, TS 38.522. This does not preclude the test from being used for R&D or other purposes if deemed useful to all types of NR UE release 15 and forward.

<< Unchanged sections omitted >>
7.4B.4D
Maximum Input Level for inter-band EN-DC including FR2 for UL-MIMO

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-

The referred test case 7.4D in TS 38.521-2 [9] is incomplete

7.4B.4D.1.1
Test purpose

Same test purpose as in clause 7.4D in TS 38.521-2 [9] for the NR carrier..

7.4B.4D.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with UL-MIMO.


7.4B.4D.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.4D in TS 38.521-2 [9] for the NR carrier. 

No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.

The normative reference for this measurement is TS 38.101-3 [4] clause 7.4B.4.

<< Unchanged sections omitted >>
7.5B.4.1
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (2CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
MU and TT are FFS.

-
Testability issue due to high PSD interferer has been identified.

7.5B.4.1.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.

<< Unchanged sections omitted >>
7.5B.4.2
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (3CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Working assumption: to avoid LTE CA testing in inter-band EN-DC including FR2 and only PCC band is configured.

-
MU and TT are FFS.

-
[Table 7.5A.4.1-1] in TS 38.521-2 [9] where the configuration for NR CA carriers are shown is FFS.

-
[clause 7.5A.4.1] in TS 38.521-2 [9] where the initial conditions for NR CA is FFS.

-
[clause 7.5A.4.2] in TS 38.521-2 [9] where the test procedure for NR CA is FFS.

-
[Clause 7.5A.5] in TS 38.521-2 [9] where the test requirements for NR CA is FFS.

-
[Clause 7.5A] in TS 38.521-2 [9] where the test description for NR CA is FFS.

-
How to choose the LTE anchor when LTE CA is implemented is FFS.

7.5B.4.2.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 3 DL CCs (2NR DL CCs).
<< Unchanged sections omitted >>
7.5B.4.3
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (4CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Working assumption: to avoid LTE CA testing in inter-band EN-DC including FR2 and only PCC band is configured.

-
MU and TT are FFS.

-
[Table 7.5A.4.1-1] in TS 38.521-2 [9] where the configuration for NR CA carriers are shown in FFS.

-
[clause 7.5A.4.1] in TS 38.521-2 [9] where the initial conditions for NR CA in FFS.

-
[clause 7.5A.4.2] in TS 38.521-2 [9] where the test procedure for NR CA in FFS.

-
[Clause 7.5A.5] in TS 38.521-2 [9] where the test requirements for NR CA in FFS.

-
[Clause 7.5A] in TS 38.521-2 [9] where the test description for NR CA is FFS.

-
How to choose the LTE anchor when LTE CA is implemented is FFS.

7.5B.4.3.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.3.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 4 DL CCs (3NR DL CCs).

<< Unchanged sections omitted >>
7.5B.4.4
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (5CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Working assumption: to avoid LTE CA testing in inter-band EN-DC including FR2 and only PCC band is configured.

-
MU and TT are FFS.

-
[Table 7.5A.4.1-1] in TS 38.521-2 [9] where the configuration for NR CA carriers are shown is FFS.

-
[clause 7.5A.4.1] in TS 38.521-2 [9] where the initial conditions for NR CA is FFS.

-
[clause 7.5A.4.2] in TS 38.521-2 [9] where the test procedure for NR CA is FFS.

-
[Clause 7.5A.5] in TS 38.521-2 [9] where the test requirements for NR CA is FFS.

-
[Clause 7.5A] in TS 38.521-2 [9] where the test description for NR CA is FFS.

-
How to choose the LTE anchor when LTE CA is implemented is FFS.

7.5B.4.4.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.4.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 5 DL CCs (4NR DL CCs).

<< Unchanged sections omitted >>
7.5B.4.5
Adjacent Channel Selectivity for inter-band EN-DC including FR2 (6CCs)

Editor's note:
This test case is not complete. Following aspects are either missing or not yet determined:

-
Working assumption: to avoid LTE CA testing in inter-band EN-DC including FR2 and only PCC band is configured.

-
MU and TT are FFS.

-
[Table 7.5A.4.1-1] in TS 38.521-2 [9] where the configuration for NR CA carriers are shown is FFS.

-
[clause 7.5A.4.1] in TS 38.521-2 [9] where the initial conditions for NR CA is FFS.

-
[clause 7.5A.4.2] in TS 38.521-2 [9] where the test procedure for NR CA is FFS.

-
[Clause 7.5A.5] in TS 38.521-2 [9] where the test requirements for NR CA is FFS.

-
[clause 5.2B.5.5] where EN-DC operating bands have been specified is FFS.

-
[Clause 7.5A] in TS 38.521-2 [9] where the test description for NR CA is FFS.

-
How to choose the LTE anchor when LTE CA is implemented is FFS.

7.5B.4.5.1
Test purpose

Same test purpose as in clause 7.5B.1.1.

7.5B.4.5.2
Test applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 6 DL CCs (5NR DL CCs).

<< Unchanged sections omitted >>
7.6B.2.4
Inband blocking for inter-band EN-DC including FR2 (2 CCs)

Editor's note:
This clause is incomplete. The following aspects are either missing or not yet determined:

-
MU is FFS.

7.6B.2.4.1
Test Purpose

Same test purpose as in clause 7.6.2.1 in TS 38.521-2 [9] for the NR carrier.

7.6B.2.4.2
Test Applicability

This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.

<< Unchanged sections omitted >>
7.9B.4
Spurious Emissions for inter-band EN-DC including FR2 (2 CCs)

Editor's note:
The following aspects are either missing or not yet determined:

-
The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257.
7.9B.4.1
Test purpose

Same test purpose as in clause 7.9.1 in TS 38.521-2 [9] for the NR carrier.

7.9B.4.2
Test applicability

This test applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC including FR2 with 2 DL CCs.

<< End of changes >>
