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	Reason for change:
	LTE B34 and B40 for UE category 1bis should to be supported and tested from Rel-13 in release independence manner.

	
	

	Summary of change:
	LTE B34 and B40 for UE category 1bis can been tested from Rel-13 in release independence manner.


	
	

	Consequences if not approved:
	LTE B34 and B40 for UE category 1bis can not be tested from Rel-13 in release independence manner.
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	Other comments:
	Referring to R4-2006750 and R4-2008426

	
	

	This CR's revision history:
	R1: fix the “Release” information
R2: Add 4.2 into the “Clause affected” in the coversheet. Add “4.2” Clause title and talbe title to indicate the changes are for the RRM test cases.


<<< START OF CHANGES >>>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.

<<< Unchanged Section Skipped >>>
	7.3EA
	Reference sensitivity level for UE category M1
	Rel-13
	C112a
	UE supporting E-UTRA and UE category M1
	D01
	FDD, HD-FDD, TDD
	

	7.3EB
	Reference sensitivity level for UE category 1bis
	Rel-13
	C112c
	UE supporting E-UTRA and UE category 1bis
	D01
	FDD, HD-FDD, TDD
	

	7.3EC
	Reference sensitivity level for UE category M2
	Rel-14
	C112d
	UE supporting E-UTRA and UE category M2
	D01
	FDD, HD-FDD, TDD
	


<<< Unchanged Section Skipped >>>
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<<< Unchanged Section Skipped >>>
	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	6.2.1_2
	E-UTRAN FDD - Contention Based Random Access Test for UE Category 1bis
	Rel-13
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	6.2.2_2
	E-UTRAN FDD - Non-Contention Based Random Access Test for UE Category 1bis
	Rel-13
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	6.2.3_2
	E-UTRAN TDD - Contention Based Random Access Test for UE Category 1bis
	Rel-13
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	6.2.4_2
	E-UTRAN TDD - Non-Contention Based Random Access Test for UE Category 1bis
	Rel-13
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	6.2.5
	E-UTRAN FDD - Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	2Rx, 4Rx


<<< Unchanged Section Skipped >>>
	6.3.1
	Redirection from E-UTRAN FDD to UTRAN FDD
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.1_2
	Redirection from E-UTRAN FDD to UTRAN FDD for UE Category 1bis
	Rel-13
	C04h
	UE supporting E-UTRA FDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.2
	Redirection from E-UTRAN TDD to UTRAN FDD
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.2_2
	Redirection from E-UTRAN TDD to UTRAN FDD for UE Category 1bis
	Rel-13
	C07d
	UE supporting E-UTRA TDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.3
	Redirection from E-UTRAN FDD to GERAN when System Information is provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	
	2Rx, 4Rx

	6.3.3_2
	Redirection from E-UTRAN FDD to GERAN when System Information is provided for UE Category 1bis
	Rel-13
	C27a
	UE supporting E-UTRA FDD and GERAN and UE Category 1bis
	
	
	

	6.3.4
	Redirection from E-UTRAN TDD to GERAN when System Information is provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	
	2Rx, 4Rx

	6.3.4_2
	Redirection from E-UTRAN TDD to GERAN when System Information is provided for UE Category 1bis
	Rel-13
	C28a
	UE supporting E-UTRA TDD and GERAN and UE Category 1bis
	
	
	

	6.3.5
	E-UTRA TDD RRC connection release redirection to UTRA TDD
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.5_2
	E-UTRA TDD RRC connection release redirection to UTRA TDD for UE Category 1bis
	Rel-13
	C26a
	UE supporting E-UTRA TDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.6
	E-UTRA FDD RRC connection release redirection to UTRA TDD
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.6_2
	E-UTRA FDD RRC connection release redirection to UTRA TDD for UE Category 1bis
	Rel-13
	C25a
	UE supporting E-UTRA FDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.7
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.7_2
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided for UE Category 1bis
	Rel-13
	C26a
	UE supporting E-UTRA TDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.8
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.8_2
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided for UE Category 1bis
	Rel-13
	C25a
	UE supporting E-UTRA FDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.9
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.9_2
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information for UE Category 1bis
	Rel-13
	C04h
	UE supporting E-UTRA FDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.10
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	
	2Rx, 4Rx

	6.3.10_2
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided for UE Category 1bis
	Rel-13
	C27a
	UE supporting E-UTRA FDD and GERAN and UE Category 1bis
	
	
	

	6.3.11
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	
	2Rx, 4Rx

	6.3.11_2
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided for UE Category 1bis
	Rel-13
	C28a
	UE supporting E-UTRA TDD and GERAN and UE Category 1bis
	
	
	

	6.3.12
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.12_2
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided for UE Category 1bis
	Rel-13
	C07d
	UE supporting E-UTRA TDD and UTRA FDD and UE Category 1bis
	
	
	


<< End of changes >>
