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	The PICS for intra-band EN-DC PC2 is missing in 38.508-2
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	Adding the missing PICS
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	This CR's revision history:
	1st revision:
Move EN-DC PC2 UE capabilities to A.4.3.2B.2.1 and A.4.3.2B.2.2


<Unchanged Text Skipped>

A.4.3.2B.2
EN-DC Physical Layer Baseline Implementation Capabilities

A.4.3.2B.2.1
Intra-band contiguous EN-DC in FR1

Table A.4.3.2B.2.1-1: Bandwidth Class Combination capabilities for Intra-band contiguous EN-DC configurations in FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.1-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL Intra-band contiguous EN-DC in FR1 BW Class Combination AA
	36.101, 5.6A.1

38.101-3, 5.3B.1.2
	

	2
	DL Intra-band contiguous EN-DC in FR1 BW Class Combination CA
	36.101, 5.6A.1
38.101-3, 5.3B.1.2
	

	3
	DL Intra-band contiguous EN-DC in FR1 BW Class Combination DA
	36.101, 5.6A.1
38.101-3, 5.3B.1.2
	


Table A.4.3.2B.2.1-2: Supported Intra-band contiguous EN-DC configurations in FR1

FFS
Table A.4.3.2B.2.1-3: Intra-band contiguous EN-DC PC2 UE RF Baseline Implementation Capabilities

	Item
	Intra-band contiguous EN-DC PC2 UE RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	LTE Frequency band: 2496-2690 MHz
NR Frequency band: 2496-2690 MHz
	38.101-3, 6.2B.1.1
	Rel-15
	pc_Band41_nrBand41_C_PC2_Supp
	DC_(n)41AA


A.4.3.2B.2.2
Intra-band non-contiguous EN-DC in FR1

Table A.4.3.2B.2.2-1: Bandwidth Class Combination capabilities for Intra-band non-contiguous EN-DC configurations in FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.2-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL Intra-band non-contiguous EN-DC in FR1 BW Class Combination A_A
	36.101, 5.6A.1

38.101-3, 5.3B.1.3
	

	2
	DL Intra-band non-contiguous EN-DC in FR1 BW Class Combination C_A
	36.101, 5.6A.1

38.101-3, 5.3B.1.3
	

	3
	DL Intra-band non-contiguous EN-DC in FR1 BW Class Combination D_A
	36.101, 5.6A.1

38.101-3, 5.3B.1.3
	


Table A.4.3.2B.2.2-2: Supported Intra-band non-contiguous EN-DC configurations in FR1

	EN-DC configuration / Item (Note 1)
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_41A_n41A
	Rel-15
	
	
	

	DC_41C_n41A
	Rel-15
	
	
	

	DC_41D_n41A
	Rel-15
	
	
	

	Note 1:
Notation used for intra-band non-contiguous EN-DC Bands is according to TS 38.101-3 [25] Table 5.3B.1.3-1, e.g. ‘DC_41A_n41A’ indicates non-contiguous EN-DC operation on E-UTRA band 41 with DL Bandwidth Class A and NR band n41 with DL CA Bandwidth Class A.


Table A.4.3.2B.2.2-3: Intra-band non-contiguous EN-DC PC2 UE RF Baseline Implementation Capabilities

	Item
	Intra-band non-contiguous EN-DC PC2 UE RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	LTE Frequency band: 2496-2690 MHz
NR Frequency band: 2496-2690 MHz
	38.101-3, 6.2B.1.2
	Rel-15
	pc_Band41_nrBand41_NC_PC2_Supp
	DC_41A_n41A
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