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<START OF CHANGES>

5.5.7
Default MCPTT group management messages and other information elements

5.5.7.1
MCPTT Group Configuration
The structure of a group configuration document is specified in TS 24.481 [11] clause 7, single MCPTT group configuration parameters are defined in TS 24.483 [13] clause 6.3. 

The structure of th configuration document is based on several XML schemas. To distinguish the schemas the prefixes of their corresponding name spaces are used in the the 'Information Element' column as according to table 7.2.2-2 of TS 24.481 [11].
Table 5.5.7.1-1: MCPTT Group Configuration Defaults

	Derivation Path: TS 24.481 [11] clause 7.2.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	list-service[1]
	
	Group 1
	
	

	  uri attribute
	px_MCPTT_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCPTT_Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCPTT_ID_User_A
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCPTT group member
	
TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	TS 24.483 [13] clause 6.2.13
	

	    entry[2]
	
	group member 2
	
	

	      uri attribute
	px_MCPTT_ID_User_B
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCPTT group member
	
TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	TS 24.483 [13] clause 6.2.13
	

	    entry[3]
	
	group member 3
	
	

	      uri attribute
	px_MCPTT_ID_User_C
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"1"
	Indicates the user priority of the MCPTT group member
	
TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCPTT_User_C_ParticipantType
	Participant type of the MCPTT group
	TS 24.483 [13] clause 6.2.13
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule1"
	
	
	

	      cp:actions
	
	
	
	

	        cp:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures
	
	

	        cp:allow-initiate-conference
	"true"
	
	
	

	        cp:join-handling
	"true"
	
	
	

	        cp:allow-MCPTT-emergency-call
	"true"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	TS 24.483 [13] clause 6.2.19
	

	        cp:allow-imminent-peril-call
	"true"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	TS 24.483 [13] clause 6.2.20
	

	        cp:allow-MCPTT-emergency-alert
	"true"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	TS 24.483 [13] clause 6.2.21
	

	        cp:on-network-allow-getting-affiliation-list
	"true"
	Indicates that the identity is allowed to get the list of MCPTT users affiliated to the MCPTT group in on-network MCPTT procedures
	
	

	        cp:on-network-allow-conference-state
	"true"
	indicates that the identity is allowed to subscribe to the conference event package of an MCPTT group session of the MCPTT group in on-network MCPTT procedures
	
	

	  mcpttgi:owner
	px_MCPTT_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:preferred-voice-encodings
	
	
	
	

	    mcpttgi:encoding
	
	
	
	

	      mcpttgi:name[1]
	px_MCPTT_Group_A_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]

TS 24.483 [13] clause 6.2.16
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:protect-media
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	TS 24.483 [13] clause 6.2.22
	

	  mcpttgi:protect-floor-control-signalling
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	TS 24.483 [13] clause 6.2.23
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:off-network-in-progress-emergency-state-cancellation-timeout
	"PT18H12M15S"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. "PT18H12M15S" corresponds to 65535 seconds what is maximum allowed value according to TS 24.483 [13]
	TS 24.483 [13] clause 6.2.31
	

	  mcpttgi:off-network-in-progress-imminent-peril-state-cancellation-timeout
	"PT18H12M15S"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. "PT18H12M15S" corresponds to 65535 seconds what is maximum allowed value according to TS 24.483 [13]
	TS 24.483 [13] clause 6.2.32
	

	  mcpttgi:off-network-hang-timer
	"PT5S"
	Indicates the group call hang timer. "PT5S" corresponds to 5 seconds
	TS 24.483 [13] clause 6.2.33
	

	  mcpttgi:off-network-maximum-duration
	"PT1M"
	Indicates the max duration of group calls. "PT1M" corresponds to 1 minute
	TS 24.483 [13] clause 6.2.34
	

	  mcpttgi:off-network-queue-usage
	"true"
	Indicates if queuing is enabled or not
	TS 24.483 [13] clause 6.2.34A
	

	  mcpttgi:off-network-ProSe-signalling-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.36
	

	  mcpttgi:off-network-ProSe-media-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.37
	

	  mcpttgi:off-network-ProSe-emergency-call-signalling-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.38
	

	  mcpttgi:off-network-ProSe-emergency-call-media-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.39
	

	  mcpttgi:off-network-ProSe-imminent-peril-call-signalling-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.40
	

	  mcpttgi:off-network-ProSe-imminent-peril-call-media-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.41
	

	
	
	
	
	

	
	
	
	
	

	list-service[2]
	
	Group 2
	
	

	  uri attribute
	px_MCPTT_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCPTT_Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCPTT_ID_User_A
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCPTT group member
	
TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	TS 24.483 [13] clause 6.2.13
	

	    entry[2]
	
	group member 2
	
	

	      uri attribute
	px_MCPTT_ID_User_B
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCPTT group member
	
TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	TS 24.483 [13] clause 6.2.13
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule2"
	
	
	

	      cp:actions
	
	
	
	

	        cp:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures
	
	

	        cp:allow-initiate-conference
	"true"
	
	
	

	        cp:join-handling
	"true"
	
	
	

	        cp:allow-MCPTT-emergency-call
	"false"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	TS 24.483 [13] clause 6.2.19
	

	        cp:allow-imminent-peril-call
	"false"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	TS 24.483 [13] clause 6.2.20
	

	        cp:allow-MCPTT-emergency-alert
	"false"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	TS 24.483 [13] clause 6.2.21
	

	        cp:on-network-allow-getting-affiliation-list
	"true"
	Indicates that the identity is allowed to get the list of MCPTT users affiliated to the MCPTT group in on-network MCPTT procedures
	
	

	        cp:on-network-allow-conference-state
	"true"
	indicates that the identity is allowed to subscribe to the conference event package of an MCPTT group session of the MCPTT group in on-network MCPTT procedures
	
	

	  mcpttgi:owner
	px_MCPTT_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:preferred-voice-encodings
	
	
	
	

	    mcpttgi:encoding-list
	
	
	
	

	      mcpttgi:name[1]
	px_MCPTT_Group_D_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]

TS 24.483 [13] clause 6.2.16
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:protect-media
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	TS 24.483 [13] clause 6.2.22
	

	  mcpttgi:protect-floor-control-signalling
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	TS 24.483 [13] clause 6.2.23
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	'123456'O
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:off-network-in-progress-emergency-state-cancellation-timeout
	"PT18H12M15S"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. "PT18H12M15S" corresponds to 65535 seconds what is maximum allowed value according to TS 24.483 [13]
	TS 24.483 [13] clause 6.2.31
	

	  mcpttgi:off-network-in-progress-imminent-peril-state-cancellation-timeout
	"PT18H12M15S"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. "PT18H12M15S" corresponds to 65535 seconds what is maximum allowed value according to TS 24.483 [13]
	TS 24.483 [13] clause 6.2.32
	

	  mcpttgi:off-network-hang-timer
	"PT5S"
	Indicates the group call hang timer. "PT5S" corresponds to 5 seconds
	TS 24.483 [13] clause 6.2.33
	

	  mcpttgi:off-network-maximum-duration
	"PT1M"
	Indicates the max duration of group calls. "PT1M" corresponds to 1 minute
	TS 24.483 [13] clause 6.2.34
	

	  mcpttgi:off-network-queue-usage
	"true"
	Indicates if queuing is enabled or not
	TS 24.483 [13] clause 6.2.34A
	

	  mcpttgi:off-network-ProSe-signalling-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.36
	

	  mcpttgi:off-network-ProSe-media-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.37
	

	  mcpttgi:off-network-ProSe-emergency-call-signalling-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.38
	

	  mcpttgi:off-network-ProSe-emergency-call-media-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.39
	

	  mcpttgi:off-network-ProSe-imminent-peril-call-signalling-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.40
	

	  mcpttgi:off-network-ProSe-imminent-peril-call-media-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.41
	


5.5.7.2
MCVideo Group Configuration

The structure of a group configuration document is specified in TS 24.481 [11] clause 7, single MCVideo group configuration parameters are defined in TS 24.483 [13] clause 6. 
Table 5.5.7.1-1: MCVideo Group Configuration Defaults
	Derivation Path: TS 24.481 [11] clause 7.2.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	list-service[1]
	
	Group 1
	
	

	  uri attribute
	px_MCVideo_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCVideo_Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCVideo_ID_User_A
	Indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCVideo group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCVideo_User_A_ParticipantType
	Participant type of the MCVideo group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcvideo-mcvideo-id
	
	
	
	

	        uri attribute
	px_MCVideo_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCVideo_ID_User_B
	Indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCVideo group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCVideo_User_B_ParticipantType
	Participant type of the MCVideo group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcvideo-mcvideo-id
	
	
	
	

	        uri attribute
	px_MCVideo_ID_User_B
	
	
	

	    entry[3]
	
	Group member 3
	
	

	      uri attribute
	px_MCVideo_ID_User_C
	Indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"1"
	Indicates the user priority of the MCVideo group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCVideo_User_C_ParticipantType
	Participant type of the MCVideo group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcvideo-mcvideo-id
	
	
	
	

	        uri attribute
	px_MCVideo_ID_User_C
	
	
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule1"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcvideo-allow-emergency-call
	"true"
	Indicates that the identity is allowed to request an MCVideo-emergency call on the MCVideo group.
	
	

	        mcpttgi:mcvideo-allow-emergency-alert
	"true"
	Indicates that the identity is allowed to request an MCVideo-emergency alert on the MCVideo group.
	
	

	        mcpttgi:mcvideo-allow-imminent-peril-call
	"true"
	Indicates that the identity is allowed to request an MCVideo imminent peril call on the MCVideo group.
	
	

	        mcpttgi:mcvideo-on-network-allow-conference-state
	"true"
	Indicates that the identity is allowed to subscribe to the conference event package of an MCVideo group session of the MCVideo group in on-network MCVideo procedures.
	
	

	        mcpttgi:mcvideo-on-network-allow-getting-affiliation-list
	"true"
	Indicates that the identity is allowed to get the list of MCVideo users affiliated to the MCVideo group in on-network MCVideo procedures.
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	String defining an enabler
	
	

	      oxe:group-media
	
	
	
	

	        oxe:mcvideo-video-media
	
	
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCVideo_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcvideo-on-network-invite-members
	"true"
	
	
	

	  mcpttgi:mcvideo-on-network-maximum-duration
	"1800"
	Indicates the max duration of MCVideo group calls.
	TS 24.483 [13] clause 6.2.56
	

	  mcpttgi:mcvideo-urgent-real-time-video-mode
	"true"
	Indicates that urgent real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-non-urgent-real-time-video-mode
	"true"
	indicates that non urgent real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-non-real-time-video-mode
	"true"
	indicates that non real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-active-real-time-video-mode
	"non-urgent-real-time"
	Indicates the the active real time video mode of the current group session
	
	

	  mcpttgi:mcvideo-maximum-simultaneous-mcvideo-transmitting-group-members
	"1"
	Indicates the allowed maximum number of simultaneous transmitting MCVideo Group Members.
	
	

	  mcpttgi:mcvideo-on-network-minimum-number-to-start
	"1"
	Indicates the minimum number of affiliated group members acknowledging before start of video transmission specified in 3GPP TS 23.281 [24] in on-network MCVideo procedures.
	
	

	  mcpttgi: mcvideo-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCVideo procedures. Higher value indicates higher priority. Absence of the <mcvideo-on-network-group-priority> element of the <list-service> element of the MCVideo group document indicates the lowest possible priority.
	
	

	  mcpttgi:mcvideo-off-network-arbitration-approach
	"self"
	This leaf node indicates the arbitration approach used for off-network video tranmissions on the group.
	TS 24.483 [13] clause 6.2.47
	

	  mcpttgi:mcvideo-off-network-maximum-simultaneous-transmissions
	"1"
	indicates maximum number of simultaneous transmissions for off-network MCVideo procedures.
	TS 24.483 [13] clause 6.2.48
	

	  mcpttgi:mcvideo-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.50
	

	  mcpttgi:mcvideo-off-network-ProSe-emergency-call-signalling-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo emerency group call signalling.
	TS 24.483 [13] clause 6.2.52
	

	  mcpttgi:mcvideo-off-network-ProSe-imminent-peril-call-signalling-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo imminent peril group call signalling.
	TS 24.483 [13] clause 6.2.54
	

	  mcpttgi:mcvideo-off-network-ProSe-media-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.51
	

	  mcpttgi:mcvideo-off-network-ProSe-emergency-call-media-PPPP
	"8"
	
	TS 24.483 [13] clause 6.2.53
	

	  mcpttgi:mcvideo-off-network-ProSe-imminent-peril-call-media-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo imminent peril group call media.
	TS 24.483 [13] clause 6.2.55
	

	  mcpttgi:cpttgipttqimcvideo-off-network-maximum-duration
	"60
	Indicates the maximum duration of group calls
	
	

	  mcpttgi:mcvideo-off-network-in-progress-emergency-state-cancellation-timeout
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency in off-network MCVideo procedures
	
	

	  mcpttgi:mcvideo-off-network-in-progress-imminent-peril-state-cancellation-timeout
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent-peril group call in off-network MCVideo procedures
	
	

	list-service[2]
	
	Group 2
	
	

	  uri attribute
	px_MCVideo_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCVideo_Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCVideo_ID_User_A
	Indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCVideo group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCVideo_User_A_ParticipantType
	Participant type of the MCVideo group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcvideo-mcvideo-id
	
	
	
	

	        uri attribute
	px_MCVideo_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCVideo_ID_User_B
	Indicates an MCVideo user identity (MCVideo ID) which is a globally unique identifier within the MCVideo service that represents the MCVideo user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCVideo group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCVideo_User_B_ParticipantType
	Participant type of the MCVideo group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcvideo-mcvideo-id
	
	
	
	

	        uri attribute
	px_MCVideo_ID_User_B
	
	
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule2"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcvideo-allow-emergency-call
	"false"
	Indicates that the identity is not allowed to request an MCVideo-emergency call on the MCVideo group.
	
	

	        mcpttgi:mcvideo-allow-emergency-alert
	"false"
	Indicates that the identity is not allowed to request an MCVideo-emergency alert on the MCVideo group.
	
	

	        mcpttgi:mcvideo-allow-imminent-peril-call
	"false"
	Indicates that the identity is not allowed to request an MCVideo imminent peril call on the MCVideo group.
	
	

	        mcpttgi:mcvideo-on-network-allow-conference-state
	"false"
	Indicates that the identity is not allowed to subscribe to the conference event package of an MCVideo group session of the MCVideo group in on-network MCVideo procedures.
	
	

	        mcpttgi:mcvideo-on-network-allow-getting-affiliation-list
	"false"
	Indicates that the identity is not allowed to get the list of MCVideo users affiliated to the MCVideo group in on-network MCVideo procedures.
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcvideo"
	String defining an enabler
	
	

	      oxe:group-media
	
	
	
	

	        oxe:mcvideo-video-media
	
	
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCVideo_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcvideo-on-network-invite-members
	"true"
	
	
	

	  mcpttgi:mcvideo-on-network-maximum-duration
	"1800"
	Indicates the max duration of MCVideo group calls.
	TS 24.483 [13] clause 6.2.56
	

	  mcpttgi:mcvideo-urgent-real-time-video-mode
	"true"
	Indicates that urgent real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-non-urgent-real-time-video-mode
	"true"
	indicates that non urgent real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-non-real-time-video-mode
	"true"
	indicates that non real-time video mode is allowed for the MCVideo group.
	
	

	  mcpttgi:mcvideo-active-real-time-video-mode
	"non-urgent-real-time"
	Indicates the the active real time video mode of the current group session
	
	

	  mcpttgi:mcvideo-maximum-simultaneous-mcvideo-transmitting-group-members
	"1"
	Indicates the allowed maximum number of simultaneous transmitting MCVideo Group Members.
	
	

	  mcpttgi:mcvideo-on-network-minimum-number-to-start
	"1"
	Indicates the minimum number of affiliated group members acknowledging before start of video transmission specified in 3GPP TS 23.281 [24] in on-network MCVideo procedures.
	
	

	  mcpttgi:mcpttgi: mcvideo-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCVideo procedures. Higher value indicates higher priority. Absence of the <mcvideo-on-network-group-priority> element of the <list-service> element of the MCVideo group document indicates the lowest possible priority.
	
	

	  mcpttgi:mcvideo-off-network-arbitration-approach
	"self"
	This leaf node indicates the arbitration approach used for off-network video tranmissions on the group.
	TS 24.483 [13] clause 6.2.47
	

	  mcpttgi:mcvideo-off-network-maximum-simultaneous-transmissions
	"1"
	indicates maximum number of simultaneous transmissions for off-network MCVideo procedures.
	TS 24.483 [13] clause 6.2.48
	

	  mcpttgi:mcvideo-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.50
	

	  mcpttgi:mcvideo-off-network-ProSe-emergency-call-signalling-PPPP
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo emerency group call signalling.
	TS 24.483 [13] clause 6.2.52
	

	  mcpttgi:mcvideo-off-network-ProSe-imminent-peril-call-signalling-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo imminent peril group call signalling.
	TS 24.483 [13] clause 6.2.54
	

	  mcpttgi:mcvideo-off-network-ProSe-media-PPPP
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	TS 24.483 [13] clause 6.2.51
	

	  mcpttgi:mcvideo-off-network-ProSe-emergency-call-media-PPPP
	"8"
	
	TS 24.483 [13] clause 6.2.53
	

	  mcpttgi:mcvideo-off-network-ProSe-imminent-peril-call-media-PPPP
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value (as specified in 3GPP TS 23.303 [6]) for the MCVideo imminent peril group call media.
	TS 24.483 [13] clause 6.2.55
	

	  mcpttgi:mcvideo-off-network-maximum-duration
	"60
	Indicates the maximum duration of group calls
	
	

	  mcpttgi:mcvideo-off-network-in-progress-emergency-state-cancellation-timeout
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency in off-network MCVideo procedures
	
	

	  mcpttgi:mcvideo-off-network-in-progress-imminent-peril-state-cancellation-timeout
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent-peril group call in off-network MCVideo procedures
	
	


5.5.7.3
MCDATA Group Configuration

The structure of a group configuration document is specified in TS 24.481 [11] clause 7.

Single MCDATA group configuration parameters are defined in TS 24.483 [13] clause 6.3.

Table 5.5.7.3-1: MCDATA Group Configuration Defaults

	Derivation Path: TS 24.481 [11] clause 7.2.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	list-service[1]
	
	Group 1
	
	

	  uri attribute
	px_MCDATA_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCData _Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCData_ID_User_A
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_A_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCData_ID_User_B
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_B_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_B
	
	TS 24.483 [13] clause 6.2.11
	

	    entry[3]
	
	Group member 3
	
	

	      uri attribute
	px_MCData_ID_User_C
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"1"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_C_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_C
	
	TS 24.483 [13] clause 6.2.11
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule1"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcdata-on-network-allow-getting-affiliation-list
	"true"
	Indicates that the identity is allowed to get the list of MCData users affiliated to the MCData group in on-network MCData procedures
	
	

	        mcpttgi:mcdata-allow-transmit-data-in-this-group
	"true"
	Indicates that the identity is allowed to transmit data in this group
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	String defining an enabler
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCData_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcpttgi:mcdata-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCData procedures. Higher value indicates higher priority
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-SDS
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network SDS communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-FD
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network FD communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-auto-recv
	"2000"
	Indicates the maximum size of data (in bytes) which the MCData server always requests the terminating MCData client to automatically download for on-network FD communications using HTTP
	
	

	  mcpttgi:mcdata-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying signalling for a call on the MCData group in off-network MCData procedures
	
	

	  mcpttgi:mcdata-off-network-ProSe-media-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying media for a call on the MCData group in off-network MCData procedures
	
	

	list-service[2]
	
	Group 2
	
	

	  uri attribute
	px_MCDATA_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.7
	

	  display-name
	px_MCData _Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	TS 24.483 [13] clause 6.2.8
	

	  list
	
	
	
	

	    entry[1]
	
	group member 1
	
	

	      uri attribute
	px_MCData_ID_User_A
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"3"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_A_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_A
	
	
	

	    entry[2]
	
	Group member 2
	
	

	      uri attribute
	px_MCData_ID_User_B
	Indicates an MCData user identity (MCData ID) which is a globally unique identifier within the MCData service that represents the MCData user
	TS 24.483 [13] clause 6.2.11
	

	      display-name
	Not present
	
	
	

	      mcpttgi:user-priority
	"2"
	Indicates the user priority of the MCData group member
	TS 24.483 [13] clause 6.2.12
	

	      mcpttgi:participant-type
	px_MCData _User_B_ParticipantType
	Participant type of the MCData group
	TS 24.483 [13] clause 6.2.13
	

	      rl:mcdata-mcdata-id
	
	
	
	

	        uri attribute
	px_MCData_ID_User_B
	
	TS 24.483 [13] clause 6.2.11
	

	  cp:ruleset
	
	
	
	

	    cp:rule
	
	
	
	

	      cp:id attribute
	"rule2"
	
	
	

	      cp:actions
	
	
	
	

	        mcpttgi:on-network-allow-getting-member-list
	"true"
	Indicates that the identity is allowed to get the MCS group member list of the MCS group in on-network procedures.
	
	

	        mcpttgi:mcdata-on-network-allow-getting-affiliation-list
	"false"
	Indicates that the identity is allowed to get the list of MCData users affiliated to the MCData group in on-network MCData procedures
	
	

	        mcpttgi:mcdata-allow-transmit-data-in-this-group
	"true"
	Indicates that the identity is allowed to transmit data in this group
	
	

	  oxe:supported-services
	
	
	
	

	    oxe:service
	
	
	
	

	      oxe:enabler
	"urn:urn-7:3gpp-service.ims.icsi.mcdata.sds"
	String defining an enabler
	
	

	  mcpttgi:off-network-ProSe-layer-2-group-id
	px_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.27
	

	  mcpttgi:off-network-IP-multicast-address
	"0.0.0.0"
	Indicates the ProSe group IP multicast address;the IP version is implicitly given by the notation of the IP address
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.28
	

	  mcpttgi:off-network-ProSe-relay-service-code
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]

TS 24.483 [13] clause 6.2.29
	

	  mcpttgi:owner
	px_MCVideo_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	TS 24.483 [13] clause 6.2.15
	

	  mcpttgi:level-within-group-hierarchy
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	TS 24.483 [13] clause 6.2.17
	

	  mcpttgi:level-within-user-hierarchy
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	TS 24.483 [13] clause 6.2.18
	

	  mcpttgi:mcdata-on-network-group-priority
	"1"
	Indicates the priority level of the group in on-network MCData procedures. Higher value indicates higher priority
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-SDS
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network SDS communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-for-FD
	"10000"
	Indicates the maximum size of data (in bytes) that the originating MCData client is allowed to send to the MCData server for on-network FD communications
	
	

	  mcpttgi:mcdata-on-network-max-data-size-auto-recv
	"2000"
	Indicates the maximum size of data (in bytes) which the MCData server always requests the terminating MCData client to automatically download for on-network FD communications using HTTP
	
	

	  mcpttgi:mcdata-off-network-ProSe-signalling-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying signalling for a call on the MCData group in off-network MCData procedures
	
	

	  mcpttgi:mcdata-off-network-ProSe-media-PPPP
	"1"
	Indicates the ProSe Per-Packet Priority value to be used when transmitting IP packets carrying media for a call on the MCData group in off-network MCData procedures
	
	


<END OF CHANGES>

