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<Start of first modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
<Skip unmodified rows>
	6.2
	Multi-mode environment (NG-RAN, E-UTRAN)
	
	
	

	6.2.1
	Inter-RAT PLMN Selection
	
	
	

	6.2.1.1
	Inter-RAT PLMN Selection / Selection of correct RAT for OPLMN / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.2
	Inter-RAT PLMN Selection / Selection of correct RAT for UPLMN / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.3
	Inter-RAT PLMN Selection / Selection of correct PLMN and RAT in shared network environment / Automatic mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.4
	Inter-RAT PLMN Selection / Selection of correct RAT from the OPLMN list / Manual mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.1.5
	Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.2
	Inter-RAT Cell Selection
	
	
	

	6.2.2.1
	Inter-RAT cell selection / From NR RRC_IDLE to EUTRA_Idle / Serving cell becomes non-suitable
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.2.2
	Inter-RAT cell selection / From E-UTRA_Idle to NR RRC_IDLE / Serving cell becomes non-suitable
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3
	Inter-RAT Cell Reselection
	
	
	

	6.2.3.1
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE (lower priority & higher priority, Srxlev based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.2
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE (lower priority & higher priority, Squal based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.3
	Inter-RAT cell reselection / From NR RRC_Idle to E-UTRA_IDLE (lower priority & higher priority , Srxlev based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.4
	Inter-RAT cell reselection / From NR RRC_Idle to E-UTRA_IDLE (lower priority & higher priority, Squal based)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.5
	Inter-RAT cell reselection/From NR RRC_IDLE to E-UTRA_Idle according to RAT priority provided by dedicated signalling (RRCRelease)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.6
	Inter-RAT cell reselection / From E-UTRA_Idle to NR RRC_IDLE according to RAT priority provided by dedicated signalling (RRConnRelease)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.7
	Inter-RAT cell reselection/From NR RRC_IDLE to E-UTRA RRC_IDLE, Snonintrasearch
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.8
	Inter-RAT cell reselection/From E-UTRA RRC_IDLE to NR RRC_Idle, Snonintrasearch
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.9
	Speed Dependent Cell Reselection (NR RRC_IDLE to E-UTRA RRC_IDLE)
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	6.2.3.10
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to NR RRC_IDLE / SIB24 in schedulingInfoListExt-r12
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA


<End of first modified section>
