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<Start of first modified section>
4.5.1
General

The generic procedures are used by test cases to get UE under test into SWITCHED_OFF, RRC_IDLE/Ipsec SA not established, RRC_INACTIVE or RRC_CONNECTED/Ipsec SA established state.

A test case controls the SS by specifying the required RRC state and a set of generic procedure parameters applicable for the intended testing.

The connectivity EN-DC is MR-DC via E-UTRA-NR Dual Connectivity. This is a UE connected to the EPC. The connectivity E-UTRA/5GC, NR, NGEN-DC, NE-DC and NR-DC are all a UE connected to the 5GC.

The connectivity E-UTRA/EPC is E-UTRA connected to the EPC as specified in the present document.

Table 4.5.1-1: Generic procedure parameters

	Parameter
	Values
	Description
	Parameter condition



	Connectivity
	E-UTRA/5GC
	E-UTRA connected to 5GC
	Mandatory

	
	NR
	NR connected to 5GC
	

	
	EN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to EPC
	

	
	NGEN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to 5GC
	

	
	NE-DC
	NR E-UTRA Dual Connectivity
	

	
	NR-DC
	NR-NR Dual Connectivity
	

	
	WLAN
	Un trusted non 3GPP access over WLAN
	

	
	E-UTRA/EPC
	E-UTRA connected to EPC
	

	Bearers
	MCG(s) and SCG
	MCG and SCG
	Mandatory when Connectivity is set to EN-DC, NGEN-DC and NE-DC and when the generic procedures are used by test cases to get UE under test into RRC_CONNECTED state.

s=1 if MULTI_PDN= FALSE and s=2 if MULTI_PDN=TRUE. N/A otherwise.

	
	MCG(s) and split
	MCG and split
	

	
	MCG(s) only
	MCG only
	

	Split
	NR split
	MCG and split
	Optional when Connectivity is set to NR-DC.

N/A otherwise.

	Test Mode
	On
	UE test mode active as specified in TS 38.509 [11], clause 5.2.2.
	Optional

	Test Loop Function
	On
	UE test mode active with one of the UE test loop modes activated as specified in TS 38.509 [11], clauses 5.2.2 and 5.3.2.
	Optional

	Connected without release
	On
	Enter RRC_Connected with Ipsec_SA_Established and without any release.
	Optional

N/A for NR-DC.

	Interworking without N26 interface supported
	On
	The NWK sets the REGISTRATION ACCEPT message, IE 5GS network feature support, IWK N26 (octet 3, bit 7) = 1
	Optional,

Depends on test case scenario. Default message content for REGISTRATION ACCEPT is set to Interworking without N26 interface NOT supported


Editor’s Note: The following values are not available to use in the current version of this specification because details are still FFS: Connectivity (E-UTRA/5GC, NGEN-DC and NE-DC).
<End of modified section>
