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4.6.3
Radio resource control information elements
< Unchanged sections omitted >
–
CSI-SSB-ResourceSetId
Table 4.6.3-48: CSI-SSB-ResourceId
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-SSB-ResourceSetId
	FFS
	
	


–
DCP-Config-r16
Table 4.6.3-48A: DCP-Config-r16
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DCP-Config-r16 ::= SEQUENCE {
	
	
	

	  ps-RNTI-r16
	RNTI-Value
	
	

	  ps-Offset-r16
	120
	
	

	  sizeDCI-2-6-r16
	6
	
	

	  ps-PositionDCI-2-6-r16
	0
	
	

	  ps-WakeUp-r16
	Not present
	
	

	  ps-TransmitPeriodicL1-RSRP-r16
	Not present
	
	

	  ps-TransmitOtherPeriodicCSI-r16
	Not present
	
	

	}
	
	
	


< Unchanged sections omitted >
–
PhysicalCellGroupConfig
Table 4.6.3-106: PhysicalCellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalCellGroupConfig ::= SEQUENCE {
	
	
	

	  harq-ACK-SpatialBundlingPUCCH
	Not present
	
	

	  harq-ACK-SpatialBundlingPUSCH
	Not present
	
	

	  p-NR-FR1
	P-Max
	
	

	  pdsch-HARQ-ACK-Codebook
	dynamic
	
	

	  tpc-SRS-RNTI
	Not present
	
	

	  tpc-PUCCH-RNTI
	Not present
	
	

	  tpc-PUSCH-RNTI
	Not present
	
	

	  sp-CSI-RNTI
	Not present
	
	

	  cs-RNTI
	Not present
	
	

	  dcp-Config-r16
	Not present
	
	

	  dcp-Config-r16 CHOICE {
	
	
	DCP

	    setup
	DCP-Config-r16
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	DCP
	This condition applies when DCP is configured


