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<Start of modified section>
9.1.5.1.2.3.1	Pre-test conditions
System Simulator:
-	NGC Cell A and NGC Cell E and NGC Cell F are configured according to Table 6.3.2.2-1 and Table 6.3.2.2-3 in TS 38.508-1 [4].
-	NGC Cell F is configured with NR frequency NRf3.
-	System information combination NR-4 as defined in TS 38.508 [4] clause 4.4.3.1.2 is used.
UE:
None.
Preamble:
-	The UE is in state Switched OFF ([State 0-A as per TS 38.508-1 [4] Table 4.4A.2-0)].
<Skip unchanged text>
9.1.5.1.4.3	Test description
9.1.5.1.4.3.1	Pre-test conditions
System Simulator:
-	NGC Cell A, NGC Cell C and NGC Cell E are configured according to Table 6.3.2.2-1 and Table 6.3.2.2-3 in TS 38.508-1 [4].
UE:
None.
Preamble:
-	The UE is in state Switched OFF ([State 0-A as per TS 38.508-1 [4] Table 4.4A.2-0)].
<Skip unchanged text>
9.1.5.1.14.3.1	Pre-test conditions
System Simulator:

-	NGC Cell A ,  NGC Cell B and NGC Cell E are configured according to Table 6.3.2.2-1 and Table 6.3.2.2-3 in TS 38.508-1 [4].
-	System information combination NR-2 as defined in TS 38.508 [4] clause 4.4.3.1.2 is used.
UE:
None.
Preamble:
-	The UE is in state Switched OFF ([State 0-A as per TS 38.508-1 [4] Table 4.4A.2-0)].
<End of modified section>
