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<Start of modified section 1>

6.2D.2
UE maximum output power reduction for UL MIMO

6.2D.2.1
Test purpose

To verify that the power reduction of UE due to higher order modulations and transmit bandwidth configuration does not exceed the specified maximum power reduction.

<Unchanged Skipped>

6.2D.2.5
Test requirement

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2D.2.5-1 and Table 6.2D.2.5-2.

Table 6.2D.2.5-1: UE Power Class test requirements (for Band n1, n2, n3, n7, n25, n41, n48, n66, n70, n71, n77, n78, n79) for Power Class 3

	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass

(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c
	Upper limit (dBm)
	Lower limit (dBm)

	1
	23
	0
	1.5
	0
	（1.52）
	21.5
	（20.02）
	5.0
	（6.02）
	3
	25.0 + TT
	16.5 - TT
	（14.0 - TT2）

	2
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	3
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	4
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	5
	23
	0
	2
	0
	（1.52）
	21.0
	（19.52）
	5.0
	（5.02）
	3
	25.0 + TT
	16.0 - TT
	（14.5 - TT2）

	6
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	7
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	8
	23
	0
	3
	0
	（1.52）
	20.0
	（18.52）
	6.0
	（5.02）
	3
	25.0 + TT
	14.0 - TT
	（13.5 - TT2）

	9
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	10
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	11
	23
	0
	3.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	25.0 + TT
	14.5 - TT
	（13.0 - TT2）

	12
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	13
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	14
	23
	0
	6.5
	0
	（1.52）
	16.5
	（15.02）
	5.0
	（6.02）
	3
	25.0 + TT
	11.5 - TT
	（9.0 - TT2）

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
For Band n2, n3, n7, n25, n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:
TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-3.


Table 6.2D.2.5-2: UE Power Class test requirements (for Bands n41, n77, n78, n79) for Power Class 2

	Test ID
	PPowerClass
(dBm)
	ΔPPowerClass

(dB)
	MPR (dB)
	ΔTC,c (dB)
	PCMAX_L,f,c (dBm)
	T(PCMAX_L,f,c) (dB)
	TL,c (dB)
	Upper limit (dBm)
	Lower limit (dBm)

	1
	26
	0
	1.5
	0
	（1.52）
	24.5
	（23.02）
	2.0
	（2.52）
	3
	28.0 + TT
	21.5 - TT
	（20.0 - TT2）

	2
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	3
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	4
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	3.0
	（5.02）
	3
	28.0 + TT
	20.0 - TT
	（16.5 - TT2）

	5
	26
	0
	2
	0
	（1.52）
	24.0
	（22.52）
	3.0
	（5.02）
	3
	28.0 + TT
	21.0 - TT
	（17.5 - TT2）

	6
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	7
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	8
	26
	0
	3
	0
	（1.52）
	23.0
	（21.52）
	3.0
	（5.02）
	3
	28.0 + TT
	20.0 - TT
	（16.5 - TT2）

	9
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	10
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	11
	26
	0
	3.5
	0
	（1.52）
	22.5
	（21.02）
	5.0
	（5.02）
	3
	28.0 + TT
	17.5 - TT
	（16.0 - TT2）

	12
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	13
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	14
	26
	0
	6.5
	0
	（1.52）
	19.5
	（18.02）
	5.0
	（5.02）
	3
	28.0 + TT
	14.5 - TT
	（13.0 - TT2）

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance.

NOTE 2:
For Band n41, transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high.
NOTE 3:
TT for each frequency and channel bandwidth is specified in Table 6.2D.2.5-3.


Table 6.2D.2.5-3: Test Tolerance (Maximum Power Reduction (MPR))

	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	0.7
	1.0

	40MHz < BW ≤ 100MHz
	1.0
	1.0


<End of modified section 1>

