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4.6.1
Contents of RRC messages
<TEXT SKIPPED>
–
RRCReconfiguration
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	
	RadioBearerConfig with conditions SRB2 and DRB1
	
	NR, NR-DC

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	CellGroupConfig with condition NR-DC_SCG
	OCTET STRING (CONTAINING CellGroupConfig)
	NR-DC_SCG

	
	CellGroupConfig with conditions EN-DC and PSCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_HO

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_MEAS

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_SCell_add

	
	Not present
	
	

	      measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	NR_MEAS, EN-DC_MEAS

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR, SCell_add, NR_MEAS, NR-DC

	        masterCellGroup
	CellGroupConfig with condition SRB2_DRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	NR, NR-DC

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	SCell_add

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	NR_MEAS

	        fullConfig
	Not present
	
	

	
	
	
	

	
	
	
	

	        dedicatedNAS-MessageList
	Not present
	
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {
	1 entry
	
	NR

	          DedicatedNAS-Message[1]
	DedicatedNAS-Message
	entry 1

A sequence of OCTET STRING (s) containing one or more DedicatedNAS-Message(s)
	

	        }
	
	
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	MasterKeyChange

	          keySetChangeIndicator
	true
	
	 

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	Not present
	
	

	          nas-Container
	OCTET STRING including the 10 Octets value generated according to TS 24.501 [28] clause 9.11.2.9
	
	Inter_Sys_HO

	        dedicatedSIB1-Delivery
	Not present
	
	

	        dedicatedSystemInformationDelivery
	Not present
	
	

	        otherConfig
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	NR-DC

	          otherConfig
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            mrdc-SecondaryCellGroupConfig CHOICE {
	
	
	

	              setup SEQUENCE {
	
	
	

	                mrdc-ReleaseAndAdd
	Not present
	
	

	                mrdc-SecondaryCellGroup CHOICE {
	
	
	

	                  nr-SCG
	RRCReconfiguration with condition NR-DC_SCG
	OCTET STRING (CONTAINING RRCReconfiguration)
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            radioBearerConfig2
	RadioBearerConfig with condition DRBn and SecondaryKeys 
	OCTET STRING (CONTAINING RadioBearerConfig)
	NR-DC

	            sk-Counter
	SK-Counter
	
	

	            nonCriticalExtension
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MEAS
	An EN-DC measurement is configured

	NR​_MEAS
	A NR measurement is configured

	NR
	NG-RAN NR Radio Access

	NR-DC
	NR-NR Dual Connectivity is configured

	NR-DC_SCG
	Add SCG side configuration(NR-DC)

	EN-DC_HO
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	EN-DC_SCell_add
	Add Scell (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key.

	Inter_Sys_HO
	Used during inter-system handover to NR procedure.
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