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<Start of modified section 1>

A.4.3.8
Mobility Capabilities

Table A.4.3.8-1: UE Mobility Capabilities

	Item
	UE Mobility Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support inter-RAT Handover to EUTRA connected to EPC
	38.306, 4.2.9
	Rel-15
	pc_interRAT_EUTRA_Handover
	Yes
	
	

	2
	Support inter-frequency Handover from the corresponding duplex mode or from the corresponding frequency range.
	38.306, 4.2.9
	Rel-15
	pc_handoverInterF
	Yes
	
	

	3
	Support Handover between FR1 and FR2
	38.306, 4.2.9
	Rel-15
	pc_FR1toFR2_Handover
	Yes
	
	

	4
	Support Handover between FDD and TDD
	38.306, 4.2.9
	Rel-15
	pc_FDDtoTDD_Handover
	Yes
	
	

	5
	Support inter-RAT Handover to E-UTRA connected to 5GC
	38.306, 4.2.9
	Rel-15
	pc_interRAT_eLTE_Handover
	Yes
	
	

	6
	Support intra-frequency DAPS handover
	38.306, 4.2.7.5
	Rel-16
	pc_intraFreqDAPS_r16
	No
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