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<Start of modified section>
7.1.1.8.1.3.3
Specific message contents

Table 7.1.1.8.1.3.3-1: RRCReconfiguration (step 0)

	Derivation Path: TS 38.508-1 [6], Table 4.6.1-13 (see also Note 4 in Table 7.1.1.8.1.3.2-1)

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      secondaryCellGroup
	CellGroupConfig
	
	EN-DC

	      nonCriticalExtension SEQUENCE {
	
	
	NR

	        masterCellGroup
	CellGroupConfig
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.8.1.3.3-1A: CellGroupConfig (Table 7.1.1.8.1.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  mac-CellGroupConfig
	Not present
	
	

	  physicalCellGroupConfig
	Not present
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC

	    spCellConfigCommon
	Not present
	
	

	    rlf-TimersAndConstants
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig-Dedicated
	Table 7.1.1.8.1.3.3-2
	

	  }
	
	
	

	  reportUplinkTxDirectCurrent-v1530
	true
	
	

	}
	
	
	


Table 7.1.1.8.1.3.3-2: ServingCellConfig-Dedicated (Table 7.1.1.8.1.3.3-1A)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	
	TDD-UL-DL-ConfigDedicated
	
	TDD

	.. initialDownlinkBWP
	Not present
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) BWP-Downlink {
	3 entries
	
	

	    BWP-Downlink[1]
	BWP-Downlink-BWP-N with condition BWP#1
	entry 1
	

	    BWP-Downlink[2]
	BWP-Downlink-BWP-N with condition BWP#2
	entry 2
	

	    BWP-Downlink[3]
	BWP-Downlink-BWP-N with condition BWP#3
	entry 3
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	1
	
	

	  bwp-InactivityTimer
	ms500
	
	

	  defaultDownlinkBWP-Id
	2
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	Not present
	
	

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Uplink {
	3 entries
	
	

	      BWP-Uplink[1]
	BWP-Uplink-BWP-N with condition BWP#1
	entry 1
	

	      BWP-Uplink[2]
	BWP-Uplink-BWP-N with condition BWP#2
	entry 2
	

	      BWP-Uplink[3]
	BWP-Uplink-BWP-N with condition BWP#3
	entry 3
	

	    }
	
	
	

	    firstActiveUplinkBWP-Id
	1
	
	

	    pusch-ServingCellConfig
	Not present
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig
	Not present
	
	

	  pdsch-ServingCellConfig
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	BWP#1
	Bandwidth part 1

	BWP#2
	Bandwidth part 2

	BWP#3
	Bandwidth part 3


Table 7.1.1.8.1.3.3-2A: BWP-Downlink-BWP-N (Table 7.1.1.8.1.3.3-2 and Table 7.1.1.8.1.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Downlink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP#1

	
	2
	
	BWP#2

	
	3
	
	BWP#3

	  bwp-Common SEQUENCE {
	
	
	

	    genericParameters SEQUENCE {
	
	
	

	      locationAndBandwidth
	1381
	NOTE
	BWP#1

	
	1387
	NOTE
	BWP#2

	
	1393
	NOTE
	BWP#3

	    }
	
	
	

	    pdcch-ConfigCommon
	Not present
	no cell specific configuration for dedicated BWP
	

	    pdsch-ConfigCommon
	Not present
	no cell specific configuration for dedicated BWP
	

	  }
	
	
	

	  bwp-Dedicated SEQUENCE {
	
	
	

	    pdcch-Config CHOICE {
	
	
	

	     setup 
	PDCCH-Config-BWP-N
	
	

	    }
	
	
	

	    pdsch-Config CHOICE {
	
	
	

	      setup 
	PDSCH-Config-BWP-N
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	NOTE:
According to TS 38.214 [21] clause 5.1.2.2.2 with [image: image1.wmf]size

N

BWP

=275, LRBs=6 and RBStart=6,12,18 for BWP#1,2,3


Table 7.1.1.8.1.3.3-2B: PDCCH-Config-BWP-N (Table 7.1.1.8.1.3.3-2A)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-95

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-Config::= SEQUENCE {
	
	
	

	  controlResourceSetToAddModList SEQUENCE (SIZE (1..3)) OF ControlResourceSet {
	1 entry
	
	

	    ControlResourceSet[1]
	ControlResourceSet-BWP-N with condition BWP#N
	entry 1
	

	  }
	
	
	

	  searchSpacesToAddModList SEQUENCE (SIZE (1..10)) OF SearchSpace {
	1 entry
	
	

	    SearchSpace[1]
	SearchSpace-BWP-N with condition BWP#N
	entry 1
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.8.1.3.3-2C: PDSCH-Config (Table 7.1.1.8.1.3.3-2A)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  pdsch-TimeDomainAllocationList
	PDSCH-TimeDomainResourceAllocationList
	TS 38.508-1 [4] Table 4.6.3-103
	

	}
	
	
	


Table 7.1.1.8.1.3.3-2D: ControlResourceSet-BWP-N (Table 7.1.1.8.1.3.3-2B)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	9
	
	BWP#1

	
	10
	
	BWP#2

	
	11
	
	BWP#3

	  frequencyDomainResources
	10000000 00000000 00000000 00000000 00000000 00000
	CORESET to use the least significant 6 RBs of each BWP
	

	  duration
	2
	SearchSpace duration of 2 symbols
	

	}
	
	
	


Table 7.1.1.8.1.3.3-2E: SearchSpace-BWP-N (Table 7.1.1.8.1.3.3-2B)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-162 with condition USS

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	37
	
	BWP#1

	
	38
	
	BWP#2

	
	39
	
	BWP#3

	  controlResourceSetId
	9
	
	BWP#1

	
	10
	
	BWP#2

	
	11
	
	BWP#3

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n1
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n0
	
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.1.8.1.3.3-2F: BWP-Uplink-BWP-N (Table 7.1.1.8.1.3.3-2 and Table 7.1.1.8.1.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-13

	Information Element
	Value/remark
	Comment
	Condition

	BWP-Uplink ::= SEQUENCE {
	
	
	

	  bwp-Id
	1
	
	BWP#1

	
	2
	
	BWP#2

	
	3
	
	BWP#3

	  bwp-Common SEQUENCE {
	
	
	

	    genericParameters SEQUENCE {
	
	
	

	      locationAndBandwidth
	1381
	NOTE
	BWP#1

	
	1387
	NOTE
	BWP#2

	
	1393
	NOTE
	BWP#3

	    }
	
	
	

	    rach-ConfigCommon
	Not present
	No cell specific configuration for dedicated BWP
	

	    pusch-ConfigCommon
	Not present 
	no cell specific configuration for dedicated BWP
	

	    pucch-ConfigCommon
	Not present
	no cell specific configuration for dedicated BWP
	

	  }
	
	
	

	  bwp-Dedicated SEQUENCE {
	
	
	

	    pucch-Config CHOICE {
	
	
	

	      setup
	PUCCH-Config-BWP-N
	
	

	    }
	
	
	

	    pusch-Config CHOICE {
	
	
	

	      setup
	PUSCH-Config-BWP-N
	
	

	    }
	
	
	

	  }  
	
	
	

	}
	
	
	

	NOTE:
According to TS 38.214 [21] clause 6.1.2.2.2 with [image: image2.wmf]size

N

BWP

=275, LRBs=6 and RBStart=6,12,18 for BWP#1,2,3


	Condition
	Explanation

	BWP#1
	Bandwidth part 1

	BWP#2
	Bandwidth part 2

	BWP#3
	Bandwidth part 3


Table 7.1.1.8.1.3.3-2G: PUCCH-Config-BWP-N (Table 7.1.1.8.1.3.3-2F)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-112

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config::= SEQUENCE {
	
	
	

	  resourceSetToAddModList SEQUENCE (SIZE (1..4)) OF PUCCH-ResourceSet {
	1 entry
	
	

	    PUCCH-ResourceSet[1] SEQUENCE {
	
	entry 1
	

	      pucch-ResourceSetId
	0
	
	

	      resourceList SEQUENCE (SIZE (1..32)) OF PUCCH-ResourceId {
	1 entry
	
	

	        PUCCH-ResourceId[1]
	0
	entry 1
	

	      }
	
	
	

	      maxPayloadSize
	256
	
	

	    }
	
	
	

	  }
	
	
	

	  resourceToAddModList SEQUENCE (SIZE (1..128)) OF PUCCH-Resource {
	1 entry
	
	

	    PUCCH-Resource[1] SEQUENCE {
	
	entry 1
	

	      pucch-RessourceId
	0
	
	

	      startingPRB
	1
	
	BWP#1

	
	7
	
	BWP#2

	
	13
	
	BWP#3

	      intraSlotFrequencyHopping
	disabled
	
	

	      secondHopPRB
	Not Present
	
	

	      format CHOICE {
	
	
	

	        format0 SEQUENCE {
	
	
	

	          initialCyclicShift
	0
	
	

	          nrofSymbols
	2
	
	

	          startingSymbolIndex
	0
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	BWP#1
	Bandwidth part 1

	BWP#2
	Bandwidth part 2

	BWP#3
	Bandwidth part 3


Table 7.1.1.8.1.3.3-2H: PUSCH-Config-BWP-N (Table 7.1.1.8.1.3.3-2F)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-118

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  pusch-TimeDomainAllocationList
	PUSCH-TimeDomainResourceAllocationList
	TS 38.508-1 [4] Table 4.6.3-122
	

	}
	
	
	


<End of modified section>
