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<< Unchanged sections omitted >>
A.4.3.2B.2
EN-DC Physical Layer Baseline Implementation Capabilities

A.4.3.2B.2.0
General EN-DC capabilities

Table A.4.3.2B.2.0-1: Downlink EN-DC capabilities (for one or more of the supported EN-DC configurations)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL EN-DC with 2 carriers
	38.101-3, 5.3B
	

	2
	DL EN-DC with 3 carriers
	38.101-3, 5.3B
	

	3
	DL EN-DC with 4 carriers
	38.101-3, 5.3B
	

	4
	DL EN-DC with 5 carriers
	38.101-3, 5.3B
	

	5
	DL EN-DC with 6 carriers
	38.101-3, 5.3B
	

	6
	DL EN-DC with 7 carriers
	38.101-3, 5.3B
	

	7
	DL EN-DC with 8 carriers
	38.101-3, 5.3B
	


Table A.4.3.2B.2.0-1A: Downlink EN-DC capabilities (number of NR DL carriers)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL EN-DC with 1 NR DL carriers
	38.101-3, 5.3B
	

	2
	DL EN-DC with 2 NR DL carriers
	38.101-3, 5.3B
	

	3
	DL EN-DC with 3 NR DL carriers
	38.101-3, 5.3B
	

	4
	DL EN-DC with 4 NR DL carriers
	38.101-3, 5.3B
	

	5
	DL EN-DC with 5 NR DL carriers
	38.101-3, 5.3B
	

	6
	DL EN-DC with 6 NR DL carriers
	38.101-3, 5.3B
	

	7
	DL EN-DC with 7 NR DL carriers
	38.101-3, 5.3B
	


Table A.4.3.2B.2.0-2: Uplink EN-DC capabilities (for one or more of the supported NR CA configurations)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL EN-DC with 2 carriers
	38.101-3, 5.3B
	

	2
	UL EN-DC with 3 carriers
	38.101-3, 5.3B
	

	3
	UL EN-DC with 4 carriers
	38.101-3, 5.3B
	

	4
	UL EN-DC with 5 carriers
	38.101-3, 5.3B
	

	5
	UL EN-DC with 6 carriers
	38.101-3, 5.3B
	

	6
	UL EN-DC with 7 carriers
	38.101-3, 5.3B
	

	7
	UL EN-DC with 8 carriers
	38.101-3, 5.3B
	


Table A.4.3.2B.2.0-2A: Uplink EN-DC capabilities (number of NR UL carriers)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL EN-DC with 1 NR UL carriers
	38.101-3, 5.3B
	

	2
	UL EN-DC with 2 NR UL carriers
	38.101-3, 5.3B
	

	3
	UL EN-DC with 3 NR UL carriers
	38.101-3, 5.3B
	

	4
	UL EN-DC with 4 NR UL carriers
	38.101-3, 5.3B
	

	5
	UL EN-DC with 5 NR UL carriers
	38.101-3, 5.3B
	

	6
	UL EN-DC with 6 NR UL carriers
	38.101-3, 5.3B
	

	7
	UL EN-DC with 7 NR UL carriers
	38.101-3, 5.3B
	


A.4.3.2B.2.1
Intra-band contiguous EN-DC in FR1

<< End of changes >>
