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< start of changes >
<< Unchanged sections omitted >> 

6.2.3
UE maximum output power with additional requirements

Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Measurement Uncertainties and Test Tolerances are FFS.

· Multiband relaxation is not considered in test requirements

· Measurment with modifiedMPRbehavior is FFS.

6.2.3.1
Test purpose

Additional spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction A-MPR is allowed for the output power.

6.2.3.2
Test applicability

This test case applies to all types of NR UE release 15 and forward. 

6.2.3.3
Minimum conformance requirements

6.2.3.3.1
General

Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band (the IE field freqBandIndicatorNR) and an associated value of additionalSpectrumEmission in the relevant RRC information elements

To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in subclause 6.2.1.1.3. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

Table 6.2.3.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of and the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.3.1-2. Unless otherwise stated, the allowed total back off is maximum of A-MPR and MPR specified in subclause 6.2.2. 

Table 6.2.3.3.1-1: Additional maximum power reduction (A-MPR)

	Network Signalling label
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_200
	
	
	
	
	N/A

	NS_201
	6.5.3.3.3
	n258
	
	
	6.2.3.2


Table 6.2.3.3.1-2: Mapping of Network Signalling label

	NR Band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n257
	NS_200
	
	
	
	
	
	
	

	n258
	NS_200
	NS_201
	
	
	
	
	
	

	n260
	NS_200
	
	
	
	
	
	
	

	n261
	NS_200
	
	
	
	
	
	
	

	NOTE:
additionalSpectrumEmission corresponds to an information element of the same name defined in sub-clause 6.3.2 of TS 38.331 [19].


The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.3.1.
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