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<< Unchanged sections omitted >>
[bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 THEN R ELSE N/A

	C001b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/31 THEN R ELSE N/A

	C002	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C003	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	C004	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-4A/1 OR A.4.1-4A/2 OR A.4.1-4A/5) AND A.4.3.2A.1-2/1 THEN R ELSE N/A

	C005	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-4A/5 AND A.4.1-2/4 AND A.4.3.2A.1-1/1 AND A.4.1-3/1 THEN R ELSE N/A

	C006	IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) THEN R ELSE N/A

	C006a	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.2-1/31a THEN R ELSE N/A

	C007	IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND A.4.3.2-1/22 THEN R ELSE N/A

	C008	IF A.4.1-1/2 AND A.4.1-2/8 AND (A.4.1-3/1 OR A.4.1-3/4) AND NOT(A.4.3.2-1/22) THEN R ELSE N/A

	C009	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C009a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C009z	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/1 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C010	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C010a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C010z	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/2 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C011	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/3 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C011a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/3 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C011z	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/3 AND A.4.3.2B.2.0-2/1 AND A.4.3.2-1/25 THEN R ELSE N/A

	C012	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/1 THEN R ELSE N/A

	C012a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-1/1 THEN R ELSE N/A

	C012b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/2 AND A.4.3.2B.2.0-2A/2 THEN R ELSE N/A

	C012c	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/3 AND A.4.3.2B.2.0-2A/3 THEN R ELSE N/A

	C012d	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-2/4 AND A.4.3.2B.2.0-2A/4 THEN R ELSE N/A

	C012e	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.1-4/4 AND A.4.3.2B.2.0-1/2 AND A.4.3.2B.2.0-1A/2 THEN R ELSE N/A



<< Unchanged sections omitted >>

[bookmark: _Toc20936807][bookmark: _Toc36713253][bookmark: _Toc36713656][bookmark: _Toc52217969][bookmark: _Toc58499581]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC2
PC3
	

	6.2.2
	Maximum Power Reduction (MPR)
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC2
PC3
	Test execution is not necessary if TS 38.521-1 6.5.2.4.1 is executed.
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 has been executed.

	6.2.3
	UE additional maximum output power reduction
	Rel-15
	C001
	UEs supporting 5GS FR1 PC3
	D001
	PC2
PC3
	Test execution is not necessary if TS 38.521-1 6.5.2.3 and 6.5.3.3 are executed.
Skip TC 6.2.3 if UE supports NSA and TS 38.521-3 TC 6.2B.3.3 has been executed.

	6.2.4
	Configured transmitted power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.2A.1.1
	UE maximum output power for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	

	6.2A.2.1
	Maximum Power Reduction (MPR) for CA (2 UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	Test execution is not necessary if TS 38.521-1 6.5A.2.4.1.1 is executed.

	6.2A.3.1
	UE additional maximum output power reduction for CA (2 UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	Test execution is not necessary if TS 38.521-1 6.5A.2.3 and 6.5A.3.3 are executed.

	6.2A.4.1
	Configured transmitted power for CA (2 UL CA)
	Rel-15
	C004
	Ues supporting 5GS FR1 and CA (2UL CA)
	E015
	
	

	6.2C.1
	Configured transmitted power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.3
	UE maximum output power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.4
	UE maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2C.5
	UE additional maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.2D.1
	UE maximum output power for UL-MIMO
	Rel-15
	N/A
	Not recommended due to no test points are defined since there is no configuration satisfying MPR=0dB requirements in RAN4.
	D001
	
	Maximum Output Power for UL-MIMO is tested as part of the MPR test case with using MPR=1.5dB suggested by RAN4.

	6.2D.2
	UE maximum output power reduction for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	Test execution is not necessary if TS 38.521-1 6.5D.2.4.1 is executed.

	6.2D.3
	UE additional maximum output power reduction for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	Test execution is not necessary if TS 38.521-1 6.5D.2.3 and 6.5D.3.3 are executed.

	6.2D.4
	Configured transmitted power for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3.1
	Minimum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.1 if UE supports NSA and TS 38.521-3 TC 6.3B.1.1 or 6.3B.1.2 or 6.3B.1.3 has been executed.

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.3.2 if UE supports NSA and TS 38.521-3 TC 6.3B.3.1 or 6.3B.3.2 or 6.3B.3.3 has been executed.

	6.3.3.4
	PRACH time mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.3.3.4 if UE supports NSA and TS 38.521-3 TC 6.3B.4.1 or 6.3B.4.2 or 6.3B.4.3 has been executed.

	6.3.3.6
	SRS time mask
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.3.4.2
	Absolute power tolerance
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.3.4.3
	Relative power tolerance
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.3.4.4
	Aggregate power tolerance
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	6.3A.1.1
	Minimum output power for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	

	6.3A.3.1
	Transmit ON/OFF time mask for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	
	

	6.3C.1
	Minimum output power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.3C.3
	Transmit ON/OFF time mask for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.3C.4.1
	Absolute power tolerance for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.3C.4.2
	Power Control Relative power tolerance for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.3C.4.3
	Aggregate power tolerance for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.3D.1
	Minimum output power for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3D.3
	Transmit ON/OFF time mask for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3D.4.1
	Absolute power tolerance for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3D.4.2
	Relative power tolerance for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.3D.4.3
	Aggregate power tolerance for UL-MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL-MIMO
	D001
	
	

	6.4.1
	Frequency error
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.1 if UE supports NSA and TS 38.521-3 TC 6.4B.1.1 or 6.4B.1.2 or 6.4B.1.3 has been executed.

	6.4.2.1
	Error Vector Magnitude
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.2.1 if UE supports NSA and TS 38.521-3 TC 6.4B.2.1.1 or 6.4B.2.2.1 or 6.4B.2.3.1 has been executed.

	6.4.2.2
	Carrier leakage
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.2.2 if UE supports NSA and TS 38.521-3 TC 6.4B.2.1.2 or 6.4B.2.2.2 or 6.4B.2.3.2 has been executed.

	6.4.2.3
	In-band emissions
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.2.3 if UE supports NSA and TS 38.521-3 TC 6.4B.2.2.3 or 6.4B.2.3.3 has been executed.

	6.4.2.4
	EVM equalizer spectrum flatness
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 6.4.2.4 if UE supports NSA and TS 38.521-3 TC 6.4B.2.1.4 or 6.4B.2.2.4 or 6.4B.2.3.4 has been executed.

	6.4.2.5
	EVM equalizer spectrum flatness for Pi/2 BPSK
	Rel-15
	C001b
	UEs supporting 5GS FR1
	D001
	
	

	6.4A.1.1
	Frequency error for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	
	NOTE 1

	6.4A.2.1.1
	Error Vector Magnitude for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	
	NOTE 1

	6.4A.2.2.1
	Carrier leakage for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	
	NOTE 1

	6.4A.2.3.1
	In-band emissions for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR1 and CA (2UL CA)
	FFS
	
	NOTE 1

	6.4C.1
	Frequency error for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	6.4C.2.1
	Error Vector Magnitude for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	



<< Unchanged sections omitted >>
[bookmark: _Toc20936808][bookmark: _Toc36713254][bookmark: _Toc36713657][bookmark: _Toc52217970][bookmark: _Toc58499582]4.1.2	FR2 standalone conformance test cases
Table 4.1.2-1: Applicability of RF SA FR2 conformance test cases, ref. TS 38.521-2 [2]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1.1
	UE maximum output power - EIRP and TRP
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	Skip TC 6.2.1.1 if UE supports NSA and TS 38.521-3 TC 6.2B.1.4.1 has been executed.

	6.2.1.2
	UE maximum output power - Spherical coverage
	Rel-15
	C007
	UEs supporting 5GS FR2 and beam correspondence without UL beam sweeping
	D005
	
	NOTE 1

	6.2.2
	UE maximum output power reduction
	FFS
	FFS
	FFS
	
	
	NOTE 1
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.4 has been executed.

	6.2.3
	UE maximum output power with additional requirements
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.2.3 if UE supports NSA and TS 38.521-3 TC 6.2B.3.4 has been executed.

	6.2A.1.1.1
	UE maximum output power - EIRP and TRP for CA (2UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.2A.1.1.1 if UE supports NSA and TS 38.521-3 TC 6.2B.1.4_1.1.1 has been executed.

	6.2A.1.1.2
	UE maximum output power - EIRP and TRP for CA (3UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.2A.1.1.2 if UE supports NSA and TS 38.521-3 TC 6.2B.1.4_1.2.1 has been executed.

	6.2A.1.1.3
	UE maximum output power - EIRP and TRP for CA (4UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.2A.1.1.3 if UE supports NSA and TS 38.521-3 TC 6.2B.1.4_1.3.1 has been executed.

	6.3.1
	Minimum output power
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.3.1 if UE supports NSA and TS 38.521-3 TC 6.3B.1.4 has been executed.

	6.3.2
	Transmit OFF power
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1 

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.3.3.4
	PRACH time mask
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.3.4.2
	Absolute power tolerance
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.3.4.3
	Relative power tolerance
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.3.4.4
	Aggregate power tolerance
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.3A.1.1
	Minimum output power for CA (2UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.3A.2.1
	Transmit OFF power for CA (2UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.3A.2.1 if UE supports NSA and TS 38.521-3 TC 6.3B.2.4_1.1 has been executed.

	6.3A.2.2
	Transmit OFF power for CA (3UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.3A.2.2 if UE supports NSA and TS 38.521-3 TC 6.3B.2.4_1.2 has been executed.

	6.3A.2.3
	Transmit OFF power for CA (4UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1
Skip TC 6.3A.2.3 if UE supports NSA and TS 38.521-3 TC 6.3B.2.4_1.3 has been executed.

	6.3D.3.4
	SRS time mask for UL-MIMO
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.4.1
	Frequency error
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	Skip TC 6.4.1 if UE supports NSA and TS 38.521-3 TC 6.4B.1.4 has been executed.

	6.4.2.1
	Error vector magnitude
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.4.2.1 if UE supports NSA and TS 38.521-3 TC 6.4B.2.4.1 has been executed.

	6.4.2.2
	Carrier leakage
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.4.2.2 if UE supports NSA and TS 38.521-3 TC 6.4B.2.4.2 has been executed.

	6.4.2.3
	In-band emissions
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.4.2.3 if UE supports NSA and TS 38.521-3 TC 6.4B.2.4.3 has been executed.

	6.4.2.4
	EVM equalizer spectrum flatness
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.4.2.4 if UE supports NSA and TS 38.521-3 TC 6.4B.2.4.4 has been executed.

	6.4.2.5
	EVM spectral flatness for pi/2 BPSK modulation
	Rel-15
	C006a
	UEs supporting 5GS FR2
	D005
	
	NOTE 1

	6.4A.1.1
	Frequency error for CA (2UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.4A.1.2
	Frequency error for CA (3UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.4A.1.3
	Frequency error for CA (4UL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	6.4A.2.3.1
	In-band emissions for CA (2UL CA)
	Rel-15
	FFS
	UEs supporting 5GS FR2 CA (2UL CA)
	FFS
	
	NOTE 1

	6.5.1
	Occupied bandwidth
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	NOTE 1
Skip TC 6.5.1 if UE supports NSA and TS 38.521-3 TC 6.5B.1.4 has been executed.

	6.5.2.1
	Spectrum Emission Mask
	Rel-15
	C006
	UEs supporting 5GS FR2
	D005
	
	Skip TC 6.5.2.1 if UE supports NSA and TS 38.521-3 TC 6.5B.2.4.1 has been executed.



<< End of changes >>

