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	Test applicability in 5.2.x.1.4_1 is separated for Test 1-1 and 1-2.
	rateMatchingLTE-CRS
	additionalDMRS-DL-Alt
	Applicability

	Support
	Not Support
	1-1 should be tested. 

	Support
	Support
	1-2 should be tested. 




	
	

	Consequences if not approved:
	Unnecessary test remains to be tested.

	
	

	Clauses affected:
	5.2.2.1.4_1, 5.2.3.1.4_1

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<<Unchaged sections skipped>>
[bookmark: _Toc27479429][bookmark: _Toc36058616][bookmark: _Toc44067539][bookmark: _Toc52716463][bookmark: _Toc58239105]5.2.2.1.4_1	2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2 MIMO with baseline receiver for both SA and NSA
5.2.2.1.4_1.1	Test purpose
To verify the Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions with CRS rate matching configured. 
5.2.2.1.4_1.2	Test applicability
Test 1-1 applies to all types of NR UE release 15 and forward supporting capability IE rateMatchingLTE-CRS but not supporting capability IE additionalDMRS-DL-Alt.
Test1-1 also applies to all types of EUTRA UE release 15 and forward supporting EN-DC and capability IE rateMatchingLTE-CRS but not supporting capability IE additionalDMRS-DL-Alt.
This testTest 1-2 applies to all types of NR UE release 15 and forward supporting capability IE additionalDMRS-DL-Alt and rateMatchingLTE-CRS.
This testTest1-2 also applies to all types of EUTRA UE release 15 and forward supporting EN-DC and capability IE additionalDMRS-DL-Alt and rateMatchingLTE-CRS.
<<Unchaged sections skipped>>
[bookmark: _Toc27479450][bookmark: _Toc36058637][bookmark: _Toc44067560][bookmark: _Toc52716486][bookmark: _Toc58239131]5.2.3.1.4_1	4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
5.2.3.1.4_1.1	Test purpose
Same as 5.2.2.1.4_1.1.
5.2.3.1.4_1.2	Test applicability
Test 1-1 applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports and capability IE rateMatchingLTE-CRS but not supporting capability IE additionalDMRS-DL-Alt.
Test1-1 also applies to all types of EUTRA UE release 15 and forward supporting EN-DC supporting 4 Rx antenna ports and capability IE rateMatchingLTE-CRS but not supporting capability IE additionalDMRS-DL-Alt.
This testTest 1-2 applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports and capability IE additionalDMRS-DL-Alt and rateMatchingLTE-CRS.
This testTest 1-2 also applies to all types of EUTRA UE release 15 and forward supporting EN-DC supporting 4 Rx antenna ports and capability IE additionalDMRS-DL-Alt and rateMatchingLTE-CRS.
<<End of change>>
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