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[Start of changes]
6.4.3.1.3.2	Test procedure sequence
Table 6.4.3.1.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 6.4.3.1.3.2-3.
Table 6.4.3.1.3.2-1: Time instances of cell power level and parameter changes for FR1
	
	Parameter
	Unit
	NR 
Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-
	-78
	Off
	The power level values are assigned to satisfy SrxlevE-UTRA Cell 1 > ThreshE-UTRA Cell 1, HighP.

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	-88
	-
	-
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	-76
	The power level values are assigned to satisfy SrxlevNR Cell 1 < Threshserving, LowP, SrxlevE-UTRA Cell 3 > ThreshE-UTRA Cell 3, lowP, and SrxlevE-UTRA Cell 1 < 0. 

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	-98
	-
	-
	

	Note 1:	Power level “Off” of NR cell is defined in TS 38.508-1 [4] Table 6.2.2.1-3.
Note 2:	Power level “Off” of E-UTRA cell is defined in TS 36.508 [7] Table 6.2.2.1-3.



Table 6.4.3.1.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR 
Cell 1
	E-UTRA Cell 1
	E-UTRA Cell 3
	Remark

	T0
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS
	-
	-
	

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-
	FFS
	Off]
	The power level values are assigned to satisfy SrxlevE-UTRA Cell 1 > ThreshE-UTRA Cell 1, HighP.

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS
	-
	-
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-
	Off
	FFS
	The power level values are assigned to satisfy SrxlevNR Cell 1 < Threshserving, LowP, SrxlevE-UTRA Cell 3 > ThreshE-UTRA Cell 3, lowP, and SrxlevE-UTRA Cell 1 < 0.

	
	SS/PBCH
SSS EPRE
	dBm/SCS
	FFS
	-
	-
	

	Note 1:	The uncertain downlink signal level is specified in TS 38.508-1 [4] section FFS.



Table 6.4.3.1.3.2-3: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes E-UTRA Cell 1 SSS level according to the row "T1" in table 6.4.3.1.3.2-1/2.
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 1?
	-
	-
	1
	P

	4
	The SS changes NR Cell 1 SSS levels according to the row "T0" in table 6.4.3.1.3.2-1/2.
	-
	-
	-
	-

	5
	Void
	-
	-
	-
	-

	6
	Steps of the generic test procedure in TS 38.508-1 [4] Table 4.9.9.2.2-1 are performed on NR Cell 1.
	-
	-
	-
	-

	7
	The SS transmits an RRCRelease message including suspendConfig with NR_RRC_INACTIVE condition.
	<--
	NR RRC: RRCRelease
	-
	-

	7A-7H
	Steps 1-8 as defined in TS 38.508-1 [4] Table 4.5.4.2-3
	-
	-
	-
	-

	7I
	The SS transmits an RRCRelease message including suspendConfig with NR_RRC_INACTIVE condition.
	<--
	NR RRC: RRCRelease
	-
	-

	88
	The SS changes NR Cell 1, E-UTRA Cell 1 and E-UTRA Cell 3 SSS level according to the row "T2" in table 6.4.3.1.3.2-1/2.
	-
	-
	-
	-

	99
	Void
	-
	-
	-
	-

	100
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.7.2.2-1 indicate that the UE is camped on E-UTRA Cell 3 with condition 'connected without release'?
	-
	-
	2
	P
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