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[Start of change]
[bookmark: _Hlk13331335][bookmark: _Toc21103303]8.1.6.1.3.2	Radio Link Failure / Reporting of Inter-frequency measurements
8.1.6.1.3.2.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED having performed the inter-frequency measurement and reported that the UE has radio link failure information available }
ensure that {
  when { UE receives the UEInformationRequest message containing rlf-ReportReq }
    then { UE sends the UEInformationResponse message containing the measurement result for intra-frequency neighbour cell }
}

8.1.6.1.3.2.2	Conformance requirements
Same as test case 8.1.6.1.3.1.
8.1.6.1.3.2.3	Test description
8.1.6.1.3.2.3.1	Pre-test conditions
Same as test case 8.1.6.1.3.1 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
-	System information combination: NR-4 repleaces NR-2.
8.1.6.1.3.2.3.2	Test procedure sequence
Same as test case 8.1.6.1.3.1 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
8.1.6.1.3.2.3.3	Specific message contents
Same as test case 8.1.6.1.3.1 with the following difference:
-	Cells configuration: NR Cell 3 replaces NR Cell 2.
Table 8.1.6.1.3.2.3.3-1: MeasConfig (Table 8.1.6.1.3.1.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-69

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasObjectToAddMod {
	2 entries
	
	

	    MeasObjectToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measObjectId
	1
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f1
	Table 8.1.6.1.3.2.3.3-2
	

	      }
	
	
	

	    }
	
	
	

	    MeasObjectToAddMod[2] SEQUENCE {
	
	entry 2
	

	      measObjectId
	2
	
	

	      measObject CHOICE {
	
	
	

	        measObjectNR 
	MeasObjectNR-f2
	Table 8.1.6.1.3.2.3.3-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE(SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod {
	1 entry
	
	

	    ReportConfigToAddMod[1] SEQUENCE {
	
	entry 1
	

	      reportConfigId
	1
	
	

	      reportConfig CHOICE {
	
	
	

	        reportConfigNR
	ReportConfigNR-EventA3
	Table 8.1.6.1.3.1.3.3-4
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasIdToAddMod {
	1 entry
	
	

	    MeasIdToAddMod[1] SEQUENCE {
	
	entry 1
	

	      measId
	1
	
	

	      measObjectId
	2
	
	

	      reportConfigId
	1
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig
	MeasGapConfig 
	
	

	}
	
	
	



Table 8.1.6.1.3.2.3.3-2: MeasObjectNR-f1 (Table 8.1.6.1.3.2.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 1
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



Table 8.1.6.1.3.2.3.3-3: MeasObjectNR-f2 (Table 8.1.6.1.3.2.3.3-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-76

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR for SSB of NR Cell 3
	
	

	  absThreshSS-BlocksConsolidation 
	Not present
	
	

	  nrofSS-BlocksToAverage
	Not present
	
	

	}
	
	
	



[End of change]
