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<< Unchanged sections omitted >>
[bookmark: _Toc20840016][bookmark: _Toc29486713][bookmark: _Toc44053560][bookmark: _Toc52300539][bookmark: _Toc58525799]4.2	RRM conformance test cases
[bookmark: OLE_LINK4][bookmark: OLE_LINK5]Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.7
	E-UTRAN FDD - FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.8
	E-UTRAN TDD - TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	4.2.10
	E-UTRAN FDD – FDD reselection using an increased number of carriers
	Rel-12
	C01s
	UE supporting E-UTRA FDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.11
	E-UTRAN TDD – TDD reselection using an increased number of carriers
	Rel-12
	C01t
	UE supporting E-UTRA TDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.2.12
	E-UTRAN FDD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.13
	E-UTRAN HD - FDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.14
	E-UTRAN TDD - TDD Intra frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.15
	E-UTRAN FDD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEMode B
	
	
	

	4.2.16
	E-UTRAN HD - FDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.17
	E-UTRAN TDD - TDD Intra frequency case for CE UE in enhanced coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	4.2.18
	HD-FDD Cel Re-selection Intra frequency case for Category NB1 UE In-Band mode under Normal Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	4.2.19
	HD-FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	4.2.20
	E-UTRAN FDD – FDD Intra frequency case for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	4.2.21
	[bookmark: _Hlk482668008]E-UTRAN TDD – TDD Intra frequency case for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.22
	E-UTRAN FDD - FDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C196
	UEs supporting E-UTRA FDD and high speed enhancement for measurement
	
	
	

	4.2.23
	E-UTRAN TDD - TDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	C197
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	4.2.24
	HD – FDD Inter frequency case for UE Category NB1 In-Band mode in normal coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	4.2.25
	E-UTRAN FDD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	4.2.26
	E-UTRAN HD – FDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	4.2.27
	E-UTRAN TDD – TDD Inter frequency case for CE UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	4.2.28
	E-UTRAN FDD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C94e
	UE supporting E-UTRA FD-FDD and CEModeB
	
	
	

	4.2.29
	E-UTRAN HD – FDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	4.2.30
	E-UTRAN TDD Inter frequency case for CE UE in enhanced coverage
	Rel-14
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	4.2.31
	E-UTRAN FDD – FDD Inter frequency case for UE Category 1bis
	Rel-13
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	4.2.32
	E-UTRAN FDD – TDD Inter frequency case for UE Category 1bis
	Rel-13
	C03a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.33
	E-UTRAN TDD – FDD Inter frequency case for UE Category 1bis
	Rel-13
	C03a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.34
	E-UTRAN TDD – TDD: Inter frequency case for UE Category 1bis
	Rel-13
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	4.2.35
	E-UTRAN TDD – TDD Intra frequency case for UE Category NB1 In-Band mode in normal coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	4.2.36
	E-UTRAN TDD – TDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	4.2.37
	E-UTRAN TDD – TDD Inter frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	4.2.38
	HD – FDD Intra frequency case for UE Category NB1 In-Band mode in normal coverage with serving cell RRM measurement relaxation
	Rel-15
	C236
	UE supporting NB-IoT HD-FDD and WUS
	
	
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.1.4
	E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth
	Rel-8
	C53
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_Nand UTRA FDD
	
	
	

	4.3.1.5
	Idle mode FDD to UTRA FDD interRAT reselection
	Rel-12
	C04l
	UE supporting E-UTRA FDD, UTRA FDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	4.3.2A
	E-UTRA FDD to UTRA TDD cell re-selection for IncMon
	Rel-12
	C04i
	UE supporting E-UTRA FDD, UTRA TDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.3.3
	E-UTRAN TDD - UTRAN FDD cell re-selection
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	
	2Rx, 4Rx

	4.3.3A
	Idle mode TDD to UTRA FDD interRAT reselection
	Rel-12
	C04j
	UE supporting E-UTRA TDD, UTRA FDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	4.3.4.3
	EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	4.3.4.4
	E-UTRA TDD to UTRA TDD cell re-selection for IncMon
	Rel-12
	C04k
	UE supporting E-UTRA TDD, UTRA TDD and Increased Carrier Monitoring E-UTRA
	
	
	2Rx, 4Rx

	4.4.1
	E-UTRAN FDD - GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM 
	
	
	2Rx, 4Rx

	4.4.2
	E-UTRAN TDD - GSM cell re-selection
	Rel-8
	C09
	UE supporting E-UTRA TDD and GSM
	
	
	2Rx, 4Rx

	4.5.1.1
	E-UTRAN FDD - HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	
	
	2Rx, 4Rx

	4.5.2.1
	E-UTRAN TDD - HRPD Cell Reselection: HRPD is of Lower Priority
	Rel-9
	C34
	UE supporting E-UTRA TDD and cdma2000 HRPD
	
	
	2Rx, 4Rx

	4.6.1.1
	E-UTRAN FDD - cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT 
	
	
	2Rx, 4Rx

	4.6.2.1
	E-UTRAN TDD-cdma2000 1X Cell Reselection: cdma2000 1X is of Lower Priority
	Rel-9
	C35
	UE supporting E-UTRA TDD and cdma2000 1xRTT 
	
	
	2Rx, 4Rx

	E-UTRAN RRC_CONNECTED State Mobility
	

	5.1.1
	E-UTRAN FDD - FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	5.1.2
	E-UTRAN TDD - TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	5.1.3
	E-UTRAN FDD - FDD Handover inter frequency case
	Rel-8
	C01d
	UE supporting E-UTRA FDD and Feature Group Indicators 5, 13 and 25
	
	
	2Rx, 4Rx

	5.1.3_2
	E-UTRAN FDD – FDD Inter frequency handover for UE Category 1bis
	Rel-13
	C01dh
	UE supporting E-UTRA FDD and UE Category 1bis and Feature Group Indicators 5, 13 and 25
	
	
	

	5.1.4
	E-UTRAN TDD - TDD Handover inter frequency case
	Rel-8
	C02d
	UE supporting E-UTRA TDD and Feature Group Indicators 5, 13 and 25
	
	
	2Rx, 4Rx

	5.1.4_2
	E-UTRAN TDD – TDD Inter frequency handover for UE Category 1bis
	Rel-13
	C02dh
	UE supporting E-UTRA TDD and UE Category 1bis and Feature Group Indicators 5, 13 and 25
	
	
	

	5.1.5
	E-UTRAN FDD - FDD inter frequency handover: unknown target cell
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicators 13 and 25
	
	
	2Rx, 4Rx

	5.1.5_2
	E-UTRAN FDD – FDD Inter frequency handover: unknown target cell for UE Category 1bis
	Rel-13
	C01ah
	UE supporting E-UTRA FDD and UE Category 1bis and Feature Group Indicators 13 and 25
	
	
	

	5.1.6
	E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicators 13 and 25
	
	
	2Rx, 4Rx

	5.1.6_2
	E-UTRAN TDD – TDD Inter frequency handover: unknown Target Cell for UE Category 1bis
	Rel-13
	C02ah
	UE supporting E-UTRA TDD and UE Category 1bis and Feature Group Indicators 13 and 25
	
	
	

	5.1.7
	E-UTRAN FDD - TDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	
	2Rx, 4Rx

	5.1.7_2
	E-UTRAN FDD – TDD Inter frequency handover for UE Category 1bis
	Rel-13
	C21a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis and Feature Group Indicators 5, 25 and 30
	
	
	

	5.1.8
	E-UTRAN TDD - FDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	
	2Rx, 4Rx

	5.1.8_2
	E-UTRAN TDD – FDD Inter frequency handover for UE Category 1bis
	Rel-13
	C21a
	UE supporting E-UTRA FDD and E-UTRA TDD and UE Category 1bis and Feature Group Indicators 5, 25 and 30
	
	
	

	5.1.9
	E-UTRAN FDD-FDD Intra frequency handover for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	5.1.10
	E-UTRAN FDD-FDD Handover intra frequency handover for UE category 0
	Rel-12
	C94
	UE supporting E-UTRA FD-FDD and UE Category 0
	
	
	

	5.1.11
	E-UTRAN HD-FDD Handover intra frequency handover for UE category 0
	Rel-12
	C110
	UE supporting E-UTRA HD-FDD and UE Category 0
	
	
	

	5.1.12
	E-UTRAN TDD-TDD Handover intra frequency handover for UE category 0
	Rel-12
	C93
	UE supporting E-UTRA TDD and UE Category 0
	
	
	

	5.1.13
	E-UTRAN FDD-FDD Intra frequency handover for CE UEs in CEModeA
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	5.1.14
	E-UTRAN HD-FDD Intra frequency handover for CE UEs in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	5.1.15
	E-UTRAN TDD Intra frequency handover for CE UEs in CEModeA
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	5.1.16
	E-UTRAN FDD-FDD Intra frequency handover for CE UEs in CEModeB
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEMode B
	
	
	

	5.1.17
	E-UTRAN HD-FDD Intra frequency handover for CE UEs in CEModeB
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	5.1.18
	E-UTRAN TDD Intra frequency handover for CE UEs in CEModeB
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	5.1.19
	E-UTRAN FDD – FDD Intra frequency handover for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	5.1.20
	E-UTRAN TDD – TDD Intra frequency handover for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	5.1.28
	E-UTRAN HD-FDD inter frequency handover for CE UEs in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	5.1.34
	E-UTRAN HD-FDD intra frequency handover for CE UEs in CEModeA without SFN acquisition
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	
	2Rx, 4Rx

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	
	2Rx, 4Rx

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08e
	UE supporting E-UTRA FDD and GSM and inter-RAT PS handover to GERAN and Feature Group Indicators 9, 15 and 23
	
	
	2Rx, 4Rx

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover
	Rel-8
	C06a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	5.2.6
	E-UTRA TDD - GSM handover
	Rel-8
	C09f
	UE supporting E-UTRA TDD and GSM and inter-RAT PS handover to GERAN and Feature Group Indicators 9, 15 and 23
	
	
	2Rx, 4Rx

	5.2.7
	E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	
	2Rx, 4Rx

	5.2.8
	E-UTRAN FDD - GSM handover: unknown target cell
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and inter-RAT PS handover to GERAN and inter-RAT PS handover to GERAN and Feature Group Indicators 9 and 23
	
	
	2Rx, 4Rx

	5.2.9
	E-UTRAN TDD - GSM handover: unknown target cell
	Rel-8
	C09b
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 9 and 23
	
	
	2Rx, 4Rx

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD
	2Rx, 4Rx

	5.2.11
	E-UTRAN FDD - UTRAN FDD handover for 5MHz Bandwidth
	Rel-8
	C54
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_Nand UTRA FDD and Feature Group Indicators 8 and 22
	
	
	

	5.3.1
	E-UTRAN FDD - HRPD Handover
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	
	2Rx, 4Rx

	5.3.2
	E-UTRAN FDD - cdma2000 1xRTT handover
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	
	2Rx, 4Rx

	5.3.3
	E-UTRAN FDD - HRPD handover: unknown target cell
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	
	2Rx, 4Rx

	5.3.4
	E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	
	2Rx, 4Rx

	5.3.5
	E-UTRAN TDD-HRPD Handover
	Rel-9
	C36
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicators 12 and 26.
	
	
	2Rx, 4Rx

	5.3.6
	E-UTRAN TDD-cdma2000 1X Handover
	Rel-9
	C37
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24.
	
	
	2Rx, 4Rx

	RRC Connection Mobility Control
	

	6.1.1
	E-UTRAN FDD Intra-frequency RRC Re-establishment
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	6.1.1_2
	E-UTRAN FDD Intra-frequency RRC Re-establishment for UE Category 1bis
	Rel-13
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	6.1.2
	E-UTRAN FDD Inter-frequency RRC Re-establishment
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	
	2Rx, 4Rx

	6.1.2_2
	E-UTRAN FDD Inter-frequency RRC Re-establishment for UE Category 1bis
	Rel-13
	C01n
	UE supporting E-UTRA FDD and Feature Group Indicator 25 and UE Category 1bis
	
	
	

	6.1.3
	E-UTRAN TDD Intra-frequency RRC Re-establishment
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	6.1.3_2
	E-UTRAN TDD Intra-frequency RRC Re-establishment for UE Category 1bis
	Rel-13
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	6.1.4
	E-UTRAN TDD Inter-frequency RRC Re-establishment
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	
	2Rx, 4Rx

	6.1.4_2
	E-UTRAN TDD Inter-frequency RRC Re-establishment for UE Category 1bis
	Rel-13
	C02n
	UE supporting E-UTRA TDD and Feature Group Indicator 25 and UE Category 1bis
	
	
	

	6.1.5
	E-UTRAN FDD Intra-frequency RRC Re-establishment for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	6.1.6
	E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE category 0
	Rel-12
	C94
	UE supporting E-UTRA FD-FDD and UE Category 0
	
	
	

	6.1.7
	E-UTRAN HD-FDD Intra-frequency RRC Re-establishment for UE category 0
	Rel-12
	C107
	UE supporting E-UTRA HD-FDD and UE Category 0
	
	
	

	6.1.8
	E-UTRAN TDD Intra-frequency RRC Re-establishment for UE category 0
	Rel-12
	C93
	UE supporting E-UTRA TDD and UE Category 0
	
	
	

	6.1.9
	E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for CE UE in CEModeA
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	6.1.10
	E-UTRAN HD-FDD Intra-frequency RRC Re-establishment for CE UE in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	6.1.11
	E-UTRAN TDD Intra-frequency RRC Re-establishment for CE UE in CEModeA
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	6.1.12
	E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE in CEModeB
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and CEModeB
	
	
	

	6.1.13
	E-UTRAN HD-FDD Intra-frequency RRC Re-establishment for UE in CEModeB
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	6.1.14
	E-UTRAN TDD Intra-frequency RRC Re-establishment for UE in CEModeB
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	6.1.15
	HD-FDD Intra-frequency RRC Re-establishment for category NB1 UE in In-Band mode under normal coverage
	Rel-13
	C162
	UE supporting NB-IoT HD-FDD and User plane CIoT
	
	
	

	6.1.16
	HD-FDD Inter-frequency RRC Re-establishment for category NB1 UE in In-Band mode under Enhanced Coverage
	Rel-13
	C162
	UE supporting NB-IoT HD-FDD and User plane CIoT
	
	
	

	6.1.18
	E-UTRAN HD-FDD Inter-frequency RRC Re-establishment for CE UE in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	6.1.23
	E-UTRAN TDD Inter-frequency RRC Re-establishment for UE category NB1 in In-Band mode under normal coverage
	Rel-15
	C234
	UE supporting NB-IoT TDD and User plane CIoT
	
	
	

	6.1.24
	E-UTRAN TDD - TDD Intra-frequency RRC Re-establishment for UE category NB1 in In-Band mode under enhanced coverage
	Rel-15
	C234
	UE supporting NB-IoT TDD and User plane CIoT
	
	
	

	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	6.2.1_2
	E-UTRAN FDD - Contention Based Random Access Test for UE Category 1bis
	Rel-8
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	6.2.2_2
	E-UTRAN FDD - Non-Contention Based Random Access Test for UE Category 1bis
	Rel-8
	C01m
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	6.2.3_2
	E-UTRAN TDD - Contention Based Random Access Test for UE Category 1bis
	Rel-8
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	6.2.4_2
	E-UTRAN TDD - Non-Contention Based Random Access Test for UE Category 1bis
	Rel-8
	C02m
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	6.2.5
	E-UTRAN FDD - Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	2Rx, 4Rx

	6.2.6
	E-UTRAN FDD - Non-Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	2Rx, 4Rx

	6.2.7
	E-UTRAN FDD - Non-Contention Based Random Access Test For SCell in sTAG
	Rel-12
	C61
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances
	
	
	2Rx, 4Rx

	6.2.8
	E-UTRAN TDD - Non-Contention Based Random Access Test For SCell in sTAG
	Rel-12
	C62
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	
	
	2Rx, 4Rx

	6.2.9
	3DL/3UL TDD CA Non-Contention Based Random Access Test for 2 SCells
	Rel-13
	C230
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	
	
	2Rx, 4Rx

	6.2.10
	E-UTRAN FDD Contention Based Random Access Test for CE UEs in Normal Coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	6.2.11
	E-UTRAN HD-FDD Contention Based Random Access Test for CE UEs in Normal Coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	6.2.12
	E-UTRAN TDD Contention Based Random Access Test for CE UEs in Normal Coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	6.2.13
	E-UTRAN FDD - Contention Based Random Access Test for CE UEs in Enhanced Coverage
	Rel-13
	C94e
	U supporting E-UTRA FD-FDD andCEModeB
	
	
	

	6.2.14
	E-UTRAN HD-FDD - Contention Based Random Access Test for CE UEs in Enhanced Coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD andCEModeB
	
	
	

	6.2.15
	E-UTRAN TDD - Contention Based Random Access Test for CE UEs in Enhanced Coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD andCEModeB
	
	
	

	6.2.16
	Contention Based Random Access Test for UE category NB1 UEs In-band mode in normal coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	6.2.17
	Contention Based Random Access Test for UE category NB1 UEs In-band mode in Enhanced Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	6.2.18
	Contention Based Random Access on Non-anchor Carrier Test for UE category NB1 UEs In-band mode in Enhanced Coverage
	Rel-14
	C219
	UE supporting category NB1 and supporting NPRACH on non-anchor carrier
	
	
	

	6.2.19
	TDD Contention Based Random Access Test for UE category NB1 UEs In-band mode in normal coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	6.2.20
	TDD Contention Based Random Access Test for UE category NB1 UEs In-band mode in enhanced coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	6.2.21
	TDD Contention Based Random Access on Non-anchor Carrier Test for UE category NB1 UEs In-band mode in Enhanced Coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	6.3.1
	Redirection from E-UTRAN FDD to UTRAN FDD
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.1_2
	Redirection from E-UTRAN FDD to UTRAN FDD for UE Category 1bis
	Rel-13
	C04h
	UE supporting E-UTRA FDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.2
	Redirection from E-UTRAN TDD to UTRAN FDD
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.2_2
	Redirection from E-UTRAN TDD to UTRAN FDD for UE Category 1bis
	Rel-13
	C07d
	UE supporting E-UTRA TDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.3
	Redirection from E-UTRAN FDD to GERAN when System Information is provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	
	2Rx, 4Rx

	6.3.3_2
	Redirection from E-UTRAN FDD to GERAN when System Information is provided for UE Category 1bis
	Rel-13
	C27a
	UE supporting E-UTRA FDD and GERAN and UE Category 1bis
	
	
	

	6.3.4
	Redirection from E-UTRAN TDD to GERAN when System Information is provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	
	2Rx, 4Rx

	6.3.4_2
	Redirection from E-UTRAN TDD to GERAN when System Information is provided for UE Category 1bis
	Rel-13
	C28a
	UE supporting E-UTRA TDD and GERAN and UE Category 1bis
	
	
	

	6.3.5
	E-UTRA TDD RRC connection release redirection to UTRA TDD
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.5_2
	E-UTRA TDD RRC connection release redirection to UTRA TDD for UE Category 1bis
	Rel-13
	C26a
	UE supporting E-UTRA TDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.6
	E-UTRA FDD RRC connection release redirection to UTRA TDD
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.6_2
	E-UTRA FDD RRC connection release redirection to UTRA TDD for UE Category 1bis
	Rel-13
	C25a
	UE supporting E-UTRA FDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.7
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.7_2
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided for UE Category 1bis
	Rel-13
	C26a
	UE supporting E-UTRA TDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.8
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	
	2Rx, 4Rx

	6.3.8_2
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided for UE Category 1bis
	Rel-13
	C25a
	UE supporting E-UTRA FDD and UTRA TDD and UE Category 1bis
	
	
	

	6.3.9
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.9_2
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information for UE Category 1bis
	Rel-13
	C04h
	UE supporting E-UTRA FDD and UTRA FDD and UE Category 1bis
	
	
	

	6.3.10
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	
	2Rx, 4Rx

	6.3.10_2
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided for UE Category 1bis
	Rel-13
	C27a
	UE supporting E-UTRA FDD and GERAN and UE Category 1bis
	
	
	

	6.3.11
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	
	2Rx, 4Rx

	6.3.11_2
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided for UE Category 1bis
	Rel-13
	C28a
	UE supporting E-UTRA TDD and GERAN and UE Category 1bis
	
	
	

	6.3.12
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	
	2Rx, 4Rx

	6.3.12_2
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided for UE Category 1bis
	Rel-13
	C07d
	UE supporting E-UTRA TDD and UTRA FDD and UE Category 1bis
	
	
	

	Timing and Signalling Characteristics
	

	7.1.1
	E-UTRAN FDD - UE Transmit Timing Accuracy
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	
	2Rx, 4Rx

	7.1.1_1
	E-UTRAN FDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C23
	UE supporting E-UTRA FDD but not supporting Feature Group Indicator 5
	
	
	

	7.1.1_2
	E-UTRAN FDD - UE Transmit Timing Accuracy for UE category 1bis
	Rel-13
	C214 
	UE supporting E-UTRA FDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.1.2
	E-UTRAN TDD - UE Transmit Timing Accuracy
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	
	2Rx, 4Rx

	7.1.2_1
	E-UTRAN TDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C24
	UE supporting E-UTRA TDD but not supporting Feature Group Indicator 5
	
	
	

	7.1.2_2
	E-UTRAN TDD - UE Transmit Timing Accuracy for UE category 1bis
	Rel-13
	C207
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.1.3
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C57
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	
	

	7.1.3_1
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Rel-12
	C57
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	
	

	7.1.4
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C58
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	Either TC 7.1.4 or TC 7.1.4A shall be executed.
(Note 1)
	
	

	7.1.4A
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell for 20 MHz +10 MHz bandwidth
	Rel-11
	C58a
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	Either TC 7.1.4 or TC 7.1.4A shall be executed.
(Note 1)
	
	

	7.1.4_1
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell (Release 12 and forward)
	Rel-12
	C58
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	
	

	7.1.5
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_Nand Feature Group Indicator 5
	
	
	

	7.1.6
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	Rel-11
	C63
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances and Feature Group Indicator 5
	
	
	

	7.1.7
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	Rel-11
	C64
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advance and Feature Group Indicator 5
	Either TC 7.1.7 or TC 7.1.7A or TC 7.1.7B shall be executed. (Note 1)
	
	

	7.1.7A
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +20MHz bandwidth
	Rel-11
	C64a
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advance and Feature Group Indicator 5
	Either TC 7.1.7 or TC 7.1.7A or TC 7.1.7B shall be executed. (Note 1)
	
	

	7.1.7B
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +10MHz bandwidth
	Rel-11
	C64b
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advance and Feature Group Indicator 5
	Either TC 7.1.7 or TC 7.1.7A or TC 7.1.7B shall be executed. (Note 1)
	
	

	7.1.10
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeA
	Rel-13
	C94b
	UE supporting E-UTRA FD-FDD and UE Category M1 and Feature Group Indicator 5
	
	
	

	7.1.11
	E-UTRAN HD-FDD - UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeA
	Rel-13
	C107c
	UE supporting E-UTRA HD-FDD and UE Category M1 and Feature Group Indicator 5
	
	
	

	7.1.12
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeA
	Rel-13
	C93c
	UE supporting E-UTRA TDD and UE Category M1 and Feature Group Indicator 5
	
	
	

	7.1.13
	3DL/3UL TDD CA UE Transmit Timing Accuracy Tests for 2 SCells
	Rel-13
	C231
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advance and Feature Group Indicator 5
	
	
	2Rx, 4Rx

	7.1.14
	E-UTRAN FDD – UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeB
	Rel-13
	C94h
	UE supporting E-UTRA FD-FDD and (UE category M1 and CE Mode B) and Feature Group Indicator 5
	
	
	

	7.1.15
	E-UTRAN HD-FDD – UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeB
	Rel-13
	C94i
	UE supporting E-UTRA HD-FDD and (UE category M1 and CE Mode B) and Feature Group Indicator 5
	
	
	

	7.1.16
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for Cat-M1 UE in CEModeB
	Rel-13
	C93k
	UE supporting E-UTRA TDD and (UE category M1 and CE Mode B) and Feature Group Indicator 5
	
	
	

	7.1.17
	HD-FDD Transmit Timing Accuracy Test for Category NB1 UE In-Band mode under Normal Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.1.18
	HD-FDD Transmit Timing Accuracy Test for Category NB1 UE In-band mode under Enhanced Coverage
	Rel-13
	C155
	UE supporting NB-IoT HD-FDD and Feature Group Indicator 5
	
	
	

	7.1.21
	E-UTRAN FDD – UE Transmit Timing Accuracy Tests for CE UE in CEModeA
	Rel-14
	C94d
	UE supporting E-UTRA FD-FDD and CEModeA and Feature Group Indicator 5
	
	
	

	7.1.22
	E-UTRAN HD-FDD – UE Transmit Timing Accuracy Tests for CE UE in CEModeA
	Rel-14
	C107b
	UE supporting E-UTRA HD-FDD and CEModeA and Feature Group Indicator 5
	
	
	

	7.1.23
	E-UTRAN TDD - UE Transmit Timing Accuracy Tests for CE UE in CEModeA
	Rel-14
	C93h
	UE supporting E-UTRA TDD and CEModeA and Feature Group Indicator 5
	
	
	

	7.1.24
	E-UTRAN FDD – UE Transmit Timing Accuracy Tests for CE UE in CEModeB
	Rel-14
	C94k
	UE supporting E-UTRA FD-FDD and CEModeB and Feature Group Indicator 5
	
	
	

	7.1.27
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for Category NB1 UE In-Band mode under normal coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	7.1.28
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for Category NB1 UE In-band mode under enhanced coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	7.2.1
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	7.2.1_2
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy for UE category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FDD and UE Category 1bis
	
	
	

	7.2.2
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	7.2.2_2
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy for UE category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	7.2.3
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	7.2.4
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test For Scell in sTAG
	Rel-12
	C61
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances
	
	
	

	7.2.5
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test For Scell in sTAG
	Rel-11
	C62
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	Either TC 7.2.5 or TC 7.2.5A or TC 7.2.5B shall be executed. (Note 1)
	
	

	7.2.5A
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test for Scell in sTAG for 20MHz +20MHz bandwidth
	Rel-11
	C62a
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	Either TC 7.2.5 or TC 7.2.5A or TC 7.2.5B shall be executed. (Note 1)
	
	

	7.2.5B
	[bookmark: _GoBack]E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test for Scell in sTAG for 20MHz +10MHz bandwidth
	Rel-11
	C62b
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	Either TC 7.2.5 or TC 7.2.5A or TC 7.2.5B shall be executed. (Note 1)
	
	

	7.2.6
	E-UTRAN FDD Timing Advance Adjustment Accuracy Test for CE UE in CEModeA
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	7.2.7
	E-UTRAN HD-FDD UE Timing Advance Adjustment Accuracy Test for CE UE in CEModeA
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.2.8
	E-UTRAN TDD Timing Advance Adjustment Accuracy Test for CE UE in CEModeA
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	7.2.9
	HD-FDD UE Timing Advance Adjustment Accuracy Test for Category NB1 UE in Standalone Mode under Enhance Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.2.10
	E-UTRAN FDD UE Timing Advance Adjustment Accuracy Test in CEModeB
	Rel-13
	C94e
	U supporting E-UTRA FD-FDD and CEModeB
	
	
	

	7.2.11
	E-UTRAN HD-FDD UE Timing Advance Adjustment Accuracy Test in CEModeB
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and CEModeB
	
	
	

	7.2.12
	E-UTRAN TDD UE Timing Advance Adjustment Accuracy Test in CEModeB
	Rel-13
	C93e
	UE supporting E-UTRA TDD and CEModeB
	
	
	

	7.2.15
	E-UTRAN TDD – TDD UE Timing Advance Adjustment Accuracy Test for UE Category NB1 in Standalone Mode under Enhanced Coverage
	Rel-15
	C235
	UE supporting NB-IoT TDD
	
	
	

	7.3.1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C01i
	UE supporting E-UTRA FDD but not 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.1_1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync with 4 Rx antenna ports
	Rel-10
	C140
	UE supporting E-UTRA FDD and 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.2
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C01i
	UE supporting E-UTRA FDD but not 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.2_1
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync with 4 Rx antenna ports
	Rel-10
	C140
	UE supporting E-UTRA FDD and 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.3
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C02a
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands
	
	
	

	7.3.3_1
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync with 4 Rx antenna ports
	Rel-10
	C143
	UE supporting E-UTRA TDD and 4Rx antenna ports on all supported TDD operating bands
	
	
	

	7.3.4
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C02i
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands
	
	
	

	7.3.4_1
	E-UTRAN TDD Radio Link Monitoring Test for In-sync with 4 Rx antenna ports
	Rel-10
	C143
	UE supporting E-UTRA TDD and 4Rx antenna ports on all supported TDD operating bands
	
	
	

	7.3.5
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C01j
	UE supporting E-UTRA FDD but not 4Rx antenna ports on all supported FDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.5_1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX with 4 Rx antenna ports
	Rel-10
	C181
	UE supporting E-UTRA FDD and Feature Group Indicator 5 and 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.6
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C01j
	UE supporting E-UTRA FDD but not 4Rx antenna ports on all supported FDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.6_1
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX with 4 Rx antenna ports
	Rel-10
	C181
	UE supporting E-UTRA FDD and 4Rx antenna ports on all supported FDD operating bands and Feature Group Indicator 5 
	
	
	

	7.3.7
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C02j
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.7_1
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX with 4 Rx antenna ports
	Rel-10
	C182
	UE supporting E-UTRA TDD and 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.8
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C02j
	UE supporting E-UTRA TDD but not 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.8_1
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX with 4 Rx antenna ports
	Rel-10
	C182
	UE supporting E-UTRA TDD and 4Rx antenna ports on all supported TDD operating bands and Feature Group Indicator 5
	
	
	

	7.3.9
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	
	

	7.3.10
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	
	

	7.3.11
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	
	

	7.3.12
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	
	

	7.3.13
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	
	

	7.3.14
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	
	

	7.3.15
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	
	

	7.3.16
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	
	

	7.3.17
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115
	
	
	

	7.3.18
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115
	
	
	

	7.3.19
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115
	
	
	

	7.3.20
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115
	
	
	

	7.3.21
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling and Feature Group Indicator 115
	
	
	

	7.3.22
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling and Feature Group Indicator 115
	
	
	

	7.3.23
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	7.3.23_1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth with 4Rx antenna ports
	Rel-10
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	7.3.24
	E-UTRAN FDD Radio Link Monitoring Test for In-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	7.3.25
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_Nand Feature Group Indicator 5
	
	
	

	7.3.26
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync for UE category 0
	Rel-12
	C94
	UE supporting E-UTRA FD-FDD and UE Category 0
	
	
	

	7.3.26_2
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FD-FDD and UE Category 1bis
	
	
	

	7.3.27
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync for UE category 0
	Rel-12
	C94
	UE supporting E-UTRA FD-FDD and UE Category 0
	
	
	

	7.3.27_2
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync for UE Category 1bis
	Rel-13
	C194
	UE supporting E-UTRA FD-FDD and UE Category 1bis
	
	
	

	7.3.28
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0
	Rel-12
	C95
	UE supporting E-UTRA FD-FDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.28_2
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE Category 1bis
	Rel-13
	C214
	UE supporting E-UTRA FD-FDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.3.29
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category 0
	Rel-12
	C95
	UE supporting E-UTRA FD-FDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.29_2
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync in DRX for UE Category 1bis
	Rel-13
	C214
	UE supporting E-UTRA FD-FDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.3.30
	E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for UE category 0
	Rel-12
	C110
	UE supporting E-UTRA HD-FDD and UE Category 0
	
	
	

	7.3.31
	E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync for UE category 0
	Rel-12
	C110
	UE supporting E-UTRA HD-FDD and UE Category 0
	
	
	

	7.3.32
	E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0
	Rel-12
	C111
	UE supporting E-UTRA HD-FDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.33
	E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync in DRX for UE category 0
	Rel-12
	C111
	UE supporting E-UTRA HD-FDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.34
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync for UE category 0
	Rel-12
	C93
	UE supporting E-UTRA TDD and UE Category 0
	
	
	

	7.3.34_2
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	7.3.35
	E-UTRAN TDD Radio Link Monitoring Test for In-sync for UE category 0
	Rel-12
	C93
	UE supporting E-UTRA TDD and UE Category 0
	
	
	

	7.3.35_2
	E-UTRAN TDD Radio Link Monitoring Test for In-sync for UE Category 1bis
	Rel-13
	C195
	UE supporting E-UTRA TDD and UE Category 1bis
	
	
	

	7.3.36
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category 0
	Rel-12
	C96
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.36_2
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE Category 1bis
	Rel-13
	C215
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.3.37
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX for UE category 0
	Rel-12
	C96
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 0
	
	
	

	7.3.37_2
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX for UE Category 1bis
	Rel-13
	C215
	UE supporting E-UTRA TDD and Feature Group Indicator 5 and UE Category 1bis
	
	
	

	7.3.38
	E-UTRAN FDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in synchronous DC
	Rel-12
	C123b
	UE supporting E-UTRA FDD and Dual Connectivity but not 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.38_1
	E-UTRAN FDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in synchronous DC with 4 Rx antenna ports
	Rel-12
	C185
	UE supporting E-UTRA FDD and Dual Connectivity and 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.39
	E-UTRAN FDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in asynchronous DC
	Rel-12
	C125a
	UE supporting E-UTRA FDD and asynchronous Dual Connectivity but not 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.39_1
	E-UTRAN FDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in asynchronous DC with 4 Rx antenna ports
	Rel-12
	C186
	UE supporting E-UTRA FDD and asynchronous Dual Connectivity and 4Rx antenna ports on all supported FDD operating bands
	
	
	

	7.3.40
	E-UTRAN TDD-TDD DC Radio Link Monitoring Test for Out-of-sync in DRX in synchronous DC
	Rel-12
	C124
	UE supporting E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.41
	E-UTRAN FDD-FDD Radio Link Monitoring Test for In-sync in DRX in synchronous dual connectivity
	Rel-12
	C123
	UE supporting E-UTRA FDD and Dual Connectivity
	
	
	

	7.3.42
	E-UTRAN FDD-FDD DC Radio Link Monitoring Test for In-sync in DRX in asynchronous DC
	Rel-12
	C125
	UE supporting E-UTRA FDD and asynchronous Dual Connectivity
	
	
	

	7.3.43
	E-UTRAN TDD-TDD Radio Link Monitoring Test for In-sync in DRX in synchronous dual connectivity
	Rel-12
	C124
	UE supporting E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.44
	E-UTRAN TDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in synchronous DC with PCell in FDD
	Rel-12
	C123a
	UE supporting E-UTRA FDD and E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.45
	E-UTRAN TDD-FDD DC Radio Link Monitoring Test for Out-of-sync in DRX in synchronous DC with PCell in TDD
	Rel-12
	C123a
	UE supporting E-UTRA FDD and E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.46
	E-UTRAN TDD-FDD Radio Link Monitoring Test for In-sync in DRX for PSCell in synchronous DC with PCell in FDD
	Rel-12
	C123a
	UE supporting E-UTRA FDD and E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.47
	E-UTRAN TDD-FDD Radio Link Monitoring Test for In-sync in DRX for PSCell in synchronous DC with PCell in TDD
	Rel-12
	C123a
	UE supporting E-UTRA FDD and E-UTRA TDD and Dual Connectivity
	
	
	

	7.3.48
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEMode A
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	7.3.49
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-Sync for CE UE in CEMode A
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	7.3.50
	E-UTRAN FD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	7.3.51
	E-UTRAN FD-FDD Radio Link Monitoring Test for In-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and CEModeA
	
	
	

	7.3.52
	E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for CE UE 
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.3.53
	E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync for CE UE category
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.3.54
	E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.3.55
	E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.3.56
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	7.3.57
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync for CE UE in CEMode A
	Rel-13
	C93a
	UE supporting E-UTRA TDD and CEModeA
	
	
	

	7.3.58
	E- UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C93c
	UE supporting E-UTRA TDD and CEModeA and Feature Group Indicator 5
	
	
	

	7.3.59
	E- UTRAN TDD Radio Link Monitoring Test for In-sync in DRX for CE UE configured in CEMode A
	Rel-13
	C93c
	UE supporting E-UTRA TDD and CEModeA and Feature Group Indicator 5
	
	
	

	7.3.60
	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverag
	Rel-13
	C155
	UE supporting NB-IoT HD-FDD and Feature Group Indicators 5
	
	
	

	7.3.61
	HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in Enhanced Coverage
	Rel-13
	C155
	UE supporting NB-IoT HD-FDD and Feature Group Indicators 5
	
	
	

	7.3.62
	HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Enhanced Coverage
	Rel-13
	C155
	UE supporting NB-IoT HD-FDD and Feature Group Indicators 5
	
	
	

	7.3.63
	HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Normal Coverage
	Rel-13
	C155
	UE supporting NB-IoT HD-FDD and Feature Group Indicators 5
	
	
	

	7.3.64
	HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Normal Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.3.65
	HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Enhanced Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.3.66
	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.3.67
	HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 guard band mode in Enhanced Coverage
	Rel-13
	C154
	UE supporting NB-IoT HD-FDD
	
	
	

	7.3.69
	E-UTRAN HD-FDD Early Out-of-sync reporting Test for CE UE in CEMode A
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and CEModeA
	
	
	

	7.3.88
	TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
	Rel-15
	Cxxy
	UE supporting NB-IoT TDD and Feature Group Indicators 5
	
	
	

	7.3.89
	TDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in enhanced coverage
	Rel-15
	Cxxy
	UE supporting NB-IoT TDD and Feature Group Indicators 5
	
	
	

	7.4.1
	E-UTRAN FDD-FDD DC interruption at transitions between active and non-active during DRX in synchronous DC
	Rel-12
	C175
	UE supporting E-UTRA FDD, Dual Connectivity and Feature Group Indicator 5 
	It is not necessary for DC ASYNCH UEs to be tested in this test if 7.4.3 case is executed. (Note 2)
	
	





	

Table 4.2-1a: Applicability of RRM conformance test cases Conditions
	C01	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	 Many rows are skipped

	C236	IF (A.4.1-1/8 AND A.4.3-7/2 AND A.4.5-1/abc) THEN R ELSE N/A

	Cxxy	IF (A.4.1-1/8a AND (A.4.3-4c/1 or A.4.3-4c/2)) AND A.4.4-1a/5 THEN R ELSE N/A


<< End of changes >>

