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{Start of changes}
[bookmark: _Toc27475539][bookmark: _Toc29495130][bookmark: _Toc36116176][bookmark: _Toc36118225][bookmark: _Toc36560338][bookmark: _Toc43976835][bookmark: _Toc52213395][bookmark: _Toc60742851]5	Operating bands and channel arrangement
[bookmark: _Toc27475540][bookmark: _Toc29495131][bookmark: _Toc36116177][bookmark: _Toc36118226][bookmark: _Toc36560339][bookmark: _Toc43976836][bookmark: _Toc52213396][bookmark: _Toc60742852]5.1	General
The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to this version of the specifications are identified as described in Table 5.1-1.
Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz



The present specification covers band combinations including
-	at least one FR1 operating band and one FR2 operating band for carrier aggregation and dual connectivity operations;
-	at least one E-UTRA operating band for dual connectivity operations.
[bookmark: _Toc27475541][bookmark: _Toc29495132][bookmark: _Toc36116178][bookmark: _Toc36118227][bookmark: _Toc36560340][bookmark: _Toc43976837][bookmark: _Toc52213397][bookmark: _Toc60742853]5.2	Operating bands
NR is designed to operate in FR1 operating bands defined in TS 38.101-1 [2] and FR2 operating bands defined in TS 38.101-2 [3]. E-UTRA is designed to operate in operating bands defined in TS 36.101 [4].
[bookmark: _Toc27475542][bookmark: _Toc29495133][bookmark: _Toc36116179][bookmark: _Toc36118228][bookmark: _Toc36560341][bookmark: _Toc43976838][bookmark: _Toc52213398][bookmark: _Toc60742854]5.2A	Operating bands for CA
[bookmark: _Toc27475543][bookmark: _Toc29495134][bookmark: _Toc36116180][bookmark: _Toc36118229][bookmark: _Toc36560342][bookmark: _Toc43976839][bookmark: _Toc52213399][bookmark: _Toc60742855]5.2A.1	Inter-band CA between FR1 and FR2
NR carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1‑1. The band combinations include at least one FR1 operating band and one FR2 operating band.
Table 5.2A.1-1: Band combinations for inter-band NR CA between FR1 and FR2
	NR CA Band
	NR Band

	CA_n8-n258
	n8, n258

	CA_n71-n2571
	n71, n257

	CA_n77-n2571
	n77, n257

	CA_n78-n2571
	n78, n257

	CA_n79-n2571
	n79, n257

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.



[bookmark: _Toc27475544][bookmark: _Toc29495135][bookmark: _Toc36116181][bookmark: _Toc36118230][bookmark: _Toc36560343][bookmark: _Toc43976840][bookmark: _Toc52213400][bookmark: _Toc60742856]5.2B	Operating bands for DC
[bookmark: _Toc27475545][bookmark: _Toc29495136][bookmark: _Toc36116182][bookmark: _Toc36118231][bookmark: _Toc36560344][bookmark: _Toc43976841][bookmark: _Toc52213401][bookmark: _Toc60742857]5.2B.1	General
The operating bands are specified in clause 5.5B for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured.
[bookmark: _Toc27475546][bookmark: _Toc29495137][bookmark: _Toc36116183][bookmark: _Toc36118232][bookmark: _Toc36560345][bookmark: _Toc43976842][bookmark: _Toc52213402][bookmark: _Toc60742858][bookmark: _Hlk523874996]5.2B.2 to 5.2B.7	Void
[bookmark: _Toc45890486][bookmark: _Toc45891710][bookmark: _Toc45892120][bookmark: _Toc45892530][bookmark: _Toc52213403][bookmark: _Toc60742859][bookmark: _Toc27475547][bookmark: _Toc29495138][bookmark: _Toc36116184][bookmark: _Toc36118233][bookmark: _Toc36560346][bookmark: _Toc43976843]5.2E	Operating bands for V2X
[bookmark: _Toc45890487][bookmark: _Toc45891711][bookmark: _Toc45892121][bookmark: _Toc45892531][bookmark: _Toc52213404][bookmark: _Toc60742860]5.2E.1	Intra-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink or sidelink on the operating bands combinations listed in Table 5.2E.1-1. 
Table 5.2E.1-1: Intra-band V2X operating bands
	V2X con-current operating band
	E-UTRA or NR Band
	Interface

	V2X_47_n471
	47
	PC5

	
	n47
	PC5

	NOTE 1:	Only single switched SL is supported.



[bookmark: _Toc45890488][bookmark: _Toc45891712][bookmark: _Toc45892122][bookmark: _Toc45892532][bookmark: _Toc52213405][bookmark: _Toc60742861]5.2E.2	Inter-band V2X bands
NR V2X operation is designed to operate concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 5.2E.2-1.
Table 5.2E.2-1: Inter-band con-current V2X operating bands
	[bookmark: OLE_LINK11]E-UTRA-NR V2X Band Combination
	E-UTRA or NR Band
	Interface

	V2X_20_n38
	20
	Uu

	
	n38
	PC5

	V2X_n71_47
	47
	PC5

	
	n71
	Uu

	V2X_n71_(n) 471
	47
	PC5

	
	n47
	PC5

	
	n71
	Uu

	NOTE 1:	Only single switched SL in ITS band is supported.



[bookmark: _Toc52213406][bookmark: _Toc60742862]5.3	UE Channel bandwidth
[bookmark: _Toc27475548][bookmark: _Toc29495139][bookmark: _Toc36116185][bookmark: _Toc36118234][bookmark: _Toc36560347][bookmark: _Toc43976844][bookmark: _Toc52213407][bookmark: _Toc60742863]5.3A	UE Channel bandwidth for CA
[bookmark: _Toc27475549][bookmark: _Toc29495140][bookmark: _Toc36116186][bookmark: _Toc36118235][bookmark: _Toc36560348][bookmark: _Toc43976845][bookmark: _Toc52213408][bookmark: _Toc60742864]5.3A.1	Inter-band CA between FR1 and FR2
For inter-band NR CA between FR1 and FR2, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class as specified in clause 5.3A.5 of TS 38.101-1 [2] and clause 5.3A.4 of TS 38.101-2 [3] independently.
[bookmark: _Toc27475550][bookmark: _Toc29495141][bookmark: _Toc36116187][bookmark: _Toc36118236][bookmark: _Toc36560349][bookmark: _Toc43976846][bookmark: _Toc52213409][bookmark: _Toc60742865]5.3B	UE Channel bandwidth for EN-DC
For intra-band contiguous EN-DC, the aggregated channel bandwidth is sum of the individual NR and E-UTRA channel bandwidths assuming nominal EN-DC channel with 0 kHz offset spacing as specified in clause 5.4.
	ENBW = BWNR_Channel + BWE-UTRA_Channel
In the case where the NR sub-block and/or the E-UTRA sub-block itself is composed of intra-band contiguous CA carriers, the EN-DC aggregated channel bandwidth is the sum of the aggregated channel bandwidths of the NR and E-UTRA sub-blocks assuming nominal EN-DC channel spacing between the NR sub-block and E-UTRA sub-block.
	ENBW = BWNR_Channel_CA + BWE-UTRA_Channel_CA
For NR inter-band dual connectivity specified in 5.5B.7, the corresponding NR CA configurations in 5.5A.1, i.e., dual uplink inter-band carrier aggregation between FR1 and FR2 with uplink assigned to two NR bands, are applicable to Dual Connectivity. 
NOTE:	Requirements for the dual connectivity configurations are defined in the clause corresponding NR uplink CA between FR1 and FR2 configurations, unless otherwise specified.
Intra-band contiguous EN-DC configurations are defined using intra-band contiguous EN-DC bandwidth class notation DC_(n)Xyz where the first EN-DC bandwidth class letter indicates the number of contiguous E-UTRA carriers and the second EN-DC bandwidth class letter indicates the number of contiguous NR carriers for the EN-DC combination of E-UTRA Band X and NR Band nX. Applicable contiguous intraband EN-DC bandwidth classes are listed in Table 5.3B-1
Table 5.3B-1: Intra-band contiguous EN-DC bandwidth classes
	Intra-band contiguous EN-DC bandwidth class
	Number of contiguous CC

	
	E-UTRA
	NR

	AA
	1
	1

	CA
	2
	1

	DA
	3
	1



[bookmark: _Toc27475551][bookmark: _Toc29495142][bookmark: _Toc36116188][bookmark: _Toc36118237][bookmark: _Toc36560350][bookmark: _Toc43976847][bookmark: _Toc52213410][bookmark: _Toc60742866]5.3B.1	Intra-band EN-DC in FR1
[bookmark: _Toc27475552][bookmark: _Toc29495143][bookmark: _Toc36116189][bookmark: _Toc36118238][bookmark: _Toc36560351][bookmark: _Toc43976848][bookmark: _Toc52213411][bookmark: _Toc60742867]5.3B.1.1	General
The requirements for intra-band EN-DC in this specification are defined for EN-DC configurations with associated bandwidth combination sets.
For each EN-DC configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.
[bookmark: _Toc27475553][bookmark: _Toc29495144][bookmark: _Toc36116190][bookmark: _Toc36118239][bookmark: _Toc36560352][bookmark: _Toc43976849][bookmark: _Toc52213412][bookmark: _Toc60742868]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, an EN-DC configuration is a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA1, DC_41A_n41A2
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA1, DC_41A_n41A2
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AA
	DC_(n)71AA
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	Void
NOTE 4:	The channel bandwidths for E-UTRA or NR carrier should be at least supported in one of the BCS indicated in E-UTRA bandwidth combination sets or NR bandwidth combination sets if reported.



[bookmark: _Toc27475554][bookmark: _Toc29495145][bookmark: _Toc36116191][bookmark: _Toc36118240][bookmark: _Toc36560353][bookmark: _Toc43976850][bookmark: _Toc52213413][bookmark: _Toc60742869]5.3B.1.3	BCS for Intra-band non-contiguous EN-DC
For intra-band non-contiguous EN-DC, an EN-DC configuration is a single operating band supporting E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [5] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Channel bandwidths for E-UTRA carrier (MHz)
	
	

	DC_3A_n3A
	DC_3A_n3A(1)
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	DC_41A_n41A
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	NOTE 1:	Only single switched UL is supported in Rel-15.



[bookmark: _Toc21340736][bookmark: _Toc29805183][bookmark: _Toc45890499][bookmark: _Toc45891723][bookmark: _Toc45892133][bookmark: _Toc45892543][bookmark: _Toc52213414][bookmark: _Toc60742870][bookmark: _Toc27475555][bookmark: _Toc29495146][bookmark: _Toc36116192][bookmark: _Toc36118241][bookmark: _Toc36560354][bookmark: _Toc43976851]5.3E	UE Channel bandwidth for V2X
The requirements specified in clause 5.3B are applicable to NR V2X UE. 
[bookmark: _Toc45890500][bookmark: _Toc45891724][bookmark: _Toc45892134][bookmark: _Toc45892544][bookmark: _Toc52213415][bookmark: _Toc60742871]5.3E.1	Intra-band contiguous V2X in FR1
For intra-band contiguous E-UTRA NR V2X UE, an EN-DC bandwidth class in Table 5.3.B-1 are considered to specify the V2X transmission/reception configurations.
Bandwidth combination sets and V2X transmission/reception configurations for intra-band contiguous V2X UE are specified in Table 5.3E.1-1.
Table 5.3E.1-1: E-UTRA-NR V2X configurations and bandwidth combination sets for intra-band contiguous V2X UE 
	V2X configuration
	SL transmission band
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	V2X_(n)47AA
	E-UTRA Band 47 or NR band n47
	10
	10,20,30,40
	60
	0

	
	
	20
	10,20,30,40
	
	



[bookmark: _Toc45890501][bookmark: _Toc45891725][bookmark: _Toc45892135][bookmark: _Toc45892545][bookmark: _Toc52213416][bookmark: _Toc60742872]5.3E.2	Intra-band non-contiguous V2X in FR1
For intra-band non-contiguous E-UTRA NR V2X UE, an EN-DC bandwidth class in Table 5.3.B-1 are considered to specify the V2X transmission/reception configurations. 
Bandwidth combination sets and SL transmission/reception configurations for intra-band non-contiguous V2X are specified in Table 5.3E.2-1.
Table 5.3E.2-1: E-UTRA-NR V2X configurations and bandwidth combination sets for intra-band non-contiguous V2X UE
	V2X configuration
	SL transmission band
	Channel bandwidths for E-UTRA carrier (MHz)
	Channel bandwidths for NR carrier (MHz)
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	V2X_47A_n47A
	E-UTRA Band 47 or NR band n47
	10
	10,20,30,40
	60
	0

	
	
	20
	10,20,30,40
	
	



[bookmark: _Toc45890502][bookmark: _Toc45891726][bookmark: _Toc45892136][bookmark: _Toc45892546][bookmark: _Toc52213417][bookmark: _Toc60742873]5.3E.3	Inter-band V2X in FR1
For inter-band E-UTRA NR V2X UE, the each channel bandwidth for inter-band V2X operations in FR1 is specified in TS 36.101 [4] and TS 38.101-1 [2], respectively.
[bookmark: _Toc52213418][bookmark: _Toc60742874]5.4	Void
[bookmark: _Toc27475556][bookmark: _Toc29495147][bookmark: _Toc36116193][bookmark: _Toc36118242][bookmark: _Toc36560355][bookmark: _Toc43976852][bookmark: _Toc52213419][bookmark: _Toc60742875]5.4A	Channel arrangement for CA
The channel arrangement for CA operations in FR1 and FR2 as specified in TS 38.101-1 [2] and TS 38.101-2 [3], respectively.
[bookmark: _Toc27475557][bookmark: _Toc29495148][bookmark: _Toc36116194][bookmark: _Toc36118243][bookmark: _Toc36560356][bookmark: _Toc43976853][bookmark: _Toc52213420][bookmark: _Toc60742876]5.4B	Channel arrangement for DC
The channel arrangement for intra-band EN-DC operations in FR1 is specified in TS 36.101 [5] and TS 38.101-1 [2], respectively.
[bookmark: _Toc27475558][bookmark: _Toc29495149][bookmark: _Toc36116195][bookmark: _Toc36118244][bookmark: _Toc36560357][bookmark: _Toc43976854][bookmark: _Toc52213421][bookmark: _Toc60742877]5.4B.1	Channel spacing for intra-band EN-DC carriers
The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between and E-UTRA carrier and an adjacent NR carrier for intra-band contiguous EN-DC is defined as following:
-	For NR operating bands with 100 kHz channel raster,
	Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2
-	For NR operating bands with 15 kHz channel raster,
	Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2+{-5kHz, 0kHz, 5kHz}
-	For NR operating bands with 30 kHz channel raster,
	Nominal Channel spacing = (BWE-UTRA_Channel + BWNR_Channel)/2+{-10kHz, 0kHz, 10kHz}
where BWE-UTRA_Channel and BWNR_Channel are the channel bandwidths of the E-UTRA and NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
For intra-band non-contiguous EN-DC the channel spacing between E-UTRA and NR carriers shall be larger than the nominal channel spacing defined in this clause.
[bookmark: _Toc27475559][bookmark: _Toc29495150][bookmark: _Toc36116196][bookmark: _Toc36118245][bookmark: _Toc36560358][bookmark: _Toc43976855][bookmark: _Toc52213422][bookmark: _Toc60742878]5.5	Configuration
[bookmark: _Toc27475560][bookmark: _Toc29495151][bookmark: _Toc36116197][bookmark: _Toc36118246][bookmark: _Toc36560359][bookmark: _Toc43976856][bookmark: _Toc52213423][bookmark: _Toc60742879]5.5A	Configuration for CA
[bookmark: _Toc27475561][bookmark: _Toc29495152][bookmark: _Toc36116198][bookmark: _Toc36118247][bookmark: _Toc36560360][bookmark: _Toc43976857][bookmark: _Toc52213424][bookmark: _Toc60742880]5.5A.1	Inter-band CA configurations between FR1 and FR2
Table 5.5A.1-1: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	200 MHz
	400 MHz
	Bandwidth combination set

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n258
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n71A-n257A
	-
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77A-n257D
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	See CA_n77C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257A
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n78A-n257D
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257E
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78A-n257F
	CA_n78A-n257A
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257A
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n78C-n257D
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257E
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n78C-n257F
	CA_n78A-n257A
	n78
	See CA_n78C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	
	120
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	Yes
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257D in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257E in Table 5.5A.1-2 in TS 38.101-2
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	See CA_n79C in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n257
	See CA_n257F in Table 5.5A.1-2 in TS 38.101-2
	



[bookmark: _Toc27475562][bookmark: _Toc29495153][bookmark: _Toc36116199][bookmark: _Toc36118248][bookmark: _Toc36560361][bookmark: _Toc43976858][bookmark: _Toc52213425][bookmark: _Toc60742881]5.5B	Configuration for DC
[bookmark: _Toc27475563][bookmark: _Toc29495154][bookmark: _Toc36116200][bookmark: _Toc36118249][bookmark: _Toc36560362][bookmark: _Toc43976859][bookmark: _Toc52213426][bookmark: _Toc60742882]5.5B.1	General
The operating bands and bandwidth classes are specified for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured. The EN-DC, NE-DC or NGEN-DC band combinations include at least one E-UTRA operating band.
For EN-DC or NE-DC configurations indicated by column "Single Uplink allowed" (e.g., problematic band combinations as defined in TS 38.306 [16]) in tables in this clause the UE may indicate capability of not supporting simultaneous dual and triple uplink operation due to possible intermodulation interference to its own primary downlink channel bandwidth of PCell or PSCell if the intermodulation order is 2 or if the intermodulation order is 3 for the combinations when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz.
In the case for EN-DC or NE-DC configurations listed in tables in this clause for which the intermodulation products caused by the dual and triple uplink operation fall into the receive band but do not interfere with its own primary downlink channel bandwidth of PCell or PSCell as defined in Annex I the UE is mandated to operate in dual and triple uplink mode. Single Uplink is also allowed for certain band combinations where intermodulation or reverse intermodulation products could create difficulty for meeting emission requirements.
For EN-DC combinations of order 3 or higher, "Single Uplink allowed" UL configurations captured in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4-1 apply.
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
If multiple UL DC configurations are listed for multiple DL DC configurations, valid uplink configurations are such that uplink does not have more carriers than downlink. 
Non‑contiguous resource allocation and almost contiguous allocation are not applicable for E‑UTRA or NR carrier part of intra‑band EN‑DC configuration.
[bookmark: _Toc27475564][bookmark: _Toc29495155][bookmark: _Toc36116201][bookmark: _Toc36118250][bookmark: _Toc36560363][bookmark: _Toc43976860][bookmark: _Toc52213427][bookmark: _Toc60742883]5.5B.2	Intra-band contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.521-1 [10] and for NR operating bands in TS 38.521-1 [8].
Table 5.5B.2-1: Intra-band contiguous EN-DC configurations
	EN-DC Configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_(n)41AA5
DC_(n)41CA5
DC_(n)41DA5
	DC_(n)41AA
	Yes3

	DC_(n)41CA5
DC_(n)41DA5
	DC_41A_n41A
	Yes3

	DC_(n)71AA2
	DC_(n)71AA
	No4

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Requirements in this specification apply for NR SCS of 15 kHz only.
NOTE 3:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 4:	For UE(s) supporting dynamic power sharing it is mandatory to do dual simultaneous UL. For UE(s) not supporting dynamic power sharing single UL is allowed.
NOTE 5:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.



[bookmark: _Toc27475565][bookmark: _Toc29495156][bookmark: _Toc36116202][bookmark: _Toc36118251][bookmark: _Toc36560364][bookmark: _Toc43976861][bookmark: _Toc52213428][bookmark: _Toc60742884]5.5B.3	Intra-band non-contiguous EN-DC
Supported channel bandwidths for E-UTRA operating bands are defined in TS 36.521-1 [10] and for NR operating bands in TS 38.521-1 [8].
Table 5.5B.3-1: Intra-band non-contiguous EN-DC configurations
	EN-DC Configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_3A_n3A
	DC_3A_n3A2
	Yes2

	DC_41A_n41A3
DC_41C_n41A3
DC_41D_n41A3
	DC_41A_n41A
	Yes4

	DC_66A_n66A
	DC_66A_n66A5
	Yes5

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported in Rel-15
NOTE 3:	The minimum requirements only apply for non-simultaneous Tx/Rx between all carriers.
NOTE 4:	Single UL allowed due to potential emission issues, not self-interference.
NOTE 5:	Only single switched UL is supported.



[bookmark: _Toc27475566][bookmark: _Toc29495157][bookmark: _Toc36116203][bookmark: _Toc36118252][bookmark: _Toc36560365][bookmark: _Toc43976862][bookmark: _Toc52213429][bookmark: _Toc60742885][bookmark: _Hlk518513337]5.5B.4	Inter-band EN-DC within FR1
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8] and present document.
[bookmark: _Toc27475567][bookmark: _Toc29495158][bookmark: _Toc36116204][bookmark: _Toc36118253][bookmark: _Toc36560366][bookmark: _Toc43976863][bookmark: _Toc52213430][bookmark: _Toc60742886]5.5B.4.1	Inter-band EN-DC configurations within FR1 (two bands)
Table 5.5B.4.1-1: Inter-band EN-DC configurations within FR1 (two bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)
	Single UL allowed

	DC_1A_n3A
	DC_1A_n3A
	DC_1_n3

	DC_1A_n28A
	DC_1A_n28A
	No

	DC_1A_n40A
	DC_1A_n40A
	No

	DC_1A_n51A
	DC_1A_n51A
	No

	DC_1A_n77A7
DC_1A_n77C7
	DC_1A_n77A
	DC_1_n77

	DC_1A_n78A7
DC_1A_n78C7
	DC_1A_n78A
	No

	DC_1A_n79A7
DC_1A_n79C7
	DC_1A_n79A
	No

	DC_2A_n5A
	DC_2A_n5A
	No

	DC_2A_n41A
DC_2C_n41A
	DC_2A_n41A
DC_2C_n41A
	No

	DC_2A_n66A
	DC_2A_n66A
	DC_2_n66

	DC_2A_n71A
	DC_2A_n71A
	No

	DC_2A_n78A
	DC_2A_n78A
	DC_2_n78

	DC_3A_n1A
	DC_3A_n1A
	DC_3_n1

	DC_3A_n7A
	DC_3A_n7A
	No

	DC_3A_n28A
	DC_3A_n28A
	No

	DC_3A_n40A
	DC_3A_n40A
	No

	DC_3A_n41A
DC_3C_n41A
	DC_3A_n41A
DC_3C_n41A
	DC_3_n41

	DC_3A_n51A
	DC_3A_n51A
	No

	DC_3A_n77A7
DC_3A_n77C7
	DC_3A_n77A
	DC_3_n77

	DC_3A_n78A7
DC_3A_n78C7
DC_3C_n78A7
	DC_3A_n78A
	DC_3_n78

	DC_3A_n79A7
DC_3A_n79C7
	DC_3A_n79A
	No

	DC_5A_n2A
	DC_5A_n2A
	No

	DC_5A_n40A
	DC_5A_n40A
	No

	DC_5A_n66A
	DC_5A_n66A
	DC_5_n66

	DC_5A_n78A7
	DC_5A_n78A
	No

	DC_7A_n1A
	DC_7A_n1A
	No

	DC_7A_n3A
	DC_7A_n3A
	No

	DC_7A_n28A
	DC_7A_n28A
	No

	DC_7A_n51A
	DC_7A_n51A
	No

	DC_7A_n66A
DC_7C_n66A
	DC_7A_n66A
	No

	DC_7A_n78A7
	DC_7A_n78A
	No

	DC_7C_n78A7
	DC_7A_n78A
	No

	DC_7A-7A_n78A7
	DC_7A_n78A
	No

	DC_8A_n1A
	DC_8A_n1A
	No

	DC_8A_n3A
	DC_8A_n3A
	No

	DC_8A_n40A7
	DC_8A_n40A
	No

	DC_8A_n41A
DC_8A_n41C
DC_8A_n41(2A)
	DC_8A_n41A
	No

	DC_8A_n77A7
	DC_8A_n77A
	No

	DC_8A_n78A7
	DC_8A_n78A
	No

	DC_8A_n79A7
	DC_8A_n79A
	No

	DC_11A_n77A7
	DC_11A_n77A
	No

	DC_11A_n78A7
	DC_11A_n78A
	No

	DC_11A_n79A7
	DC_11A_n79A
	No

	DC_12A_n5A
	DC_12A_n5A
	No

	DC_12A_n66A
	DC_12A_n66A
	No

	DC_12A_n78A
	DC_12A_n78A
	DC_12_n78

	DC_13A_n2A
	DC_13A_n2A
	No

	DC_13A_n66A
	DC_13A_n66A
	No

	DC_14A_n2A
	DC_14A_n2A
	No

	DC_14A_n66A
	DC_14A_n66A
	No

	DC_18A_n77A7
	DC_18A_n77A
	No

	DC_18A_n78A7
	DC_18A_n78A
	No

	DC_18A_n79A7
	DC_18A_n79A
	No

	DC_19A_n77A7
DC_19A_n77C7
	DC_19A_n77A
	No

	DC_19A_n78A7
DC_19A_n78C7
	DC_19A_n78A
	No

	DC_19A_n79A7
DC_19A_n79C7
	DC_19A_n79A
	No

	DC_20A_n1A
	DC_20A_n1A
	No

	DC_20A_n3A
	DC_20A_n3A
	No

	DC_20A_n8A
	DC_20A_n8A
	DC_20_n8

	DC_20A_n28A8,10
	DC_20A_n28A
	No

	DC_20A_n51A
	DC_20A_n51A
	No

	DC_20A_n77A7
	DC_20A_n77A
	No

	DC_20A_n78A7
	DC_20A_n78A
	No

	DC_21A_n77A7
DC_21A_n77C7
	DC_21A_n77A
	No

	DC_21A_n78A7
DC_21A_n78C7
	DC_21A_n78A
	No

	DC_21A_n79A7
DC_21A_n79C7
	DC_21A_n79A
	No

	DC_25A_n41A
	DC_25A_n41A
	No

	DC_26A_n41A
	DC_26A_n41A
	No

	DC_26A_n77A7
	DC_26A_n77A
	No

	DC_26A_n78A7
	DC_26A_n78A
	No

	DC_26A_n79A7
	DC_26A_n79A
	No

	DC_28A_n3A
	DC_28A_n3A
	No

	DC_28A n51A
	DC_28A_n51A
	No

	DC_28A_n77A7
DC_28A_n77C7
	DC_28A_n77A
	No

	DC_28A_n78A7
DC_28A_n78C7
	DC_28A_n78A
	No

	DC_28A_n79A7
DC_28A_n79C7
	DC_28A_n79A
	No

	DC_30A_n5A
	DC_30A_n5A
	No

	DC_30A_n66A
	DC_30A_n66A
	No

	DC_38A_n78A7
	N/A
	No

	DC_39A_n41A
DC_39C_n41A
	DC_39A_n41A
DC_39C_n41A
	No

	DC_39A_n78A5, 7
	DC_39A_n78A
	No

	DC_39A_n79A7
	DC_39A_n79A
	No

	DC_40A_n1A
	DC_40A_n1A
	No

	DC_40A_n41A
	DC_40A_n41A
	No

	DC_40A_n77A
	N/A
	No

	DC_40A_n78A
DC_40C_n78A
	DC_40A_n78A
DC_40C_n78A
	No

	DC_41A_n77A
DC_41C_n77A
	DC_41A_n77A
	No

	DC_41A_n78A
DC_41C_n78A
	DC_41A_n78A
	No

	DC_41A_n79A6,7
DC_41C_n79A6,7
	DC_41A_n79A
	No

	DC_42A_n51A
	DC_42A_n51A
	No

	DC_42A_n77A3,4,9,11
DC_42A_n77C3,4,9
DC_42C_n77A3,4,9
DC_42C_n77C3,4,9
DC_42D_n77A3,4,9
DC_42E_n77A3,4,9
	N/A
	N/A

	DC_42A_n78A3,4,9
DC_42A_n78C3,4,9
DC_42C_n78A3,4,9
DC_42C_n78C3,4,9
DC_42D_n78A3,4,9
DC_42E_n78A3,4,9
	N/A
	N/A

	DC_42A_n79A9
DC_42A_n79C9
DC_42C_n79A9
DC_42C_n79C9
DC_42D_n79A9
DC_42E_n79A9
	N/A
	N/A

	DC_46A_n78A2
DC_46C_n78A2
DC_46D_n78A2
DC_46E_n78A2
	N/A
	N/A

	DC_48A_n5A
	DC_48A_n5A
	No

	DC_48A_n66A
	DC_48A_n66A
	No

	DC_66A_n2A
	DC_66A_n2A
	DC_66_n2

	DC_66A_n5A
	DC_66A_n5A
	DC_66_n5

	DC_66A_n41A
	DC_66A_n41A
	No

	DC_66A_n71A
	DC_66A_n71A
	No

	DC_66A_n78A
	DC_66A_n78A
	No

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured PCell.
NOTE 3:	The minimum requirements apply only when there is non-simultaneous Tx/Rx operation between E-UTRA and NR carriers. This restriction applies also for these carriers when applicable EN-DC configuration is part of a higher order EN-DC configuration.
NOTE 4:	The minimum requirements for intra-band contiguous or non-contiguous EN-DC apply. The intra-band requirements also apply for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 5:	The frequency range above 3600 MHz for Band n78 is not used in this combination.
NOTE 6:	The frequency range below 2506 MHz for Band 41 is not used in this combination.
NOTE 7:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability.
NOTE 8:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 9:	The combination is not used alone as fall back mode of other band combinations in which UL in Band 42 is not used.
NOTE 10:	The maximum power spectral density imbalance between downlink carriers is within [6] dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.
NOTE 11:	The minimum requirements for inter-band EN-DC apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. The power spectral density imbalance condition also applies for these carriers when applicable EN-DC configuration is a subset of a higher order EN-DC configuration.



[bookmark: _Toc27475568][bookmark: _Toc29495159][bookmark: _Toc36116205][bookmark: _Toc36118254][bookmark: _Toc36560367][bookmark: _Toc43976864][bookmark: _Toc52213431][bookmark: _Toc60742887]5.5B.4.2	Inter-band EN-DC configurations within FR1 (three bands)
Table 5.5B.4.2-1: Inter-band EN-DC configurations within FR1 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n28A
	DC_1A_n28A
DC_3A_n28A

	DC_1A-3A_n77A5
DC_1A-3A_n77C5
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A_n78A5
DC_1A-3A_n78C5
DC_1A-3C_n78A5
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A_n79A5
DC_1A-3A_n79C5
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A_n78A5
	DC_1A_n78A
DC_5A_n78A

	DC_1A-7A_n3A
	DC_1A_n3A
DC_7A_n3A

	DC_1A-7A_n28A5
	DC_1A_n28A
DC_7A_n28A

	DC_1A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-7A-7A_n78A5
	DC_1A_n78A
DC_7A_n78A

	DC_1A-8A_n3A
	DC_1A_n3A
DC_8A_n3A

	DC_1A-8A_n78A5
	DC_1A_n78A
DC_8A_n78A

	DC_1A-18A_n77A5
	DC_1A_n77A
DC_18A_n77A

	DC_1A-18A_n78A5
	DC_1A_n78A
DC_18A_n78A

	DC_1A-18A_n79A
	DC_1A_n79A
DC_18A_n79A

	DC_1A-19A_n77A5
DC_1A-19A_n77C5
	DC_1A_n77A
DC 19A_n77A

	DC_1A-19A_n78A5
DC_1A-19A_n78C5
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A_n79A5
DC_1A-19A_n79C5
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n3A
	DC_1A_n3A
DC_20A_n3A

	DC_1A-20A_n28A6
	DC_1A_n28A
DC_20A_n28A

	DC_1A-20A_n78A5
	DC_1A_n78A
DC_20A_n78A

	DC_1A-21A_n77A5
DC_1A-21A_n77C5
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A_n78A5
DC_1A-21A_n78C5
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A_n79A5
DC_1A-21A_n79C5
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A_n77A5
DC_1A-28A_n77C5
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A_n78A5
DC_1A-28A_n78C5
	DC_1A_n78A
DC_28A_n78A

	DC_1A_n28A-n78A5
	DC_1A_n28A,
DC_1A_n78A

	DC_1A-28A_n79A
DC_1A-28A_n79C
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A_n77A
DC_1A-41C_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A_n78A
DC_1A-41C_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A-41C_n79A
	DC_1A_n79A

	DC_1A-42A_n77A
DC_1A-42A_n77C
DC_1A-42C_n77A
DC_1A-42C_n77C
DC_1A-42D_n77A
DC_1A-42E_n77A
	DC_1A_n77A

	DC_1A-42A_n78A
DC_1A-42A_n78C
DC_1A-42C_n78A
DC_1A-42C_n78C
DC_1A-42D_n78A
DC_1A-42E_n78A
	DC_1A_n78A

	DC_1A-42A_n79A
DC_1A-42A_n79C
DC_1A-42C_n79A
DC_1A-42C_n79C
DC_1A-42D_n79A
DC_1A-42E_n79A
	DC_1A_n79A

	DC_1A_n77A-n79A
	DC_1A_n77A
DC_1A_n79A

	DC_1A_n78A-n79A
	DC_1A_n78A
DC_1A_n79A

	DC_1A_SUL_n78A-n84A5
	DC_1A_n78A
DC_1A_n84A_ULSUP-TDM_n78A
DC_1A_n84A_ULSUP-FDM_n78A

	DC_2A-5A_n66A
	DC_2A_n66A
DC_5A_n66A

	DC_2A-12A_n66A
	DC_2A_n66A
DC_12A_n66A

	DC_2A-14A_n2A
	DC_2A_n2A2
DC_14A_n2A

	DC_2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-2A-14A_n66A
	DC_2A_n66A
DC_14A_n66A

	DC_2A-30A_n66A
	DC_2A_n66A
DC_30A_n66A

	DC_2A-66A_n5A
	DC_2A_n5A
DC_66A_n5A

	DC_2A-66A_n41A
	DC_2A_n41A
DC_66A_n41A

	DC_2A-66A_n71A
	DC_2A_n71A
DC_66A_n71A

	DC_2A-(n)71AA
	DC_2A_n71A
DC_(n)71AA

	DC_3A_n3A-n77A
	DC_3A_n77A
DC_3A_n3A2

	DC_3A_n3A-n78A
	DC_3A_n78A
DC_3A_n3A2

	DC_3A-5A_n78A5
	DC_3A_n78A
DC_5A_n78A

	DC_3A-7A_n28A
	DC_3A_n28A
DC_7A_n28A

	DC_3A-7A_n78A5
DC_3C-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7C_n78A5
DC_3C-7C_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-7A-7A_n78A5
	DC_3A_n78A
DC_7A_n78A

	DC_3A-8A_n1A
	DC_3A_n1A
DC_8A_n1A

	DC_3A-8A_n78A
	DC_3A_n78A
DC_8A_n78A

	DC_3A-18A_n78A
	DC_3A_n78A
DC_18A_n78A

	DC_3A-19A_n77A5
DC_3A-19A_n77C5
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A_n78A5
DC_3A-19A_n78C5
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A_n79A5
DC_3A-19A_n79C5
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n1A
	DC_3A_n1A
DC_20A_n1A

	DC_3A-20A_n28A5,6
	DC_3A_n28A
DC_20A_n28A

	DC_3A-20A_n78A5
DC_3C-20A_n78A5
	DC_3A_n78A
DC_20A_n78A

	DC_3A-21A_n77A5
DC_3A-21A_n77C5
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A_n78A5
DC_3A-21A_n78C5
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A_n79A5
DC_3A-21A_n79C5
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A_n77A
DC_3A-28A_n77C
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A_n78A5
DC_3A-28A_n78C5
	DC_3A_n78A
DC_28A_n78A

	DC_3A_n28A-n78A5
	DC_3A_n28A,
DC_3A_n78A

	DC_3A-28A_n79A
DC_3A-28A_n79C
	DC_3A_n79A
DC_28A_n79A

	DC_3A-38A_n78A
	DC_3A_n78A

	DC_3A-40A_n1A
	DC_3A_n1A
DC_40A_n1A

	DC_3A-41A_n78A
	DC_3A_n78A
DC_41A_n78A

	DC_3A-42A_n77A
DC_3A-42A_n77C
DC_3A-42C_n77A
DC_3A-42C_n77C
DC_3A-42D_n77A
DC_3A-42E_n77A
	DC_3A_n77A

	DC_3A-42A_n78A
DC_3A-42A_n78C
DC_3A-42C_n78A
DC_3A-42C_n78C
DC_3A-42D_n78A
DC_3A-42E_n78A
	DC_3A_n78A

	DC_3A-42A_n79A
DC_3A-42A_n79C
DC_3A-42C_n79A
DC_3A-42C_n79C
DC_3A-42D_n79A
DC_3A-42E_n79A
	DC_3A_n79A

	DC_3A_n77A-n79A
	DC_3A_n77A
DC_3A_n79A

	DC_3A_n78A-n79A
	DC_3A_n78A
DC_3A_n79A

	DC_3A_SUL_n78A-n80A5
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_3A_n80A_ULSUP-FDM_n78A

	DC_3A_SUL_n78A-n82A5
	DC_3A_n78A
DC_3A_n82A

	DC_3A_SUL_n79A-n80A5
	DC_3A_n79A
DC_3A_n80A_ULSUP-TDM_n79A
DC_3A_n80A_ULSUP-FDM_n79A

	DC_5A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-7A-7A_n78A
	DC_5A_n78A
DC_7A_n78A

	DC_5A-30A_n66A
	DC_5A_n66A
DC_30A_n66A

	DC_7A-8A_n1A
	DC_7A_n1A
DC_8A_n1A

	DC_7A-20A_n1A
	DC_7A_n1A
DC_20A_n1A

	DC_7A-20A_n3A
	DC_7A_n3A
DC_20A_n3A

	DC_7A-20A_n28A6
	DC_7A_n28A
DC_20A_n28A

	DC_7A-20A_n78A5
	DC_7A_n78A
DC_20A_n78A

	DC_7A-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7C-28A_n78A5
	DC_7A_n78A
DC_28A_n78A

	DC_7A_n28A-n78A5
	DC_7A_n28A,
DC_7A_n78A

	DC_7A-46A_n78A3
DC_7A-46C_n78A3
DC_7A-46D_n78A3
DC_7A-46E_n78A3
	DC_7A_n78A

	DC_8A_SUL_n78A-n81A5
	DC_8A_n78A
DC_8A_n81A_ULSUP-TDM_n78A
DC_8A_n81A_ULSUP-FDM_n78A

	DC_8A_SUL_n79A-n81A5
	DC_8A_n79A
DC_8A_n81A_ULSUP-TDM_n79A
DC_8A_n81A_ULSUP-FDM_n79A

	DC_12A-30A_n66A
	DC_12A_n66A
DC_30A_n66A

	DC_18A-28A_n77A5
	DC_18A_n77A
DC_28A_n77A

	DC_18A-28A_n78A5
	DC_18A_n78A
DC_28A_n78A

	DC_18A-28A_n79A5
	DC_18A_n79A
DC_28A_n79A

	DC_19A-21A_n77A5
DC_19A-21A_n77C5
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A_n78A5
DC_19A-21A_n78C5
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A_n79A5
DC_19A-21A_n79C5
	DC_19A_n79A
DC_21A_n79A

	DC_19A-42A_n77A
DC_19A-42A_n77C
	DC_19A_n77A

	DC_19A-42A_n78A
DC_19A-42A_n78C
	DC_19A_n78A

	DC_19A-42A_n79A
DC_19A-42A_n79C
	DC_19A_n79A

	DC_19A-42C_n77A
DC_19A-42C_n77C
	DC_19A_n77A

	DC_19A-42C_n78A
DC_19A-42C_n78C
	DC_19A_n78A

	DC_19A-42C_n79A
DC_19A-42C_n79C
	DC_19A_n79A

	DC_19A_n77A-n79A
	DC_19A_n77A
DC_19A_n79A

	DC_19A_n78A-n79A
	DC_19A_n78A
DC_19A_n79A

	DC_20A_n8A-n75A6
	DC_20A_n8A

	DC_20A_n28A-n75A6
	DC_20A_n28A

	DC_20A_n28A-n78A5,6
	DC_20A_n28A
DC_20A_n78A

	DC_20A_n75A-n78A5
	DC_20A_n78A

	DC_20A_n76A-n78A5
	DC_20A_n78A

	DC_20A_SUL_n78A-n82A5
	DC_20A_n78A
DC_20A_n82A_ULSUP-TDM_n78A
DC_20A_n82A_ULSUP-FDM_n78A

	DC_20A_SUL_n78A-n83A5
	DC_20A_n78A
DC_20A_n83A

	DC_21A-28A_n77A
DC_21A-28A_n77C
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A_n78A
DC_21A-28A_n78C
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A_n79A
DC_21A-28A_n79C
	DC_21A_n79A
DC_28A_n79A

	DC_21A-42A_n77A
DC_21A-42A_n77C
DC_21A-42C_n77A
DC_21A-42C_n77C
	DC_21A_n77A

	DC_21A-42A_n78A
DC_21A-42A_n78C
DC_21A-42C_n78A
DC_21A-42C_n78C
	DC_21A_n78A

	DC_21A-42A_n79A
DC_21A-42A_n79C
DC_21A-42C_n79A
DC_21A-42C_n79C
	DC_21A_n79A

	DC_21A_n77A-n79A
	DC_21A_n77A
DC_21A_n79A

	DC_21A_n78A-n79A
	DC_21A_n78A
DC_21A_n79A

	DC_28A-42A_n77A
DC_28A-42A_n77C
DC_28A-42C_n77A
	DC_28A_n77A

	DC_28A-42A_n78A
DC_28A-42A_n78C
DC_28A-42C_n78A
	DC_28A_n78A

	DC_28A-42A_n79A
DC_28A-42A_n79C
DC_28A-42C_n79A
	DC_28A_n79A

	DC_28A_SUL_n78A-n83A5
	DC_28A_n78A
DC_28A_n83A_ULSUP-TDM_n78A
DC_28A_n83A_ULSUP-FDM_n78A

	DC_41A-42A_n77A
DC_41A-42C_n77A
DC_41C-42A_n77A
DC_41C-42C_n77A
	DC_41A_n77A

	DC_41A-42A_n78A
DC_41A-42C_n78A
DC_41C-42A_n78A
DC_41C-42C_n78A
	DC_41A_n78A

	DC_41A-42A_n79A
DC_41A-42C_n79A
DC_41C-42A_n79A
DC_41C-42C_n79A
	DC_41A_n79A

	DC_66A_(n)71AA
	DC_66A_n71A
DC_(n)71AA

	DC_66A_SUL_n78A-n86A5
	DC_66A_n78A
DC_66A_n86A_ULSUP-TDM_n78A
DC_66A_n86A_ULSUP-FDM_n78A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Only single switched UL is supported.
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured PCell.
NOTE 4:	If a UE is configured with both NR UL and NR SUL carriers in a cell, the switching time between NR UL carrier and NR SUL carrier can be up to 140us and placed in SUL resources.
NOTE 5:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 6:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
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Table 5.5B.4.3-1: Inter-band EN-DC configurations within FR1 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A

	DC_1A-3A-7A_n28A
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A

	DC_1A-3A-7A_n78A2
DC_1A-3C-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-7A-7A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A

	DC_1A-3A-8A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_8A_n78A

	DC_1A-3A-19A_n77A2
DC_1A-3A-19A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A_n78A2
DC_1A-3A-19A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A_n79A2
DC_1A-3A-19A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_20A_n28A

	DC_1A-3A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_20A_n78A

	DC_1A-3A-21A_n77A2
DC_1A-3A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A_n78A2
DC_1A-3A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A_n79A2
DC_1A-3A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A_n77A2
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A_n79A2
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-3A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A

	DC_1A-3A-42A_n77A
DC_1A-3A-42A_n77C
DC_1A-3A-42C_n77A
DC_1A-3A-42C_n77C
	DC_1A_n77A
DC_3A_n77A

	DC_1A-3A-42A_n78A
DC_1A-3A-42A_n78C
DC_1A-3A-42C_n78A
DC_1A-3A-42C_n78C
DC_1A-3A-42D_n78A
	DC_1A_n78A
DC_3A_n78A

	DC_1A-3A-42A_n79A
DC_1A-3A-42A_n79C
DC_1A-3A-42C_n79A
DC_1A-3A-42C_n79C
DC_1A-3A-42D_n79A
	DC_1A_n79A
DC_3A_n79A

	DC_1A-5A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-5A-7A-7A_n78A
	DC_1A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-7A-20A_n28A3
	DC_1A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-7A-20A_n78A2
	DC_1A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-18A-28A_n77A
	DC_1A_n77A
DC_18A_n77A
DC_28A_n77A

	DC_1A-18A-28A_n78A
	DC_1A_n78A
DC_18A_n78A
DC_28A_n78A

	DC_1A-18A-28A_n79A2
	DC_1A_n79A
DC_18A_n79A
DC_28A_n79A

	DC_1A-19A-21A_n77A
DC_1A-19A-21A_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A_n78A
DC_1A-19A-21A_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A_n79A
DC_1A-19A-21A_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-19A-42A_n77A
DC_1A-19A-42A_n77C
DC_1A-19A-42C_n77A
DC_1A-19A-42C_n77C
	DC_1A_n77A
DC_19A_n77A

	DC_1A-19A-42A_n78A
DC_1A-19A-42A_n78C
DC_1A-19A-42C_n78A
DC_1A-19A-42C_n78C
	DC_1A_n78A
DC_19A_n78A

	DC_1A-19A-42A_n79A
DC_1A-19A-42A_n79C
DC_1A-19A-42C_n79A
DC_1A-19A-42C_n79C
	DC_1A_n79A
DC_19A_n79A

	DC_1A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-21A-28A_n77A2
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A_n78A2
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A_n79A2
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_1A-21A-42A_n77A
DC_1A-21A-42A_n77C
DC_1A-21A-42C_n77A
DC_1A-21A-42C_n77C
	DC_1A_n77A
DC_21A_n77A

	DC_1A-21A-42A_n78A
DC_1A-21A-42A_n78C
DC_1A-21A-42C_n78A
DC_1A-21A-42C_n78C
	DC_1A_n78A
DC_21A_n78A

	DC_1A-21A-42A_n79A
DC_1A-21A-42A_n79C
DC_1A-21A-42C_n79A
DC_1A-21A-42C_n79C
	DC_1A_n79A
DC_21A_n79A

	DC_1A-28A-42A_n77A
DC_1A-28A-42C_n77A
	DC_1A_n77A
DC_28A_n77A

	DC_1A-28A-42A_n78A
DC_1A-28A-42C_n78A
	DC_1A_n78A
DC_28A_n78A

	DC_1A-28A-42A_n79A
DC_1A-28A-42C_n79A
	DC_1A_n79A
DC_28A_n79A

	DC_1A-41A-42A_n77A
DC_1A-41A-42C_n77A
DC_1A-41C-42A_n77A
DC_1A-41C-42C_n77A
	DC_1A_n77A
DC_41A_n77A

	DC_1A-41A-42A_n78A
DC_1A-41A-42C_n78A
DC_1A-41C-42A_n78A
DC_1A-41C-42C_n78A
	DC_1A_n78A
DC_41A_n78A

	DC_1A-41A-42A_n79A
DC_1A-41A-42C_n79A
DC_1A-41C-42A_n79A
DC_1A-41C-42C_n79A
	DC_1A_n79A
DC_41A_n79A

	DC_2A-7A-7A-13A_n66A
DC_2A-7C-13A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_13A_n66A

	DC_2A-7C-66A_n66A
DC_2A-7A-7A-66A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_66A_n66A4

	DC_2A-7A-7A-66A_n78A
DC_2A-7C-66A_n78A
	DC_2A_n78A
DC_7A_n78A
DC_66A_n78A

	DC_2A-7A-13A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_13A_n66A

	DC_2A-7A-66A_n66A
	DC_2A_n66A
DC_7A_n66A
DC_66A_n66A4

	DC_2A-14A-66A_n2A
	DC_2A_n2A4
DC_14A_n2A
DC_66A_n2A

	DC_2A-14A-66A-66A_n2A
	DC_2A_n2A4
DC_14A_n2A
DC_66A_n2A

	DC_2A-14A-66A_n66A
	DC_2A_n66A
DC_14A_n66A
DC_66A_n66A4

	DC_2A-2A-14A-66A_n66A
	DC_2A_n66A
DC_14A_n66A
DC_66A_n66A4

	DC_2A-66A-(n)71AA
	DC_2A_n71A
DC_66A_n71A
DC_(n)71AA

	DC_3A-5A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-5A-7A-7A_n78A
	DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_3A-7A-20A_n28A3
	DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_3A-7A-20A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_3A-7A-28A_n78A2
DC_3A-7C-28A_n78A2
	DC_3A_n78A
DC_7A_n78A
DC_28A_n78A

	DC_3A-7A_n28A-n78A2
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_3A-19A-21A_n77A2
DC_3A-19A-21A_n77C2
	DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_3A-19A-21A_n78A2
DC_3A-19A-21A_n78C2
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A_n79A2
DC_3A-19A-21A_n79C2
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_3A-19A-42A_n77A
DC_3A-19A-42A_n77C
DC_3A-19A-42C_n77A
DC_3A-19A-42C_n77C
	DC_3A_n77A
DC_19A_n77A

	DC_3A-19A-42A_n78A
DC_3A-19A-42A_n78C
DC_3A-19A-42C_n78A
DC_3A-19A-42C_n78C
	DC_3A_n78A
DC_19A_n78A

	DC_3A-19A-42A_n79A2
DC_3A-19A-42A_n79C2
DC_3A-19A-42C_n79A2
DC_3A-19A-42C_n79C2
	DC_3A_n79A
DC_19A_n79A

	DC_3A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-21A-42A_n77A
DC_3A-21A-42A_n77C
DC_3A-21A-42C_n77A
DC_3A-21A-42C_n77C
	DC_3A_n77A
DC_21A_n77A

	DC_3A-21A-42A_n78A
DC_3A-21A-42A_n78C
DC_3A-21A-42C_n78A
DC_3A-21A-42C_n78C
	DC_3A_n78A
DC_21A_n78A

	DC_3A-21A-42A_n79A
DC_3A-21A-42A_n79C
DC_3A-21A-42C_n79A
DC_3A-21A-42C_n79C
	DC_3A_n79A
DC_21A_n79A

	DC_3A-28A-42A_n77A
DC_3A-28A-42C_n77A
	DC_3A_n77A
DC_28A_n77A

	DC_3A-28A-42A_n78A
DC_3A-28A-42C_n78A
	DC_3A_n78A
DC_28A_n78A

	DC_3A-28A-42A_n79A
DC_3A-28A-42C_n79A
	DC_3A_n79A
DC_28A_n79A

	DC_7A-20A_n28A-n78A2,3
	DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_19A-21A-42A_n77A
DC_19A-21A-42A_n77C
DC_19A-21A-42C_n77A
DC_19A-21A-42C_n77C
	DC_19A_n77A
DC_21A_n77A

	DC_19A-21A-42A_n78A
DC_19A-21A-42A_n78C
DC_19A-21A-42C_n78A
DC_19A-21A-42C_n78C
	DC_19A_n78A
DC_21A_n78A

	DC_19A-21A-42A_n79A
DC_19A-21A-42A_n79C
DC_19A-21A-42C_n79A
DC_19A-21A-42C_n79C
	DC_19A_n79A
DC_21A_n79A

	DC_21A-28A-42A_n77A
DC_21A-28A-42C_n77A
	DC_21A_n77A
DC_28A_n77A

	DC_21A-28A-42A_n78A
DC_21A-28A-42C_n78A
	DC_21A_n78A
DC_28A_n78A

	DC_21A-28A-42A_n79A
DC_21A-28A-42C_n79A
	DC_21A_n79A
DC_28A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 4:	Only single switched UL is supported.



[bookmark: _Toc27475570][bookmark: _Toc29495161][bookmark: _Toc36116207][bookmark: _Toc36118256][bookmark: _Toc36560369][bookmark: _Toc43976866][bookmark: _Toc52213433][bookmark: _Toc60742889]5.5B.4.4	Inter-band EN-DC configurations within FR1 (five bands)
Table 5.5B.4.4-1: Inter-band EN-DC configurations within FR1 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-7A-7A_n78A
	DC_1A_n78A
DC_3A_n78A
DC_5A_n78A
DC_7A_n78A

	DC_1A-3A-5A-41A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_5A_n79A
DC_41A_n79A

	DC_1A-3A-7A-20A_n28A3
	DC_1A_n28A
DC_3A_n28A
DC_7A_n28A
DC_20A_n28A

	DC_1A-3A-7A-20A_n78A2
	DC_1A_n78A
DC_3A_n78A
DC_7A_n78A
DC_20A_n78A

	DC_1A-3A-7A_n28A-n78A2
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A

	DC_1A-3A-19A-21A_n77A2
DC_1A-3A-19A-21A_n77C2
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-3A-19A-21A_n78A2
DC_1A-3A-19A-21A_n78C2
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-3A-19A-21A_n79A2
DC_1A-3A-19A-21A_n79C2
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-3A-19A-42A_n77A
DC_1A-3A-19A-42A_n77C
DC_1A-3A-19A-42C_n77A
DC_1A-3A-19A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_19A_n77A

	DC_1A-3A-19A-42A_n78A
DC_1A-3A-19A-42A_n78C
DC_1A-3A-19A-42C_n78A
DC_1A-3A-19A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_19A_n78A

	DC_1A-3A-19A-42A_n79A
DC_1A-3A-19A-42A_n79C
DC_1A-3A-19A-42C_n79A
DC_1A-3A-19A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_19A_n79A

	DC_1A-3A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-3A-21A-42A_n77A
DC_1A-3A-21A-42A_n77C
DC_1A-3A-21A-42C_n77A
DC_1A-3A-21A-42C_n77C
	DC_1A_n77A
DC_3A_n77A
DC_21A_n77A

	DC_1A-3A-21A-42A_n78A
DC_1A-3A-21A-42A_n78C
DC_1A-3A-21A-42C_n78A
DC_1A-3A-21A-42C_n78C
	DC_1A_n78A
DC_3A_n78A
DC_21A_n78A

	DC_1A-3A-21A-42A_n79A
DC_1A-3A-21A-42A_n79C
DC_1A-3A-21A-42C_n79A
DC_1A-3A-21A-42C_n79C
	DC_1A_n79A
DC_3A_n79A
DC_21A_n79A

	DC_1A-3A-28A-42A_n77A
DC_1A-3A-28A-42C_n77A
	DC_1A_n77A
DC_3A_n77A
DC_28A_n77A

	DC_1A-3A-28A-42A_n78A
DC_1A-3A-28A-42C_n78A
	DC_1A_n78A
DC_3A_n78A
DC_28A_n78A

	DC_1A-3A-28A-42A_n79A
DC_1A-3A-28A-42C_n79A
	DC_1A_n79A
DC_3A_n79A
DC_28A_n79A

	DC_1A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_1A-19A-21A-42A_n77A
DC_1A-19A-21A-42A_n77C
DC_1A-19A-21A-42C_n77A
DC_1A-19A-21A-42C_n77C
	DC_1A_n77A
DC_19A_n77A
DC_21A_n77A

	DC_1A-19A-21A-42A_n78A
DC_1A-19A-21A-42A_n78C
DC_1A-19A-21A-42C_n78A
DC_1A-19A-21A-42C_n78C
	DC_1A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_1A-19A-21A-42A_n79A
DC_1A-19A-21A-42A_n79C
DC_1A-19A-21A-42C_n79A
DC_1A-19A-21A-42C_n79C
	DC_1A_n79A
DC_19A_n79A
DC_21A_n79A

	DC_1A-21A-28A-42A_n77A
DC_1A-21A-28A-42C_n77A
	DC_1A_n77A
DC_21A_n77A
DC_28A_n77A

	DC_1A-21A-28A-42A_n78A
DC_1A-21A-28A-42C_n78A
	DC_1A_n78A
DC_21A_n78A
DC_28A_n78A

	DC_1A-21A-28A-42A_n79A
DC_1A-21A-28A-42C_n79A
	DC_1A_n79A
DC_21A_n79A
DC_28A_n79A

	DC_3A-7A-20A_n28A-n78A2,3
	DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	DC_3A-19A-21A-42A_n78A
DC_3A-19A-21A-42C_n78A
	DC_3A_n78A
DC_19A_n78A
DC_21A_n78A

	DC_3A-19A-21A-42A_n79A
DC_3A-19A-21A-42C_n79A
	DC_3A_n79A
DC_19A_n79A
DC_21A_n79A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL



[bookmark: _Toc27475571][bookmark: _Toc29495162][bookmark: _Toc36116208][bookmark: _Toc36118257][bookmark: _Toc36560370][bookmark: _Toc43976867][bookmark: _Toc52213434][bookmark: _Toc60742890]5.5B.4.5	Inter-band EN-DC configurations within FR1 (six bands)
Table 5.5B.4.5-1: Inter-band EN-DC configurations within FR1 (six bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-7A-20A_n28A-n78A2,3
	DC_1A_n28A
DC_1A_n78A
DC_3A_n28A
DC_3A_n78A
DC_7A_n28A
DC_7A_n78A
DC_20A_n28A
DC_20A_n78A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
NOTE 3:	The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL
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Table 5.5B.4a.1-1: Inter-band NE-DC configurations within FR1 (two bands)
	NE-DC configuration
	Uplink NE-DC configuration (NOTE 1)
	Single UL allowed

	DC_n1A_28A
	DC_n1A_28A
	No

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc27475574][bookmark: _Toc29495165][bookmark: _Toc36116211][bookmark: _Toc36118260][bookmark: _Toc36560373][bookmark: _Toc43976870][bookmark: _Toc52213437][bookmark: _Toc60742893]5.5B.5	Inter-band EN-DC including FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document. 
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Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M

	DC_2A_n257A
DC_2C_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A-2A_n257A
	DC_2A_n257A

	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2C_n260A
	DC_2A_n260A

	DC_2A_n260(2A)
	DC_2A_n260A

	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A

	DC_3A_n257A
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
	DC_3A_n257A
DC_3A_n257B
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_3A_n258A
	DC_3A_n258A

	DC_5A_n257A
DC_5B_n257A
	DC_5A_n257A
DC_5B_n257A

	DC_5A-5A_n257A
	DC_5A_n257A

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A
	DC_5A_n260A
DC_5B_n260A

	DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(A-I)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q) 
DC_5A_n260(G-I)
	DC_5A_n260A

	DC_5A-5A_n260A
	DC_5A_n260A

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q
	DC_5A_n261A

	DC_5A_n261(2A)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
DC_5A_n261(D-Q)
DC_5A_n261(E-O)
DC_5A_n261(E-P)
DC_5A_n261(E-Q)
	DC_5A_n261A

	DC_7A_n257A
	DC_7A_n257A

	DC_7A-7A_n257A
	DC_7A_n257A

	DC_7A_n258A
	DC_7A_n258A

	DC_8A_n257A
	DC_8A_n257A

	DC_8A_n258A
	DC_8A_n258A

	DC_11A_n257A
	DC_11A_n257A

	DC_12A_n260A
DC_12A_n260G
DC_12A_n260H
DC_12A_n260I
DC_12A_n260J
DC_12A_n260K
DC_12A_n260L
DC_12A_n260M
	DC_12A_n260A

	DC_12A_n260(A-I)
DC_12A_n260(G-I)
	DC_12A_n260A

	DC_13A_n257A
	DC_13A_n257A

	DC_13A_n260A
	DC_13A_n260A

	DC_18A_n257A
	DC_18A_n257A

	DC_19A_n257A
DC_19A_n257D
DC_19A_n257E
DC_19A_n257F
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
	DC_19A_n257A
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I

	DC_20A_n258A
	DC_20A_n258A

	DC_21A_n257A
DC_21A_n257D
DC_21A_n257E
DC_21A_n257F
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
	DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_26A_n257A
	DC_26A_n257A

	DC_28A_n257A
DC_28A_n257D
DC_28A_n257E
DC_28A_n257F
	DC_28A_n257A

	DC_28A_n258A
	DC_28A_n258A

	DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_30A_n260J
DC_30A_n260K
DC_30A_n260L
DC_30A_n260M
	DC_30A_n260A

	DC_30A_n260(A-I) 
DC_30A_n260(G-I)
	DC_30A_n260A

	DC_39A_n258A
	DC_39A_n258A

	DC_41A_n257A
DC_41C_n257A
	DC_41A_n257A
DC_41C_n257A

	DC_41A_n258A
	DC_41A_n258A

	DC_42A_n257A
DC_42A_n257D
DC_42A_n257E
DC_42A_n257F 
DC_42C_n257A
DC_42C_n257D
DC_42C_n257E
DC_42C_n257F
DC_42D_n257A
DC_42E_n257A
	DC_42A_n257A
DC_42C_n257A

	DC_48A_n257A
DC_48C_n257A
	DC_48A_n257A
DC_48C_n257A

	DC_48A-48A_n257A
	DC_48A_n257A

	DC_48A_n260A
DC_48C_n260A
	DC_48A_n260A
DC_48C_n260A

	DC_48A-48A_n260A
	DC_48A_n260A

	DC_66A_n257A
DC_66A_n257(2A)
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
DC_66C_n257A
	DC_66A_n257A

	DC_66A-66A_n257A
	DC_66A_n257A

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
	DC_66A_n260A

	DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q)
DC_66A_n260(G-I)
	DC_66A_n260A

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A

	DC_66A_n261A
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q
	DC_66A_n261A

	DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q)
	DC_66A_n261A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations
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Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257D2
DC_1A-3A_n257E2
DC_1A-3A_n257F2
DC_1A-3A_n257G
DC_1A-3A_n257H
DC_1A-3A_n257I
	DC_1A_n257A
DC_1A_n257D
DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-5A_n257A2
	DC_1A_n257A
DC_5A_n257A

	DC_1A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-7A-7A_n257A2
	DC_1A_n257A
DC_7A_n257A

	DC_1A-8A_n257A2
	DC_1A_n257A
DC_8A_n257A

	DC_1A-18A_n257A2
	DC_1A_n257A
DC_18A_n257A

	DC_1A-19A_n257A2
DC_1A-19A_n257D2
DC_1A-19A_n257E2
DC_1A-19A_n257F2
DC_1A-19A_n257G
DC_1A-19A_n257H
DC_1A-19A_n257I
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_19A_n257D

	DC_1A-21A_n257A2
DC_1A-21A_n257D2
DC_1A-21A_n257E2
DC_1A-21A_n257F2
DC_1A-21A_n257G
DC_1A-21A_n257H
DC_1A-21A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-28A_n257A2
DC_1A-28A_n257D2
DC_1A-28A_n257E2
DC_1A-28A_n257F2
	DC_1A_n257A
DC_28A_n257A

	DC_1A-41A_n257A
DC_1A-41C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_41C_n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
DC_1A-42A_n257G
DC_1A-42A_n257H
DC_1A-42A_n257I
DC_1A-42C_n257A
DC_1A-42C_n257D
DC_1A-42C_n257E
DC_1A-42C_n257F
DC_1A-42D_n257A
DC_1A-42D_n257G
DC_1A-42D_n257H
DC_1A-42D_n257I
DC_1A-42E_n257A
DC_1A-42E_n257G
DC_1A-42E_n257H
DC_1A-42E_n257I
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_2A-5A_n257A2
	DC_2A_n257A
DC_5A_n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A

	DC_2A-13A_n257A2
	DC_2A_n257A
DC_13A_n257A

	DC_2A-13A_n260A2
	DC_2A_n260A
DC_13A_n260A

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A

	DC_2A-66A_n257A2
	DC_2A_n257A
DC_66A_n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A

	DC_3A-5A_n257A2
	DC_3A_n257A
DC_5A_n257A

	DC_3A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-7A-7A_n257A2
	DC_3A_n257A
DC_7A_n257A

	DC_3A-19A_n257A2
DC_3A-19A_n257D2
DC_3A-19A_n257E2
DC_3A-19A_n257F2
DC_3A-19A_n257G
DC_3A-19A_n257H
DC_3A-19A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D

	DC_3A-21A_n257A2
DC_3A-21A_n257D2
DC_3A-21A_n257E2
DC_3A-21A_n257F2
DC_3A-21A_n257G
DC_3A-21A_n257H
DC_3A-21A_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D

	DC_3A-28A_n257A2
DC_3A-28A_n257D2
DC_3A-28A_n257E2
DC_3A-28A_n257F2
	DC_3A_n257A
DC_28A_n257A

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A

	DC_3A-42A_n257A2
DC_3A-42A_n257D2
DC_3A-42A_n257E2
DC_3A-42A_n257F2
DC_3A-42A_n257G
DC_3A-42A_n257H
DC_3A-42A_n257I
DC_3A-42C_n257A2
DC_3A-42C_n257D2
DC_3A-42C_n257E2
DC_3A-42C_n257F2
DC_3A-42C_n257G
DC_3A-42C_n257H
DC_3A-42C_n257I
DC_3A-42D_n257A2
DC_3A-42D_n257G
DC_3A-42D_n257H
DC_3A-42D_n257I
DC_3A-42E_n257A2 
DC_3A-42E_n257G
DC_3A-42E_n257H
DC_3A-42E_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_5A-7A_n257A2
	DC_5A_n257A
DC_7A_n257A

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A

	DC_13A-66A_n257A2
	DC_13A_n257A
DC_66A_n257A

	DC_13A-66A_n260A2
	DC_13A_n260A
DC_66A_n260A

	DC_18A-28A_n257A2
	DC_18A_n257A
DC_28A_n257A

	DC_19A-21A_n257A2
DC_19A-21A_n257D2
DC_19A-21A_n257E2
DC_19A-21A_n257F2
DC_19A-21A_n257G
DC_19A-21A_n257H
DC_19A-21A_n257I
	DC_19A_n257A
DC_19A_n257D
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G

	DC_19A-42A_n257A2
DC_19A-42A_n257D2
DC_19A-42A_n257E2
DC_19A-42A_n257F2
DC_19A-42A_n257G2
DC_19A-42A_n257H2
DC_19A-42A_n257I2
DC_19A-42C_n257A2
DC_19A-42C_n257G2
DC_19A-42C_n257H2
DC_19A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_21A-28A_n257A2
DC_21A-28A_n257D2
DC_21A-28A_n257E2
DC_21A-28A_n257F2
	DC_21A_n257A
DC_28A_n257A

	DC_21A-42A_n257A2
DC_21A-42A_n257D2
DC_21A-42A_n257E2
DC_21A-42A_n257F2
DC_21A-42A_n257G
DC_21A-42A_n257H
DC_21A-42A_n257I
DC_21A-42C_n257A2
DC_21A-42C_n257G
DC_21A-42C_n257H
DC_21A-42C_n257I
	DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_28A-42C_n257A2
DC_28A-42A_n257A2
	DC_28A_n257A
DC_42A_n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A

	DC_41A-42A_n257A
DC_41A-42C_n257A
DC_41C-42A_n257A
DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.5.3-1: Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A

	DC_1A-3A-7A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_7A_n257A

	DC_1A-3A-19A_n257A2
DC_1A-3A-19A_n257G
DC_1A-3A-19A_n257H
DC_1A-3A-19A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A

	DC_1A-3A-21A_n257A2
DC_1A-3A-21A_n257G
DC_1A-3A-21A_n257H
DC_1A-3A-21A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A

	DC_1A-3A-28A_n257A2
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A

	DC_1A-3A-42A_n257A
DC_1A-3A-42A_n257G
DC_1A-3A-42A_n257H
DC_1A-3A-42A_n257I
DC_1A-3A-42C_n257A
DC_1A-3A-42C_n257D
DC_1A-3A-42C_n257E
DC_1A-3A-42C_n257F
DC_1A-3A-42C_n257G
DC_1A-3A-42C_n257H
DC_1A-3A-42C_n257I
DC_1A-3A-42D_n257G
DC_1A-3A-42D_n257H
DC_1A-3A-42D_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_3A_n257ADC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-5A-7A_n257A2
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-5A-7A-7A_n257A
	DC_1A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-18A-28A_n257A2
	DC_1A_n257A
DC_18A_n257A
DC_28A_n257A

	DC_1A-19A-21A_n257A
DC_1A-19A-21A_n257D
DC_1A-19A-21A_n257E
DC_1A-19A-21A_n257F
DC_1A-19A-21A_n257G
DC_1A-19A-21A_n257H
DC_1A-19A-21A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I

	DC_1A-19A-42A_n257A
DC_1A-19A-42A_n257G
DC_1A-19A-42A_n257H
DC_1A-19A-42A_n257I
DC_1A-19A-42C_n257A
DC_1A-19A-42C_n257D
DC_1A-19A-42C_n257E
DC_1A-19A-42C_n257F
DC_1A-19A-42C_n257G
DC_1A-19A-42C_n257H
DC_1A-19A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-21A-28A_n257A2
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A

	DC_1A-21A-42A_n257A
DC_1A-21A-42A_n257G
DC_1A-21A-42A_n257H
DC_1A-21A-42A_n257I
DC_1A-21A-42C_n257A
DC_1A-21A-42C_n257D
DC_1A-21A-42C_n257E
DC_1A-21A-42C_n257F
DC_1A-21A-42C_n257G
DC_1A-21A-42C_n257H
DC_1A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D

	DC_1A-28A-42A_n257A
DC_1A-28A-42C_n257A
	DC_1A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-41A-42A_n257A
DC_1A-41A-42C_n257A
DC_1A-41C-42A_n257A
DC_1A-41C-42C_n257A
	DC_1A_n257A
DC_41A_n257A
DC_42A_n257A

	DC_3A-5A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-5A-7A-7A_n257A2
	DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_3A-19A-21A_n257A2
	DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_3A-19A-42A_n257A
DC_3A-19A-42A_n257G
DC_3A-19A-42A_n257H
DC_3A-19A-42A_n257I
DC_3A-19A-42C_n257A
DC_3A-19A-42C_n257D
DC_3A-19A-42C_n257E
DC_3A-19A-42C_n257F
DC_3A-19A-42C_n257G
DC_3A-19A-42C_n257H
DC_3A-19A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_3A-21A-42A_n257A
DC_3A-21A-42A_n257G
DC_3A-21A-42A_n257H
DC_3A-21A-42A_n257I
DC_3A-21A-42C_n257A
DC_3A-21A-42C_n257D
DC_3A-21A-42C_n257E
DC_3A-21A-42C_n257F
DC_3A-21A-42C_n257G
DC_3A-21A-42C_n257H
DC_3A-21A-42C_n257I
	DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_3A-28A-42A_n257A
DC_3A-28A-42C_n257A
	DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_19A-21A-42A_n257A2
DC_19A-21A-42A_n257G2
DC_19A-21A-42A_n257H2
DC_19A-21A-42A_n257I2
DC_19A-21A-42C_n257A2
DC_19A-21A-42C_n257D2
DC_19A-21A-42C_n257E2
DC_19A-21A-42C_n257F2
DC_19A-21A-42C_n257G2
DC_19A-21A-42C_n257H2
DC_19A-21A-42C_n257I2
	DC_19A_n257A
DC_19A_n257D
DC_19A_n257G
DC_19A_n257H
DC_19A_n257I
DC_21A_n257A
DC_21A_n257D
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A
DC_42A_n257D
DC_42A_n257G
DC_42A_n257H
DC_42A_n257I

	DC_21A-28A-42A_n257A2
DC_21A-28A-42C_n257A2
	DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.5.4-1: Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-5A-7A-7A_n257A
	DC_1A_n257A
DC_3A_n257A
DC_5A_n257A
DC_7A_n257A

	DC_1A-3A-19A-21A_n257A
DC_1A-3A-19A-21A_n257D
DC_1A-3A-19A-21A_n257E
DC_1A-3A-19A-21A_n257F
	DC_1A_n257A
DC_3A_n257A
DC_19A_n257A
DC_21A_n257A

	DC_1A-3A-19A-42A_n257A
DC_1A-3A-19A-42A_n257D
DC_1A-3A-19A-42A_n257E
DC_1A-3A-19A-42A_n257F
DC_1A-3A-19A-42A_n257G
DC_1A-3A-19A-42A_n257H
DC_1A-3A-19A-42A_n257I
DC_1A-3A-19A-42C_n257A
DC_1A-3A-19A-42C_n257D
DC_1A-3A-19A-42C_n257E
DC_1A-3A-19A-42C_n257F
DC_1A-3A-19A-42C_n257G
DC_1A-3A-19A-42C_n257H
DC_1A-3A-19A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_19A_n257A
DC_42A_n257A

	DC_1A-3A-21A-42A_n257A
DC_1A-3A-21A-42C_n257A
DC_1A-3A-21A-42C_n257D
DC_1A-3A-21A-42C_n257E
DC_1A-3A-21A-42C_n257F
DC_1A-3A-21A-42C_n257G
DC_1A-3A-21A-42C_n257H
DC_1A-3A-21A-42C_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_21A_n257A
DC_42A_n257A

	DC_1A-3A-28A-42A_n257A
DC_1A-3A-28A-42C_n257A
	DC_1A_n257A
DC_3A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-19A-21A-42A_n257A
DC_1A-19A-21A-42A_n257D
DC_1A-19A-21A-42A_n257E
DC_1A-19A-21A-42A_n257F
DC_1A-19A-21A-42A_n257G
DC_1A-19A-21A-42A_n257H
DC_1A-19A-21A-42A_n257I
DC_1A-19A-21A-42C_n257A
DC_1A-19A-21A-42C_n257D
DC_1A-19A-21A-42C_n257E
DC_1A-19A-21A-42C_n257F
DC_1A-19A-21A-42C_n257G
DC_1A-19A-21A-42C_n257H
DC_1A-19A-21A-42C_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_n257I
DC_42A_n257A

	DC_1A-19A-28A-42C_n257A
	DC_1A_n257A
DC_19A_n257A
DC_28A_n257A
DC_42A_n257A

	DC_1A-21A-28A-42A_n257A
	DC_1A_n257A
DC_21A_n257A
DC_28A_n257A
DC_42A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.



[bookmark: _Toc27475579][bookmark: _Toc29495170][bookmark: _Toc36116216][bookmark: _Toc36118265][bookmark: _Toc36560378][bookmark: _Toc43976875][bookmark: _Toc52213442][bookmark: _Toc60742898]5.5B.5.5	Void
[bookmark: _Toc27475580][bookmark: _Toc29495171][bookmark: _Toc36116217][bookmark: _Toc36118266][bookmark: _Toc36560379][bookmark: _Toc43976876][bookmark: _Toc52213443][bookmark: _Toc60742899]5.5B.6	Inter-band EN-DC including FR1 and FR2
Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.
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Table 5.5B.6.2-1: Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A_n77A-n257A
DC_1A_n77A-n257D
DC_1A_n77A-n257E
DC_1A_n77A-n257F
DC_1A_n77C-n257A
DC_1A_n77C-n257D
DC_1A_n77C-n257E
DC_1A_n77C-n257F
	DC_1A_n77A
DC_1A_n257A
DC_1A_n77A-n257A

	DC_1A_n78A-n257A
DC_1A_n78A-n257D
DC_1A_n78A-n257E
DC_1A_n78A-n257F
DC_1A_n78C-n257A
DC_1A_n78C-n257D
DC_1A_n78C-n257E
DC_1A_n78C-n257F
	DC_1A_n78A
DC_1A_n257A
DC_1A_n78A-n257A

	DC_1A_n79A-n257A
DC_1A_n79A-n257D
DC_1A_n79A-n257E
DC_1A_n79A-n257F
DC_1A_n79C-n257A
DC_1A_n79C-n257D
DC_1A_n79C-n257E
DC_1A_n79C-n257F
	DC_1A_n79A
DC_1A_n257A
DC_1A_n79A-n257A

	DC_3A_n77A-n257A
DC_3A_n77A-n257D
DC_3A_n77A-n257E
DC_3A_n77A-n257F
DC_3A_n77C-n257A
DC_3A_n77C-n257D
DC_3A_n77C-n257E
DC_3A_n77C-n257F
	DC_3A_n77A
DC_3A_n257A
DC_3A_n77A-n257A

	DC_3A_n78A-n257A
DC_3A_n78A-n257D
DC_3A_n78A-n257E
DC_3A_n78A-n257F
DC_3A_n78C-n257A
DC_3A_n78C-n257D
DC_3A_n78C-n257E
DC_3A_n78C-n257F
	DC_3A_n78A
DC_3A_n257A
DC_3A_n78A-n257A

	DC_3A_n79A-n257A
DC_3A_n79A-n257D
DC_3A_n79A-n257E
DC_3A_n79A-n257F
DC_3A_n79C-n257A
DC_3A_n79C-n257D
DC_3A_n79C-n257E
DC_3A_n79C-n257F
	DC_3A_n79A
DC_3A_n257A
DC_3A_n79A-n257A

	DC_5A_n78A-n257A2
	DC_5A_n78A
DC_5A_n257A

	DC_7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A

	DC_7A-7A_n78A-n257A
	DC_7A_n78A
DC_7A_n257A
DC_7A_n78A-n257A

	DC_19A_n77A-n257A
DC_19A_n77A-n257D
DC_19A_n77A-n257E
DC_19A_n77A-n257F
DC_19A_n77C-n257A
DC_19A_n77C-n257D
DC_19A_n77C-n257E
DC_19A_n77C-n257F
	DC_19A_n77A
DC_19A_n257A
DC_19A_n77A-n257A

	DC_19A_n78A-n257A
DC_19A_n78A-n257D
DC_19A_n78A-n257E
DC_19A_n78A-n257F
DC_19A_n78C-n257A
DC_19A_n78C-n257D
DC_19A_n78C-n257E
DC_19A_n78C-n257F
	DC_19A_n78A
DC_19A_n257A
DC_19A_n78A-n257A

	DC_19A_n79A-n257A
DC_19A_n79A-n257D
DC_19A_n79A-n257E
DC_19A_n79A-n257F
DC_19A_n79C-n257A
DC_19A_n79C-n257D
DC_19A_n79C-n257E
DC_19A_n79C-n257F
	DC_19A_n79A
DC_19A_n257A
DC_19A_n79A-n257A

	DC_21A_n77A-n257A
	DC_21A_n77A
DC_21A_n257A

	DC_21A_n78A-n257A
	DC_21A_n78A
DC_21A_n257A

	DC_21A_n79A-n257A
	DC_21A_n79A
DC_21A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability
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Table 5.5B.6.3-1: Inter-band EN-DC configurations including FR1 and FR2 (four bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n78A-n257A
DC_1A-3A_n78A-n257G
DC_1A-3A_n78A-n257H
DC_1A-3A_n78A-n257I
	DC_1A_n78A
DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_3A_n78A
DC_3A_n257A
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_3A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_5A-7A-7A_n78A-n257A
	DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Table 5.5B.6.4-1: Inter-band EN-DC configurations including FR1 and FR2 (five bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A

	DC_1A-3A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-3A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_1A-5A-7A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	DC_3A-5A-7A-7A_n78A-n257A
	DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Table 5.5B.6.5-1: Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A-5A-7A_n78A-n257A
	DC_1A_n78A
DC_1A_n257A
DC_3A_n78A
DC_3A_n257A
DC_5A_n78A
DC_5A_n257A
DC_7A_n78A
DC_7A_n257A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
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Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR-DC configuration
	Uplink NR-DC configuration

	DC_n77A-n257A
DC_n77A-n257D
DC_n77A-n257E
DC_n77A-n257F
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
	DC_n78A-n257A

	DC_n79A-n257A
DC_n79A-n257D
DC_n79A-n257E
DC_n79A-n257F
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A

	NOTE 1:	NR configuration for FR1 and FR2 are defined in TS 38.521-1 [8] and TS 38.521-2 [9] respectively.
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