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	Reason for change:
	[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc60790979]Correction PICS condition of test case 6.4.2.5 since additional of PICS powerBoosting-pi2BPSK according to 38.306 4.2.7.2	BandNR parameters:
powerBoosting-pi2BPSK
Indicates whether UE supports power boosting for pi/2 BPSK, when applicable as defined in 6.2 of TS 38.101-1 [2]. This capability is not applicable to IAB-MT

	
	

	Summary of change:
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Cxxx : IF A.4.1-1/2 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/xx THEN R ELSE N/A
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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc20936807][bookmark: _Toc36713253][bookmark: _Toc36713656][bookmark: _Toc52217969][bookmark: _Toc58499581]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	PC1
PC2
PC3
	

	︙
	
	
	
	
	
	
	

	6.4.2.5
	EVM equalizer spectrum flatness for Pi/2 BPSK
	Rel-15
	C001Cxxx
	UEs supporting 5GS FR1
	D001
	
	


<< End of changes >>
<<< START OF CHANGES >>>
Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	︙	

	C049	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/2 AND A.4.3.2B.2.0-1/3 AND A.4.1-4/1 THEN R ELSE N/A

	Cxxx 	IF A.4.1-1/2 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/xx THEN R ELSE N/A



<< End of changes >>

