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8	RRC
[bookmark: _Toc225185344]8.1	RRC connection management procedures
[bookmark: _Toc225185345]8.1.1	Paging
[bookmark: _Toc225185346]8.1.1.1	Void (RRC / Paging for connection in idle mode)
NOTE:	The present test (RRC / Paging for connection in idle mode) is superseded by test case 9.3.2.1 (i.e. all requirements which the present test verified are verified in test case 9.3.2.1).
[bookmark: _Toc225185347]
[Text skipped here]

[bookmark: _Toc225185350]
8.1.2	RRC connection establishment
[bookmark: _Toc225185351]8.1.2.1	Void (RRC connection establishment / Success)
NOTE:	The present test ( connection establishment / Success) is superseded by test case 8.1.1.3 (i.e. all requirements which the present test verified are verified in test case 8.1.1.3).

[bookmark: _Toc225185357][Text skipped here]


8.1.2.10	Void
8.1.2.11	Void (RRC connection establishment of emergency call)
NOTE:	The present test (RRC connection establishment of emergency call) is superseded by test case 11.2.1 (i.e. all requirements which the present test verified are verified in test case 11.2.1).
8.1.2.12	Void (RRC connection establishment of emergency call / Limited Service)
NOTE:	The present test (RRC connection establishment of emergency call / Limited Service) is superseded by test case 11.2.2 (i.e. all requirements which the present test verified are verified in test case 11.2.2).
[bookmark: _Toc225185358]
[Text skipped here]


8.1.3	RRC connection release
[bookmark: _Toc225185359]8.1.3.1	Void (RRC connection release / Success)
NOTE:	The present test (RRC connection release / Success) is superseded by test case 8.2.1.1 (i.e. all requirements which the present test verified are verified in test case 8.2.1.1).

[bookmark: _Toc225185369][Text skipped here]


8.2.1.4	Void
[bookmark: _Toc225185370]8.2.1.5	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLEdle to RRC CONNECTED / Success / Latency check
8.2.1.5.1	Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_IDLE state and has sent an RRCConnectionRequest message }
ensure that {
  when { UE receive a RRCConnectionSetup message and 16 subframes later receives an UL grant }
then { UE successfully transmit RRCConnectionSetupComplete message }
            }


[Text skipped here]


8.2.1.6	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLEdle to RRC CONNECTED / Success / Latency check / SecurityModeCommand and RRCConnectionReconfiguration transmitted in the same TTI
8.2.1.6.1	Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_CONNECTED state }
ensure that {
  when { UE received SecurityModeCommand message and RRCConnectionReconfiguration message including a drb-Identity that is not part of the current UE configuration and a nas-DedicatedInformation in the same TTI and 21 subframes later receives an UL grant }
    then { UE successfully establish the initial AS security activation according to IE securityConfigSMC and the radio bearer according to IE radioResourceConfiguration }
            }


[Text skipped here]


8.2.1.6.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause  5.3.4.3, 5.3.5.3 and 11.2. 
[TS 36.331, clause 5.3.4.3]
[bookmark: _Toc225185374]
[Text skipped here]


8.2.2.6.4	Void
8.2.2.6.5	Void
8.2.2.6.6	Void

[Text skipped here]


8.2.2.9.4	Vvoid
8.2.2.9.5	Void

[Text skipped here]


8.2.4.4	RRC connection reconfiguration  / Handover / Failure / Intra-cell / Security reconfiguration
8.2.4.4.1	Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including a SecurityConfigHO }
ensure that {
  when { UE detects handover failure and the initial cell is selectable }
    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }
            }


[Text skipped here]


8.2.4.24	Void
8.2.4.24.1	Void

[End of changes]





