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4	Recommended Test Case Applicability
The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.
The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.
[bookmark: _Hlk20236811]Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.
When a test case is to be executed against a category M1 UE and with IMS enabled, it is assumed that the UE is compliant to GSMA profile NG.108 [55].
The columns in Table 4-1 have the following meaning:
Clause
The clause column indicates the clause number in TS 36.523-1 [19] that contains the test body.
Title
The title column describes the name of the test and contains the clause title of the clause in TS 36.523-1 [19] that contains the test body.
Release
The release column indicates the earliest release from which the test case is applicable. In some specific cases it may indicate the release(s) for which the TC is only applicable.
Note:	Some exceptions to this interpretation may be indicated in Notes in column 'Number of TC Executions' e.g. see Note 3 Table 4-1.
Applicability - Condition
The following notations are used for the applicability column:
R	recommended - the test case is recommended
O	optional – the test case is optional
N/A	not applicable - in the given context, the test case is not recommended.
Ci	conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.
NOTE:	The conditions are defined in Table 4-1a.
Applicability - Comments
	This column contains a verbal description of the condition.
Additional Information - Specific ICS
	This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.
NOTE:	ICS items specified in 3GPP TS 34.123-2 [8] and 3GPP TS 34.229-2 [45] can be referred, to avoid redundant definitions.
Additional Information - Specific IXIT
	This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC.
Additional Information - Number of TC Executions
	This column contains, wherever applicable, the recommended for certification purposes number of TC executions. It may contain also other information e.g. exceptions to the release applicable to the test. Clarifying notes are listed in Table 4-1b.
Additional Information - Release other RAT
	In regard to a particular test case, this column provides information on the release which is used by the simulated network in the other (i.e. non E-UTRA) RAT(s) where applicable. For each applicable RAT the release shall be indicated in the format 'Rel-X RAT'. When multiple RATs are applicable the entries per RAT shall be separated by a comma. When a value for a 3GPP RAT is not provided but the RAT is in the scope of the test case then for this RAT the release indicated in the Release column applies (per default).
EXAMPLES:
Rel-9 UTRA FDD, Rel-8 GERAN or simply as Rel-9 UTRA FDD
(meaning that the UTRA FDD will simulate Rel-9 and the GERAN Rel-8 behaviours)
Rel-9 UTRA TDD
(meaning that the UTRA LCR TDD network will simulate Rel-9 behaviours)
Error! No text of specified style in document.
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NOTE 2:	To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".
Table 4-1: Applicability of tests and additional information for testing
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	[sections skipped]
	
	
	
	
	
	
	

	22
	NB-IoT
	
	
	
	
	
	
	

	22.1.1
	NB-IoT / Control Plane CIoT EPS optimisation for EPS services
	Rel-13
	C266
	UEs supporting NB-IoT
	pc_NonIP_PDN, pc_IP_PDN, pc_NB_S1_only pc_NonIP_Link_MTU_Parameter pc_IPv4_Link_MTU_Parameter pc_APN_RateControl
	px_DoAttachWithoutPDN, px_nonSMSTransport_CP_CIoT, px_SMSTransport_CP_CIoT, px_ModifyBearerResources, 
	Note 18
	

	22.2.1
	NB-IoT / PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.2
	NB-IoT / PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Manual mode
	Rel-13
	C266a
	UEs supporting NB-IoT and Manual Mode PLMN Selection exception
	
	
	
	

	22.2.3
	NB-IoT / PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.4
	NB-IoT / Cell selection / Qrxlevmin and Qqualmin / Serving cell becomes non-suitable (S<0 or barred or Srxlev > 0 and Squal < 0)
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.5
	NB-IoT / Intra-frequency Cell reselection / Qhyst, Qoffset, Treselection and Cell-specific reselection parameters
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.6
	NB-IoT / Cell reselection using cell status and cell reservations / Access control class 0 to 9
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.7
	NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.8
	NB-IoT / Cell reselection in shared network environment
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.9
	NB-IoT / Inter-frequency cell reselection
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.10
	NB-IoT / Cell reselection / MFBI
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.2.11
	NB-IoT / Wake-up signalling / DRX
	Rel-15
	C390
	UEs supporting NB-IoT and WUS
	pc_NB_FDD
	
	
	

	22.2.12
	NB-IoT / Wake-up signalling / eDRX
	Rel-15
	C391
	UEs supporting NB-IoT and Extended DRX and WUS
	pc_NB_FDD
	
	
	

	22.3.1.1
	NB-IoT / RACH Procedure / Preamble Selected by MAC / Temporary C-RNTI
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.2
	NB-IoT / Correct Handling of DL MAC PDU / Assignment/HARQ process / TimeAlignmentTimer expiry
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.3
	NB-IoT / Correct Handling of UL MAC PDU/Assignment/HARQ process/Padding
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.4
	NB-IoT / Correct handling of MAC control information / Buffer status
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.5
	NB-IoT / DRX operation / DRX cycle configured / Parameters configured by RRC/ DRX command MAC control element reception
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.6
	NB-IoT / DL-SCH /UL-SCH transport block size selection / DCI format N1/ N0
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.6a
	NB-IoT / DL-SCH /UL-SCH transport block size selection / DCI format N1/ N0/ Category NB2
	Rel-14
	C347
	UEs supporting NB-IoT and Category NB2
	
	
	Note 21
	

	22.3.1.7
	NB-IoT / RACH Procedure / Contention free random access (CFRA)
	Rel-14
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.8
	NB-IoT / RACH Procedure / Non-anchor carrier
	Rel-14
	C348
	UEs supporting NB-IoT and NPRACH on non-anchor carrier
	
	
	
	

	22.3.1.9
	NB-IoT / Correct HARQ process / 2 HARQ processes
	Rel-14
	C339
	UEs supporting NB-IoT and 2 HARQ processes in DL and UL and Category NB2 
	
	
	Note 21
	

	22.3.1.10
	NB-IoT / RACH Procedure / Early contention resolution
	Rel-14
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.1.11
	NB-IoT / Scheduling Request / Without HARQ ACK
	Rel-15
	C392
	UEs supporting NB-IoT and SR without HARQ ACK
	pc_NB_FDD
	
	
	

	22.3.2.1
	NB-IoT / AM RLC / Correct use of sequence numbering / Concatenation and reassembly / Polling for status
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.2
	NB-IoT / AM RLC / Receiver status triggers
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.3
	NB-IoT / AM RLC / In sequence delivery of upper layers PDUs/ Different numbers of length indicators
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.4
	NB-IoT / AM RLC / Re-segmentation RLC PDU / SO, FI, LSF/ Re-transmission of RLC PDU
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.5
	NB-IoT / AM RLC / Segmentation and Reassembly / AMD PDU reassembly Re-ordering, from AMD PDU segments / FI, SO and LSF
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.3.2.6
	NB-IoT / UM RLC / Correct use of sequence numbering / Concatenation, segmentation and reassembly / SC-MCCH and SC-MTCH
	Rel-14
	C351
	UEs supporting NB-IoT and SC-PTM and Feature Group Indicator 3 and Feature Group Indicator 7
	
	
	
	

	22.3.2.7
	NB-IoT / AM RLC / Receiver status triggers / Non-zero t-Reordering configured
	Rel-14
	C339
	UEs supporting NB-IoT and 2 HARQ processes in DL and UL and Category NB2
	
	
	Note 21
	

	22.3.2.8
	NB-IoT / UM RLC / Correct use of sequence numbering / Concatenation, segmentation and reassembly / Duplicate detection
	Rel-15
	C377
	UEs supporting NB-IoT and RLC UM mode
	
	
	
	

	
	[sections skipped ]
	
	
	
	
	
	
	



Table 4-1b: Number of TC Executions - Notes
	Note 1:	The TC contains multi-RAT branches not all mandatory in the scope of the TC. The E-UTRA/EPC branch will be executed always; the TC will go through any other RAT branch depending on the UE capability. Execution only of the E-UTRA/EPC branch regardless of the UE capabilities can also be imposed by setting the IXIT px_RATComb_Tested= EUTRA_only. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 2:	The TC contains multi-RAT branches mandatory in the scope of the TC. The TC shall be executed once per supported by the UE RAT combination i.e. once if the UE supports E-UTRA/EPC AND UTRA, or, once if the UE supports E-UTRA/EPC AND GERAN. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 3:	This TC can optionally be executed by Rel-8 UE and onwards till the release indicated in the Release column.

	Note 4:	The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells operating on multiple (different) or single (the same) frequency. It is recommended that the multi frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 [20] section 11.

	Note 5:	For UEs that can be configured in at least one of the CS/PS modes (CS/PS mode 1 or CS/PS mode 2), AND, at least one of the PS modes (PS mode 1 or PS mode 2), this TC shall be run with the UE configured either in PS mode 1 or PS mode 2. Otherwise not all of the test’s TPs will be verified.

	Note 6:	For UEs that can be configured in both CS/PS modes (CS/PS mode 1 and CS/PS mode 2), OR, both PS modes (PS mode 1 and PS mode 2), this TC shall be run 2 times: once per configurable mode. Otherwise not all of the test’s TPs will be verified. (Example: if the UE can be configured in CS/PS mode 1 and CS/PS mode 2 then the test case should be run once with UE configured in CS/PS mode 1 and once configured in CS/PS mode 2).

	Note 7:	This TC can optionally be executed by Rel-9 UE and onwards till the release indicated in the Release column.

	Note 8:	The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells where the neighbour cell is operating on an inter-frequency or inter-band frequency. It is recommended that the inter-frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 [20] section 11.

	Note 9:	The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e. with different cells operating on UTRA interRAT or GERAN interRAT. It is recommended that the UTRA interRAT test should be run by default.

	Note 10:	As per TS 36.306, clause 4.1, check for support of category 2 to 5 is sufficient to check support for category 6 or higher.

	Note 11:	Test case is not intended to be run in FDD-TDD CA combination. FDD-TDD combination is covered in Test cases 7.1.3.11.4 and 7.1.3.11.5.

	Note 12:	Void

	Note 13:	If extended long DRX cycle test case is executed, the Rel-8 long DRX cycle test case can be considered implicitly tested.

	Note 14:	For UEs supporting IMS, it is recommended to execute this test case with pc_SMS_IP_MT=FALSE.

	Note 15:	Void

	Note 16:	Void

	Note 17:	This TC can optionally be executed by Rel-10 UE and onwards till the release indicated in the Release column.

	Note 18:	For UE which supports both Attach without PDN (i.e. pc_AttachWithoutPDN=TRUE) and Attach with PDN (i.e. pc_AttachWithPDN=TRUE), this TC shall be executed 2 times: once with px_DoAttachWithoutPDN=TRUE, and, once with px_DoAttachWithoutPDN=FALSE.

	Note 19:	Test case is not intended to be run with UEs supporting GSMA PRD IR.92 [33] (A.4.4-1/33) or GSMA PRD NG.108 [55].

	Note 20:	Void

	Note 21	This TC can optionally be executed by Rel-13 UE and onwards till the release indicated in the Release column



