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<<< START OF CHANGES >>>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.7
	Failure information
	
	
	

	8.1.5.7.1
	Failure information / RLC failure / MCG
	
	
	

	8.1.5.7.1.1
	Failure information / RLC failure / MCG / Intra-band Contiguous CA
	Rel-15
	C72
	UEs supporting 5G Core and intra-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.7.1.2
	Failure information / RLC failure / MCG / Inter-band CA
	Rel-15
	C73
	UEs supporting 5G Core and inter-band contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.7.1.3
	Failure information / RLC failure / MCG / Intra-band non Contiguous CA
	Rel-15
	C74
	UEs supporting 5G Core and intra-band non-contiguous CA and CA-based PDCP duplication over MCG or SCG DRB

	8.1.5.8
	Processing delay
	
	
	

	8.1.5.8.1
	Processing delay / RRC_Idle to RRC_Connected / RRC_Inactive to RRC_Connected / Success / Latency check
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	8.1.6.1.1.1
	Immediate MDT / Measurement reporting / Location information
	Rel-16
	Cxx1
	UEs supporting 5G Core and and standalone GNSS receiver to provide detailed location information

	8.1.6.1.1.2
	Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
	Rel-16
	Cxx2
	UEs ing 5G Core and UL PDCP Packet Delay per DRB

	8.2.1
	UE Capability / RRC Others
	
	
	

	8.2.1.1
	UE capability transfer / Success
	
	
	

	8.2.1.1.1
	UE capability transfer / Success / EN-DC
	Rel-15
	C01
	UEs supporting EN-DC

	8.2.2
	Radio Bearer Addition, Modification and Release
	
	
	

	8.2.2.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release
	
	
	

	8.2.2.1.1
	SRB3 Establishment, Reconfiguration and Release / NR addition, modification and release / EN-DC
	Rel-15
	C22
	UEs supporting EN-DC and SRB3


< Unchanged sections omitted >
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	C104
	IF (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.2A.1-1/2 AND A.4.3.3-1/5 THEN R ELSE N/A
	UEs supporting 5GC and Intra-band contiguous CA and DL NR CA with 3 carriers and PDCP duplication with more than two RLC entities

	C105
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) AND A.4.3.3-1/7 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM mode and PDCP ethernet header compression

	C106
	IF A.4.1-5/1 AND A.4.3.10-1/1 THEN R ELSE N/A
	UE supporting 5G core and NR sidelink mode 1 transmission

	C107
	IF A.4.3.2-1/XX THEN R ELSE N/A
	UE’s supporting multi-DCI based multi-TRP

	Cxx1
	IF A.4.4-1/xx1 THEN R ELSE N/A
	UEs ing 5G Core and standalone GNSS receiver to provide detailed location information

	Cxx2
	IF A.4.4-1/xx2 THEN R ELSE N/A
	UEs ing 5G Core and UL PDCP Packet Delay per DRB




<<< END OF CHANGES >>>

