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8.3.2.8	Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells)
8.3.2.8.1	Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of HRPD cells }
ensure that {
  when { The UE receives reference signal power for cells on the HRPD frequency where measurements are configured }
   then { UE sends MeasurementReport message at regular intervals for these HRPD cells }
            }


[Text skipped here]


8.3.2.9	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells)
8.3.2.9.1	Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }
ensure that {
  when { UE detects entering condition for the event B2 is not met }
    then { UE does not transmit any MeasurementReport }
            }


[Text skipped here]


8.3.4.5	Inter-frequency E-UTRAN FDD -– FDD / CSG Proximity Indication
8.3.4.5.1	Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_CONNECTED state }
ensure that {  
  when { UE is configured with the proximity indicator control by sending the RRCConnectionReconfiguration message with reportProximityConfig and the UE is not in the vicinity of the CSG cell }
   then { UE is not expected to send any ProximityIndication message set to “"entering"” proximity }
             }

(2)
with { UE in E-UTRA RRC_CONNECTED state }
ensure that {  
  when { UE is configured with the proximity indicator control by sending the RRCConnectionReconfiguration message with reportProximityConfig and the UE is in the vicinity of the CSG cell }
   then { The UE is expected to sends a ProximityIndication message set to “"entering"” proximity }
             }
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