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4.6.2	System information blocks
<start of modified section>
–	SIB10
Table 4.6.2-12: SIB10
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB10-r16 ::= SEQUENCE {
	
	
	

	  FFShrnn-List-r16 SEQUENCE (SIZE (1..maxNPN-r16)) OF HRNN-r16 {
	
	
	

	    HRNN-r16[1] SEQUENCE {
	
	1 entry
	

	      hrnn-r16
	“3gppTest”
	charstring “3gppTest” converted to OCTETSTRING
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	



<end of modified section>
4.6.3	Radio resource control information elements
<start of modified section>
[bookmark: _Toc21353792][bookmark: _Toc27749411]–	CellAccessRelatedInfo
Table 4.6.3-16: CellAccessRelatedInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellAccessRelatedInfo ::= SEQUENCE {
	
	
	

	  plmn-IdentityList
	PLMN-IdentityInfoList
	
	

	  cellReservedForOtherUse
	Not present
	
	

	  npn-IdentityInfoList-r16            
	NPN-IdentityInfoList-r16
	
	SNPN

	}
	
	
	



	Condition
	Explanation 

	SNPN
	Standalone NPN cell



–	NPN-Identity
Table 4.6.3-84AA: NPN-Identity
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NPN-Identity-r16 ::= CHOICE {
	
	
	

	  pni-npn-r16 SEQUENCE {
	
	
	CAG

	    PLMN-Identity[1]
	PLMN-Identity
	
	

	    cag-IdentityList-r16 SEQUENCE (SIZE (1..maxNPN-r16)) OF CAG-IdentityInfo-r16 {
	 
1 entry
	
	

	      cag-Identity-r16[1]
	
	
	

	      manualCAGselectionAllowed-r16
	true
	
	

	    }
	
	
	

	    snpn-r16 SEQUENCE {
	
	
	SNPN

	      plmn-Identity-r16
	PLMN-Identity
	
	

	      nid-List-r16[1] 
	FFS
	NID is coded as a BITSTRING based on TS 38.508-1 Table [FFS].
	

	    }
	
	
	

	FFS  }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	CAG
	PNI-NPN 

	SNPN
	Standalone NPN cell



–	NPN-IdentityInfoList
Table 4.6.3-84AB: NPN-IdentityInfoList
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NPN-IdentityInfoList-r16 ::= SEQUENCE (SIZE (1..maxNPN-r16)) OF NPN-IdentityInfo-r16 {
	1 entry
	
	

	  NPN-IdentityInfo-r16[1] SEQUENCE {
	1 entry
	
	

	    npn-IdentityList-r16 SEQUENCE (SIZE (1..maxNPN-r16)) OF NPN-Identity-r16 { 
	
	
	

	      NPN-Identity-r16[1]
	NPN-Identity
	
	CAG, SNPN

	    }
	
	
	

	    trackingAreaCode-r16
	TrackingAreaCode
	
	

	    ranac-r16
	RAN-AreaCode
	
	

	    cellIdentity-r16
	CellIdentity
	
	

	    cellReservedForOperatorUse-r16
	notReserved
	
	

	  }FFS
	
	
	

	}
	
	
	


<end of modified section>
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