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<Start of modified section 1>
[bookmark: _Toc27477846][bookmark: _Toc36226530][bookmark: _Toc44323787][bookmark: _Toc52989962][bookmark: _Toc60823158][bookmark: _Toc60825080]6.2A.2.1	Maximum Power Reduction (MPR) for CA (2 UL CA) 
Editor’s Note: 
Initial Conditions and test requirementTesting for Intra-band contiguous UL CA non-contiguous RB allocation is incompleteFFS.
Test requirement for Intra-band contiguous UL CA contiguous RB allocation is FFS.
Testing for intra-band non-contiguous UL CA is FFS.
[bookmark: _Toc52989963][bookmark: _Toc60823159][bookmark: _Toc60825081]6.2A.2.1.1	Test purpose
<Unchanged Text Skipped>
[bookmark: _Toc27477863][bookmark: _Toc36226547][bookmark: _Toc44323804][bookmark: _Toc52989981][bookmark: _Toc60823177][bookmark: _Toc60825099]6.2A.4.1	Configured transmitted power for CA (2 UL CA)
Editor’s Note: 
Testing for Intra-band contiguous UL CA non-contiguous RB allocation is FFS.
Test requirement for Intra-band contiguous UL CA contiguous RB allocation is FFS.
Testing for intra-band non-contiguous UL CA is FFS.
[bookmark: _Toc52989982][bookmark: _Toc60823178][bookmark: _Toc60825100]6.2A.4.1.1	Test purpose
To verify that the total measured UE configured maximum output power PUMAX in two uplink carrier aggregation is within the specified bounds.

<End of modified section 1>
